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REQUEST FOR PROPOSAL (RFP) 
 

ATTENTION: This is not an order. Read all instructions, terms and conditions carefully. 
PROPOSAL NO.:  UK-3187.30-1-27 RETURN ORIGINAL COPY OF PROPOSAL TO: 
Issue Date: 10/15/2026 UNIVERSITY OF KENTUCKY 
Title: Kroger Field Maintenance 2027 PROCUREMENT SERVICES 
Purchasing Officer: Ken Scott 411 S LIMESTONE 
Phone: 859.257.9102 ROOM 322 PETERSON SERVICE BLDG. 
Email: Kenneth.Scott@uky.edu LEXINGTON, KY 40506-0005 

IMPORTANT: PROPOSALS MUST BE RECEIVED BY: 11/10/2026 3 P.M. LEXINGTON, KY TIME. 
NOTICE OF REQUIREMENTS 

1. The University’s General Terms and Conditions and Instructions to Bidders, viewable at https://purchasing.uky.edu/bid-and-proposal-opportunities, apply to 
this RFP. When the RFP includes construction services, the University’s General Conditions and Special Conditions for Construction and Instructions to 
Bidders, viewable at https://purchasing.uky.edu/bid-and-proposal-opportunities, apply to the RFP. 

2. Contracts resulting from this RFP must be governed by and in accordance with the laws of the Commonwealth of Kentucky. 
3. Any agreement or collusion among offerors or prospective offerors, which restrains, tends to restrain, or is reasonably calculated to restrain competition by 

agreement to bid at a fixed price or to refrain from offering, or otherwise, is prohibited. 
4. Any person who violates any provisions of KRS 45A.325 shall be guilty of a felony and shall be punished by a fine of not less than five thousand dollars nor 

more than ten thousand dollars or be imprisoned not less than one year nor more than five years, or both such fine and imprisonment. Any firm, corporation, 
or association who violates any of the provisions of KRS 45A.325 shall, upon conviction, be fined not less than ten thousand dollars or more than twenty 
thousand dollars. 

AUTHENTICATION OF BID AND STATEMENT OF NON-COLLUSION AND NON-CONFLICT OF INTEREST 
I hereby swear (or affirm) under the penalty for false swearing as provided by KRS 523.040: 

1. That I am the offeror (if the offeror is an individual), a partner, (if the offeror is a partnership), or an officer or employee of the bidding corporation having 
authority to sign on its behalf (if the offeror is a corporation); 

2. That the attached proposal has been arrived at by the offeror independently and has been submitted without collusion with, and without any agreement, 
understanding or planned common course of action with, any other Contractor of materials, supplies, equipment or services described in the RFP, designed to 
limit independent bidding or competition; 

3. That the contents of the proposal have not been communicated by the offeror or its employees or agents to any person not an employee or agent of the 
offeror or its surety on any bond furnished with the proposal and will not be communicated to any such person prior to the official closing of the RFP: 

4. That the offeror is legally entitled to enter into contracts with the University of Kentucky and is not in violation of any prohibited conflict of interest, including, 
but not limited to, those prohibited by the provisions of KRS 45A.330 to .340, and164.390;  

5. That the offeror, and its affiliates, are duly registered with the Kentucky Department of Revenue to collect and remit the sale and use tax imposed by Chapter 
139 to the extent required by Kentucky law and will remain registered for the duration of any contract award; 

6. That I have fully informed myself regarding the accuracy of the statement made above. 
SWORN STATEMENT OF COMPLIANCE WITH CAMPAIGN FINANCE LAWS 

In accordance with KRS45A.110 (2), the undersigned hereby swears under penalty of perjury that he/she has not knowingly violated any provision of the 
campaign finance laws of the Commonwealth of Kentucky and that the award of a contract to a bidder will not violate any provision of the campaign finance 
laws of the Commonwealth of Kentucky. 

CONTRACTOR REPORT OF PRIOR VIOLATIONS OF KRS CHAPTERS 136, 139, 141, 337, 338, 341 & 342 
The contractor by signing and submitting a proposal agrees as required by 45A.485 to submit final determinations of any violations of the provisions of KRS 
Chapters 136, 139, 141, 337, 338, 341 and 342 that have occurred in the previous five (5) years prior to the award of a contract and agrees to remain in 
continuous compliance with the provisions of the statutes during the duration of any contract that may be established. Final determinations of violations of 
these statutes must be provided to the University by the successful contractor prior to the award of a contract. 

CERTIFICATION OF NON-SEGREGATED FACILITIES 
The contractor, by submitting a proposal, certifies that he/she is in compliance with the Code of Federal Regulations, No. 41 CFR 60-1.8(b) that prohibits the 
maintaining of segregated facilities. 

 
SIGNATURE REQUIRED: This proposal cannot be considered valid unless signed and dated by an authorized agent of the offeror. Type or print the signatory's 
name, title, address, phone number and fax number in the spaces provided. Offers signed by an agent are to be accompanied by evidence of his/her authority 
unless such evidence has been previously furnished to the issuing office 
 
DELIVERY TIME: NAME OF COMPANY: DUNS # 

 
PROPOSAL FIRM 
THROUGH: 

ADDRESS: Phone/Fax: 

PAYMENT TERMS: CITY, STATE & ZIP CODE: E-MAIL: 

SHIPPING TERMS: F. O.B. 
DESTINATION PREPAID 

AND ALLOWED 

TYPED OR PRINTED NAME: WEB ADDRESS: 
 

FEDERAL EMPLOYER ID 
NO.: 
 

SIGNATURE: DATE:  
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1.0  DEFINITIONS 
 
The term "addenda" means written or graphic instructions issued by the University of Kentucky prior 
to the receipt of proposals that modify or interpret the RFP documents by additions, deletions, 
clarifications and/or corrections. 
 
The term "competitive negotiations" means the method authorized in the Kentucky Revised 
Statutes, Chapter 45A.085. 
 
The terms "offer" or “proposal” mean the offeror’s/offerors’ response to this RFP. 
 
The term "offeror" means the entity or contractor group submitting the proposal. 
 
The term "contractor" means the entity receiving a contract award. 
 
The term "purchasing agency" means the University of Kentucky, Procurement Services, Room 322 
Peterson Service Building, Lexington, KY 40506-0005. 
 
The term "purchasing official" means the University of Kentucky’s appointed contracting 
representative. 
 
The term "responsible offeror" means a person, company or corporation that has the capability in all 
respects to perform fully the contract requirements and the integrity and reliability that will assure 
good faith performance. In determining whether an offeror is responsible, the University may 
evaluate various factors including (but not limited to): financial resources; experience; organization; 
technical qualifications; available resources; record of performance; integrity; judgment; ability to 
perform successfully under the terms and conditions of the contract; adversarial relationship 
between the offeror and the University that is so serious and compelling that it may negatively 
impact the work performed under this RFP; or any other cause determined to be so serious and 
compelling as to affect the responsibility of the offeror.  
 
The term "solicitation" means RFP. 
 
The term "University" means University of Kentucky. 
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2.0  GENERAL OVERVIEW 
 
 

2.1  Intent and Scope 
 
This project is ongoing and maintenance repairs for the University of Kentucky Kroger Field 
structure.  The work will focus on the entire South Bowl, the East and West Upper Concourses, and 
the Gate 1 Ramp.  Repairs include addressing concrete deterioration at the precast concrete 
seating units and cast-in-place concrete concourses, installation of surface waterproofing systems, 
miscellaneous steel repairs at connections between stadium framing, coating of steel framing and 
CMU/concrete walls, removal and reinstallation of stadium seats, and other miscellaneous work to 
extend the life and serviceability of Kroger Field. 
 
 

2.2  Background Information 
 
This project is a continuation of an ongoing maintenance and repair program for the University of 
Kentucky Kroger Field.  A study was completed in 2023 that outlined a preventative maintenance 
and repair program to ensure long-term durability and extend the football stadium's useful life.    
  
Previous repair projects in the stadium have included replacement of steel framed stair towers and 
in 2025/2026 the restoration of the north half of the stadium occurred which had similar work as this 
planned project. 
 
 

2.3  University Information 
 
Upon his arrival in 2011, President Eli Capilouto set an ambitious agenda to extend and enhance 
our role as Kentucky’s land-grant and flagship research university. By focusing on infrastructure 
growth and improvement; creating opportunities for innovative teaching, learning and academic 
excellence; fostering a robust research enterprise; providing life-saving subspecialty care; 
empowering communities through service and outreach; and encouraging a transparent and shared 
dialogue about institutional priorities; the University of Kentucky will help ensure a Kentucky 
tomorrow that is healthier, wealthier and wiser than it is today. 
 
Our mission — 160 years strong — is to advance Kentucky in everything we do. 
 
Founded in 1865 as a land-grant institution adjacent to downtown Lexington, UK is nestled in the 
scenic heart of the beautiful Bluegrass region of Kentucky. From its early beginnings, with only 190 
students and 10 professors, UK’s campus now covers more than 900 acres. In Fall 2025, the 
university enrolled nearly 39,000 total students, including another record-setting first-year class of 
more than 7,000 students — for the first time, more than 4,000 are Kentuckians and nearly 1,900 
are first generation. The institution now employs approximately 33,000 employees, including nearly 
3,300 full-time faculty. 
 
UK is just one of eight universities in the United States that has programs in agriculture, 
engineering, law, fine arts and a full complement of health colleges including medicine and 
pharmacy, on a single campus alongside an academic health system, leading to groundbreaking 
discoveries and unique interdisciplinary collaboration. 
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The state’s flagship university consists of 18 academic and professional colleges where students 
can choose from more than 200 majors and degree programs at the undergraduate and graduate 
levels. The colleges are Agriculture, Food and Environment; Arts and Sciences; Business and 
Economics; Communication and Information; Dentistry; Design; Education; Engineering; Fine Arts; 
Graduate School; Health Sciences; Honors; Law; Medicine; Nursing; Pharmacy; Public Health; and 
Social Work. These colleges are supported by a modern research library system. 
 
Research at the University of Kentucky is a dynamic enterprise encompassing both traditional 
scholarship and emerging technologies. UK’s research faculty, staff and students are establishing 
UK as one of the nation’s most prolific public research universities. UK researchers were awarded 
$496.9 million in extramural grant and contract funding in fiscal year 2025. Fifty-one percent of this 
funding comes from agencies in the federal government ($255.3 million) such as the National 
Institutes of Health, National Science Foundation, Department of Energy, Department of Defense 
and numerous other federal sponsors. In fiscal year 2024, expenditures from research and 
development (R&D) activities at the university generated $937 million in economic activity across 
the Commonwealth of Kentucky and supported 4,712 jobs.  
 
With more than 70 research centers and institutes, UK researchers are discovering new knowledge, 
providing a rich training ground for current students and the next generation of researchers and 
advancing the economic growth of the Commonwealth of Kentucky. Several centers excel in the 
services offered to the public. The Gluck Equine Research Center is one of only three facilities of its 
kind in the world, conducting equine disease research. 
 
The Center for Applied Energy Research (CAER) is internationally recognized for research in 
carbon fibers, rare earth metals, graphite, concrete and cement, energy policy, fuels research, 
hydrogen and materials characterization. 
 
Among the brightest examples of UK’s investment in transformative research is the Markey Cancer 
Center. As a center of excellence and distinction at UK, Markey’s robust research and clinical 
enterprise is the cornerstone of our commitment to Kentucky — fundamental to our success in 
uplifting lives through our endeavors and improving the general health and welfare of our state — 
burdened by the nation’s highest rate of cancer deaths per 100,000 people. In 2013, Markey earned 
the prestigious National Cancer Institute-designation (NCI) — one of 68 nationally and the only one 
in Kentucky. The designation was renewed in 2018 and 2023. 
 
The University of Kentucky is the recipient of a Clinical and Translational Science Award (CTSA) 
from the National Institutes of Health (NIH). As one of only 60 institutions with this research 
distinction, UK was awarded the CTSA for its potential in moving research and discovery in the lab 
into practical field and community applications. The CTSA and NCI are part of a trifecta of federal 
research grants that includes an Alzheimer’s Disease Research Center. UK is one of only 29 
universities in the country to hold all three premier grants from NIH. 
 
Established in 1957, the medical center at UK is one of the nation's finest academic medical centers 
and includes the university's clinical enterprise, UK HealthCare. Licensed for 1,150 beds across UK 
Albert B. Chandler Hospital, Golisano Children’s at UK and UK Good Samaritan Hospital, the 
system is supported by a growing faculty and staff providing the most advanced subspecialty care 
for the most critically injured and ill patients throughout the Commonwealth and beyond.  
UK Chandler Hospital includes the only Level 1 Trauma Center for adult patients in Central and 
Eastern Kentucky.  
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In addition, UK HealthCare recently opened one of the country's largest robotic hybrid operating 
rooms and the first of its kind in the region. Our talented physicians consult with and travel to our 
network of affiliate hospitals so Kentuckians can receive the best health care available close to their 
homes and never need to leave the Bluegrass for complex subspecialty care.  
 
As of December 1, 2022, King’s Daughters Medical Center, based in Ashland, Kentucky, officially 
became part of the University of Kentucky. UK King’s Daughters serves a 16-county region across 
Kentucky, Ohio and West Virginia. Its health system includes two hospitals totaling 455 licensed 
beds, more than 80 ambulatory centers and practice locations, a long-term care facility, medical 
transport company and eight urgent care centers.  
 
The University of Kentucky Board of Trustees on Friday, April 26, 2024, approved plans to proceed 
with the acquisition of St. Claire HealthCare in Morehead. The move for St. Claire to become part of 
UK expanded clinical and academic programs as well as resulted in greater access to high-quality 
patient care for more Kentuckians. UK St. Claire is one of the largest employers in the region, with 
over 1,600 staff members, including a growing medical staff of more than 200 physicians and more 
than 100 advanced practice professionals representing more than 35 medical specialties. It 
includes the largest rural hospital in Northeastern Kentucky, seven primary care locations located 
within five counties, a multispecialty medical pavilion, two urgent care centers, a pediatrics clinic, as 
well as a retail pharmacy, counseling center, medical equipment and supply store and an outpatient 
center. Additionally, UK St. Claire provides home health and hospice services in eight counties 
within its 11-county service region. The acquisition was finalized on July 1, 2024. 
 
In fiscal year 2024, UK HealthCare’s six owned hospitals totaled more than 1,700 licensed beds, 
saw nearly three million ambulatory visits and discharged approximately 71,000 patients. 
Also in October 2024, UK’s Board of Trustees issued a bold charge: to unite the University of 
Kentucky’s research, service and learning capabilities with partners to co-create solutions that 
expand opportunity, strengthen communities and improve well-being across Kentucky. That charge 
became the Advancing Kentucky Together (AKT) Network — a statewide partnership connecting 
organizations that share one vision: to ensure a Commonwealth where every Kentuckian has 
access to quality care, strong education, meaningful work and a connected community.  
 
Through the AKT Network, the university and its partners are aligning ideas, resources and 
expertise to improve lives in every region of the state across four main pillars: health care access 
and innovation, education and opportunity pathways, workforce and economic development and 
land-grant and community engagement. So far, eight partners have formally joined the network, 
including two existing internal strengths — UK HealthCare’s Healthy Kentucky Initiative and UK’s 
Economic Development Collaborative’s OneUK — as well as the first academic partner and 
inaugural major corporate partner. From its Nobel Laureates to cutting-edge work in addressing 
health disparities, and from the artistic wonders that stir souls to our scientific creativity that inspires 
minds, UK seeks a brighter future through the contributions of our faculty, staff, students and 
alumni.  
 
We are the University of Kentucky. We are committed to advancing Kentucky in everything that we 
do.  
 
More information about UK can be found at this website.  
 
 
 
 

https://www.uky.edu/prmarketing/about-university
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SUSTAINABILITY 
 
Sustainability is an institution-wide priority for the University of Kentucky. We strive to ensure that all 
activities are ecologically sound, socially just, and economically viable, and that they will continue to 
be so for future generations. This commitment also prioritizes the integration of these principles in 
curricula, research, athletics, health care, creative works, and outreach. This principled approach to 
operational practices and intellectual pursuits is intended to prepare students and empower the 
campus community to support sustainable development in the Commonwealth and beyond. The UK 
Sustainability Strategic Plan guides these efforts (https://www.uky.edu/sustainability/sustainability-
strategic-plan).  
 
 

2.4  Economic Engagement and Procurement 
 
The University of Kentucky is committed to serving as an advocate for Kentucky located businesses 
as part of its on-going workforce development and economic development efforts. 
 
 
The University desires to increase the amount of goods and services acquired from Kentucky 
located businesses. The University encourages its suppliers to support and assist in this effort.  
 
The University’s goals for increasing participation in procurement projects include but are not limited 
to the following: 
 

• To ensure the absence of barriers that reduce participation. 
• Educate vendors on "how to do business” with the University. 
• Support Kentucky located vendors seeking to do business with the University in the areas of 

goods, services, construction, and other areas of procurement. 
• Encourage participation of qualified Kentucky located vendors by directing them to agencies 

that can benefit from their product or service. 
• Provide resources for Kentucky located vendors. 
• Sponsor events to assist Kentucky located vendors in becoming active, responsible, and 

responsive participants in the University's purchasing opportunities. 
 
For additional information regarding how Kentucky located suppliers may participate in this Request 
for Proposal, submit any questions to the Procurement Officer as indicated in Section 3.2 by the 
Deadline for Written Questions date. 
 

https://www.uky.edu/sustainability/sustainability-strategic-plan
https://www.uky.edu/sustainability/sustainability-strategic-plan
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3.0  PROPOSAL REQUIREMENTS 
 
 

3.1  Key Event Dates 
 

  
  

 
 
 
 
     
 

3.2  Offeror Communication 
 
To ensure that RFP documentation and subsequent information (modifications, clarifications, 
addenda, Written Questions and Answers, etc.) are directed to the appropriate persons within the 
offeror’s firm, each offeror who intends to participate in this RFP is to provide the following 
information to the purchasing officer. Prompt, thorough compliance is in the best interest of the 
offeror. Failure to comply may result in incomplete or delayed communication of addenda or other 
vital information. Contact information is the responsibility of the offeror. Without the prompt 
information, any communication shortfall shall reside with the offeror.  
 

• Name of primary contact  
• Mailing address of primary contact 
• Telephone number of primary contact 
• E-mail address of primary contact 
• Additional contact persons with same information provided as primary contact 
 

This information shall be transmitted via fax or e-mail to: 
 

Ken Scott 
Procurement Services 
University of Kentucky 
322 Peterson Service Building 
Lexington, KY 40506-0005 
Phone: (859) 257-9102 
Fax: (859) 257-1951 
E-mail: Kenneth.Scott@uky.edu 

 
All communication with the University regarding this RFP should only be directed to the purchasing 
officer listed above. 
 
 
 
 
 

Release of RFP 10/15/2026 
Pre-Proposal Conference (Optional) 10/22/2026 
Written Questions Due 10/26/2026 
Final Addendum Issued 10/28/2026 
Proposals Due 11/10/2026 

mailto:Kenneth.Scott@uky.edu
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3.3  Pre-Proposal Conference 
 
A Pre-Proposal Conference will be held for this project on 10/22/2026 @ 10:00 A.M. On-Site at 
Kroger Field – Wildcat Den, 540 University Dr, Lexington, KY 40506. Parking is available at Gate 1. 
The purpose of this conference is to allow prospective contractors an opportunity to ask questions 
and clarify the University’s expectations. This conference provides offerors with an opportunity for 
oral questions.  
 
The following items should be noted in reference to the pre-proposal conference: 
 

• Attendance at the pre-proposal conference is optional. At this conference, the scope of 
services will be discussed in detail. 

 
• Offerors are encouraged to submit written questions after the conference by the date listed in 

Section 3.1. 
 
The University will prepare written responses to all questions submitted and make them available to 
all offerors. The questions and answers will be made part of the RFP and may become part of the 
contract with the successful contractor. Answers given orally at the conference are not binding. 
 
 

3.4  Offeror Presentations 
 
All offerors whose proposals are judged acceptable for award may be required to make a 
presentation to the evaluation committee. 
 
 

3.5  Preparation of Offers  
 
The offeror is expected to follow all specifications, terms, conditions and instructions in this RFP.  
 
The offeror will furnish all information required by this solicitation.  
 
Proposals should be prepared simply and economically, providing a description of the offeror’s 
capabilities to satisfy the requirements of the solicitation. Emphasis should be on completeness and 
clarity of content. All documentation submitted with the proposal should be bound in the single 
volume except as otherwise specified. 
 
An electronic version of the RFP, in .PDF format only, is available through the University of 
Kentucky Procurement Services website at: https://purchasing.uky.edu/bid-and-proposal-
opportunities.  
 
 
 
 
 
 
 
 
 

https://purchasing.uky.edu/bid-and-proposal-opportunities
https://purchasing.uky.edu/bid-and-proposal-opportunities


PROPOSAL NO. UK-3187.30-1-27 13 

Rev. 10-12-2026 
 
 

3.6  Proposed Deviations from the RFP 
 
The stated requirements appearing elsewhere in this RFP shall become a part of the terms and 
conditions of any resulting contract. Any deviations therefrom should be specifically defined in 
accordance with the transmittal letter, Section 4.3 (d). If accepted by the University, the deviations 
shall become part of the contract, but such deviations must not be in conflict with the basic nature of 
this RFP. 
 
Note: Offerors should not submit their standard terms and conditions as exceptions to the 
University’s General Terms and Conditions. Each exception to the University’s General Terms and 
Conditions should be individually addressed. 
 
 

3.7  Proposal Submission and Deadline 
 
Offeror must provide the following materials prior to 3 p.m. (Lexington, KY time) on the date 
specified in Section 3.1 and addressed to the purchasing officer listed in Section 3.2: 
 

• Technical Proposal: One (1) copy on an electronic storage devices (USB) clearly marked 
with the proposal number and name, firm name and what is included (Technical Proposal) and 
one (1) printed original copy.  
 

• Financial Proposal: One (1) copy on an electronic storage devices (USB) clearly marked 
with the proposal number and name, firm name and what is included (Financial Proposal) and 
one (1) printed original copy.   

 
Note: Proposals received after the closing date and time will not be considered. In addition, 
proposals received via fax or e-mail are not acceptable. 
 
The University of Kentucky accepts deliveries of RFPs Monday through Friday from 8 a.m. to 
5 p.m. Lexington, KY time. However, RFPs must be received by 3 p.m. Lexington, KY time on 
the date specified on the RFP in order to be considered. 
 
Proposals should be enclosed in sealed envelopes to the above referenced address and should 
show on the face of the envelope: the closing time and date specified, the solicitation number and 
the name and address of the offeror. The technical proposal should be submitted in a sealed 
envelope and the financial proposal should be submitted in a sealed envelope under separate 
cover. Both sealed envelopes should have identical information on the cover, with the addition that 
one will state “Technical Information,” and the other, “Financial Proposal.” 
 
Note: In accordance with the Kentucky Revised Statute 45A.085, there will be no public opening.  
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3.8  Modification or Withdrawal of Offer 
 
An offer and/or modification of an offer received at the office designated in the solicitation after the 
exact hour and date specified for receipt will not be considered. 
 
An offer may be modified or withdrawn by written notice before the exact hour and date specified for 
receipt of offers. An offer also may be withdrawn in person by an offeror or an authorized 
representative, provided the identity of the person is made known and the person signs a receipt for 
the offer, but only if the withdrawal is made prior to the exact hour and date set for receipt of offers. 
 
 

3.9  Acceptance or Rejection and Award of Proposal 
 
The University reserves the right to accept or reject any or all proposals (or parts of proposals), to 
waive any informalities or technicalities, to clarify any ambiguities in proposals and (unless 
otherwise specified) to accept any item in the proposal. In case of error in extension or prices or 
other errors in calculation, the unit price shall govern. Further, the University reserves the right to 
make a single award, split awards, multiple awards or no award, whichever is in the best interest of 
the University. 
 
 

3.10  Rejection 
 
Grounds for the rejection of proposals include (but not be limited to): 
 

• Failure of a proposal to conform to the essential requirements of the RFP. 
 
• Imposition of conditions that would significantly modify the terms and conditions of the 

solicitation or limit the offeror’s liability to the University on the contract awarded on the basis 
of such solicitation. 

 
• Failure of the offeror to sign the University RFP. This includes the Authentication of Proposal 

and Statement of Non-Collusion and Non-Conflict of Interest statements. 
 
• Receipt of proposal after the closing date and time specified in the RFP. 

 
 

3.11  Addenda 
 
Any addenda or instructions issued by the purchasing agency prior to the time for receiving 
proposals shall become a part of this RFP. Such addenda should be acknowledged in the proposal. 
No instructions or changes shall be binding unless documented by a proper and duly issued 
addendum.  
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3.12  Disclosure of Offeror’s Response 
 
The RFP specifies the format, required information and general content of proposals submitted in 
response to this RFP. The purchasing agency will not disclose any portions of the proposals prior to 
contract award to anyone outside Procurement Services, the University’s administrative staff, 
representatives of the state or federal government (if required) and the members of the committee 
evaluating the proposals. After a contract is awarded in whole or in part, the University shall have 
the right to duplicate, use or disclose all proposal data submitted by offerors in response to this RFP 
as a matter of public record. 
 
Any submitted proposal shall remain valid six (6) months after the proposal due date. 
 
The University shall have the right to use all system ideas, or adaptations of those ideas, contained 
in any proposal received in response to this RFP. Selection or rejection of the proposal will not 
affect this right. 
 
 

3.13  Restrictions on Communications with University Staff 
 
From the issue date of this RFP until a contractor is selected and a contract award is made, offerors 
are not allowed to communicate about the subject of the RFP with any University administrator, 
faculty, staff or members of the board of trustees except: the purchasing office representative, any 
University purchasing official representing the University administration, others authorized in writing 
by the purchasing office and University representatives during offeror presentations. If violation of 
this provision occurs, the University reserves the right to reject the offeror’s proposal. 
 
 

3.14  Cost of Preparing Proposal 
 
Costs for developing the proposals and any subsequent activities prior to contract award are solely 
the responsibility of the offerors. The University will provide no reimbursement for such costs. 
 
 

3.15  Disposition of Proposals 
 
All proposals become the property of the University. The successful proposal will be incorporated 
into the resulting contract by reference. 
 
 

3.16  Alternate Proposals 
 
Offerors may submit alternate proposals. If more than one proposal is submitted, all should be 
complete (separate) and comply with the instructions set forth within this document. Each proposal 
will be evaluated on its own merits. 
 
 

3.17  Questions 
 
All questions should be submitted by e-mail to the purchasing officer listed in Section 3.2 no later 
than the date listed in Section 3.1.  
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3.18  Section Titles in the RFP 

 
Section titles used herein are for the purpose of facilitating ease of reference only and shall not be 
construed to infer the construction of contractual language. 
 
 

3.19  No Contingent Fees 
 
No person or selling agency shall be employed or retained or given anything of monetary value to 
solicit or secure this contract, except bona fide employees of the offeror or bona fide established 
commercial or selling agencies maintained by the offeror for the purpose of securing business. For 
breach or violation of this provision, the University shall have the right to reject the proposal, annul 
the contract without liability, or, at its discretion, deduct from the contract price or otherwise recover 
the full amount of such commission, percentage, brokerage or contingent fee or other benefit. 
 
 

3.20  Proposal Addenda and Rules for Withdrawal  
 
Prior to the date specified for receipt of offers, a submitted proposal may be withdrawn by 
submitting a written request for its withdrawal to the University purchasing office, signed by the 
offeror. Unless requested by the University, the University will not accept revisions or alterations to 
proposals after the proposal due date. 
 
 

3.21 Requirement to Perform Vendor Onboarding and Registration 
 
As a condition of award, and for any renewals performed during the life of the contract, successful 
Contractor agrees to register their company with PaymentWorks, Inc., the University’s vendor 
onboarding application. Registration information will be provided by Procurement Services as part of the 
award process. Further, should any company or business information change during the life of the 
contract, successful Contractor agrees to update this information in PaymentWorks as applicable. 
Supplier agrees to and should be responsible for all updates on their PaymentWorks account as it 
relates to submitting new remit-to addresses or other required supplier profile information. 
PaymentWorks provides support to all suppliers transacting with the University of Kentucky on the 
platform. Supplier agrees to and should be responsible for engaging PaymentWorks Support for any 
needed issues regarding updates or other matters to ensure their supplier account remains connected to 
the University. 
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4.0  PROPOSAL FORMAT AND CONTENT 
 
 

4.1  Proposal Information and Criteria 
 
The following list specifies the items to be addressed in the proposal. Offerors should read it 
carefully and address it completely and in the order listed to facilitate the University’s review of the 
proposal. 
 
Proposals should be organized into the sections identified below. The content of each section is 
detailed in the following pages. It is strongly suggested that offerors use the same numbers for the 
following content that are used in the RFP. 
 

• Signed Authentication of Proposal and Statement of Non-Collusion and Non-Conflict of 
Interest Form 

• Transmittal Letter 
• Executive Summary and Proposal Overview 
• Criteria 1 - Offeror Qualifications 
• Criteria 2 - Services Defined 
• Criteria 3 - Financial Proposal 
• Criteria 4 - Evidence of Successful Performance and Implementation Schedule 
• Criteria 5 - Other Additional Information 

 
 

4.2  Signed Authentication of Proposal and Statements of Non-Collusion and Non-Conflict of 
Interest Form 
 
The Offeror will sign and return the proposal cover sheet and print or type their name, firm, address, 
telephone number and date. The person signing the offer should initial erasures or other changes. 
An offer signed by an agent is to be accompanied by evidence of their authority unless such 
evidence has been previously furnished to the purchasing agency. The signer shall further certify 
that the proposal is made without collusion with any other person, persons, company or parties 
submitting a proposal; that it is in all respects fair and in good faith without collusion or fraud; and 
that the signer is authorized to bind the principal offeror. 
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4.3  Transmittal Letter 
 
The Transmittal Letter accompanying the RFP should be in the form of a standard business letter 
and should be signed by an individual authorized to legally bind the offeror. It should include: 
 

• A statement referencing all addenda and written questions, the answers and any clarifications 
to this RFP issued by the University and received by the offeror (If no addenda have been 
received, a statement to that effect should be included.). 

 
• A statement that the offeror’s proposal shall remain valid for six (6) months after the closing 

date of the receipt of the proposals. 
 
• A statement that the offeror will accept financial responsibility for all travel expenses incurred 

for oral presentations (if required) and candidate interviews. 
• A statement that summarizes any deviations or exceptions to the RFP requirements and 

includes a detailed justification for the deviation or exception. 
 
• A statement that identifies the confidential information as described in Section 6.23. 

 
 

4.4  Executive Summary and Proposal Overview 
 
The Executive Summary and Proposal Overview should condense and highlight the contents of the 
technical proposal in such a way as to provide the evaluation committee with a broad understanding 
of the entire proposal.  
 
As part of the Executive Summary and Proposal Overview, Offeror should submit with their 
response a summarized profile describing the demographic nature of their company or 
organization: 
 
1. When was your organization established and/or incorporated?  

 
2. Indicate whether your organization is classified as local, regional, national, or international.  

 
3. Describe the size of your company in terms of number of employees, gross sales, etc.  
 
Kentucky Located Yes/No? 
Kentucky Located – Please indicate 
whether your business entity is physically 
located within the Commonwealth of 
Kentucky. 
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4.5  Criteria 1 - Offeror Qualifications  
 
The purpose of the Offeror Qualifications section is to determine the ability of the offeror to respond 
to this RFP. Offerors should describe and offer evidence of their ability to meet each of the 
qualifications listed below. 
 
Contractor Work Qualifications (Provide written response for confirm experience qualifications): 

1. Professional or Collegiate Stadium Experience. 
a. 2 to 4 stadium projects of similar size and scope.    
b. Projects must be from within the past 5 years. 
c. Projects must include concrete repairs, miscellaneous steel repairs, sealant 

replacements, elastomeric traffic coating (membrane) removal and replacement, and 
steel overcoating. 

2. Plaza Waterproofing Over Occupied Space Experience. 
a. 2 to 4 plaza waterproofing projects. 
b. Projects must be from within the past 5 years. 
c. Each project must be a minimum of 10,000 square feet. 
d. The project must show experience in both removal and replacement of hot-applied 

rubberized asphalt membrane and poly methyl-methacrylate (PMMA) membrane. 
e. Contractor must be certified by the manufacturer. 

3. Professional or Collegiate Stadium Elastomeric Traffic Coating (Membrane) Removal and 
Replacement Experience 

a. 2 to 4 stadiums with elastomeric traffic coating (membrane) removal and 
replacement projects. Membrane experience should include sealant removal and 
replacement as part of the waterproofing system. 

b. Projects must be from within the past 5 years. 
c. Each project must be a minimum of 30,000 square feet. 
d. Contractor must be certified by the manufacturer. 

4. Professional or Collegiate Stadium Concrete Repair and Restoration Experience. 
a. 2 to 4 stadiums with structural and architectural concrete repair and restoration. 
b. Projects must be from within the past 5 years. 
c. Concrete work should performed on precast and cast-in-place seating areas and 

concourses. 
5. Professional or Collegiate Stadium Seating Removal and Installation Experience. 

a. 2 to 4 stadiums seating removal and reinstallation projects.  
b. Projects must be from within the past 5 years. 
c. Contractor must be approved to install the seating manufacturer, Interkal Spectator 

Seating World Wide. 
 

Contractor Management Team Qualifications: 
 

1. Resume of Project Estimator showing stadium experience. 
2. Resume of Project Manager showing stadium experience. 
3. Resume of Project Superintendent showing stadium experience. 
4. Resume of Onsite Supervisor showing stadium experience. 
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4.6  Criteria 2 – Services Defined 
 
The purpose of the Services Defined is to outline the anticipated scope and to determine the ability 
of the offeror appropriately to respond to this RFP for the project.  Provide 5 project sheets showing 
this type of work experience.  Stadium experience preferred. 
 
Anticipated division of work for the project are outlined below but not limited to these: 
 

1. Concrete restoration. 
2. CMU masonry repairs and repointing. 
3. Miscellaneous metal repairs include structural steel connections, steel reinforcement, and 

replacement of stair treads/risers. 
4. Sealant removal and replacement. 
5. Elastomeric traffic coating (membrane) removal and replacement. 
6. Subsurface waterproofing membrane removal and replacement. 
7. Pedestal paver system removal and installation. 
8. Steel and masonry overcoating. 
9. Elevated concrete slab drain and piping installation/replacements. 

 
 

4.7  Criteria 3 – Financial Proposal 
 
The Financial Summary Form should contain the complete financial offer made to the University 
using the format contained in Section 8.0. All financial information should be submitted in a sealed 
envelope under separate cover. 
 
 

4.8  Criteria 4 – Evidence of Successful Performance and Implementation Schedule 
 
The purpose of the Schedule is to define the project duration and to determine the ability of the 
offeror appropriately to respond to this RFP for the project.  Provide 3 projects outlining similar 
scopes and durations, and how this project schedule was met.  Stadium experience preferred. 
 
Below is the duration for this project: 

1. Anticipated Start Date: December 7, 2026. 
2. End Date: July 16, 2027. 

 
 

4.9  Criteria 5 – Other Additional Information  
 
The offeror may present any creative approaches that might be appropriate. The offeror may also 
provide supporting documentation that would be pertinent to this RFP. 
 
Lastly, please answer the following questions: 
 

• Describe any investments and capabilities regarding AI/ML 
• What is the average tenure of your clients (number of years a client uses your solution)? 
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5.0  EVALUATION CRITERIA PROCESS 
 
A committee of University officials appointed by the Chief Procurement Officer will evaluate 
proposals and make a recommendation to the Chief Procurement Officer. The evaluation will be 
based upon the information provided in the proposal, additional information requested by the 
University for clarification, information obtained from references and independent sources and oral 
presentations (if requested). 
 
The evaluation of responsive proposals shall then be completed by an evaluation team, which will 
determine the ranking of proposals. Proposals will be evaluated strictly in accordance with the 
requirements set forth in this solicitation, including any addenda that are issued. The University will 
award the contract to the responsible offeror whose proposal is determined to be the most 
advantageous to the University, taking into consideration the evaluation factors set forth in this 
RFP. 
 
The evaluation of proposals will include consideration of responses to the list of criteria in Section 
4.0. Offerors should specifically address all criteria in their response. Any deviations or exceptions 
to the specifications or requirements should be described and justified in a transmittal letter. Failure 
to list such exceptions or deviations in the transmittal letter may be considered sufficient reason to 
reject the proposal. 
 
The relative importance of the criteria is defined below: 
 

Primary Criteria 
 

• Offeror Qualifications 
• Services Defined 
• Financial Proposal 
• Evidence of Successful Performance and Implementation 

 
Secondary Criteria 

 
• Other Additional Services 

 
The University will evaluate proposals as submitted and may not notify offerors of deficiencies in 
their responses. 
 
Proposals should contain responses to each of the criteria, listed in Section 4 even if the offeror’s 
response cannot satisfy those criteria. A proposal may be rejected if it is conditional or incomplete 
in the judgment of the University. 
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6.0  SPECIAL CONDITIONS 
 
 

6.1  Contract Term 
 
The contract resulting from this RFP will apply only to this project and will terminate upon the 
contractor’s successful completion of the work.  
 
 

6.2  Effective Date 
 
The effective date of the contract should be the date upon which the parties execute it and all 
appropriate approvals, including that of the Commonwealth of Kentucky Government Contracts 
Review Committee, have been received. 
 
 

6.3  Competitive Negotiation  
 
It is the intent of the RFP to enter into competitive negotiation as authorized by KRS 45A.085.  
 
The University will review all proposals properly submitted. However, the University reserves the 
right to request necessary modifications, reject all proposals, reject any proposal that does not meet 
mandatory requirement(s) or cancel this RFP, according to the best interests of the University. 
 
Offeror(s) selected to participate in negotiations may be given an opportunity to submit a Best and 
Final Offer to the purchasing agency. All information received prior to the cut-off time will be 
considered part of the offeror’s Best and Final Offer. 
 
The University also reserves the right to waive minor technicalities or irregularities in proposals 
providing such action is in the best interest of the University. Such a waiver should in no way modify 
the RFP requirements or excuse the offeror from full compliance with the RFP specifications and 
other contract requirements if the offeror is awarded the contract. 
 
 

6.4  Appearance Before Committee 
 
Any, all or no offerors may be requested to appear before the evaluation committee to explain their 
proposal and/or to respond to questions from the committee concerning the proposal. Offerors are 
prohibited from electronically recording these meetings. The committee reserves the right to request 
additional information. 
 
 

6.5  Additions, Deletions or Contract Changes 
 
The University reserves the right to add, delete, or change related items or services to the contract 
established from this RFP. No modification or change of any provision in the resulting contract shall 
be made unless such modification is mutually agreed to in writing by the contractor and the Chief 
Procurement Officer and incorporated as a written modification to the contract. Memoranda of 
understanding and correspondence should not be interpreted as a modification to the contract.  
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6.6  Contractor Cooperation in Related Efforts 
 
The University reserves the right to undertake or award other contracts for additional or related 
work to other entities. The contractor shall fully cooperate with such other contractors and 
University employees and carefully fit its work to such additional work. The contractor shall not 
commit or permit any act which will interfere with the performance of work by any other contractor 
or by University employees. This clause shall be included in the contracts of all contractors with 
whom this contractor will be required to cooperate. The University shall equitably enforce this 
clause to all contractors to prevent the imposition of unreasonable burdens on any contractor. 
 
 

6.7  Entire Agreement 
 
The RFP should be incorporated into any resulting contract. The resulting contract, including the 
RFP and those portions of the offeror’s response accepted by the University, should be the entire 
agreement between the parties. 
 
 

6.8  Governing Law  
 
The contractor shall conform to and observe all laws, ordinances, rules and regulations of the 
United States of America, Commonwealth of Kentucky and all other local governments, public 
authorities, boards or offices relating to the property or the improvements upon same (or the use 
thereof) and will not permit the same to be used for any illegal or immoral purposes, business or 
occupation.  The resulting contract shall be governed by Kentucky law and any claim relating to this 
contract shall only be brought in the Franklin Circuit Court in accordance with KRS 45A.245. 
 
 

6.9  Kentucky’s Personal Information Security and Breach Investigation Procedures and 
Practices Act 
 
To the extent Company receives Personal Information as defined by and in accordance with 
Kentucky’s Personal Information Security and Breach Investigation Procedures and Practices Act, 
KRS 61.931, 61.932 and 61.933 (the “Act”), Company shall secure and protect the Personal 
Information by, without limitation: (i) complying with all requirements applicable to non-affiliated third 
parties set forth in the Act; (ii) utilizing security and breach investigation procedures that are 
appropriate to the nature of the Personal Information disclosed, at least as stringent as University’s 
and reasonably designed to protect the Personal Information from unauthorized access, use, 
modification, disclosure, manipulation, or destruction; (iii) notifying University of a security breach 
relating to Personal Information in the possession of Company or its agents or subcontractors within 
seventy-two (72) hours of discovery of an actual or suspected breach unless the exception set forth 
in KRS 61.932(2)(b)2 applies and Company abides by the requirements set forth in that exception; 
(iv) cooperating with University in complying with the response, mitigation, correction, investigation, 
and notification requirements of the Act , (v) paying all costs of notification, investigation and 
mitigation in the event of a security breach of Personal Information suffered by Company; and (vi) at 
University’s discretion and direction, handling all administrative functions  associated with 
notification, investigation and mitigation.  
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6.10  Termination for Convenience 
 
The University of Kentucky, Procurement Services, reserves the right to terminate the resulting 
contract without cause with thirty (30) day written notice. Upon receipt by the contractor of a “notice 
of termination,” the contractor shall discontinue all services with respect to the applicable contract. 
The cost of any agreed upon services provided by the contractor will be calculated at the agreed 
upon rate prior to a “notice of termination” and a fixed fee contract will be pro-rated (as appropriate). 
 
 

6.11  Termination for Non-Performance  
 
Default 
 
The University may terminate the resulting contract for non-performance, as determined by the 
University, for such causes as:  
 
• Failing to provide satisfactory quality of service, including, failure to maintain adequate 

personnel, whether arising from labor disputes, or otherwise any substantial change in 
ownership or proprietorship of the Contractor, which in the opinion of the University is not in its 
best interest, or failure to comply with the terms of this contract; 

 
• Failing to keep or perform, within the time period set forth herein, or violation of, any of the 

covenants, conditions, provisions or agreements herein contained; 
 

• Adjudicating as a voluntarily bankrupt, making a transfer in fraud of its creditors, filing a petition 
under any section from time to time, or under any similar law or statute of the United States or 
any state thereof, or if an order for relief shall be entered against the Contractor in any 
proceeding filed by or against contractor thereunder. In the event of any such involuntary 
bankruptcy proceeding being instituted against the Contractor, the fact of such an involuntary 
petition being filed shall not be considered an event of default until sixty (60) days after filing of 
said petition in order that Contractor might during that sixty (60) day period have the opportunity 
to seek dismissal of the involuntary petition or otherwise cure said potential default; or 

 
• Making a general assignment for the benefit of its creditors, or taking the benefit of any 

insolvency act, or if a permanent receiver or trustee in bankruptcy shall be appointed for the 
Contractor. 

 
Demand for Assurances 
 
In the event the University has reason to believe Contractor will be unable to perform under the 
Contract, it may make a demand for reasonable assurances that Contractor will be able to timely 
perform all obligations under the Contract.  If Contractor is unable to provide such adequate 
assurances, then such failure may be an event of default and grounds for termination of the 
Contract. 
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Notification 
 
The University will provide ten (10) calendar days written notice of default.  Unless arrangements 
are made to correct the non-performance issues to the University’s satisfaction within ten (10) 
calendar days, the University may terminate the contract by giving forty-five (45) days notice, by 
registered or certified mail, of its intent to cancel this contract. 
 
 

6.12  Funding Out 
 
The University may terminate this contract if funds are not appropriated or are not otherwise 
available for the purpose of making payments without incurring any obligation for payment after the 
date of termination, regardless of the terms of the contract. The University shall provide the 
contractor thirty (30) calendar days’ written notice of termination under this provision. 
 
 

6.13  Prime Contractor Responsibility 
 
Any contracts that may result from the RFP shall specify that the contractor(s) is/are solely 
responsible for fulfillment of the contract with the University. 
 
 

6.14  Assignment and Subcontracting 
 
The Contractor(s) may not assign or delegate its rights and obligations under any contract in whole 
or in part without the prior written consent of the University.  Any attempted assignment or 
subcontracting shall be void.  
 
 

6.15  Permits, Licenses, Taxes  
 
The contractor shall procure all necessary permits and licenses and abide by all applicable laws, 
regulations and ordinances of all federal, state and local governments in which work under this 
contract is performed. 
 
The contractor must furnish certification of authority to conduct business in the Commonwealth of 
Kentucky as a condition of contract award. Such registration is obtained from the Secretary of 
State, who will also provide the certification thereof. However, the contractor need not be registered 
as a prerequisite for responding to the RFP. 
 
The contractor shall pay any sales, use, personal property and other tax arising out of this contract 
and the transaction contemplated hereby. Any other taxes levied upon this contract, the transaction 
or the equipment or services delivered pursuant hereto shall be the responsibility of the contractor. 
 
The contractor will be required to accept liability for payment of all payroll taxes or deductions 
required by local and federal law including (but not limited to) old age pension, social security or 
annuities. 
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6.16  Attorneys’ Fees 
 
In the event that either party deems it necessary to take legal action to enforce any provision of the 
contract and in the event that the University prevails, the contractor agrees to pay all expenses of 
such action including attorneys' fees and costs at all stages of litigation. 
 

6.17 Royalties, Patents, Copyrights and Trademarks 
 
The Contractor shall pay all applicable royalties and license fees.  If a particular process, products 
or device is specified in the contract documents and it is known to be subject to patent rights or 
copyrights, the existence of such rights shall be disclosed in the contract documents and the 
Contractor is responsible for payment of all associated royalties.  To the fullest extent permitted by 
law the Contractor shall indemnify, hold the University harmless, and defend all suits, claims, 
losses, damages or liability resulting from any infringement of patent, copyright, and trademark 
rights resulting from the incorporation in the Work or device specified in the Contract Documents.  
 
Unless provided otherwise in the contract, the Contractor shall not use the University’s name nor 
any of its trademarks or copyrights, although it may state that it has a Contract with the University. 
 
 

6.18 Indemnification 
 
The contractor shall indemnify, hold and save harmless the University, its affiliates and subsidiaries 
and their officers, agents and employees from losses, claims, suits, actions, expenses, damages, 
costs (including court costs and attorneys’ fees of the University’s attorneys), all liability of any 
nature or kind arising out of or relating to the Contractor’s response to this RFP or its performance 
or failure to perform under the contract awarded from this RFP. This clause shall survive 
termination for as long as necessary to protect the University. 
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6.19 Insurance  
 
The successful Contractor shall procure and maintain, at its expense, the following minimum 
insurance coverages insuring all services, work activities and contractual obligations undertaken in 
this contract. These insurance policies must be with insurers acceptable to the University. 
 

COVERAGES LIMITS 
Workers’ Compensation Statutory Requirements (Kentucky) 
Employer’s Liability $500,000/$500,000/$500,000 
Commercial General Liability including 
operations/completed operations, products 
and contractual liability (including defense 
and investigation costs), and this contract 

$1,000,000 each occurrence 
  (BI & PD combined) $2,000,000 Products 
and Completed Operations Aggregate 

Business Automobile Liability covering 
owned, leased, or non-owned autos 
Umbrella Liability Insurance 

$1,000,000 each occurrence 
  (BI & PD combined) 
This policy shall have a minimum of 
$1,000,000 combined single limits for bodily 
injury and property damage for each 
occurrence in excess of the applicable limits in 
the primary policies.   
 

 
The successful contractor agrees to furnish Certificates of Insurance for the above-described 
coverages and limits to the University of Kentucky, Procurement Services. The University, its 
trustees and employees must be added as additional insured on the Commercial General Liability 
policy with regard to the scope of this solicitation. Any deductibles or self-insured retention in the 
above-described policies must be paid and are the sole responsibility of the contractor. Coverage is 
to be primary and non-contributory with other coverage (if any) purchased by the University. All of 
these required policies must include a Waiver of Subrogation (except Workers’ Compensation) in 
favor of the University, its trustees and employees. 
 
 
 

6.20  Method of Award  
 
It is the intent of the University to award a contract to the qualified offeror whose offer, conforming 
to the conditions and requirements of the RFP, is determined to be the most advantageous to the 
University, cost and other factors considered. 
 
Notwithstanding the above, this RFP does not commit the University to award a contract from this 
solicitation. The University reserves the right to reject any or all offers and to waive formalities and 
minor irregularities in the proposal received. 
 
 

 6.21  Reciprocal Preference 
 
In accordance with KRS 45A.494, a resident offeror of the Commonwealth of Kentucky shall be 
given a preference against a nonresident offeror. In evaluating proposals, the University will apply a 
reciprocal preference against an offeror submitting a proposal from a state that grants residency 
preference equal to the preference given by the state of the nonresident offeror. Residency and 
non-residency shall be defined in accordance with KRS 45A.494(2) and 45A.494(3), respectively. 
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Any offeror claiming Kentucky residency status shall submit with its proposal a notarized affidavit 
affirming that it meets the criteria as set forth in the above reference statute. 
 
 

6.22  Reports and Auditing (Not Used) 
 
 

6.23  Confidentiality 
 
The University recognizes an offeror’s possible interest in preserving selected information and data 
included in the proposal; however, the University must treat such information and data as required 
by the Kentucky Open Records Act, KRS 61.870, et seq. 
 
Information areas which normally might be considered proprietary, and therefore confidential, shall 
be limited to individual personnel data, customer references, formulae and company financial audits 
which, if disclosed, would permit an unfair advantage to competitors. If a proposal contains 
information in these areas and the offeror declares them to be proprietary in nature and not 
available for public disclosure, the offeror should declare in the Transmittal Letter the inclusion of 
proprietary information and shall noticeably label as confidential or proprietary each sheet 
containing such information. Proposals containing information declared by the offeror to be 
proprietary or confidential, either wholly or in part, outside the areas listed above may be deemed 
non-responsive and may be rejected. 
 
The University’s General Counsel shall review each offeror’s information claimed to be confidential 
and, in consultation with the offeror (if needed), make a final determination as to whether or not the 
confidential or proprietary nature of the information or data complies with the Kentucky Open 
Records Act. 
 
 

6.24  Conflict of Interest 
 
This Request for Proposal and resulting Contract are subject to provisions of the Kentucky Revised 
Statutes regarding conflict of interest and the University of Kentucky’s Ethical Principles and Code 
of Conduct (www.uky.edu/Legal/ethicscode.htm).  When submitting and signing a proposal, an 
offeror certifies that no actual, apparent or potential conflict of interest exists between the interests 
of the University and the interests of the offeror. A conflict of interest (whether contractual, financial, 
organizational or otherwise) exists when any individual, contractor or subcontractor has a direct or 
indirect interest because of a financial or pecuniary interest, gift or other activities or relationships 
with other persons (including business, familial or household relationships) and is thus unable to 
render or is impeded from rendering impartial assistance or advice, has impaired objectivity in 
performing the proposed work or has an unfair competitive advantage.  
 
Questions concerning this section or interpretation of this section should be directed to the 
University purchasing officer identified in this RFP. 
 
 

6.25  Personal Service Contract Policies (Not Used) 
 
 
 

http://www.uky.edu/Legal/ethicscode.htm
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6.26 Copyright Ownership and Title to Designs and Copy 
 
The contractor and University intend this RFP to result in a contract for services, and both consider 
the products and results of the services to be rendered by the contractor hereunder to be a work 
made for hire. The contractor acknowledges and agrees that the work and all rights therein, 
including (without limitation) copyright, belong to and shall be the sole and exclusive property of the 
University. For any work that is not considered a work made for hire under applicable law, title and 
copyright ownership shall be assigned to the University. 
 
Title to all dies, type, cuts, artwork, negatives, positives, color separations, progressive proofs, 
plates, copy and any other requirement not stated herein required for completion of the finished 
product for use in connection with any University job shall be the property of and owned by the 
University. Such items shall be returned to the appropriate department upon completion and/or 
delivery of work unless otherwise authorized by the University. In the event that time of return is not 
specified, the contractor shall return all such items to the appropriate University department within 
one week of delivery. 
 
 

6.27  University Brand Standards 
 
The contractor must adhere to all University of Kentucky Brand Standards. University Brand 
Standards are maintained by the University Public Relations Office (UKPR) and can be viewed at 
https://brand.uky.edu/. Non-adherence to the standards can have a penalty up to and including 
contract cancellation. Only the UKPR Director or designee can approve exceptions to the University 
standards. 
Graphics standards for the UK HealthCare areas are governed by UK HealthCare Clinical 
Enterprise 
Graphic Standards, found at: https://ukhealthcare.uky.edu/staff/brand-strategy. 
Contractor warrants that its products or services provided hereunder will be in compliance with all 
applicable Federal disabilities laws and regulations, including without limitation the accessibility 
requirements of Section 255 of the Federal Telecommunications Act of 1996 (47 U.S.C. § 255) and 
Section 508 of the Rehabilitation Act of 1973, as amended (29 U.S.C. 794d), and its implementing 
regulations set forth at Title 36, Code of Federal Regulations, Part 1194, as may be amended from 
time to time. For purposes of clarity, updated regulations under Section 508 standards now 
incorporate WCAG 2.1 Level AA , and for purposes of this agreement WCAG 2.1 Level AA 
compliance is 
expressly included. Contractor agrees to promptly respond to, resolve and remediate any complaint 
regarding accessibility of products or services not in compliance with Section 508 and WCAG 2.1 
Level AA in a timely manner and provide an updated version to 
University at no cost. If deficiencies are identified, University reserves the right to request from 
Contractor, a timeline by which accessibility standards will be incorporated into the products or 
services provided by Contractor and shall provide such a timeline within a commercially reasonable 
duration of time. Failure to comply with these requirements shall constitute a material breach of this 
Agreement and shall be grounds for termination of this Agreement. 
Where any customized web services are provided, Contractor represents that it has reviewed the 
University’s Web Policy and all products or services will comply with its published standards. 
Contractor will provide University with a current Voluntary Product Accessibility Template (VPAT) 
for any deliverable(s). If none is available, Vendor will provide sufficient information to reasonably 
assure the University that the products or services are fully compliant with current requirements. 
 
 

https://brand.uky.edu/
https://ukhealthcare.uky.edu/staff/brand-strategy
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6.28  Printing Statutes (Not Used) 
 
The purchase of printing services for all state agencies is governed by Chapter 57 of the Kentucky 
Revised Statutes. Specifically, all printing must be awarded to the lowest responsive bidder and 
approved by the Governor of Kentucky. In compliance with these statutes, all printing must be 
provided by a contract established by Procurement Services.  
 
 

6.29  Requirement for Contract Administration Fee (Not Used) 
 
 

6.30  Payment Terms 
 
The University adheres to a strategic approach regarding payables management based on risk 
minimization, processing costs, and industry best practices. As such, suppliers and individuals 
doing business with the University will be paid based on the following protocol: 
 
1. The University uses ACH as its primary payment method. All ACH banking information must be 
entered, maintained, and approved through PaymentWorks. Approved ACH payments are subject 
to Net-15 payment terms unless the Contract expressly provides otherwise. 
 
2. The University uses Payment Plus (e-payables) as a secondary payment method. Contractors 
enrolled in Payment Plus may receive Net-0 payment terms following confirmation of receipt and 
acceptance of the goods or services and approval of the applicable invoice. Payment Plus inquiries 
may be directed to UK (Main Campus) Accounts Payable Services: APPOInvoices@uky.edu. 
Additional information regarding Payment Plus (and enrollment form) can be found at: 
https://www.uky.edu/ufs/payment-plus-supplier-enrollment-form.  
 
3. Payments by check are subject to Net-30 payment terms unless the Contract expressly provides 
otherwise. 
 

mailto:APPOInvoices@uky.edu
https://www.uky.edu/ufs/payment-plus-supplier-enrollment-form
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7.0  SCOPE OF SERVICES 
 
 

7.1  Detailed Services Defined 
 
Below is a description of the University of Kentucky Kroger Field Maintenance 2027: 
 
Base Bid Work: 
 
South Lower Bowl Seating Concrete & Waterproofing Repairs 
 

• The Lower Seating repairs occur between stadium Gate 9 and Gate 12. 
• The work focuses on the precast concrete seating units at Row 1 through Row 51 in Section 

21 through Section 31. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants 

at the precast seating units in Sections 21 – 24 & 28 - 31. 
• Repairs include recoating existing waterproofing membrane at the precast seating units at 

Sections 25 - 27 
• Rewelding and repairs of steel connections between precast seating units, repairs at rails, 

and installation of supplemental steel brackets. 
• Repair of concrete deterioration at the precast seating units and support framing. 
• Installation of new drains at the lower row and repairs at existing drains. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• The existing bleacher-style seats and individual seats will be temporarily removed and 

reinstalled upon completion of the work in the Lower Seating. 
 
South Upper Bowl Seating Concrete & Waterproofing Repairs 
 

• The Upper Seating repairs occur between stadium Gate 9 and Gate 12. 
• The work focuses on the precast concrete seating units at Row 1 through Row 28 in Section 

221 through Section 231. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants 

at the precast seating units. 
• Rewelding and repairs of steel connections between precast seating units, repairs at rails, 

and installation of supplemental steel brackets. 
• Repair of concrete deterioration at the precast seating units and support framing. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• The existing bleacher-style seats will be temporarily removed and reinstalled upon 

completion of the work in the Upper Seating. 
 
South Upper Concourse Concrete & Waterproofing Repairs 
 

• Remove and install a waterproofing membrane on the structural slab, stairs, and bridges.  
Work includes replacement of sealants. 

• Repair of concrete deterioration and rebuild the slab edge at concourse expansion joints. 
• Replace concourse expansion joints. 
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South Loge Lexus Club Seating Upper and Lower Concrete & Waterproofing Repairs 
 

• Loge Seating repairs occur between stadium Gate 9 and Gate 12. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants 

at the club upper and lower seating. 
• Repair of concrete deterioration and support framing. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• Installation of new drains at the upper seating and repairs at existing drains. 

 
Gate Ramp 1 Repairs 
 

• The work focuses on the ramp between the Main Concourse and Upper Concourse of the 
stadium. 

• Repairs include removal and replacement of the waterproofing membrane and all sealants 
at the ramp. 

• Installation of supplemental steel supports at beams at the ramp framing. 
• Repair of concrete deterioration at the ramp slab and CMU repairs. 
• Installation of new drains at ponding water and repairs to the existing drains. 
• Preparation and painting of steel framing, support members, concrete wall panels, and 

CMU. 
 

7.2  Alternate Services Defined 
 
Alternate #1: East Endzone Concourse Concrete & Waterproofing Repairs 
 

• Prepare and install a waterproofing membrane on the structural slab.  Work includes 
replacement of sealants. 

• Repair of concrete deterioration and rebuild the slab edge at concourse. 
• Replace concourse expansion joints. 
• Prepare surfaces at upper concourse slab edge and install High-Performance coating. 

 
Alternate #2: West Endzone Concourse Concrete & Waterproofing Repairs 
 

• Prepare and install a waterproofing membrane on the structural slab.  Work includes 
replacement of sealants. 

• Repair of concrete deterioration and rebuild the slab edge at concourse. 
• Replace concourse expansion joints. 
• Prepare surfaces at upper concourse slab edge and install High-Performance coating 

 
Alternate #3: East and West Endzone Concourse Railing Overcoating 
 

• Prepare surfaces at upper concourse railings at East and West end zones and install High-
Performance coating. 
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8.0  FINANCIAL OFFER SUMMARY 
 
Offerors are to provide a fixed price for the services offered. 
 
 

8.1  Mandatory Services (Section 7.1) 
 
Please complete below to provide support for your firm fixed price bid. 
 
 
BASE BID OFFER 
   
 FOR THE LUMP SUM OF: 
 
____________________________________________________________DOLLARS (Use Words) 
 
 AND _______________________________________CENTS. (Use Words) 
              
              
($________________________________________________) 
                                       (USE FIGURES) 
 

** Offers are to INCLUDE all taxes, permits, and Fees as applicable.  
 
 

8.2  Alternate Services (Section 7.2) 
 
 
Alternate No. 1 – East Endzone Concourse Concrete and Waterproofing Repairs 
 
$_______________________ 
 
 
Alternate No. 2 – West Endzone Concourse Concrete and Waterproofing Repairs 
 
$_______________________ 
 
 
Alternate No. 3 – East and West Endzone Concourse Railing Overcoating Repairs 
 
$_______________________ 
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AGREEMENT 
BETWEEN 

UNIVERSITY OF KENTUCKY 
AND  

CONTRACTOR 
 

 
THIS AGREEMENT, made the Nth day of  Month, Year, by and between  Successful Bidder  ("Contractor"), 
and the UNIVERSITY OF KENTUCKY, ("Owner"), is to bind the parties hereto to the principles and terms set 
forth herein, and shall be binding upon the parties hereto. 
 
WITNESSETH, that the Contractor and Owner for the consideration hereinafter named, agree as follows: 
 
ARTICLE No. 1  SCOPE OF WORK: 
 
 Base Bid Work: 
 
South Lower Bowl Seating Concrete & Waterproofing Repairs 
 

• The Lower Seating repairs occur between stadium Gate 9 and Gate 12. 
• The work focuses on the precast concrete seating units at Row 1 through Row 51 in Section 21 through 

Section 31. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants at the 

precast seating units in Sections 21 – 24 & 28 - 31. 
• Repairs include recoating existing waterproofing membrane at the precast seating units at Sections 25 - 

27 
• Rewelding and repairs of steel connections between precast seating units, repairs at rails, and 

installation of supplemental steel brackets. 
• Repair of concrete deterioration at the precast seating units and support framing. 
• Installation of new drains at the lower row and repairs at existing drains. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• The existing bleacher-style seats and individual seats will be temporarily removed and reinstalled upon 

completion of the work in the Lower Seating. 
 
South Upper Bowl Seating Concrete & Waterproofing Repairs 
 

• The Upper Seating repairs occur between stadium Gate 9 and Gate 12. 
• The work focuses on the precast concrete seating units at Row 1 through Row 28 in Section 221 

through Section 231. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants at the 

precast seating units. 
• Rewelding and repairs of steel connections between precast seating units, repairs at rails, and 

installation of supplemental steel brackets. 
• Repair of concrete deterioration at the precast seating units and support framing. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• The existing bleacher-style seats will be temporarily removed and reinstalled upon completion of the 

work in the Upper Seating. 
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South Upper Concourse Concrete & Waterproofing Repairs 
 

• Remove and install a waterproofing membrane on the structural slab, stairs, and bridges.  Work 
includes replacement of sealants. 

• Repair of concrete deterioration and rebuild the slab edge at concourse expansion joints. 
• Replace concourse expansion joints. 

 
South Loge Lexus Club Seating Upper and Lower Concrete & Waterproofing Repairs 
 

• Loge Seating repairs occur between stadium Gate 9 and Gate 12. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants at the club 

upper and lower seating. 
• Repair of concrete deterioration and support framing. 
• Preparation and painting of steel framing, support members, and concrete wall panels. 
• Installation of new drains at the upper seating and repairs at existing drains. 

 
Gate Ramp 1 Repairs 
 

• The work focuses on the ramp between the Main Concourse and Upper Concourse of the stadium. 
• Repairs include removal and replacement of the waterproofing membrane and all sealants at the ramp. 
• Installation of supplemental steel supports at beams at the ramp framing. 
• Repair of concrete deterioration at the ramp slab and CMU repairs. 
• Installation of new drains at ponding water and repairs to the existing drains. 
• Preparation and painting of steel framing, support members, concrete wall panels, and CMU. 

 
PROJECT: Kroger Field 2027 Repairs 
 
The Scope of Work consists of the Request for Proposal dated 10/15/2026, including addenda  , ,
 , dated   , , ,  respectively, the Contractor’s Form of Proposal dated 11/10/2026, 
including the General Conditions, the Special Conditions, the Contractor’s Bonds and Insurance and Affidavit, 
the Specifications, the Drawings including Supplemental Drawings and Change Orders issued after execution of 
the Contract for the Work described in Article No. 1 of this Agreement, all of which are incorporated in and 
made a part thereof of reference, and which shall be binding upon the Contractor and Owner. 
 
The Specifications and Drawings for this Work are per the project manual prepared by THP Limited with a date 
of 10/12/2026.     
 
 
ARTICLE No. 2  TIME OF COMPLETION: 
 
Substantial Completion shall be on or before 07/16/2027. 
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ARTICLE No. 3  LIQUIDATED DAMAGES: 
 
It is mutually understood and agreed by and between the parties hereto that time is of the essence in the 
performance of this contract and that the Owner, the University of Kentucky, will sustain substantial monetary 
and other damages in the event of a failure or delay by the Contractor in the completion of the Work.  It is 
further understood and agreed upon and made part of this Contract that the Work must be begun, performed, 
and completed without delay by the Contractor and if the Contractor fails to begin, perform without 
interruption, and complete said Work in due and proper time, the Contractor may be declared in default of this 
Agreement.  If the Work is not substantially complete within the time required in Article No. 2 of this 
Agreement, the Contractor shall pay to the Owner, as liquidated damages for delay and not as a penalty, the sum 
of  One Thousand ,($1,000.00) Dollars for each and every day after the date of Substantial Completion until 
the date of actual Substantial Completion. 
 
 
If the Work is not finally completed within the time required in the preceding Article No. 2 of this Agreement, 
the Contractor shall pay to the Owner, as liquidated damages for delay and not as a penalty, the sum of Five 
Hundred,($500.00) Dollars for each and every day after the date of Final Completion until the date of actual 
Final Completion.  In no event shall liquidated damages for delay in Final Completion be due before the date 
required for Final Completion in Article No. 2 of this Agreement.   
 
This provision for liquidated damages is intended to compensate the Owner for the delay only and shall not 
preclude the Owner from making claims for other damages. 
 
If the Work is not commenced by the Contractor at the time specified in Article No. 2 of this Agreement, then 
the Contractor and its surety or sureties shall be liable for and pay to the Owner all damages sustained by reason 
of such failure or breach of contract and the Owner may immediately relet the Work. 
 
 
ARTICLE No. 4  THE CONTRACT AMOUNT: 
 
Subject to additions and deductions for Change Orders made in accordance with the Contract Documents, the 
Owner shall pay the Contractor as full consideration for the Contractor’s satisfactory performance of the 
Contract obligations the sum of  Amount in words, ( $0000.00) dollars. 
 
 
ARTICLE No. 5  SPECIAL NOTICE: 
 
The Contractor hereby certifies that it is fully informed of the conditions relating to construction and labor 
under which the Work under this Agreement is to be performed, and agrees that it shall employ, methods and 
means in carrying out the Work so as not to interfere with or interrupt the Work of any other Contractor 
working on/or adjacent to the site for this Work. 
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 IN WITNESS WHEREOF this Agreement is executed on the date and year first herein before written. 
 
 
WITNESS:       CONTRACTOR: 
 
Signature:       BY:      
             
Name:        Name:      
 Successful Bidder 
 
 
Approved for Legality and Form:    Recommended By: 
 
APPROVED:             
 Chief Procurement Officer 
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AFFIDAVIT 
005000B02 

 
Comes the affiant and after having been duly sworn states as follows: 
 
1. That affiant is the contractor awarded a contract by the University of Kentucky on bid UK-

3187.30-1-27, a scope of work in whole or in part of project# 3187.30, Kroger Field 2027 Repairs. 
 
2. That all contractors and subcontractors employed, or that will be employed, under the 

provisions of this contract are in compliance with Kentucky requirements for Workers' 
Compensation Insurance according to KRS Chapter 342 and Unemployment Insurance 
according to KRS Chapter 341. 

 
Further, the affiant sayeth naught. 
 
     By:           
         
     Title:           
 
     Contractor:         
 
State of   ) 
 
County of   ) 
 
 
Subscribed and sworn to before me by      on this    
 
day of     ,   . 
 
My commission expires            
 
 
            

 Notary Public, State at Large 
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UNIVERSITY OF KENTUCKY 
CONSTRUCTION PROCUREMENT 

PAYMENT BOND 
00611316 

Bond Number: ____________________ 
 
KNOW ALL PERSONS BY THESE PRESENTS: 
 

WHEREAS, the University of Kentucky (the “Owner”) and Successful Bidder (the “Principal”) 
have entered into a contract for the scope of work detailed in the Owner’s Request for Proposal UK-
3187.30-1-27 , Kroger Field 2027 Repairs (the “Project), with the contract price or amount of Amount in 
words, ($0000.00) dollars.   

 
WHEREAS, the Principal is required to furnish a payment bond for the protection of all persons 

performing, supplying, or furnishing labor, materials, equipment, or supplies to the contractor or its 
subcontractors for the performance of the work provided for in the contract, including security for 
payment of all unemployment contributions which become due and payable under Kentucky 
unemployment insurance law, in an amount equal to one hundred percent (100%) of the original contract 
price or amount, executed by a surety company authorized to do business in the Commonwealth of 
Kentucky, and satisfactory to the Commonwealth; and 
 

WHEREAS, Surety Name of Surety State (the “Surety”), a surety company authorized to do 
business in the Commonwealth of Kentucky, has agreed to issue such bond.  
 

NOW, THEREFORE, for the value received and intending to be legally bound hereby, the 
Principal and Surety agree to the following terms and conditions of this obligation: 
 
1. Recitations: The recitals above are true and substantive parts of this instrument. 
 
2. Definitions: The following terms are defined for the purposes of this instrument: 
 

(a) Bond means this instrument and the terms and conditions of the Contract (as defined 
herein), both express and implied, which are incorporated herein by reference and 
constitute a part of this instrument to the same extent and effect as though copied verbatim 
herein, and are legally binding on the Principal and Surety including the obligations of the 
Surety provided therein. 

 
(b) Claimants means all persons having just and lawful claims for (i) labor, materials, services, 

insurance, supplies, machinery, equipment, rentals, fuels, oils, implements, tools, 
appliances, and any other items of whatever nature, furnished for, used or consumed in the 
prosecution of the work called for by the Contract, whether lienable or non-lienable and 
whether or not permanently incorporated in said work; (ii) pension, welfare, vacation, and 
other supplemental employee benefit contributions payable under collective bargaining 
agreements with respect to persons employed upon said work; and (iii) federal, state, and 
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local taxes and contributions required by law to be withheld and paid with respect to the 
employment of persons upon said work. 

 
(c) Contract means that certain agreement dated Contract Date, for the construction of the 

scope of work detailed in the Owner’s invitation to bid UK-3187.30-1-27 , Kroger Field 2027 
Repairs (the “Project), all documents that comprise the agreement, any documents 
incorporated therein by reference, and any Contract Changes (as defined herein). 

 
(d) Contract Change means any change order, change of time, extension of time, amendment, 

modification, addition, or other alteration, material or otherwise, to the Contract, the 
contract price or amount, the work to be performed under the Contract, or the specifications 
accompanying same. 

 
3. Guaranty: The Principal and Surety, jointly and severally, bind themselves, their heirs, executors, 

administrators, successors, and assigns to the Owner, as obligee of the Bond, to pay all Claimants 
having just and lawful claims (as defined above).  The Principal and Surety likewise guarantee the 
faithful payment of the prevailing hourly wage as set forth in the schedule incorporated into the 
bid documents unless the Project is exempt from the prevailing wage requirements of KRS 337.505 
through 337.550. 

 
4. Bond Amount: The bond amount is Amount in words,( $0000.00) dollars.  This amount shall be 

increased automatically by Contract Changes to the contract price or amount and shall not limit 
the Surety’s obligation or liability under the Bond for paying attorney fees, costs, or other legal 
expenses incurred by the Owner, which may be in excess of the bond amount as increased. 

 
5. Defeasance: Except as provided by the Contract, the Principal and Surety shall have no obligations 

under the Bond if the Principal during the original term of the Contract, any extensions thereof 
which may be granted by the Owner with or without notice to the Surety, the guaranty period, the 
warranty period, and other periods limited only by statutes of limitation (a) promptly pays all 
Claimants; (b) satisfies all claims and demands incurred under the Contract; and (c) fully 
indemnifies and saves harmless the Owner from all costs, damages, attorney fees, consultant fees, 
and other expenses that it may suffer by reason of the Principal’s failure to do so.  The Bond will 
otherwise remain in full force and effect. 

 
6. Amendment: The Bond, including without limitation the Bond Amount, will be deemed amended, 

automatically and immediately without separate or written amendments hereto, upon any 
Contract Changes.  The Principal and Surety agree to be bound by any Contract Changes.  The 
Surety waives notice of any Contract Changes. 

 
7. Interpretation: The Bond will be interpreted and enforced in accordance with Kentucky law.  The 

Principal and Surety agree that they have taken part in drafting the Bond, which will not be 
construed against or in favor of any other party on the basis of drafting.  To the extent that this 
instrument contradicts the Contract, the Contract will control. 
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8. Beneficiaries: The Principal and Surety agree that (a) the Bond will insure to the benefit of the 
Owner and all Claimants having just and lawful claims (as defined above) (collectively the 
“Beneficiaries”), whether or not they have any direct contractual relationship with the Principal; 
(b) the Beneficiaries may maintain independent actions upon this Bond in their own names; and (c) 
no final settlement between the Owner and Principal will abridge the right of other Beneficiaries 
with unsatisfied claims. 
 
IN WITNESS WHEREOF, the Principal and Surety, by their duly authorized representatives, have 

executed this instrument, which is effective as of Contract Date. 
 
 
ATTEST:   
WITNESSES:  CONTRACTOR.   
 
 

  

Witness as to PRINCIPAL  By 
 
 

  

Witness as to PRINCIPAL  Title 
 
 
 
ATTEST:   
WITNESSES:  SURETY 
 
 

  

Witness as to SURETY  By 
 
 

  

Witness as to SURETY  Attorney-in-Fact 
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UNIVERSITY OF KENTUCKY 
CONSTRUCTION PROCUREMENT 

PERFORMANCE BOND 
00611313 

Bond Number: _____________________ 
 
KNOW ALL PERSONS BY THESE PRESENTS: 
 

WHEREAS, the University of Kentucky (the “Owner”) and Successful Bidder (the “Principal”) 
have entered into a contract for the scope of work detailed in the Owner’s invitation to bid UK-3187.30-1-
27 , Kroger Field 2027 Repairs (the “Project),), with the contract price or amount of Amount in words,( 
$0000.00)dollars. 

 
WHEREAS, the Principal is required to furnish a payment bond for the protection of all persons 

performing, supplying, or furnishing labor, materials, equipment, or supplies to the contractor or its 
subcontractors for the performance of the work provided for in the contract, including security for 
payment of all unemployment contributions which become due and payable under Kentucky 
unemployment insurance law, in an amount equal to one hundred percent (100%) of the original contract 
price or amount, executed by a surety company authorized to do business in the Commonwealth of 
Kentucky, and satisfactory to the Commonwealth; and 
 

WHEREAS, Surety Name of  Surety State (the “Surety”), a surety company authorized to do 
business in the Commonwealth of Kentucky, has agreed to issue such bond.  
 

NOW, THEREFORE, for the value received and intending to be legally bound hereby, the 
Principal and Surety agree to the following terms and conditions of this obligation: 
 
1. Recitations: The recitals above are true and substantive parts of this instrument. 
 
2. Definitions: The following terms are defined for the purposes of this instrument: 
 

(a) Bond means this instrument and the terms and conditions of the Contract (as defined 
herein), both express and implied, which are incorporated herein by reference and 
constitute a part of this instrument to the same extent and effect as though copied verbatim 
herein, and are legally binding on the Principal and Surety including the obligations of the 
Surety provided therein. 

 
(b) Contract means that certain agreement dated Contract Date, for the construction of the 

scope of work detailed in the Owner’s invitation to bid UK-3187.30-1-27 , Kroger Field 2027 
Repairs (the “Project), all documents that comprise the agreement, any documents 
incorporated therein by reference, and any Contract Changes (as defined herein). 
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(c) Contract Change means any change order, change of time, extensions of time, amendment, 
modification, addition, or other alteration, material or otherwise, to the Contract, the 
contract price or amount, the work to be performed under the Contract, or the specifications 
accompanying same. 

 
 

3. Guaranty: The Principal and Surety, jointly and severally, bind themselves, their heirs, executors, 
administrators, successors, and assigns to the Owner, as obligee of the Bond, for the full and 
faithful performance of the Contract and any Contract Changes. The Principal and Surety likewise 
guarantee the faithful performance of the prevailing hourly wage as set forth in the schedule 
incorporated into the bid documents unless the Project is exempt from the prevailing wage 
requirements of KRS 337.505 through 337.550. 

 
4. Bond Amount: The bond amount is Amount in words,( $0000.00) dollars.  This amount shall be 

increased automatically by Contract Changes to the contract price or amount and shall not limit 
the Surety’s obligation or liability under the Bond for paying attorney fees, costs, or other legal 
expenses incurred by the Owner, which may be in excess of the bond amount as increased. 

 
5. Defeasance: Except as provided by the Contract, the Principal and Surety shall have no obligations 

under the Bond if the Principal during the original term thereof, any extensions thereof which may 
be granted by the Owner with or without notice to the Surety, the guaranty period, the warranty 
period, and other periods limited only by statutes of limitation (a) well, truly, and faithfully 
performs its duties to the Owner; (b) performs the Contract; (c) satisfies all claims and demands 
incurred under the Contract; (d) fully indemnifies and saves harmless the Owner from all costs, 
damages, attorney fees, consultant fees, and other expenses that it may suffer by reason of the 
Principal’s failure to do so; and (e) reimburses and repays the Owner all such expenses and outlay, 
without limitation, which the Owner may incur in making good any default.  The Bond will 
otherwise remain in full force and effect. 

 
6. Amendment: The Bond, including without limitation the Bond Amount, will be deemed amended, 

automatically and immediately without separate or written amendments hereto, upon any 
Contract Changes.  The Principal and Surety agree to be bound by any Contract Changes.  The 
Surety waives notice of any Contract Changes.   

 
7. Interpretation: The Bond will be interpreted and enforced in accordance with Kentucky law.  The 

Principal and Surety agree that they have taken part in drafting the Bond, which will not be 
construed against or in favor of any other party on the basis of drafting.  To the extent that this 
instrument contradicts the Contract, the Contract will control. 
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IN WITNESS WHEREOF, the Principal and Surety, by their duly authorized representatives, have 

executed this instrument, which is effective as of Contract Date. 
 
 
ATTEST:   
WITNESSES:  CONTRACTOR   
 
 

  

Witness as to PRINCIPAL  By 
 
 

  

Witness as to PRINCIPAL  Title 
 
 
 
ATTEST:   
WITNESSES:  SURETY 
 
 

  

Witness as to SURETY  By 
 
 

  

Witness as to SURETY  Attorney-in-Fact 
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GENERAL CONDITIONS OF THE CONTRACT FOR 
CONSTRUCTION BY A GENERAL CONTRACTOR 

University of Kentucky Capital 
Construction Division 

These General Conditions are binding upon the General Contractor and all Sub-contractors as each are 
subject to the provisions contained herein. 

ARTICLE 1 - DEFINITIONS 

Wherever used in these General Conditions or in other Contract Documents, the following terms have the 
meaning indicated which are applicable to both the singular and plural thereof: 

ARCHITECTS SUPPLEMENTAL INSTRUCTIONS (ASI) - The term “ASI” means a written order 
issued by the Consultant that clarifies or interprets the Contract Documents, that orders minor changes in 
the Work, that does not require an adjustment in either cost or time, and that does not require a Change 
Order 

BUSINESS DAY – The term “Business Day” means a Calendar Day that is not a Saturday, Sunday or 
legal holiday in Fayette County, Kentucky. 

CALENDAR DAY - The term "Calendar Day" means a day of twenty-four hours measured from 
midnight to the next midnight. 

CHANGE ORDER - The term "Change Order" means a written order to the General Contractor, signed 
by the Owner and issued after the execution of the Contract, directing a change in the Work or an 
adjustment in the Contract Amount or the Contract Time. A Change Order may be an agreed change by 
the General Contractor and the Owner or it may be a unilateral change by the Owner. 

CONSULTANT - The term "Consultant" means the person and/or entity, whether singular or plural, either 
Architect, Engineer or other Consultant, who is or are identified as such in the Contract Documents. 

CONTRACT - The term “Contract” means the Contract between Owner and General Contractor and 
consists of all Contract Documents as defined in Article 1.1.8 of these General Conditions. 

CONTRACT AMOUNT - The term "Contract Amount" means the sum stated in the Agreement which 
represents the total amount payable by the Owner to the General Contractor for the performance of the 
Work under the Contract Documents, plus or minus adjustments as provided for in the Contract 
Documents or by approved Change Orders. 

CONTRACT DOCUMENTS - The "Contract Documents" include the Agreement of Contract between 
the Owner and the General Contractor (the "Agreement"); the General Conditions; the Special 
Conditions; the General Contractor's Form of Proposal; the General Contractor's Bonds; the 
Specifications, Drawings and Addenda for the construction of the Project; and any Change Orders issued 
after execution of this Contract. The Contract Documents shall not be construed to create a contractual 
relationship of any kind between the Owner and any Sub-contractor, or any person or entity other than the 
General Contractor. Documents not included or expressly contemplated in this Article do not, and shall 
not, form any part of the Contract for Construction. Without limiting the generality of the foregoing, shop 
drawings and other submittals from the General Contractor or its Sub-contractors and suppliers do not 
constitute a part of the Contract Documents. Except as otherwise provided, where these Contract 
Documents obligate the General Contractor to certain responsibilities or require the General Contractor to 
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perform certain actions, the General Contractor may require these same responsibilities and/or actions of 
one or more Sub-contractors. However, assignment of such responsibilities or actions to one or more Sub-
contractors shall not be construed to relieve the General Contractor of its obligation to the University 
under this contract. 

CONTRACT TIME - The term "Contract Time", unless otherwise provided, means the specified number 
of consecutive Calendar Days following the stipulated commencement of the Work as stated in the Work 
Order, plus or minus adjustments as provided for by approved Change Orders, within which the General 
Contractor shall complete the Work required by the Contract and shall achieve certification of substantial 
and final completion. 

GENERAL CONTRACTOR or (GC) - The term "General Contractor" or “GC” means the person or entity 
who will or has entered into a contract with the Owner that assumes the risk for construction of the Project 
as the general contractor, and who will provide consultation and collaboration regarding the construction 
during and after design of the Project. The GC shall execute and hold all construction Sub-contracts and 
Purchase Orders for the Project. 

KRS REFERENCES - Reference to “KRS” means the "Kentucky Revised Statutes" adopted by the 
Commonwealth of Kentucky, including all laws that may have been revised, amended, supplemented or 
new laws enacted. 

OWNER - The term "Owner" means the University of Kentucky, a statutory body corporate existing 
pursuant to Sections 164.100 et seq. of the Kentucky Revised Statutes. 

PROJECT - The term "Project" means the total construction of the Work performed under the Contract 
Documents, which may be the whole or a part, and which may include construction by the Owner or by 
separate contracts. 

PROJECT MANAGER - The term "Project Manager", when used alone, means the Owner's 
representative responsible for administration and management of the Project. The Owner's Project 
Manager during construction shall be the designated University of Kentucky Capital Projects 
Management Project Manager that is in charge of the Project. The term “General Contractor’s Project 
Manager” or “GC Project Manager” means the individual employed by the General Contractor who is 
assigned to the Project to provide overall management during both the design and construction phases of 
the Project, and who has total responsibility for the successful completion of the Project 

PROVIDE - The term "Provide," as used throughout the specifications, shall mean furnish, install and pay 
for. 

SHOP DRAWINGS - The term "Shop Drawings" means drawings, diagrams, schedules, and other data 
specially prepared for the Work by the General Contractor or any Sub-contractor, manufacturer, supplier, 
or distributor to illustrate some portion of the Work. 

SUBSTANTIAL COMPLETION - The term "Substantial Completion" is the point at which, as certified 
in writing by the Owner, a project is at the level of completion, in strict compliance with the contract, 
where (a) necessary approval by public regulatory authorities (and by other authorities having jurisdiction 
or as identified in Article 11.2, as necessary) has been given; (b) the Owner has received all required 
warranties and documentation, and (c) the Owner may enjoy beneficial use or occupancy and may use, 
operate, and maintain the project in all respects, for its intended purpose. Partial use or occupancy shall 
not necessarily result in the project being deemed substantially complete and shall not be evidence of 
Substantial Completion. In order for the Owner to enjoy beneficial use or occupancy and use, operate, 
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and maintain the project in all respects, for its intended purpose, the stage or progress of the Work or a 
designated portion thereof shall be sufficiently complete, accessible, operable and usable, and all parts, 
systems and site Work shall be 100% complete, cleaned and available for the Owner’s full use without 
interruption in accordance with the Contract Documents, including but not limited to the provisions of 
Article 28 of these General Conditions. The Work will not be considered acceptable for Substantial 
Completion review until all Project systems included in the Work are operational as designed and 
scheduled, all designated or required governmental inspections and certifications have been made and 
approvals provided to the Owner, designated instruction of the Owner’s personnel in the operation of 
systems has been completed, and all final finishes within the Contract Documents are in place. In general, 
the only remaining Work shall be minor in nature so that the Owner and/or the Owner’s tenants could 
occupy the Project on that date and the completion of the Work by the General Contractor would not 
materially interfere or hamper the Owner’s or the Owner’s tenants’ normal business operations. As a 
further condition of Substantial Completion acceptance, the General Contractor shall certify in writing 
that all remaining Work, the same being solely of a “punch list” nature, will be completed within thirty 
(30) consecutive Calendar Days following the date of Substantial Completion. 

The parties agree that “substantial completion” as defined in Article No. 2 of the Agreement and Article 1 
of the General Conditions, as extended by approved Change Order(s) pursuant to Article 18.1 of the 
General Conditions, shall be the “date of completion specified in the contract” for purposes of KRS. 
45A.250(2). 

SUB-CONTRACTOR - The term "Sub-contractor" means the person, company, corporation, joint venture 
or other legal entity with whom the General Contractor has executed a Contract for a portion of the Work. 

WORK - The term "Work" means the scope of construction and services required by the Contract 
Documents and all approved Change Orders, whether completed or partially completed, and includes all 
other labor, materials, equipment, and services provided or to be provided by the General Contractor to 
perform and complete the General Contractor's obligations under the Contract in an expeditious, orderly 
and workmanlike manner. The Work may constitute the whole or a part of the Project. 

WORK ORDER - The term "Work Order" means a written notice by the Owner to the General Contractor 
authorizing the General Contractor to commence Work under the Contract and establishing the beginning 
date from which the time for Substantial and Final Completion shall be established. 

UNIT PRICE - The term "Unit Price" means the amount per unit of measurement for materials or services 
as described in the bid documents.  

ARTICLE 2 - CONSULTANT 

2.1 The Consultant will be the Owner's representative during construction and until the Work is 
complete. The Consultant will advise and consult with the Owner. The Owner's instructions to the 
General Contractor may be forwarded through the Consultant. 

2.2 The Consultant will regularly, but no less frequently that monthly, visit the site to become 
familiar with the progress of the Work, the quality of the Work being provided and to determine if the 
Work is proceeding in accordance with the Contract Documents. On the basis of these on-site 
inspections, the Consultant will inform the Owner of the progress of the Work, will advise the Owner of 
any defects and deficiencies observed in the Work and, when appropriate, will certify to the Owner that 
the Work in place equals or exceeds the amount requested by the General Contractor on all applications 
for progress payments. 
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2.3 If applicable for the Work, the Consultant will verify to the Owner that the General Contractor is 
performing erosion prevention and sediment control inspections as required by the Kentucky Division of 
Water Construction General Permit (KYR10) at least once every 7 days and shall include the findings in 
the site visit reports. 

2.4 The Consultant will be the interpreter of the requirements of the drawings and specifications and 
any changes made to the drawings and specifications. 

2.5 Claims, disputes, and other matters in question that arise relating to the execution or the progress 
of the Work shall be referred in writing to the Consultant by the General Contractor. The Consultant will 
provide a response in accordance with and subject to the provisions of Article 38 of these General 
Conditions 

2.6 The Consultant will have the authority to reject Work which does not conform to the Contract 
Documents or to the required level of quality and performance. 

2.7 The Consultant will review and approve, or take other appropriate action upon receipt of the 
General Contractor's submittals such as Shop Drawings, product data, and samples. The review of 
submittals will be for general conformance with the design concept of the work, and for compliance with 
the information provided by the Contract Documents. Such review will not relieve the General Contractor 
of any responsibility for errors or omissions in submittals, and will in no way constitute a waiver of or 
change to the requirements of the Contract Documents. 

2.8 The Consultant’s review and response will be completed with reasonable promptness with a goal 
of ten (10) business days or less. The Consultant’s review of a specific item shall not indicate approval of 
an assembly of which the item is a component. 

2.9 The Consultant will prepare Change Orders for the Owner to direct changes in the Work. Minor 
changes in the Work, not involving modifications to the contract cost or completion times and that are 
consistent with the purpose of Work, may be directed by the Consultant through Architectural 
Supplemental Instructions (ASI). 

2.10 When requested by the General Contractor, the Consultant will conduct inspections to determine 
if the Project is at the level of completion required by and in strict compliance with the Contract such that 
the Owner may enjoy beneficial use or occupancy and may use, operate, and maintain the project in all 
respects, for its intended purpose, as further defined in the Contract. If the level of completion warrants, 
the Consultant will confirm that all necessary approvals by public regulatory authorities or other 
authorities having jurisdiction have been given, will confirm that the Owner has received all required 
warranties and documentation, will recommend dates for certification of Substantial Completion and 
Final Completion by the Owner, and will complete and submit the Notice of Termination of coverage 
under the KPDES General Permit for Storm Water Discharges Associated with Construction Activity. 

2.11 The General Contractor will accept direction for the Work on the Project only from the Owner's 
Project Manager or from the Consultant. Requests for information from the General Contractor shall be 
directed to the Consultant. 
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ARTICLE 3 - CORRELATION AND INTENT OF CONTRACT DOCUMENTS 

3.1 Execution of the Contract by the General Contractor is a representation that the General 
Contractor has or shall thoroughly and carefully examine the site of the of Work; shall timely investigate 
all conditions which can affect the Work or its cost, including but not limited to availability of labor, 
materials, supplies, water, electrical power, roads, access to the site, uncertainties of weather, water tables, 
the character of equipment and facilities needed to perform the Work, and local conditions under which the 
Work is to be performed; and further, that the General Contractor shall insure that the documents issued 
for bidding by Sub-contractors reflect the results of this investigation and are adequate to complete the 
Work. It is the responsibility of the General Contractor to be familiar with and comply with all Federal, 
State, and local laws, ordinances, and regulations which might affect those engaged in the Work, and to be 
familiar with the materials, equipment, or procedures to be used in the Work, or which in any other way 
could affect the completion of the Work. The General Contractor shall carefully study and compare the 
Contract Documents with each other and with other information provided to the General Contractor by the 
Consultant or the Owner pursuant to the Contract Documents and shall notify the Owner and the 
Consultant in writing of any errors, inconsistencies or omissions in the Contract Documents recognized by 
the General Contractor. Any failure to properly familiarize itself with the proposed Work shall not relieve 
the General Contractor from the responsibility for completing the Work in accordance with the Contract 
Documents. 

3.2 The intent of the Contract Documents is to include all items necessary for the proper execution 
and completion of the Work by the General Contractor. Labor or materials which are reasonably inferable 
from the Contract Documents and which are necessary to produce the desired result, even though not 
specifically mentioned in the Contract Documents, shall be included in the Work at no additional cost to 
the Owner. 

3.3 In the event a question arises regarding the meaning or intent of the Contract Documents, the 
General Contractor shall report it by preparing an RFI in eCommunication® to the Consultant. The 
Consultant shall furnish, with reasonable promptness and with a goal of three (3) business days and by 
whatever means as may be appropriate, additional instructions necessary for the proper execution of the 
Work. All such drawings and instructions shall be consistent with the Contract Documents, true 
developments thereof, and reasonably inferable therefrom. The Work shall be executed in conformity 
therewith and the General Contractor shall do no Work without proper drawings and instructions. Items 
indicated on drawings as "N.I.C." or "Not In Contract" are shown for explanation purposes only and are 
not to be included in this Contract. 

3.4 The Contract Documents are complementary, and what is required by one shall be binding as if 
required by all. In case of conflicts between the various documents, the order of precedence will be as 
follows: (1) Addenda, (2) Special Conditions, (3) General Conditions, (4) Technical provisions of the 
Specifications and (5) Drawings. 

3.5 Any notice to the General Contractor from the Owner regarding this Contract shall be in writing 
and delivery and service of such notice shall be considered complete when sent by certified mail to the 
General Contractor at General Contractor's last known address. Such notice may also, at the Owner's 
election, be hand-delivered to the General Contractor or the General Contractor’s authorized 
representative. 
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ARTICLE 4 - PRE-CONSTRUCTION CONFERENCE 

4.1 Following the execution of the Contract, a pre-construction conference will be held. 
Representatives of the Capital Project Management Division, Consultant, General Contractor, and all 
major Sub-contractors shall be present to discuss the time for construction, methods and plan of 
operation, authority of the Consultant, procedures for handling shop drawings, progress estimates and 
requests for payments, and other relevant issues. The time and location of this meeting will be the 
responsibility of the General Contractor in consultation with the Consultant, Owner and other interested 
parties. 

4.2 Environmental aspects of the project, including erosion prevention and sediment control (EPSC) 
and storm water management shall be discussed during this conference. The Group shall discuss the 
Storm Water Pollution Prevention Plan (SWPPP) to ensure that all parties understand the requirements. 
During this meeting the responsibility for reading the rain gage on a daily basis will be established. The 
Contractor will identify the initial measures to be installed prior to land disturbing activities beginning. 
Any modifications to the SWPPP due to constructability issues should be discussed at this conference. 

ARTICLE 5 - SHOP DRAWINGS 

5.1 The General Contractor shall submit a shop drawing and product sample submittal schedule to the 
Consultant establishing dates for the submission of Shop Drawings and product samples prior to the 
submittal of the General Contractor's first application for payment for construction phase services. The 
schedule shall have been coordinated with all Sub-contractors and material suppliers as well as the 
General Contractor’s construction schedule and shall allow for adequate and reasonable time for review 
of the samples and submittals by the Consultant. The General Contractor shall be responsible for 
compliance with the submittal schedule and shall insure that the Submittal Schedule is maintained in order 
to accurately reflect the status of processing all required submittals. 

5.2 The General Contractor shall review product samples and shop drawings for compliance with the 
requirements of the Contract Documents, and shall submit them to the Consultant in accordance with 
submittal procedure and schedule established. The General Contractor's review and submittal to the 
Consultant of any shop drawing or sample shall constitute a representation to the Owner and Consultant 
that a) the General Contractor has determined and verified all quantities, dimensions, field construction 
criteria, materials, catalog numbers, and similar data, or assumes full responsibility for doing so, and that 
b) each shop drawing or sample has been reviewed or coordinated with the requirements of the Work and 
the Contract Documents. Shop drawings and submittal requirements shall not be deemed satisfied until 
approvable documents are received by the Consultant. Incorrect or incomplete submittals will be returned 
to the General Contractor without action. No claim for additional time or extension of the contract will be 
considered if such claim is the result of failure by the General Contractor to provide correct, accurate, 
complete and approvable submittals. 

5.3 The Consultant will review submittals with reasonable promptness, and take appropriate action or 
return submittals to the General Contractor for corrections as may be required. The General Contractor 
shall make any corrections required by the Consultant for compliance with the Contract and shall return 
the required number of corrected copies of shop drawings and resubmit new samples until approved. The 
General Contractor shall direct specific attention, in writing, or on resubmitted shop drawings, to 
revisions other than the corrections called for by the Consultant on previous submissions. 
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5.4 Where a shop drawing or sample submission is required by the specifications, no related Work 
shall be commenced until the submission has been accepted in writing by the Consultant. The review and 
acceptance shall be only for conformance with the design concept of the Project and for compliance with 
the information given in the Contract Documents. The acceptance of a separate item will not indicate 
acceptance of the assembly in which the item functions. A copy of each accepted  shop drawing and 
product sample shall be kept in good order by the General Contractor at the site and shall be made 
available to the Consultant on request. 

5.5 The Consultant's acceptance of Shop Drawings or samples shall not relieve the General 
Contractor from the responsibility for any deviations from the requirements of the Contract Documents 
unless the General Contractor has in writing called the Consultant's attention to such deviation at the time 
of submission and the Consultant has given written approval to the specific deviation. Any acceptance by 
the Consultant does not relieve the General Contractor from responsibility for errors or omissions in the 
Shop Drawings. 

ARTICLE 6 - LAYING OUT WORK 

6.1 The General Contractor will secure all data at the site of the building such as grades of lot, 
convenience of receiving and sorting material, location of public services, and other information which 
will have a bearing proposals or on the execution of the Work and shall address these issues in the 
preparation of scopes of work for the Subcontract bid packages. No allowance shall be made for failure 
of the General Contractor to obtain such site information prior to submitting their proposal or to include 
such information in the Subcontract bid packages, and no adjustment to the General Contractor’s Contract 
amount or stipulated time for completion shall be allowed when due to failure by the General Contractor 
to do so. 

6.2 The General Contractor shall be responsible for all lines, levels and measurements of all Work 
executed under the Contract. The General Contractor shall verify the figures before laying out the Work 
and will be held responsible for any error resulting from failure to do so. Working from lines and levels 
established by the property survey or by other Contract Documents, and as shown in relation to the Work, 
the General Contractor will establish and maintain bench marks and other dependable markers to set lines 
and levels for Work at each area of construction and elsewhere on the site as needed to properly locate 
each element of the entire Project. The General Contractor shall calculate and measure from the bench 
marks and dependable markers required dimensions as shown (within recognized tolerances if not 
otherwise indicated), and shall not scale drawings to determine dimensions. The General Contractor shall 
advise Sub-contractors and trades persons performing Work of marked lines and levels provided for their 
use in layout work. The General Contractor shall verify layout information shown on drawings as 
required for the Work. 

6.3 The General Contractor shall be responsible for coordination of the installation of all elements of 
the Work, including preparation of coordination drawings if required by the Contract Documents or 
deemed necessary by the General Contractor for performance of the Work. 

6.4 If any encroachments are made by the General Contractor or any Sub-contractor on any adjacent 
property, the General Contractor shall, at the General Contractor’s expense, and within thirty (30) 
Calendar Days after written notice from the Owner or the Consultant, correct any encroachments and 
obtain approval from the owner of such adjacent property for any encroachments that cannot be feasibly 
corrected. The General Contractor shall not be entitled to any adjustment to the Contract Amount or the 
Contract Time as a result of any such encroachment or the correction thereof. 
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ARTICLE 7 - PLANS, DRAWINGS, SPECIFICATIONS AND RECORD DRAWINGS 

7.1 Unless otherwise provided in the Contract Documents, the Owner will furnish the General 
Contractor free of charge one electronic or reproducible copy of the Drawings and Specifications for 
execution of the Work. The General Contractor shall pay for the cost of duplication of all sets required 
over and above this amount. 

7.2 The cost of additional plans, specifications and official contract documents for use by Sub-
contractors for bidding and for construction shall be borne by the General Contractor or by the Sub-
contractors. Arrangements for orders and payment for plans, specifications and other contract documents 
must be made with Lynn Imaging, Lexington, Kentucky (http://www.ukplanroom.com) or by phone at 
1.800.888.0693 or 859.255.1021) before a set of documents will be issued. 

7.3 The General Contractor shall keep one copy of all Contract Documents, including Drawings, 
Specifications and Shop Drawings on the site, in good order. A qualified representative of the General 
Contractor shall record on these documents, from day to day as Work progresses, all changes and 
deviations from the Contract Documents. Prior to Substantial Completion, the General Contractor shall 
complete and turn over to the Consultant the As-Built drawings, with a digital copy (in PDF format) 
submitted to the Owner simultaneously. The As-Built drawings shall consist of a set of drawings which 
indicate all field changes that were made to adapt to field conditions, changes resulting from Change 
Orders and all concealed and buried installations of piping, conduit and utility services. All buried and 
concealed items, both inside and outside the facility, shall be accurately located on the As-Built drawings 
as to depth and in relationship to not less than two permanent features such as interior or exterior wall 
faces. The As-Built drawings shall be clean and all changes, corrections and dimensions shall be given in 
a neat and legible manner in a contrasting color. For any changes or corrections in the Work which are 
made subsequent to the Substantial Completion Inspection, revisions shall be made to the As-Built 
drawings and submitted to the Consultant prior to final payment. Approval of the final payment request 
shall be contingent upon compliance with these provisions. 

7.4 All drawings, specifications and copies thereof, furnished by the Consultant to the Owner, are the 
property of the University of Kentucky. They shall not be used by the Consultant, General Contractor, or 
any Sub-contractor or Supplier on any other Project. 

 

ARTICLE 8 - TEMPORARY UTILITIES 

8.1 The General Contractor shall provide and pay for, unless modified in the Special Conditions, all 
temporary conveniences including, but not limited to, wiring, lighting, power and electrical outlets, heat, 
water, and sanitary facilities required for construction. In the event the Owner elects to make available, at 
no cost to the General Contractor, the electric power required for construction activities, the electric 
power supplied shall not be utilized as a means to provide temporary heat or for welding. 

8.2 The General Contractor is responsible for paying all utility costs, whether the costs are from an 
outside utility company or from the University, for utility services used in the course of completing the 
Work. The General Contractor shall provide temporary heating, ventilation, telephones, water, electricity, 
portable gas, lighting for the Work, safety lighting, security lighting, and trash removal/dumpster service 
for both General Contractor and Sub-contractor use during the Project. Work and safety lighting shall be 
provided continuously during working hours. Security lighting shall be provided at all hours of darkness. 

ARTICLE 9 - MATERIALS, EQUIPMENT, APPLIANCES, AND EMPLOYEES 

http://www.ukplanroom.com/
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9.1 Unless otherwise provided in the Contract Documents, the General Contractor shall provide and 
pay for all materials, labor and personnel, tools, equipment, construction equipment and machinery, 
utilities, supplies, appliances, transportation, taxes, temporary facilities, licenses, permits and all other 
facilities and incidentals necessary for the furnishing, performance, testing, start-up and the proper 
execution and completion of the Work safely, without damage to persons and property, and in compliance 
with all applicable law. The General Contractor shall furnish, erect, maintain, and  remove at the 
completion of the Contract, all temporary installations as may be required during the construction period. 

9.2 Immediately following the execution of each of the sub-contracts, the General Contractor shall 
determine the source of supply for all materials required under that sub-contracts and the length of time 
required for their delivery, and shall assure that orders are placed for such materials in sufficient time to 
assure delivery to the site so that such materials are available to be incorporated into the Work when 
needed to comply with the schedule of Work. 

9.3 The General Contractor shall immediately notify the Consultant in writing of any known problems 
with the procurement, fabrication or ordering of any materials. Unless changes are approved in writing by 
the Consultant, the General Contractor will not be excused for delays in securing materials specified. 

9.4 The General Contractor or Sub-contractors shall not place purchase orders or issue contracts for 
materials, supplies, equipment and services necessary to complete this Project using the name of the 
University of Kentucky. All orders placed by the General Contractor that are related to this Project must 
use the name of the General Contractor or Sub-contractor placing the order. The use of the University of 
Kentucky's name for ordering purposes is strictly prohibited. Payment for all goods and services required 
for the completion of the Work is the sole responsibility of the General Contractor. Any invoices received 
at the University that are related to this Project will be immediately forwarded to the General Contractor. 
Copies of these invoices will be made and placed in the General Contractor's file and proof must be 
provided that these invoices have been paid in full prior to the processing of the next scheduled 
application for progress payment. 

9.5 The route for delivery of all materials to the Project shall be coordinated with the Owner's Project 
Manager. 

9.6 The General Contractor shall be responsible for the proper and adequate storage of materials and 
equipment. Unless otherwise provided in the Contract Documents, all materials shall be of good quality 
and new. Workmanship and materials supplied and incorporated into this Work shall be of first quality. 
The General Contractor, if required, shall furnish satisfactory evidence as to the kind and quality of 
materials. 

9.7 The General Contractor shall at all times enforce strict discipline and good order among all 
employees and Sub-contractors. The conduct of all individuals performing Work or operations related to 
the Work is the responsibility of the General Contractor. The consumption of alcohol or drugs on the job 
by any workers is strictly prohibited. Any individual apprehended under the influence of alcohol or drugs 
on the premises at any time shall be subject to automatic removal from the Project by the General 
Contractor, the Consultant or the Owner. Improper conduct of any kind will not be permitted and may 
result in the offending individual, Sub-contractor or General Contractor being barred from the Owner's 
premises. The General Contractor shall not permit the employment on the Project of any person unfit or 
not skilled in the Work assigned. 

ARTICLE 10 - ROYALTIES AND PATENTS 

10.1 The General Contractor shall pay all royalties and license fees. If a particular process, product or 
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device is specified in the Contract Documents and it is known to be subject to patent rights or copyrights, 
the existence of such rights shall be disclosed in the Contract Documents and the General Contractor is 
responsible for payment of all associated royalties. The General Contractor hereby agrees to indemnify, 
defend and hold the Owner, and any subsidiary, parent, or affiliates of the Owner, or other persons or 
entities designated by the Owner, and their respective directors, officers, agents,  employees and 
designees (collectively, the “Indemnities”) harmless from all losses, claims, liabilities, injuries, damages 
and expenses, including attorneys’ fees and legal expenses, that the Indemnities may incur as a result of 
the General Contractor’s failure to strictly comply with its obligations under this Paragraph 10.1. 

 

ARTICLE 11 - SURVEYS, PERMITS, REGULATIONS, AND STANDARD CODES 

11.1 The Owner will furnish only such surveys that are specifically required by the Contract 
Documents. Approvals, assessments, and easements for permanent structures or permanent changes in 
existing structures shall be secured and paid for by the Owner, unless otherwise specified. All required 
utility tap-on fees shall be secured and paid for by the General Contractor, or included in a sub-contract, 
including the Lexington-Fayette Urban County Government (LFUCG) sewer tap-on fee. All construction 
permits, where required by local ordinances, except excavation permit, shall be obtained by the General 
Contractor, but no fee shall be charged to or paid by the General Contractor as the Owner is exempt from 
such charges. A Contractor's license fee for doing business in the locale, if applicable, shall be paid for by 
the General Contractor. 

11.2 All branches of Work shown on the plans and specifications shall be executed in strict 
compliance with all state and federal regulations and codes, with all national codes, and with the 
requirements of both ADA and JCAHO when applicable. 

11.3 The Contractor, on projects disturbing 1 acre or more, or projects less than 1 acre that are part of a 
large common development plan, including grading, clearing, excavation, material laydown or other earth 
moving activities, shall assure full compliance with the requirements of the KYR10 and shall: 

11.3.1 File a Notice of Intent (KPDES FORM eNOI-SWCA) with the Kentucky Division of Water and 
copy the UKCPM Project Manager and Water Quality Manager prior to the start of any excavation, 
grading or site development work. 

11.3.2 The permittee (contractor) shall develop a Stormwater Pollution Prevention Plan (SWPPP) based 
on the Erosion Prevention and Sediment Control Plan (EPSC) as a minimum design standard. Ensure all 
requirements of KYR10 are fully addressed in the SWPPP. Once the SWPPP is written, forward a 
copy to the Capital Projects Project Manager and to the Water Quality Manager for approval. 
Work cannot begin until SWPPP is approved and permit coverage obtained. 

11.3.3 Install BMP’s such as, basins, traps, drainage, and sediment barriers before beginning land 
disturbing activities, including the construction entrance/exit. Once prevention measures have been 
installed, grading can commence. In the event a new construction entrance is added to the site, this new 
entrance must be built according to the EPSC design details with a wheel wash, a water supply and a 
sediment catch basin for washed wheel sediment. 

11.3.4 Maintain all measures in working condition. Perform maintenance activities identified during 
inspections prior to the next rain event. Remove sediment from BMPs when 1/3 the storage volume has 
been filled. 
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11.3.5 Stabilize disturbed areas within 14 days of inactivity or reaching final grade on any portion of the 
site according to permit requirements. 

11.3.6 Inspect the site every 7 calendar days and after each rainfall of ½“or more. Document site 
conditions, rainfall, maintenance activities needed and performed, stabilization needed and performed, 
and where new measures are needed. Discuss deficiencies with UK Project Manager and Water Quality 
Manager and note on the SWPPP Inspection Sheets.  

Per the KPDES Permit, Section 2.1.7. “Inspections – Permittee Conducted”. “Inspections shall be 
performed by personnel knowledgeable and skilled in assessing conditions at the construction site that 
could impact storm water quality and assessing the effectiveness of erosion prevention measures, 
sediment control measures, and other site management practices chosen to control the quality of the storm 
water discharges. Inspectors shall have training in storm water construction management such as 
Kentucky Erosion Prevention & Sediment Control (KEPSC), Certified Professional in Stormwater 
Quality (CPSWQ), Certified Erosion, Sediment and Stormwater Inspector (CESSWI), or other similar 
training.” 

Inspections shall include a tour of the total site and verification that all BMPs are performing as 
constructed. Inspector shall certify that all observations are correct as stated and sign and date the 
inspection form. 

11.3.7 Keep Permit, SWPPP, weekly/rain event inspections sheets in binder in construction trailer. Any 
BMP change/alteration from SWPPP and EPSC plan must be noted on the EPSC and SWPPP. 

11.3.8 No soil and sediment shall leave the construction site. BMPs shall be repaired immediately if 
failure has occurred. No Mud shall be permitted on any street. All entrances/exits shall have a means by 
which to wash wheels. If an entrance/exit does not have a wheel wash, that exit shall not be used in 
muddy conditions. If for any reason mud is tracked offsite, the area must be cleaned in such a way as to 
prevent sediment from entering the storm sewer system. The use of tractor brooms solely will not be 
permitted. 

11.3.9 When it is necessary to dewater an excavation, proper BMPs must be implemented. Dewatering 
filter bags must be sized and used according to manufacturer’s requirements and Standard Operating 
Procedures for Dewatering Bags. 

11.3.10 UK (the MS4) routinely inspects sites for compliance with the EPSC/SWPPP. Any deficiencies 
noted become record for the Kentucky Division of Water and shall be remedied/installed as soon as site 
conditions are favorable but no more than 7 days from the inspection date. 

11.3.11 At the conclusion of the project and all bare areas, slopes and ditches are 70% vegetated with the 
permanent ground cover, the contactor shall notify the UK Project Manager and Water Quality Manager 
and request a final site inspection prior to filing a “Notice of Termination (NOT) with the state. This 
inspection verifies that Construction BMPs can be removed, and Post-Construction BMPs are in place and 
functioning. 

11.3.12 Failure of the site contractor (permitee of the KPDES Permit) to timely comply with requirements 
of KPDES, the Construction Manager shall inform the site contractor that a third party contractor shall be 
retained to remediate all BMP deficiencies immediately, and all third party costs shall be passed to the 
permitee of the KPDES Permit. Any fines or other costs resulting from failure to comply, levied against 
the Owner will be assessed against the Construction Manager’s or General Constructor’s funds. 
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11.3.13 Refer to 334000S01 STORM DRAINAGE UTILITIES – Information for Consultants & 
Contractors. 

11.3.14 Reference to standards, codes, specifications, and regulations refer to the latest edition of printing 
in effect at the date of issue shown in the Contract Documents unless another date is implied by the suffix 
number of the standard. 

11.4 Reference to standards, codes, specifications, and regulations refer to the latest edition of printing 
in effect at the date of issue shown in the Contract Documents unless another date is implied by the suffix 
number of the standard. 

11.5 The General Contractor shall furnish a final occupancy permit from the proper agency or agencies 
as required. 

11.6 The General Contractor shall, by provision within each applicable sub-contract or by inclusion in 
the lump sum fee proposed to the Owner, insure the payment of all sales, consumer, use and similar taxes 
for materials, equipment and supplies incorporated into the Work, by unless otherwise specified in the bid 
documents. 

ARTICLE 12 - PROTECTION OF WORK, PROPERTY, AND PUBLIC 

12.1 The General Contractor shall continuously maintain adequate protection of all Work from 
damage and shall protect the Owner's property from injury or loss arising in connection with this 
Contract. Except as otherwise covered by Builder’s Risk insurance, the General Contractor shall pay for 
any such damage, injury, or loss, except such as may be directly due to errors in the Contract Documents 
or caused by agents or employees of the Owner. The General Contractor shall adequately protect adjacent 
property as provided by law and the Contract Documents. 

12.2 In an emergency affecting the safety of life, or of the Work, or of adjoining property, the General 
Contractor, without special instruction or authorization from the Consultant or the Owner, is obligated to 
act to prevent such threatened damage, loss or injury. 

12.3 The General Contractor shall maintain fire protection as required by the Kentucky Building Code. 
Access to the Project site and surrounding buildings for local fire truck access must be maintained during 
construction. The General Contractor shall maintain construction to allow access to new, existing or 
temporarily relocated standpipes, fire hydrant connections and fire alarm communication panels pursuant 
to Section 3018.8 of the Kentucky Building Code. If the General Contractor utilizes the Owner's fire 
protection equipment, the General Contractor shall replace any such materials lost, consumed or 
misplaced during the Contract period. The General Contractor is responsible for any false alarms caused 
by dust created in the Work area or dust traveling to areas beyond the Work area due to inadequate dust 
protection barriers. Should there be a need for any existing or newly installed fire alarm system, or parts 
of a system that requires service, to be removed from service or disconnected, prior approval must be 
obtained from the Owner and the General Contractor shall immediately provide alternate protection such 
as a fire watch until such systems are returned to full normal operations. When work or service is 
completed on a disabled fire alarm system, the Owner shall be immediately notified so the system can be 
placed in service. 

12.4 The General Contractor and Sub-contractors are responsible for the security of their own 
materials, tools and equipment at the Project site. 

12.5 The General Contractor shall provide to the Owner's Project Manager a key to General 
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Contractor's field office or job trailer. 

 

ARTICLE 13 - BLASTING 

13.1 Blasting is not allowed unless permission is granted in the Special Conditions. Should blasting be 
allowed by the Special Conditions, it shall be completed in accordance with all laws, regulations, 
ordinances and instructions contained in the Special Conditions. 

 ARTICLE 14 - CONSTRUCTION AND SAFETY DEVICES 

14.1 The General Contractor shall provide safety controls for protection of the life and health of 
employees and visitors. The General Contractor will utilize precautionary methods for the prevention of 
damage to property, materials, supplies, and equipment, and for avoidance of work interruptions in the 
performance of this Contract. In order to provide such safety control, the General Contractor shall comply 
with all pertinent provisions of the Kentucky Fire Prevention Code, Kentucky Building Code, Kentucky 
Labor Cabinet's Division of Occupational Safety and Health Program Construction Standards and Federal 
Occupational Safety and Health (Construction) Standards that are in effect at the time the Contract is 
entered into and during the period in which the Contract is to be performed. 

14.2 The General Contractor shall provide a written safety program which includes all pertinent 
written specialty standards such as, but not limited to, Control of Hazardous Energy Sources 
(Lockout/Tagout), Hazard Communications Program, First Aid, Blood Borne Pathogen Program, 
Respirator Use Program and Hearing Conservation Program. The General Contractor shall require all 
Sub-contractors to have an effective written safety program or be required to follow the General 
Contractor's written safety program. 

14.3 The General Contractor shall maintain an accurate record of and shall report to Kentucky Labor 
Cabinet's Division of Occupational Safety and Health in the manner and on the forms prescribed by that 
Division, exposure data and all accidents resulting in death, traumatic injury, occupational disease. The 
General Contractor shall maintain an accurate record of and shall report to the Owner's Project Manager, 
any damage to property, materials, supplies, and equipment incident to Work under this Contract. 

14.4 The Kentucky Labor Cabinet's Division of Occupational Safety and Health may notify the 
General Contractor of any noncompliance with the foregoing provisions. The General Contractor shall, 
upon receipt of such notice, immediately correct the cited conditions. Notice delivered to the General 
Contractor or the General Contractor's representative at the site of the Work shall be deemed sufficient for 
this purpose. If the General Contractor fails or refuses to comply promptly, the Owner may issue an order 
stopping all or part of the Work until satisfactory or corrective action has been taken. Failure or refusal to 
comply with the order will be grounds for reducing or stopping all payments due under the Contract to the 
General Contractor. No part of the construction time lost due to any such stop order shall be cause for, or 
the subject of a claim for, extension of time or for additional costs or damages by the General Contractor. 

14.5 The General Contractor or any Sub-contractor shall immediately contact the University of 
Kentucky's Department of Occupational Health and Safety through the Owner’s Project Manager should 
they be selected for an inspection by the Kentucky Occupational Safety and Health Compliance Division. 

14.6 Compliance with the provisions of the foregoing sections by Sub-contractors shall be the 
responsibility of the General Contractor. 
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14.7 Nothing in the provisions of this Article 14 shall prohibit the U.S. Department of Labor or the 
Kentucky Department of Labor Division of Occupational Safety and Health from enforcing pertinent 
occupational safety and health standards as authorized under Federal or State Occupational Safety and 
Health Standards. 

14.8 The General Contractor shall take all necessary precautions for the safety of employees on the 
Work, and shall comply with all applicable provisions of federal, state, and municipal safety laws and 
building codes to prevent accidents or injury to persons on, about, or adjacent to the premises where the 
Work is being performed. If the General Contractor or any Sub-contractor has questions related to the 
health or safety required by their written safety program, they should contact the Kentucky Labor Cabinet 
Occupational Safety and Health Program Division of Education and Training. The General Contractor 
shall designate a responsible member of the on-site Work force as the safety officer and shall report to the 
Consultant and to the Owner the name of the person selected. The duties of the safety officer include the 
enforcement of safety regulations. 

ARTICLE 15 - HAZARDOUS MATERIALS 

15.1 If the General Contractor encounters material reasonably believed to be or suspected to be 
asbestos containing material, lead, polychlorinated biphenyls (PCBs), fluorescent light bulbs and ballasts, 
mercury or other hazardous material, the following procedures must be followed: 

15.1.1 The General Contractor shall immediately stop Work in the affected area and notify the Owner's 
Project Manager. The Owner’s Project Manager will contact the Owner's Environmental Health and 
Safety unit to arrange for collection of samples, review of existing data, or other testing necessary to 
confirm the presence of hazardous materials. The Owner’s Project Manager will notify the General 
Contractor in writing of the results. Until that notification is received, the Work must not continue in the 
affected area. 

15.1.2 If the material is confirmed to be asbestos, lead, polychlorinated biphenyls (PCBs), fluorescent 
light bulbs and ballasts, mercury or other hazardous material, the Owner will take appropriate action to 
remove the material before the General Contractor can continue Work in the affected area. 

15.1.3 The General Contractor shall not be required to perform any Work related to asbestos, lead, 
polychlorinated biphenyls, or other hazardous material. The General Contractor is advised that certain 
classes of building materials (thermal system insulation, sprayed or troweled surfacing materials, and 
resilient flooring) installed before 1981 are required by law to be treated as asbestos containing until 
proven otherwise. These presumed asbestos containing materials must not be disturbed without 
confirmation from the Owner that asbestos is not present. 

15.2 The Owner, the General Contractor, and Sub-contractors will be under the requirements of the 
OSHA Hazard Communication Standard (29) CFR 1910.1200. The General Contractor and Sub-
contractors must provide their own written Hazard Communication Program. The Hazard 
Communication Standard must include: (1) A list of the hazardous chemicals to which the General 
Contractor's employees may be exposed; (2) Statement of the measures that General Contractor's 
employees and Sub-contractors may take to lessen the possibility of exposure to the hazardous materials; 
(3) The location of and access to the MSDS's related to the hazardous chemicals located in the Work area; 
(4) Procedures that the General Contractor's employees and Sub-contractors are to follow if they are 
exposed to hazardous chemicals above the Permissible Exposure Limit (PEL). Material Safety Data 
Sheets (MSDS) may be reviewed upon request by the General Contractor or any Sub-contractor as they 
pertain to the Work areas of the Project. Photocopies of the MSDS's may be made by General Contractor 
at its expense. 



007200B00 
Rev 04/2026 

17 General Conditions 
General Contractor 

 

15.3 The General Contractor and Sub-contractors shall provide the Owner with a list of any hazardous 
materials that will be used on the job site that may be exposed to the Owner's employees. The General 
Contractor and Sub-contractors shall provide the Owner with copies of Material Data Sheets for materials 
to be used. 

15.4 It is the policy of the Owner that PCB containing equipment will be treated by the General 
Contractor and the Owner in a manner that conforms to the intent of all applicable laws and regulations 
(primarily 40 CFR Part 761). The following procedures shall be followed by the General Contractor and 
Sub-contractors while present on the Owner's Project or other property: (1) Only authorized, trained 
personnel may inspect, repair, or maintain PCB transformers; and (2) No combustible materials may be 
stored within a PCB transformer room or within five meters of a PCB transformer. Such materials 
include, but are not limited to, paints, solvents, plastic, paper, and wood. The General Contractor shall not 
use rooms containing PCB transformers for storage rooms, staging areas, job site offices or break rooms. 
Violation of this policy may be grounds for dismissal of the offending General Contractor and/or Sub-
contractor from the Project. All PCB transformers at the University of Kentucky are identified by a PCB 
label as defined in federal regulations. If the General Contractor should have a question as to the location 
of a PCB transformer, it should contact the Owner's Project Manager. 

15.5 The General Contractor shall ensure that NO asbestos-containing materials (including but not 
limited to: drywall, joint compound, roof mastic and floor tile adhesive) will be install on any University 
project without prior written approval of the University’s Environmental Health and Safety Division. 
Additionally, the General Contractor shall submit MSDS sheets and have prior approval before installing 
any materials that contains hazardous substances or could pose an environmental hazard. If any 
environmental hazardous materials are installed without written approval of the University, the General 
Contractor will be responsible for all material replacement cost, all removal and all other associated 
damages. Any materials removed shall be taken out in accordance with all applicable federal, state and 
local regulations. 

ARTICLE 16 - INSPECTION OF WORK 

16.1 Inspections, tests, measurements or other acts of the Consultant are for the sole purpose of 
assisting the Consultant in determining if the Work, materials, rate of progress, and quantities comply with 
the Contract Documents. These acts or functions shall not relieve the General Contractor from 
performing the Work in full compliance with the Contract Documents, nor relieve the General Contractor 
from any of the responsibility for the Work assigned to it by the Contract Documents. No inspection by 
the Consultant shall constitute or imply acceptance. Approval of material is general and shall not 
constitute waiver of the Owner's right to demand full compliance with Contract Documents. 

16.2 All Work completed and all materials incorporated for the Project are subject to inspection by the 
Owner, the Consultant or their representatives to determine conformance with the Contract Documents. 
The Owner, Consultant and their representatives shall at all times have access to the Work whenever it is 
in preparation or progress. The General Contractor shall provide, at no additional cost to the Owner, any 
facilities necessary for sufficient and safe access to the Work to complete any inspections required. The 
Consultant shall be given timely notification in order to arrange for the proper inspections to be performed 
on any Work outside of the normal working day or week. If the Consultant provides the General 
Contractor with a list of construction milestones that require inspection, the General Contractor shall 
provide the Consultant with at least five (5) Business Days written notice prior to the commencement of 
Work with respect to such milestone in order to permit the Consultant time to coordinate an inspection of 
the commencement of the applicable Work. 

16.2.1 Normal Work hours are defined as a period between 7:00 a.m. and 5:00 p.m. Monday through 
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Friday. The General Contractor shall notify the Owner’s Project Manager at least one working day prior 
to performance of any Work for permission to do any Work during non-normal Work hours. 

16.3 If this Contract, the Specifications, the Consultant's instructions, laws, ordinances, or any public 
authority require any Work to be specially inspected, tested or approved, the General Contractor shall 
give the Consultant timely notice of the readiness of the Work for inspection. The Consultant shall 
promptly make all required inspections. If any portion of the Work should be covered contrary to the 
request of the Consultant, or to the requirements specifically expressed in the Contract Documents, the 
Work must be uncovered for inspection and observation and shall be uncovered and replaced at the 
General Contractor's expense. 

16.4 If any other portion of the Work has been covered, which the Consultant has not specifically 
requested to observe prior to being covered, the Consultant, with the Owner's approval, may request to 
see such Work and it shall be uncovered by the General Contractor. If such Work is found to be in 
accordance with the Contract Documents, the cost of uncovering and replacement shall be charged to the 
Owner by appropriate Change Order. If such uncovered Work is not in accordance with the Contract 
Documents, the General Contractor shall pay all costs for uncovering and replacement of such Work. 

ARTICLE 17 - SUPERINTENDENT - SUPERVISION 

17.1 The General Contractor shall completely and thoroughly direct and superintend the Work in 
accordance with the highest standard of care for the General Contractor's profession so as to ensure 
expeditious, workmanlike performance in accordance with requirements of the Contract Documents. 
Except as otherwise dictated by specific requirements of the Contract Documents, the General Contractor 
shall be solely responsible for and have control over all construction means, methods, techniques, 
sequences and procedures. The General Contractor shall be responsible for the acts and omissions of all 
Sub-contractors and persons directly or indirectly employed by the General Contractor in the completion 
of the Work. The General Contractor shall be responsible for coordinating and scheduling all portions of 
the Work unless the Contract Documents give other specific instructions. The General Contractor shall 
not be relieved of obligations to perform the Work in accordance with the Contract Documents either by 
the activities of the Consultant in the administration of the Contract, or by tests, inspections or approvals 
required or performed by persons other than the General Contractor. 

17.2 The General Contractor shall have a competent superintendent on the Project site at all times 
during the process of the Work. The superintendent shall have authority to act on the General 
Contractor's behalf with regard to all aspects of performance of this Contract. The superintendent shall 
have such assistants with individual specialized competencies as may be necessary to fully understand 
and oversee all aspects of the Work. The General Contractor shall also provide administrative, 
supervisory and coordinating personnel required to fully perform the Work and for interfacing the Work 
with other work of the Project. The superintendent and all assistants shall be physically fit for their work 
and capable of going to all locations where Work is being performed. A communication given to the 
superintendent shall be binding on the General Contractor. Immediately after the award of Contract, the 
General Contractor shall submit to the Consultant a list of General Contractor's employees and 
consultants, including names, positions held, addresses, telephone numbers and emergency contact 
numbers. 

17.3 The superintendent assigned shall not be changed except under the following circumstances:  

(1) Where the superintendent ceases to be employed by the General Contractor, in which case the General 
Contractor shall give timely written notice to the Owner of the impending change of the superintendent 
and a reasonable explanation for the change; or (2) Where the Owner or the Consultant have reasonable 
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grounds for dissatisfaction with the performance of the superintendent and give written notice to the 
General Contractor of the grounds. In either case, the General Contractor shall obtain prior written 
approval from the Owner of the qualifications of the proposed replacement superintendent. Such prior 
approval will not be unreasonably withheld. If the Owner or Consultant determines that the 
superintendent is not performing, or is incompetent to perform the required Work, the Owner may direct 
the General Contractor to remove the superintendent from the Project and replace the superintendent with 
an employee who has the necessary expertise and skills to satisfactorily perform the Work. 

ARTICLE 18 - CHANGES IN THE WORK 

18.1 The Owner, at any time after execution of the Contract, may make changes within the general 
scope of the Contract or issue additional instructions, require additional Work, or direct the deletion of 
Work. The Owner's right to make changes shall not invalidate the Contract or relieve the General 
Contractor of any obligations under the Contract Documents. All such changes to the Work shall be 
authorized in writing by Change Order and shall be executed under the conditions of the Contract 
Document. Any adjustment of the Contract Amount or Time of Completion, as may be appropriate, shall 
be made only at the time of ordering such change. Change order proposals based on a reservation of 
rights, whether for additional compensation to be determined at a later date or for an extension of time to 
be determined at a later date, will not be considered for approval and shall be returned to the General 
Contractor without action. 

18.2 The cost or credit resulting from a change in Work shall be determined in one or more of the 
following ways: 

18.2.1 By unit prices named in the Contract or additional unit prices subsequently agreed upon; 

18.2.2 By agreement on a lump sum properly itemized and supported by sufficient substantiating 
data to permit evaluation; 

18.2.3 By an amount agreed upon by the General Contractor and the Owner as a mutually 
acceptable fixed or percentage fee. 

18.3 All lump sum proposals shall include a detailed cost breakdown satisfactory to the Consultant and 
to the Owner for each component of Work indicating both labor and material costs. In computing labor 
costs, the hourly labor rates shall not exceed a mutually agreeable combined hourly labor rate plus fringe 
benefits negotiated with the Owner based on a presentation of acceptable documentation by the GC. For 
the purposes of this Article, the term “fringe benefits” shall mean those funds transferred irrevocably to a 
third party for payment/distribution. In addition, there may be added by the General Contractor and/or 
Sub-contractor an amount agreed upon, but not to exceed a combined total of fifteen percent (15%) of the 
actual costs, for overhead and profit. This cost breakdown shall be submitted to the Consultant promptly 
and with a goal of seven (7) Calendar Days or less after receipt of the proposal request. 

18.4 If none of the above methods are mutually agreed upon or if the General Contractor does not 
respond promptly, a change may be made by unilateral determination by the Owner and/or the Consultant 
of reasonable costs or savings attributable to the change, including a reasonable allowance for overhead 
and profit. If this method is utilized, the General Contractor shall promptly proceed with the Work 
involved in the change upon receipt of a written order signed by the Owner. In such case, the General 
Contractor shall keep and present an itemized accounting of labor, equipment, material and other costs, in 
such form as may be prescribed by the Consultant. 

18.5 In determining the cost or credit to the Owner resulting from a change, the allowances for all 
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overhead (including home office and field overhead) and profit combined, shall be negotiated and shall 
not exceed (15%) fifteen percent. 

18.6 In all cases where Change Orders are determined by unit prices set forth in the Contract 
Documents, no amount is to be added for additional overhead and profit. 

18.7 The General Contractor shall keep and present in such form as the Consultant may direct, a 
correct account of all items comprising the net cost of such Work, together with vouchers. The 
determination of the Consultant and/or the Owner shall be final upon all questions of the amount and cost 
of extra Work and changes in the Work, and it shall include in such cost, the cost to the General 
Contractor of all materials used, the cost of all labor (including social security, old age and unemployment 
insurance, fringe benefits to which the employee is entitled, and Workers Compensation insurance), and 
the fair rental of all machinery used upon the extra Work, for the period of such use, which was upon the 
Work before or which shall be otherwise required by or used upon the Work before or after the extra 
Work is done. If the extra Work requires the use of machinery not already on the Project site, or to be 
otherwise used upon the Work, then the cost of transportation of such machinery to and from the Project 
site shall be added to the fair rental value. Transportation costs shall not be allowable for distances 
exceeding one hundred (100) miles. 

18.8 The General Contractor shall not include or allow to be included in the cost of change in the Work 
any cost or rental of small tools, or any portion of the time of the General Contractor or the 
superintendent, or any allowance for the use of capital, or for the cost of insurance or bond premium or 
any actual or anticipated profit, or job or office overhead. These items are considered as being covered 
under the added amount for general overhead addressed in Article 18.3 

18.8.1 The Owner will not pay claims made for lost opportunities, claims made for lost production or 
production inefficiencies or claims made that are formula based. 

18.9 Pending final determination of value, partial payments on account of changes in the Work may be 
made on recommendation of the Consultant. All Change Orders shall be in full payment and final 
settlement of all claims for direct, indirect and consequential costs, including all items covered and 
affected. Any such claim not presented by the General Contractor for inclusion in the Change Order shall 
be waived. 

18.10 The Consultant may authorize minor changes in the Work which do not involve additional cost or 
extension of the Contract Time, and which are not inconsistent with the intent of the Contract Documents. 
Such changes shall be made by an ASI issued by the Consultant, and shall be binding on the Owner and 
the General Contractor. The General Contractor shall carry out such orders promptly. If the General 
Contractor should claim that an ASI involves additional cost or delay to the completion of the Work, the 
General Contractor shall give the Consultant written notice thereof within ten (10) Calendar Days after 
receipt of the written ASI. If this notification does not occur, the General Contractor shall be deemed to 
have waived any right to claim or adjustment to the contract sum or to the contract completion time. 

18.10.1 If the General Contractor claims that any instructions by the Consultant involve additional cost or 
time extension, the General Contractor shall give the Consultant written notice thereof within ten (10) 
Calendar Days after the receipt of such instructions and before proceeding to execute the change in Work. 
The written notice shall state the date, circumstances, whether a time extension will be requested, and the 
source of the order that the General Contractor regards as a Change Order. Unless the General Contractor 
acts in accordance with this procedure, any oral order shall not be treated as a change and the General 
Contractor hereby waives any claim for an increase of the Contract amount or extension of the contract 
time. 
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18.11 Requests for extension of time related to changes in the Work shall be submitted in accordance 
with the requirements of Article 21 of these General Conditions 

ARTICLE 19 - RULES AND MEASUREMENTS FOR EXCAVATION 

19.1 If applicable, the following Rules and Measurements shall apply to the use of Unit Prices for the 
excavation portion of the Work: 

19.1.1 Except as provided in this Article 19 for arbitrary measurements, the quantity of excavation shall 
be its in-place volume before removal. 

19.1.2 No allowance will be made for excavating additional material of any nature taken out for the 
convenience of the General Contractor beyond the quantity computed under these "Rules and 
Measurements." 

19.1.3 The quantities of excavation shall be computed from instrument readings taken by the 
Consultant’s representative in vertical cross sections located at such intervals that will assure accuracy. 

19.1.4 "Trench Excavation" for pipes shall arbitrarily be assumed to be two feet (2') wider than the 
outside diameter of the pipe barrel and with sides vertical. 

19.1.5 The quantities shall be computed from plan size, or if there are no drawings, from actual 
measurements of the Work in place. 

19.1.6 Each unit price shall cover, among other things, engineering (surveying) costs and keeping 
excavating dry. 

19.1.7 Earth excavation for structures will be measured between the vertical planes passing 18 inches 
beyond the outside of the footings and from the surface of the ground to the neat lines of the bottom of the 
structure. 

19.1.8 Rock excavation for structures will be measured between the vertical planes passing 18 inches 
beyond the outside of the footings and from the surfaces of the rock to the neat lines of the bottoms of the 
structures or the actual elevation of the rock ledge. 

19.1.9 Rock excavation for pipelines trenches, unless otherwise provided for in the Specifications, shall 
be measured as follows: An arbitrary width of 18 inches plus the nominal diameter of the pipe multiplied 
by the depth from the surface the rock to six (6) inches below the invert for pipe 24 inches in diameter or 
less and eight (8) inches below the invert for all pipe greater than 24 inches in diameter. No additional 
compensation will be allowed for excavation for bell holes, gates or other purposes. The measurement of 
rock excavation for manholes shall be in accordance with Section 19.1.8 above. 

19.1.10 Unclassified excavation shall be measured in the same manner as earth excavation. 

ARTICLE 20 - CONCEALED CONDITIONS 

20.1 The Contract Drawings show the approximate location of the existing and new utility lines. These 
lines have been identified and located as accurately as possible using available information. The General 
Contractor is responsible for verifying all actual locations. If utilities require relocation or rerouting that 
is not shown or indicated to be relocated or rerouted, the General Contractor shall contact and cooperate 
with the Consultant to make the required adjustments. Any request for change in the Contract Amount by 
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the General Contractor shall be made pursuant to Article 18 of the General Conditions. 

20.2 If any charted or uncharted utility service is interrupted by activities of the General Contractor or 
the General Contractor’s Sub-contractor(s) for any reason, the General Contractor shall work continuously 
to restore service to the satisfaction of the Owner. 

20.2.1 If any charted utility service, or any uncharted utility service the existence of which could have 
been discovered by careful examination and investigation of the site of the Work by the General 
Contractor, is interrupted by activities of the General Contractor or the General Contractor’s Sub-
contractor(s) for any reason, the entire cost to restore service to the satisfaction of the Owner shall be paid 
by the General Contractor. Should the General Contractor fail to proceed with appropriate repairs in an 
expedient manner, the Owner reserves the right to have the work/repairs completed and the cost of such 
work/repairs deducted from the monies due or to become due to the General Contractor pursuant to 
Article 22 of the General Conditions. 

20.3 The General Contractor shall promptly, but in no case more than ten (10) Calendar Days from the 
time of discovery, and before the conditions are disturbed, notify Consultant in writing of: 

20.3.1 Subsurface or latent physical conditions or any condition encountered at the site which differ 
materially from those indicated in the Contract Documents and which were not known by General 
Contractor or could not have been discovered by careful examination and investigation of the site of the 
proposed Work; 

20.3.2 Unknown and unexpected physical conditions at the site, of an unusual nature, differing 
materially from those ordinarily encountered in the locale or generally recognized as inherent in the Work 
provided for in this Contract or, 

20.3.3 Concealed or unknown conditions in an existing structure which are at variance with the 
conditions indicated by the Contract Documents, which are of an unusual nature, differing materially from 
those ordinarily encountered and generally recognized as inherent in the Work provided for in this 
Contract, and which were not known by the General Contractor and could not have been discovered by 
careful examination and investigation of the site of the Work. 

20.4 The Consultant shall promptly investigate the conditions discovered. If the Consultant finds that 
conditions, which are materially different from those ordinarily encountered and generally recognized as 
inherent in the Work provided for in this Contract, were not known by the General Contractor, and could 
not have been discovered by careful examination and investigation of the site of the Work, have caused or 
would cause a material increase or decrease in the General Contractor's cost of construction or the time 
required for performance of any part of the Work under this contract, the Consultant will recommend and 
the Owner will make an equitable adjustment in the Contract Amount and/or the time allotted for 
performance in the Contract Documents. Failure by the General Contractor to provide written notice to 
the Owner of such claims for additional compensation or time for performance within ten (10) Calendar 
Days of discovery of such conditions shall constitute a waiver by the General Contractor of the right to 
make such claims. The Owner will not pay claims made for lost opportunities, claims made for lost 
production or production inefficiencies or claims made that are formula based. 

20.5 If the Consultant determines that changed conditions do not exist or are not materially different 
and no adjustment in the Contract Amount or time is warranted, the General Contractor shall continue 
performance of the Contract as directed by the Consultant. No claim by the General Contractor under this 
clause shall be allowed unless the required written notice is given and the Consultant is given adequate 
opportunity to investigate the conditions encountered prior to disturbance. The failure of the General 
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Contractor to give the Consultant proper notice of a differing site condition shall not affect the Owner's 
right to an equitable adjustment of the contract price or time if there is a decrease in the Contract Amount 
or time required to perform the Work. 

ARTICLE 21 - DELAYS AND EXTENSION OF TIME 

21.1 It is agreed that time is of essence for each and every portion of this Contract and where 
additional time is allowed for the completion of the Work or any part of the Work under this Contract, the 
new time limit fixed by such time extension shall be of the essence of this Contract. An extension of time 
shall not be cause for extra compensation under this Contract, except as set forth in Article 21.10 below. 

21.2 The General Contractor will, subject to the provisions of Articles 21.7, 21.8 and 21.9 below, be 
granted an extension of time and/or relief from liquidated damages when the delay in completion of the 
Work is due to: 

21.2.1 Any preference, priority, or allocation order duly issued by the government; 

21.2.2 Unforeseeable causes beyond the control and without the fault or negligence of the General 
Contractor including, but not limited to, acts of God, or of the public enemy, acts of the Owner, acts of 
another contractor in the performance of a contract with the Owner, floods, epidemics, quarantine 
restrictions, strikes, and freight embargoes. 

21.2.2.1 For such delays which stop all work on the Project for thirty (30) Calendar Days or more, the 
General Contractor shall be authorized at its discretion to remove its people from the site and return when 
the normal progress of the work may continue. 

21.2.3 Regardless of the cause of a delay, the General Contractor shall expend all reasonable effort to 
mitigate the impact of any delay. 

21.2.4 Requests for additional time due to delays in transportation or due to failures of suppliers shall not 
be considered for approval. 

21.3 Requests for extensions of time and/or relief from liquidated damages, except for weather related 
claims, shall be made in writing not later than ten (10) Calendar Days after the beginning of the delay. 
Requests for extension of time or relief from liquidated damages shall be stated in numbers of whole 
Calendar Days. 
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21.4 Except as otherwise provided in the Contract Documents, extensions of the contractually required 
completion dates may be granted for unusually bad weather on the Project. Unusually bad weather as 
used herein means daily temperature or precipitation that exceeds the normal weather recorded and 
expected for the locality and/or the season or seasons of the year. For the purposes of this contract, it is 
mutually agreed that the following chart accurately defines the number of days in each month on which 
bad weather can reasonably be anticipated to impact weather dependent construction operations, and the 
General Contractor shall anticipate this normal seasonal weather in the development of the Project 
baseline schedule. 

 
Mean 
Number of 
Days When 

Jan. Feb 
. 

Mar 
. 

Ap 
r. 

May Jun 
. 

Jul. Aug 
. 

Se 
p. 

Oct 
. 

Nov. Dec. 

Max Temp 
32° or 
Below 

9 6 1 0 0 0 0 0 0 0 1 5 

Precip. Is 
0.10 Inch 
or Greater 

7 6 9 7 8 8 8 6 5 5 7 7 

 
For the purpose of this Contract, “unusually bad weather” shall be interpreted as either 1) those days in a 
given month on which rainfall was 0.10 inch or more that exceed the number of days shown in the row 
for “Precip” or 2) those days in a given month on which maximum temperature was 32 degrees F or 
below that exceed the number of days shown in the row for “Max Temp”, whichever is greater. 

21.4.1 Requests for extension of time due to unusually bad weather that could not reasonably have been 
anticipated at the time of execution of the Contract shall be made in writing not later than the tenth 
calendar day of the month following the month in which the delay occurred. 

21.4.2 Requests for an extension of time due to unusually bad weather shall be considered for approval 
only if it is shown that a) the unusual weather event delayed work on a specific weather dependent 
activity or activities that had been planned to be underway on the date(s) on which the weather event 
occurred, as shown in the most recent update to the Project schedule that had been submitted to the 
Owner prior to the date of the event, and b) only if the delay to that activity or activities is shown to be the 
proximate cause of a corresponding delay to the contractually required completion dates for the Project 
shown in the most recent update to the Project schedule. The actual dates on which the delay(s) occurred 
must be stated and the specific activities that were directly impacted must be identified. In the event of 
concurrent delays, only those activities actually impacting contractually required completion dates will be 
considered in evaluating the merit of a delay request. Time extensions will not be considered if such 
adjustments do not exceed the total or remaining “float” associated with the impacted activities at the time 
of delay as shown in the most recent update to the Project schedule, nor for concurrent delays not caused 
by the Owner. 

21.4.3 In anticipation of the possibility of delay due to unusually bad weather, the General Contractor 
shall identify those activities in the baseline schedules, and those activities subsequently added to updated 
schedules, that might reasonably be expected to be delayed by such weather. 

21.4.4 Delays caused by unusually bad weather shall be incorporated in the Project schedule when the 
schedule is next updated by showing actual dates and/or percent complete for those activities that were 
impacted by the unusually bad weather as well as the effects of any effort to mitigate such delays. When 
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claims are submitted for time extensions resulting from more than one occurrence of unusually bad 
weather during a month, the Project schedule shall be updated to reflect such separate events sequentially 
so that the impact of each subsequent occurrence is shown on an adjusted Project schedule that includes 
all prior claims for additional time. 

21.5 In addition to the requirements of Article 21.7 and Article 21.8 below, any request for an 
extension of time for strikes or lockouts shall be supported by a written statement of facts concerning the 
strike including, but not limited to, the dates, the craft(s) affected, the reason for the strike, efforts to 
resolve the dispute, and efforts to minimize the impact of the strike on the Project. 

21.6 Approval of time extensions for changes in the Work will depend upon the extent, if any, to which 
the changes cause delay in the completion of the various elements of construction. The Change Order 
granting the time extension may provide that the Contract Time will be extended only for those specific 
elements so delayed and that other Work will not be altered. 

21.7 The Contract Time will only be adjusted for causes specified above. Extensions of time will only 
be approved if the General Contractor provides justification supported by the Project schedule or other 
acceptable data that 1) such changes are, in fact, on the critical path and extend the contractually required 
completion dates, and 2) the General Contractor has expended all reasonable effort to minimize the 
impact of such changes on the construction schedule. No additional extension of time will be granted 
subsequently for claims having the basis in previously approved extensions of time. 

21.8 In support of requests for an extension of time not caused by unusual inclement weather, and 
concurrently with the submittal of any such request, the General Contractor shall submit to the Consultant 
and the Owner a written impact analysis showing the influence of each such event on contractually 
required completion dates as shown in the updated Project schedule most recently submitted to the Owner 
prior to the event. The analysis shall include a partial network diagram showing a sequence of new or 
revised activities and/or durations that are proposed to be added to the existing schedule including related 
logic (a “fragnet”). This impact analysis and the fragnet shall include the new activities and/or activity 
revisions proposed to be added to the existing schedule and shall demonstrate the claimed impact on the 
critical path and the contractually required completion dates. The General Contractor will not be granted 
an extension of time and/or relief from liquidated damages when the delay to completion of the work is 
attributable to, within the control of, or due to the fault, negligence, acts, or omissions of the General 
Contractor and/or the General Contractor’s contractors, subcontractors, suppliers, or their respective 
employees and agents. Time extensions will not be considered in the event such adjustments do not 
exceed the total or remaining “float” associated with the impacted activities at the time of delay, nor for 
concurrent delays not caused by the Owner. In the event of concurrent delays, only that event actually 
impacting contractually required completion dates will be considered in adjusting the schedule and 
evaluating the merit of a delay claim. Requests for an extension of time which are not supported by this 
information shall not be considered for approval. 

21.9 Approved extensions of time not caused by unusual inclement weather shall be incorporated in a 
revised schedule at the time of approval. No subsequent requests for time extension will be considered 
unless all previous approved time extensions have been incorporated in the Project schedule on which the 
requests are based. 

21.10 Except as provided for in Article 21.10.1 through 21.10.3 below, no payment or compensation 
shall be made to the General Contractor and extensions of the time fixed for completion of the Contract 
shall be the General Contractor’s sole remedy for any and all delays, hindrances, obstructions or impacts 
in the orderly progress of the Work. 
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21.10.1 In addition to the provisions of Articles 18.3 above, and subject to the requirements of Article 21.8 
and 21.8.1 above, if the Owner orders changes to the scope of Work for the Project that extend the then 
current contractually required completion dates of the Project, the General Contractor shall be entitled to 
reimbursement for job site, general conditions and staffing costs associated with such delay. 

21.10.2 If delays, hindrances, impacts or obstructions of the General Contractor’s performance of the 
Contract are in whole or in part within the control of the Owner and, subject to the requirements of Article 
21.8 and 21.8.1, extend contractually required completion dates of the Project, the General Contractor 
shall be entitled to reimbursement for job site, general conditions and staffing costs for that portion of the 
costs caused by acts or omissions of the Owner. 

21.10.3 Such reimbursements shall not include consequential or similar damages, exemplary damages, 
damages based on unjust enrichment theory, formula based delay claims, or any element of home office 
overhead. 

ARTICLE 22 - CORRECTION OF WORK BEFORE FINAL PAYMENT 

22.1 The General Contractor shall promptly remove from the site and replace any material and/or 
correct any Work found by the Consultant to be defective or that fails to conform to the requirements of 
the Contract, whether incorporated in the Work or not, and whether observed before or after Substantial 
or Final Completion. The General Contractor shall bear all costs of removing, replacing or correcting 
such Work or material including the cost of additional professional services necessary, and the cost of 
repairing or replacing all Work of separate contractors damaged by such removal or replacement. 

22.2 The Consultant will notify the General Contractor and the Owner immediately upon its 
knowledge that additional services will be necessary. The Owner may consent to accept such 
nonconforming Work and materials with an appropriate adjustment in the Contract Amount. Otherwise, 
the General Contractor shall promptly replace and re-execute the Work in accordance with the Contract 
Documents and without expense to the Owner and shall bear the expense of making good all work of 
other contractors destroyed or damaged by such removal or replacement. If the General Contractor fails 
to commence and continue to correct non-conforming Work within a reasonable time as determined by 
the Consultant, the Owner may without limitation of other rights available to the Owner and without 
prejudice to other remedies, take any necessary action to make the necessary corrections. If the Owner 
makes required corrections for non conforming Work or materials, a Change Order will be issued 
reflecting an equitable deduction from the Contract Amount. This amount will be deducted from 
payments due to the General Contractor or, if no additional payments are due, General Contractor or the 
General Contractor's surety shall be responsible for payment of this amount. 

ARTICLE 23 - CORRECTION OF WORK AFTER FINAL PAYMENT 

23.1 Neither the final certificate of payment nor any provisions in the Contract Documents shall 
relieve the General Contractor of responsibility for materials and equipment incorporated into the Work 
that fail to meet specification requirements, or for use of faulty materials or poor quality workmanship. If 
within one year after the date of Substantial Completion of the Work or designated portion thereof, any of 
the Work is found to be defective or not in accordance with the requirements of the Contract Documents, 
the General Contractor shall correct it promptly after receipt of written notice from the Owner to do so. 
The General Contractor shall correct any defects due to these conditions and pay for any damage to other 
Work resulting from their use. Nothing contained in this clause shall be construed to establish a period of 
limitation with respect to any obligation of the General Contractor under the Contract including, but not 
limited to, Warranties. The obligation of the General Contractor under this section shall be in addition to 
and not in limitation of any obligations imposed by special guarantees or warranty required by the 
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Contract, given by the General Contractor, or otherwise recognized or prescribed by law. 

23.2 In addition to being responsible for correcting the Work and removing any non conforming Work 
or materials from the job site, the General Contractor shall bear all other costs of bringing the affected 
Work into compliance with the Contract requirements. This includes costs of any required additional 
testing and inspection services, Consultant's services and any resulting damages to other property or to 
work of other contractors or of the Owner. 

23.3 If the General Contractor fails to correct nonconforming Work within a reasonable time as 
determined by the Consultant, the Owner may take necessary actions to make the necessary corrections. 
If the Owner makes required corrections for nonconforming Work or materials after Final Payment to the 
General Contractor, the Owner shall be entitled to recover all amounts for such corrections, including 
costs and attorney's fees, from General Contractor or surety. 

ARTICLE 24 - TERMINATION OF CONTRACT FOR CONVENIENCE OF OWNER 

24.1 The Owner, by written notice to the General Contractor, may terminate this Contract in whole or 
in part when it is in the interest of the Owner, at the sole discretion of the Owner. In such case, the 
General Contractor shall be paid for all Work in place and a reasonable allowance for profit and overhead 
on Work done, provided that such payments shall not exceed the total Contract price as reduced by the 
value of the Work as yet not completed. The General Contractor shall not be entitled to profit and 
overhead on Work not performed. 

ARTICLE 25 - OWNER'S RIGHT TO STOP WORK 

25.1 If the General Contractor fails to correct defective Work as required, or persistently fails to carry 
out the Work in accordance with the Contract Documents, the Owner by written notice may order the 
General Contractor to stop the Work or any portion of the Work, until the cause for the order has been 
eliminated to the satisfaction of the Owner. The Consultant may stop Work without written notice for 24 
hours whenever in its professional opinion such action is necessary or advisable to insure conformity with 
the Contract Documents. The General Contractor shall not be entitled to an adjustment in the Contract 
Time or Amount under this clause in the event such stoppages are determined to be the fault of the 
General Contractor or its Sub-contractor(s). The right of the Owner or Consultant to stop Work shall not 
give rise to a duty on the part of the Owner or Consultant to exercise this right for the benefit of the 
General Contractor or others. 

ARTICLE 26 - TERMINATION OF CONTRACT FOR DEFAULT ACTION OF GENERAL 
CONTRACTOR 

26.1 In addition to its rights under Articles 24 and 25, the Owner may terminate the contract upon the 
occurrence of any one or more of the following events: 

26.1.1 If the General Contractor refuses or fails to prosecute the Work (or any separable part thereof) 
with such diligence as will insure its completion within the agreed upon time; or if the General Contractor 
fails to complete the Work within such time; 

26.1.2 If the General Contractor is adjudged a bankrupt or insolvent, or makes a general assignment for 
the benefit of creditors, or if the General Contractor or a third party files a petition to take advantage of 
any debtor's act or to reorganize under the bankruptcy or similar laws concerning the General Contractor, 
or if a trustee or receiver is appointed for the General Contractor or for any of the General Contractor's 
property on account of the General Contractor's insolvency, and the General Contractor or its successor in 
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interest does not provide adequate assurance of future performance in accordance with the Contract 
within 10 days of receipt of a request for assurance from the Owner; 

26.1.3 If the General Contractor repeatedly fails to supply sufficient qualified supervision of the work, or 
repeatedly fails to ensure that Sub-contractors supply adequate supervision, suitable materials or 
equipment, or adequate numbers of skilled workmen and supervision to the Work; 

26.1.4 If the General Contractor repeatedly fails to make prompt payments to Sub-contractors or 
suppliers at any tier, or for labor, materials or equipment; 

26.1.5 If the General Contractor disregards laws, ordinances, rules, codes, regulations, orders or similar 
requirements of any public entity having jurisdiction; 

26.1.6 If the General Contractor disregards the authority of the Consultant or the Owner; 

26.1.7 If the General Contractor performs Work which deviates from the Contract Documents, and 
neglects or refuses to correct rejected Work; or 

26.1.8 If the General Contractor otherwise violates in any material way any provisions or requirements 
of the Contract Documents. 

26.2 Once the Owner determines that sufficient cause exists to justify the action, the Owner may 
terminate the Contract without prejudice to any other right or remedy the Owner may have, after giving 
the General Contractor and its Surety three (3) Calendar Days notice by issuing a written Declaration of 
Default. The Owner shall have the sole discretion to permit the General Contractor to remedy the cause 
for the contemplated termination without waiving the Owner's right to terminate the contract. 

26.3 In the event that the Contract is terminated, the Owner may demand that the General Contractor's 
Surety take over and complete the Work on the Contract. The Owner may require that in so doing, the 
General Contractor's Surety not utilize the General Contractor in performing the Work. Upon the failure 
or refusal of the General Contractor's Surety to take over and begin completion of the Work within 
twenty (20) Calendar Days after the demand, the Owner may take over the Work and prosecute it to 
completion as provided below. 

26.3.1 In the event that the Contract is terminated and the General Contractor's Surety fails or refuses to 
complete the Work, the Owner may take over the Work and prosecute it to completion in accordance with 
the laws of the Commonwealth, by contract or otherwise, and may exclude the General Contractor from 
the site. The Owner may take possession of the Work and of all of the General Contractor's tools, 
appliances, construction equipment, machinery, materials, and plant which may be on the site of the 
Work, and use the same to the full extent they could be used by the General Contractor, without liability 
to the General Contractor. At the Owner’s sole discretion, the Owner has the right to take assignment of 
any or all portions of the contract work in order to prosecute the completion of the Work. In exercising 
the Owner's right to prosecute the completion of the Work, the Owner may also take possession of all 
materials and equipment stored at the site or for which the Owner has paid the General Contractor but 
which are stored elsewhere, and finish the Work as the Owner deems expedient. In such case, the General 
Contractor shall not be entitled to receive any further payment until the Work is finished. 

26.3.2 If the unpaid balance of the Contract Price exceeds the direct and indirect costs and expenses of 
completing the Work including compensation for additional professional and Consultant services, such 
excess shall be used to pay the General Contractor for the cost of the Work it performed and a reasonable 
allowance for overhead and profit. If such costs exceed the unpaid balance, the General Contractor or the 
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General Contractor's Surety shall pay the difference to the Owner. In exercising the Owner's right to 
prosecute the completion of the Work, the Owner shall have the right to exercise its sole discretion as to 
the manner, methods, and reasonableness of the costs of completing the Work and the Owner shall not be 
required to obtain the lowest figure for Work performed in completing the Contract. In the event that the 
Owner takes bids for remedial Work or completion of the Project, the General Contractor shall not be 
eligible for the award of such Contract. 

26.3.3 The General Contractor shall be liable for any damage to the Owner resulting from the 
termination or the General Contractor's refusal or failure to complete the Work, and for all costs necessary 
for repair and completion of the Project above the amount of the Contract. The General Contractor shall 
be liable for all attorney's fees, costs and expenses incurred by the Owner to enforce the provisions of the 
Contract. 

26.3.4 If liquidated damages are provided in the Contract and the Owner terminates the Contract, the 
General Contractor shall be liable for such liquidated damages, as provided for in Article 29.2 and 29.3 
below, until Substantial Completion and Final Completion of the Work are achieved. 

26.3.5 In the event the Contract is terminated, the termination shall not affect any rights of the Owner 
against the General Contractor. The rights and remedies of the Owner under this Article are in addition to 
any other rights and remedies provided by law or under this Contract. Any retention or payment of 
monies to the General Contractor by the Owner will not release the General Contractor from liability. 

26.3.6 In the event the Contract is terminated under this Article, and it is determined for any reason that 
the General Contractor was not in default under the provisions of this Article, the termination shall be 
deemed a Termination for Convenience of the Owner pursuant to Article 24 and the rights and obligations 
of the parties shall be determined in accordance with Article 24. 

ARTICLE 27 - SUSPENSION OF WORK 

27.1 The Owner or the Consultant may, at any time and without cause, order the General Contractor in 
writing or cause the General Contractor to suspend, delay or interrupt all or any part of the Work for such 
period of time as the Owner may determine to be appropriate for its convenience. Adjustment may be 
made for any increase in the Contract time necessarily caused by such suspension or delay, in accordance 
with Article 21. 

ARTICLE 28 - TIME OF COMPLETION 

28.1 The General Contractor shall begin the Work on the date of commencement as specified in the 
Work Order. All time limits stated in the Contract Documents are of the essence of the Contract. The end 
of the Contract Time shall be the date specified on the approved certificate of Substantial Completion. 
The time for completion set forth in the Contract is a binding part of the Contract upon which the Owner 
may rely in planning the use of the facilities to be constructed and for all other purposes. 

28.2 Substantial Completion is defined in Article 1.1.17 of these General Conditions. Only incidental 
corrective Work under punch lists and final cleaning (if required) for Owner's full use shall remain for 
Final Completion. The ability to occupy or utilize shall include regulatory authority approval unless 
regulatory approval is delayed due to actions of the Owner or the Consultant. When the Owner accepts 
and occupies a portion of the Project, the operation, maintenance, utilities, and insurance of that portion of 
the Project becomes the responsibility of the Owner. 

28.3 The date of Substantial Completion shall be that date certified by the Owner, in accordance with 
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the following procedures, that the Work is sufficiently complete to occupy or utilize as defined above. 

28.3.1 When the General Contractor considers the entire Work is substantially complete as defined in 
Article 1.1.17 of these General Conditions, and is ready for its intended use, the General Contractor shall 
notify the Consultant in writing and request an inspection. The declaration and request shall be 
accompanied by a list prepared by the General Contractor of those items of Work still to be completed or 
corrected. The failure of the General Contractor or Consultant to include any item or items, which are not 
completed or which need correction, on such list shall not alter the responsibility of the General 
Contractor to complete all Work in accordance with the Contract Documents. 

28.3.2 The Consultant shall, within a reasonable time after receipt of notification from the General 
Contractor of a declaration of Substantial Completion and request for inspection, make such inspection. 
Prior to the Substantial Completion Inspection and within sufficient time to allow the Consultant's review, 
the General Contractor shall submit all As-Built drawings, Notice of Termination, catalog data, complete 
operating and maintenance instructions, manufacturer specifications, certificates, warranties, written 
guarantees and related documents required by the contract. The Consultant shall review said documents 
for accuracy and compliance with the Contract Documents and incorporate them into complete operating 
instructions and deliver them to the Owner. 

28.3.3 If the Consultant considers the Work substantially complete, the Consultant shall recommend that 
the Owner prepare a Certificate of Substantial Completion which shall establish the date of Substantial 
Completion and the responsibilities between the Owner and General Contractor for security, maintenance, 
heat, utilities and insurance, if not otherwise provided for in the Contract Documents, and a tentative list 
of items to be completed or corrected, and shall fix the time within which the General Contractor shall 
complete the items listed therein. This time shall not exceed thirty 

(30) Calendar Days unless otherwise provided for in the Work Order. The Certificate of Substantial 
Completion shall be submitted to the Consultant and General Contractor for their written acceptance of the 
responsibilities assigned to them in the certificate. The Project shall not be deemed substantially complete 
until the certificate is issued. If, after making the inspection, the Consultant does not consider the Work 
substantially complete, the Consultant will notify the Owner and the General Contractor in writing, giving 
the reasons therefore. 
 
28.4 Operation and Maintenance Manual Deliverables. In anticipation and preparation of completion 
of the Work and the closing out of the Project, and to facilitate training of the Owner’s personnel in the 
maintenance and operation of the new installations, the Contractor shall comply with the requirements of 
Article 8.7 of the Special Conditions. (For the purposes of this article, air test and balance reports may be 
submitted at a later date with the request for certification of substantial completion.) These manuals shall 
be submitted to the Consultant for approval, and subsequently forwarded to the Owner's Project Manager 
by or before the time construction is 75% complete, as reflected by the Contractor’s most recently 
submitted Application for Payment. 

28.4.1 The provisions of Article 30.11 notwithstanding, if the General Contractor meets the 
requirements of Article 28.4 above with respect to timely submittal of approvable Operation and 
Maintenance manuals and provided the project construction is 1) at least 75% complete and 2) is equal to 
or ahead of the approved progress schedule and 3) the Work completed is in compliance with the 
requirements of the contract documents, the Owner, at the sole discretion of the Director, Capital Projects 
Management Division may reduce the retainage to (5%) of the current Contract Amount. In the event the 
General Contractor fails to submit acceptable O&M manuals prior to reaching 75% completion, it is 
agreed that the Owner at its sole discretion may deduct from the current and subsequent Applications for 
Payment an amount deemed by the Owner to be sufficient to encourage prompt compliance with this 
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contractual requirement, until such time as acceptable O&M manuals are received. 

28.5 Project Close Out.  When the General Contractor considers that all Work required by the 
Contract is 100% complete, including correction of any remaining punch list work or deficiencies, the 
General Contractor shall notify the Consultant in writing and request a final inspection. The Consultant, 
upon receipt of written notice from the General Contractor that the Work is complete and is ready for 
final inspection and acceptance, will promptly make such inspection and when the Consultant finds the 
Work completed and acceptable under the Contract Documents and the Contract fully performed, the 
Consultant will so notify the General Contractor in writing to submit, and will certify to the Owner a final 
Certificate for Payment submitted in accordance with Articles 30.9 and 30.9.1 of these General 
Conditions. If the General Contractor does not complete the punch items within the time designated, the 
Owner retains the right to have these items corrected at the expense of the General Contractor including 
all architectural, engineering and inspection costs and expenses incurred by the Consultant and the 
Owner, and to deduct such costs and expenses from the funds being held in retainage. The Owner shall 
not be required to release the retainage until such items have been completed. 

ARTICLE 29 - LIQUIDATED DAMAGES 

29.1 The Owner and the General Contractor recognize and agree that time is of the essence of this 
Contract and that the Owner will suffer financial loss if the Work is not completed within the time 
specified in the Contract plus any extensions that may be allowed. The parties further recognize the 
delays, expense and difficulties involved in proving the actual loss suffered by the Owner should the 
Work not be completed on time. The Owner and the General Contractor agree on the amounts stated as 
liquidated damages in the Agreement. The Owner and General Contractor agree that the amount stated as 
liquidated damages are not intended to be penalties. 

29.2 Should the General Contractor fail to satisfactorily complete the Work under Contract on or 
before the date stipulated for Substantial Completion, as adjusted by approved Change Orders, if any, the 
General Contractor will be required to pay liquidated damages to the Owner for each consecutive 
Calendar Day that the Owner is deprived of full use of the area beyond the date specified unless otherwise 
stipulated elsewhere by Owner. After the date for Substantial Completion has been certified by the 
Owner, the General Contractor shall cease to owe liquidated damages until the date established for Final 
Completion. 

29.3 If Final Completion is not achieved by the date established for Final Completion, as adjusted by 
approved Change Orders, if any, liquidated damages in the amount stipulated in the Agreement will 
become due and collectable. The Contract will be considered complete and Final Completion shall be 
deemed to have occurred when all Work has been completed in compliance with the Contract Documents 
and the Certificate of Final Completion has been issued by the Owner. No deduction or payment of 
liquidated damages will, in any degree, release the General Contractor from further obligations and 
liabilities to complete the entire Contract. Permitting the General Contractor to continue and finish the 
Work, or any part of it, after expiration of the Contract Time, shall in no way constitute a waiver on the 
part of the Owner of any liquidated damages due under the Contract. 

ARTICLE 30 - PAYMENT TO THE GENERAL CONTRACTOR 

30.1 Payments on account of this Contract shall be made monthly as Work progresses. The General 
Contractor shall submit to the Consultant, in the manner and form prescribed, an application for each 
payment, and, if required, receipts or other vouchers showing payments made for materials and labor, 
including payments to Sub-contractors. All payments shall be subject to any withholding or retainage 
provisions of this contract. All pay request documents, except the final payment, shall be submitted in 
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whole dollar amounts. All payment applications from the General Cntractor shall include line items for 
overhead, profit and general condition costs. 

30.2 The Consultant shall, within ten (10) Business Days after receipt of each application for payment, 
certify approval of payment in writing to the Owner and present the application to the Owner, or return 
the application to the General Contractor indicating in writing its reasons for refusing to approve 
payment. The Owner, provided no exception is taken to the application for payment submitted by the 
Consultant, will issue payment on or within thirty (30) Business Days from the date received from the 
Consultant. A reasonable delay on the part of the Owner in making payment to the General Contractor for 
any given payment shall not be grounds for breach of Contract. The Consultant may refuse to approve the 
whole or any part of any payment if it would be incorrect to make such presentation to the Owner. 

30.3 If payment is requested on the basis of materials and equipment not incorporated in the Work, but 
delivered and suitably stored at an off jobsite location agreed to in writing by the Owner that meets the 
manufacturer’s requirements for the stored material and not-comingled with other material, the General 
Contractor shall furnish the following: 

30.3.1 A list of the materials consigned to the Project (which shall be clearly identified), giving the place 
of storage, together with copies of invoices. 

30.3.2 Certification that all items have been tagged for delivery to the Project and that they will not be 
used for any other purpose. 

30.3.3 A letter from the Surety indicating that the Surety agrees to the arrangements and that payment to 
the General Contractor shall not relieve either the General Contractor or its Surety of their responsibility 
to complete the Work. 

30.3.4 Evidence of adequate insurance listing the Owner as an additional insured covering the material in 
storage. 

30.3.5 Evidence that representatives of the Consultant have visited the General Contractor's place of 
storage and checked all items listed on the General Contractor's certificate. They shall certify, insofar as 
possible, that the items are in agreement with the Specifications and approve their incorporation into the 
Project. 

30.4 The Owner will pay 80% of the invoiced value less retainage for materials stored off site 
providing the above conditions are met. 

30.5 The General Contractor's signature on each subsequent application for payment shall certify that 
all previous progress payments received on account of the Work have been applied to discharge in full all 
of the General Contractor's obligations reflected in prior applications for payment. 

30.6 Each payment made to the General Contractor shall be on account of the total amount payable to 
the General Contractor and the General Contractor warrants and guarantees that the title to all materials, 
equipment and Work covered by the paid partial payment shall become the sole property of Owner free 
and clear of all encumbrances. Nothing in this Article shall be construed as relieving General Contractor 
from the sole responsibility for care and protection of materials, equipment and Work upon which 
payments have been made or restoration of any damaged Work or as a waiver of the right of Owner to 
require fulfillment of all terms of the Contract Documents. 

30.7 Prior to submitting the first application for payment, the General Contractor shall submit to the 
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Consultant and the Owner for approval a detailed breakdown of the Contract Amount pursuant to CSI 
specification divisions, divided so as to facilitate payment and correlated to the schedule required by 
General Conditions Article 32 of the Contract Documents. The total value of all activities shall add up to 
the Contract Amount. When approved by the Consultant and the Owner, this schedule shall be used as a 
basis for General Contractor's applications for payment and may be used by the Owner to determine costs 
or credits resulting from changes in the Work. Failure to obtain the approval of the Schedules of Values 
shall be a basis for withholding payment to the General Contractor. 

30.8 Retainage – The Owner will retain ten percent (10%) of the General Contractor’s progress 
payments until fifty one percent (51%) of the construction project has been completed. Thereafter, if the 
Work is fully in compliance with the requirements of the Contract and except as provided for in Article 
28.4.1 above, the Owner shall retain five percent (5%) of the total contract amount until Substantial 
Completion and acceptance of all Work covered by this Contract, as collateral security to insure 
successful completion of the Work. For the purposes of this Article, the term “in full compliance” shall 
mean 1) that the progress of the Work is equal to or ahead of that predicted by the Project Baseline 
schedule and 2) the Work completed is in compliance with the requirements of the contract documents. 
Subsequent to the issuance of the Substantial Completion Certificate and depending upon the cost 
involved for the completion and/or correction of punch list items, the Consultant may recommend to the 
Owner an adjustment to the amount being held as retainage and, if approved by Owner, the amount of 
retainage may then be reduced and a sufficient sum retained by Owner to assure completion of the 
remaining unfinished Work. Retainage reduction as provided for in this Article 30.8 is contingent upon 
the General Contractor and/or Sub-contractors being on or ahead of the approved progress schedule and 
on verification by the Consultant that the Work completed is in compliance with the requirements of the 
contract documents 

30.8.1 In addition to the retainage set forth above, the Owner may withhold from any monthly progress 
payments or nullify any progress payments in whole or in part as necessary to protect the Owner from loss 
on account of: 

30.8.1.1 Defective Work which has not been remedied or completed Work which has been damaged 
requiring correction or replacement, or 

30.8.1.2 Action required by the Owner to correct Defective Work or complete Work which the General 
Contractor has failed or refused to correct or complete, or 

30.8.1.3 Failure of the General Contractor to perform any of its obligations under the Contract, or 

30.8.1.4 Failure of the General Contractor to make payment properly to Sub-contractors; suppliers of 
material, services or labor; or to reimburse the University for utilities or other services as provided for in 
the Contract; 

30.8.1.5 Amounts to be withheld as liquidated damages for failure to complete the Project in the allotted 
Contract time. 

30.8.2 When the Owner is satisfied that the General Contractor has remedied any such deficiency, 
payments shall be made of the amount being withheld on the next scheduled application for payment. 

30.9 Final Payment – When all Work is completed and acceptable and the Contract is fully performed, 
the General Contractor will be directed to submit a final payment application for certification and the 
entire balance shall be due and payable upon a certification of completion by the Consultant that the Work 
is in accordance with the Contract Documents. 
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30.9.1 Upon issuance of the Certificate of Final Completion by the Owner and submittal by the General 
Contractor of all required documents and releases, all retained amounts shall be paid to the General 
Contractor as part of the Final Payment. By accepting such payment, the General Contractor certifies that 
all amounts due or that may become due to any Sub-contractor, any Consultant of the General Contractor, 
or any vendors or material suppliers, have been paid or will be paid from the proceeds of the final 
payment; and that, further, there are not liens, claims or disputes involving the Owner or the Consultant 
that are outstanding or unresolved. 

30.10 The General Contractor shall promptly pay each Sub-contractor and material supplier upon 
receipt of payment from the Owner the amount to which said Sub-contractor and supplier is entitled, 
reflecting the percentage actually retained from payments to the General Contractor on account of such 
Sub-contractor's work. The General Contractor shall, by an appropriate Agreement with each Sub-
contractor and material supplier, require each Sub-contractor and supplier to make payments to their sub-
contractors, vendors and suppliers in similar manner. 

30.10.1 The Consultant may, on request, furnish to any Sub-contractor or material supplier information 
regarding the percentages of completion applied for by the General Contractor and the action thereon by 
the Consultant. 

30.10.2 Neither the Owner nor the Consultant shall have any obligation to make payment to any Sub-
contractor or material supplier except as may otherwise be required by law. 

ARTICLE 31 - AUDITS 

31.1 The General Contractor’s Trade Contractors’, sub-contractors’ and/or vendor’s “records” shall 
upon reasonable notice be open to inspection and subject to audit and/or reproduction during normal 
business working hours as may be deemed necessary by the Owner at its sole discretion. 

Such audits may be performed by an Owner’s representative or an outside representative engaged by the 
Owner. The Owner or its designee may conduct such audits or inspections throughout the term of this 
contract and for a period of three years after final payment, or longer if required by law. Owner’s 
representative may (without limitation) conduct verifications such as counting employees at the Construction 
Site, witnessing the distribution of payroll, verifying information and amounts through interviews and written 
confirmations with General Contractor’s employees, field and agency labor, Trade Contractors and vendors. 
31.2 “Records” as referred to in this Contract shall include any and all information, materials and data 
of every kind and character, including without limitation, records, books, papers, documents, 
subscriptions, superintendents’ reports, drawings, receipts, vouchers and memoranda, and any and all 
other agreements, sources of information and matters that may in the Owner’s judgment have any bearing 
on or pertain to any matters, rights, duties or obligations under or covered by any Contract Document. 
Such records shall include hard copy, as well as computer readable data if it can be made available, 
written policies and procedures; time sheets; payroll registers; cancelled payroll checks; subcontract files 
(including proposals of successful and unsuccessful bidders, bid recaps, etc.); original estimates; 
estimating work sheets; correspondence; change order files (including documentation covering negotiated 
settlements); back charge logs and supporting documentation; invoices and related payment 
documentation; general ledger; records detailing cash and trade discounts earned; insurance rebates and 
dividends; and any other General Contractor or contractor records which may have a bearing on matters 
of interest to the Owner in connection with the General Contractor’s dealings with the Owner (all 
foregoing hereinafter referred to as the “records”) to the extent necessary to adequately permit evaluation 
and verification of any or all of the following: 

Compliance with Contract requirements for deliverables; Compliance with 
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approved plans and specifications; Compliance with Owner’s business ethics 
expectations; 
Compliance with Contract provisions regarding the pricing of change orders; 
Accuracy of General Contractor representations regarding pricing of invoices; 
and 
Accuracy of General Contractor representations related to claims submitted by the General Contractor or its 
payees. 
  
31.3 The General Contractor shall require all payees (examples of payees include Trade Contractors, 
Sub-contractors, vendors, and/or material suppliers) to comply with the provisions of this Article by 
including the requirements hereof in a written contract agreement between the General Contractor and 
payees. Such requirements to include flow-down right of audit provisions in contracts with payees will 
also apply to Subcontractors and Sub-subcontractors, material suppliers, etc. The General Contractor will 
cooperate fully and will cause all related parties and all of the General Contractor’s Trade Contractors 
and/or subcontractors (including those entering into lump sum subcontracts) to cooperate fully in 
furnishing or in making available to Owner from time to time whenever requested, in an expeditious 
manner, any and all such information, materials and data. 

31.4 Owner’s authorized representative or designee shall have reasonable access to the General 
Contractor’s facilities, shall be allowed to interview all current or former employees to discuss matters 
pertinent to the performance of this contract and shall provide adequate and appropriate work space in 
order to conduct audits in compliance with this Article. The General Contractor and its payees agree bear 
their costs and expenses relating to any inspections and audits. 

31.5 If an audit inspection or examination in accordance with this Article discovers any fraud or 
misrepresentation, or discloses overpricing or overcharges (of any nature) by the General Contractor to 
the Owner, in addition to making adjustments for the overcharges, the reasonable actual cost of the 
Owner’s audit shall be reimbursed to the Owner by the General Contractor. Any adjustments and/or 
payments that must be made as a result of any such audit or inspection of the General Contractor’s 
invoices and/or records shall be made within Ninety (90) Calendar Days from presentation of the Owner’s 
findings to the General Contractor. 

31.6 The provisions of Articles 31.1, 31.2 and 31.5 notwithstanding, the Owner shall have the right to 
conduct inspections and audits of any matter relating to the Contract Documents or the Work, which shall 
be for the Owner’s sole benefit and shall not relieve the General Contractor, its sureties, contractors, 
subcontractors suppliers and their respective employees and agents of any obligations under the Contract 
Documents. 

31.7 Any audits or inspections under Article 31 shall not constitute a waiver of any right the Owner 
has to accounting or discovery of records in the possession, custody or control of the General Contractor, 
its sureties, contractors, subcontractors, vendors and their respective employees and agents 

ARTICLE 32- PROGRESS & SCHEDULING 

32.1 The schedules submitted for this Project shall be prepared using Primavera P6 scheduling 
software. If approved by the University, and at the sole discretion of the University, schedules submitted 
in other versions of Primavera scheduling software (Primavera Contractor saved in .xer format, Primavera 
SureTrak or Primavera P3) may be converted to Primavera P6 format by the University for review 
purposes. However, the University will not be responsible for any inaccuracies that may result from such 
conversions. 
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3.2 The schedules submitted for this Project shall coordinate Work in accordance with all schedules 
included in the Owner’s approved Program. Construction work shall be scheduled and executed such that 
operations of the University are given first priority. This applies particularly to outages and restriction of 
access. 
 
32.2.1 The schedules submitted for this Project shall not exceed time limits established for the Project. 
Schedules which reflect a duration less than the Contract Time are for the convenience of the General 
Contractor and shall not be the basis of any claim for delay or extension of time. 

32.2.2 Schedules shall be revised at appropriate intervals as required by the condition of the Work and 
the Project, shall be related to the entire Project to the extent required by the Contract Documents, and 
shall provide for expeditious and practicable execution of the Work. 

32.2.3 The General Contractor shall also submit a payment schedule indicating the percentage of the 
Contract Amount and the amount of the anticipated monthly payments that will be requested as the 
Project proceeds. 

32.2.4 The Owner may withhold approval of all or a portion of progress payments until the progress 
payment schedule and construction schedule have been submitted by the General Contractor. 

32.3 The General Contractor shall prepare and keep current, for the Consultant's approval, a separate 
schedule of submittals coordinated with the General Contractor's CPM construction schedule that provides 
reasonable time for the Consultant to review the submittals. 

32.4 The General Contractor shall cause the work to be performed pursuant to the most recent 
schedules. 

ARTICLE 33 - USE OF COMPLETED PORTIONS 

33.1 Upon mutual Agreement between the Owner, General Contractor, and Consultant, the Owner 
may use a completed portion of the Project after an inspection is made. Such possession and use shall not 
be deemed as acceptance of any Work not completed in accordance with the Contract Documents, nor 
shall such possession and use be considered to alter warranty obligations or cause any warranty period to 
commence prior to Substantial Completion. 

ARTICLE 34 - INDEMNIFICATION 

34.1 To the fullest extent permitted by law, the General Contractor shall indemnify and hold harmless 
the Owner, its consultants, and their respective employees and agents from and against all claims, 
damages, losses and expenses, including attorney's fees, provided that any such claim, loss, damage or 
expense: (a) is attributable to bodily injury, sickness, disease or death, or to injury to or destruction of 
tangible property (other than the Work itself) including the loss of use resulting therefrom, and (b) is 
caused in whole or in part by any negligent act or omission of the General Contractor, any Sub-contractor 
or material supplier, anyone directly or indirectly employed by any of them or anyone for whose acts any 
of them may be liable This basic obligation to indemnify shall not be construed to nullify or reduce other 
indemnification rights which the Owner, its consultants, and their respective employees and agents would 
otherwise have. 

34.2 The General Contractor shall also indemnify and hold harmless the Owner, its consultants, and 
their respective employees and agents from any claims relating to the Project brought against the Owner, 
its consultants, and their respective employees and agents by any Sub-contractor unless such claims are 
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due to the gross negligence or misconduct of the Owner or Consultant. 

34.3 In any and all claims against the Owner its consultants, and their respective employees and 
agents, by any employee of the General Contractor, any Sub-contractor, any one directly or indirectly 
employed by any of them or anyone for whose acts any of them may be liable, the indemnification 
obligation under this Article shall not be limited in any way by any limitation on the amount or type of 
damages, compensation or benefits payable by or for the General Contractor or any Sub-contractor under 
Worker's Compensation acts, disability benefit acts or other employee benefit acts. 

34.4 The obligations of the General Contractor under this Article shall not extend to the liability of the 
Consultant, his agents or employees, arising out of (1) the preparation or approval of maps, drawings, 
opinions, reports, surveys, Change Orders, designs or specifications, or (2) the giving of or the failure to 
give directions or instructions by the Consultant, his agents or employees, provided such giving or failure 
to give is the primary cause of injury or damage. 

ARTICLE 35 - INSURANCE 

35.1 The General Contractor shall furnish the Owner the Certificates of Insurance or other acceptable 
evidence that insurance is effective, and guarantee the maintenance of such coverage during the term of 
the Contract. Each policy of insurance, except Workers Compensation, shall name the University of 
Kentucky and the directors, officers, trustees and employees of the University as additional insured on a 
primary and non-contributory basis as their interest appears. Waiver of subrogation in favor of the 
University of Kentucky shall apply to all policies. Any endorsements required to validate such waiver of 
subrogation shall be obtained by the General Contractor at the General Contractor’s expense. 

35.2 The General Contractor shall not commence, nor allow any Sub-contractor to commence Work 
under this Contract, until the Owner has reviewed the certificates and approved coverages and limits as 
satisfying the requirements of the bidding process. 

35.3 Workers' Compensation and Employers' Liability Insurance. The General Contractor shall 
acquire and maintain Workers’ Compensation insurance with Kentucky’s statutory limits and Employers’ 
Liability insurance as defined in the Special Conditions for all employees who will be working at the 
Project site. In the event any Work is sublet, the General Contractor shall require any Sub-contractor to 
provide proof of this insurance for the Sub-contractors' employees, unless such employees are covered by 
insurance provided by the General Contractor. 

35.4. The General Contractor shall either require each Sub-contractor to procure and maintain 
insurance of the type and limits stated during the terms of the Contract, or insure the activities of such 
Sub-contractors under a blanket form as described below: 

35.4.1 Commercial General Liability Insurance. The General Contractor shall acquire and maintain a 
Broad Form Comprehensive General Liability (CGL) Insurance Policy including premises - operations, 
products/completed operations, blanket contractual, broad form property damage, real property fire legal 
liability and personal injury liability coverage. The Insurance Policy must be on an "occurrence" form 
only, unless approved by the Owner. Contractual liability must be endorsed to include defense costs. 
Products and completed operations insurance must be carried for two years following completion of the 
Work. Policies which contain Absolute Pollution Exclusion endorsements are not acceptable. Coverage 
must include pollution from "hostile fires". Where required by the risks involved, Explosion, Collapse 
and Underground (XCU) coverages shall be added by endorsement. If the work involved requires the use 
of helicopters, a separate aviation liability policy as defined in the Special Conditions will be required. If 
cranes and rigging are involved, a separate inland marine policy with liability limits as defined in the 
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Special Conditions will be required.  

35.4.1.1 The limits of liability shall not be less than defined in the Special Conditions. 

35.4.2 Comprehensive Automobile Liability Insurance. The General Contractor shall show proof and 
guarantee the maintenance of insurance to cover all owned, hired, leased or non-owned vehicles used on 
the Project. Coverage shall be for all vehicles including off the road tractors, cranes and rigging 
equipment and include pollution liability from vehicle upset or overturn. Policy limits shall not be less 
than defined in the Special Conditions. 

35.4.3 Excess or Umbrella Liability Insurance. The General Contractor shall acquire and maintain a 
policy of excess liability insurance in an umbrella form for excess coverages over the required primary 
policies of broad form commercial general liability insurance, business automobile liability insurance and 
employers' liability insurance. This policy shall have a minimum as defined in the Special Conditions for 
each occurrence in excess of the applicable limits in the primary policies. The excess liability policy shall 
not contain an absolute pollution exclusion and shall include coverages for pollution that may occur due 
to hostile fires and vehicle upset and overturn. The limits shall be increased as appropriate to cover any 
anticipated special exposures. 

35.5 Builders Risk Insurance. The General Contractor shall purchase and maintain an “all risk” 
Builder’s Risk Insurance policy upon the Work at the site to the full insurable value thereof. Such 
insurance shall include interests of the Owner, General Contractor, and all Sub-contractors and of their 
subcontractors. It shall insure against perils of fire, extended coverage, vandalism and malicious mischief. 
General Contractor’s work performed, and materials to be incorporated into the project and stored on the 
jobsite, will be covered. Builder’s Risk does not include temporary buildings, or General Contractor or 
General Contractor’s tools, equipment, or trailers and contents. 

35.6 Insurance Agent and Company Insurance as required in the bidding process of the Project shall be 
written according to applicable state law in Kentucky. The policies shall be written by an insurer duly 
authorized to do business in Kentucky in compliance with KRS: 304.1-100 and -.110. 

ARTICLE 36 - PERFORMANCE AND PAYMENT BONDS 

36.1 The General Contractor shall furnish a Performance Bond in the form provided in the Contract 
Documents in the full amount of the Contract Amount as security for the faithful performance of the 
Contract. The General Contractor shall also furnish a Payment Bond in the form provided in the Contract 
Documents in the full amount of the Contract Amount for the protection of all persons performing labor 
or furnishing materials, equipment or supplies for the General Contractor or its Sub-contractors for the 
performance of the Work provided for in the Contract, including security for payment of all 
unemployment contributions which become due and payable under Kentucky Unemployment Insurance 
Law. 

36.2 Each bond furnished by the General Contractor shall incorporate by reference the terms of the 
Contract as fully as though they were set forth verbatim in such bonds. In the event the Contract Amount 
is adjusted by Change Order, the penal sum of both the performance bond and the payment bond shall be 
deemed increased by like amounts. 

36.3 The performance and payment bonds shall be executed by a surety company authorized to do 
business in the Commonwealth of Kentucky, and the contract instrument of bonds must be countersigned 
by a duly appointed and licensed resident agent. 
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ARTICLE 37 - DAMAGED FACILITIES 

37.1 The General Contractor shall repair or replace, at no expense to the Owner, any damaged section 
of existing buildings, paving, landscaping, streets, drives, utilities, watersheds, etc. caused by Work 
performed under the Contract or incidental thereto, whether by the General Contractor's ownforces, Sub-
contractors or by material suppliers. Such repair or replacement shall be perormed by craftsmen skilled 
and experienced in the trade or craft for the original Work. 

37.2 Water damage to the interior of any building caused by Work performed under the Contract or 
incidental thereto, whether by the General Contractor’s own forces, Sub-contractors, or by material 
suppliers, and whether occurring in a new or existing building, shall be repaired by the General 
Contractor at the General Contractor’s expense, and any materials damaged inside the building, including 
personal property, shall be repaired or replaced at the full replacement cost by the General Contractor at 
the General Contractor’s expense. 

37.3 For existing buildings, the General Contractor, along with the Owner's Representative and 
Consultant, will tour the Project site to evaluate existing conditions and determine any existing damage 
before any Work on this Contract is done. 

37.4 Should the General Contractor fail to proceed with appropriate repairs in an expedient manner, 
the Owner reserves the right to have the Work/repairs completed and deduct the cost of such Work/repairs 
from amounts due or to become due to the General Contractor. If the Owner deems it not expedient to 
repair the damaged Work, or if repairs are not done in accordance with the Contract, an equitable 
deduction from the Contract price shall be made. 

ARTICLE 38- CLAIMS & DISPUTE RESOLUTION 

38.1 All General Contractor's claims and disputes shall be referred to the Consultant for review and 
recommendation. All claims shall be made in writing to the Consultant and Owner, not more than ten 
(10) days from the occurrence of the event which gives rise to the claim or dispute, or not more than ten 
(10) days from the date that the General Contractor knew or should have known of the claim or dispute. 
Unless the claim is made in accordance with these requirements, it shall be waived. Any claim not 
submitted before Final Payment shall be waived. The Consultant shall render a written decision within 
fifteen (15) days following receipt of a written demand for the resolution of a claim or dispute. 

38.1.1 The provisions of Article 43.2 notwithstanding, claims and disputes between the General 
Contractor and any Sub-contractor or supplier shall not be referred to the Consultant except to request 
interpretation and/or clarification of the intent of the plans or specifications. Such claims and disputes 
between the General Contractor and any Sub-contractor shall be resolved between those parties as 
required by Article 43.4 of these General Conditions. 

38.2 The Consultant's decision shall be final and binding on the General Contractor unless the General 
Contractor submits to the Consultant and the Project Manager a written notice of appeal within fifteen 
(15) Calendar Days of the Consultant’s decision. The General Contractor must present within fifteen (15) 
Calendar Days of the notice to appeal a narrative claim in writing with complete supporting 
documentation. After receiving the written claim, the Project Manager will review the materials relating 
to the claim and may meet with the Consultant and/or the General Contractor to discuss the merits of the 
claim. The Project Manager will render a decision within thirty (30) Calendar Days after receiving the 
written claim and supporting documentation. The decision of the Project Manager shall be final and 
binding pending further appeal as provided for in Article 39. If the Consultant or the Project Manager do 
not issue a written decision within thirty (30) calendar days after receiving the claim and supporting 
documentation, or within a longer period as may be established by the parties to the Contract in writing, 



007200B00 
Rev 04/2026 

40 General Conditions 
General Contractor 

 

then the General Contractor may proceed as if an adverse decision had been received. 

38.3 If the Project Manager does not agree with the Consultant's decision on a claim by the General 
Contractor, the Project Manager shall notify the General Contractor and the Consultant and direct the 
General Contractor to perform the Work about which the claim was made and the General Contractor 
shall proceed with such Work in accordance with the Project Manager's instruction. If the General 
Contractor disagrees with a decision of the Project Manager concerning a General Contractor's claim, the 
General Contractor shall proceed with the Work as indicated by the Project Manager's decision. 

38.4 The General Contractor shall continue to diligently pursue Work under the Contract pending 
resolution of any dispute, and the Owner shall continue to pay for undisputed work in place. 

ARTICLE 39 - CLAIMS FOR DAMAGE 

39.1 Should either party to the Contract suffer damage because of wrongful act or neglect of the other 
party, or of anyone employed by them, or others for whose act they are legally liable, or other controversy 
arising under the Contract, such claim or controversy shall be made in writing to the other party within 
thirty (30) days after the first occurrence of the event. Prior to the institution of any action in court, the 
claim or controversy (together with supporting data) shall be presented in writing to the Director of the 
Capital Project Management Division at the University of Kentucky ("Director”) or his designee for the 
University of Kentucky. The Director, or designee, is authorized, subject to any limitations or conditions 
imposed by regulations, to settle, comprise, pay, or otherwise adjust the claim or controversy with the 
General Contractor. The Director, or designee, shall promptly issue a decision in writing. A copy of the 
decision shall be mailed or otherwise furnished to the General Contractor. The decision rendered shall be 
final and conclusive unless the General Contractor files suit pursuant to KRS 45A.245. If the Director, or 
designee, does not issue a written decision within one hundred and twenty (120) days after written request 
for a final decision, or within a longer period as may be established by the parties to the Contract in 
writing, then the General Contractor may proceed as if an adverse decision had been received. 

39.2 Any legal action on the Contract shall be brought in the Franklin Circuit Court and shall be tried 
by the Court sitting without a jury. All defenses in law or equity, except the defense of government 
immunity, shall be preserved to the Owner. The Owner shall recover from the General Contractor all 
attorney's fees, costs and expenses incurred to the extent the Owner prevails in defending or prosecuting 
each claim in litigation of disputes under the Contract. The Owner is the prevailing party under this 
provision and is entitled to recover attorneys’ fees, costs and expenses on a claim-by-claim basis to the 
extent the Owner successfully defeats or prosecutes each claim. A recovery of a net judgment by the 
General Contractor shall not be determinative of the Owner’s right to recover attorneys’ fees, expenses 
and costs. Rather, such a determination shall be made based on the extent that the Owner successfully 
defends or prosecutes each distinct claim in litigation under the Contract, even if the Owner does not 
prevail on every claim. The General Contractor shall be liable to the Owner for all attorney's fees, costs 
and expenses incurred by the Owner to enforce the provisions of the Contract. 

ARTICLE 40 - LIENS 

40.1 The filing and perfection of liens for labor, materials, supplies, and rental equipment supplied on 
the Work are governed by KRS 376.195 et seq. 

40.2 Statements of lien shall be filed with the Fayette County Clerk and any action to enforce the same 
must be instituted in the Fayette Circuit Court, pursuant to KRS 376.250 (2). 
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40.3 The lien shall attach only to any unpaid balance due the General Contractor for the improvement from 
the time a copy of statement of lien, attested by the Fayette County Clerk, is delivered to the Owner, 
pursuant to the provisions of KRS 376.240. 

ARTICLE 41 - ASSIGNMENT 

41.1 Neither party to the Contract shall assign the Contract, or any portion thereof without the prior 
written consent of the other, which consent may be granted or withheld in the granting party’s sole and 
absolute discretion. The General Contractor shall not assign any amount or part of the Contract or any of 
the funds to be received under the Contract unless the General Contractor has the prior written approval 
of the Owner (which approval may be granted or withheld in the Owner’s sole and absolute discretion) 
and the Surety on the General Contractor's bond has given written consent to any such assignment. 

ARTICLE 42 - SEPARATE CONTRACTS 

42.1 The Owner reserves the right to enter into other Contracts in connection with the Project or to 
perform any work with the Owner's forces in the normal sequence of the work as depicted in the then 
current construction schedule. Except for work performed by University personnel, such contracts shall 
be assignable to the General Contractor and shall contain the same terms and conditions as the contracts 
between the General Contractor and the Sub-contractors. The General Contractor will be entitled to a 
maximum of 7% total fee on the value of such assigned contracts. The General Contractor shall afford 
other contractors reasonable opportunity for the introduction and storage of their materials and the 
execution of their work and shall properly connect and coordinate its Work with theirs in such manner as 
the Consultant may direct. 

42.2 Should the General Contractor cause damage to any separate contractor on the Work, and the 
separate contractor sues the Owner on account of any damage alleged to have been so sustained, the 
General Contractor shall be responsible for all costs, attorney’s fees and expenses incurred by the Owner 
for defending such proceedings unless the Owner prevails on behalf of the General Contractor in which 
case fees and expenses will be the responsibility of the separate contractor and if any judgment against the 
Owner arises therefrom, the General Contractor shall pay or satisfy it and shall pay all costs, attorney’s 
fees and expenses incurred by the Owner. 

42.3 If any part of the General Contractor's Work depends upon the work of any other separate 
contractor, the General Contractor shall promptly report to the Consultant any observed defects in such 
work that render it unsuitable for proper execution connection. The failure to inspect and report shall 
constitute an acceptance of the other contractor's work as fit and proper for the reception of the work, 
except as to defects which may develop in the other contractor's work after the execution of the work. 

42.4 Whenever work being done by the Owner's forces or by other contractors is contiguous to work 
covered by this Contract, the respective rights of the various parties involved shall be established by the 
Owner to secure the completion of the various portions of the Work in general harmony. 

ARTICLE 43 - GENERAL CONTRACTOR/SUB-CONTRACTOR RELATIONSHIP 

43.1 The General Contractor is fully responsible to the Owner for the acts and omissions of the Sub-
contractors and of persons either directly or indirectly employed by them. The General Contractor is 
responsible for the acts and omissions of persons employed directly by the General Contractor and for the 
coordination of the Work, including placement and fittings of the various component parts. No claims for 
extra costs as a result of the failure to coordinate the Work, or by acts or omissions of the various Sub-
contractors, will be paid by the Owner. 
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43.2 Except as otherwise provided in these Contract Documents, the General Contractor agrees to bind 
every Sub-contractor by the terms and conditions of the Contract Documents as far as applicable to their 
portion of the Work. Upon request, the General Contractor shall provide copies of any subcontracts and 
purchase orders to the Owner or Consultant. 

43.3 The General Contractor shall make no substitution or change in any Sub-contractor listed and 
accepted by the Consultant or Owner except as approved in writing by the Owner. The General 
Contractor shall not employ any Sub-contractor or supplier against whom the Owner or the Consultant has 
made reasonable and timely objection. 

43.4 Nothing contained in the Contract Documents shall create any contractual relationship between 
the Owner and any Sub-contractor, Trade Contractor or Supplier, nor shall the General Contractor include 
any language in their contracts with any Sub-contractor, Trade Contractor and/or Supplier that might 
Imply such a relationship. The General Contractor is hereby notified that it is the General Contractor's 
contractual obligation to settle disputes between Sub-contractors, Trade Contractors, and/or Suppliers. 
Neither the Owner nor the Consultant will settle disputes between the General Contractor and any Sub-
contractor, Trade Contractor, and/or Supplier or between Sub-contractors, Trade Contractors, and/or 
Suppliers. 

43.4.1 The Owner does not waive sovereign immunity under KRS 45A.245(1) for any claim or claims 
made by parties not having a written contract with the University of Kentucky. 

43.4.2 Third party and/or flow-through type claims, from Sub-contractors and/or suppliers or any other 
entity not having a written contract directly with the University, are specifically prohibited by this 
Contract and no provision of the General Contractor’s contracts with such entities shall indicate otherwise. 

43.4.3 The General Contractor shall indemnify and hold harmless the Owner and its agents and 
employees from any claims relating to the Project brought against the Owner by any of the General 
Contractor’s Sub-contractors or suppliers, or between their sub-contractors or suppliers. 

ARTICLE 44 - CASH ALLOWANCE 

44.1 The General Contractor is to provide or require the Sub-contractor(s) to include in the Contract 
Amount all costs necessary to complete the Work. Costs based on “allowances” shall be permitted only 
for objectively quantifiable material items and only with the prior written approval of the Owner. 

ARTICLE 45 - PROJECT SITE LIMITS 

45.1 The General Contractor shall confine the apparatus, the storage of materials, and the operations of 
Workmen to Project site limits indicated in the Contract Documents and as permitted by law, ordinances, 
and permits, and shall not unreasonably encumber the site with materials and equipment. 

ARTICLE 46 - CLEAN UP 

46.1 The General Contractor shall at all times keep the premises free from accumulation of waste 
material or rubbish caused by the operations in connection with the Work. All corridors and exit doors 
must be kept clear at all times. All exit ways, walks, and drives must be kept free of debris, materials, 
tools and vehicles. 

46.2 At the completion of the Work, and prior to final inspection and acceptance, the General 
Contractor shall remove all remaining waste materials, rubbish, General Contractor's construction 
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equipment, tools, machinery, and surplus materials and shall leave the Work in a clean and usable 
condition, satisfactory to the Consultant and the Owner. If the General Contractor fails to clean up as 
provided in the Contract Documents, the Owner may perform the cleaning tasks and charge the cost to the 
General Contractor. 

ARTICLE 47 - POINTS OF REFERENCE 

47.1 The General Contractor shall carefully preserve bench marks, reference points and stakes, and in 
case of willful or careless destruction, the General Contractor shall be charged with the resulting expense 
of replacement and shall be responsible for any mistake that may be caused by their loss or disturbance. 

ARTICLE 48 - SUBSTITUTION - MATERIALS AND EQUIPMENT 

48.1 Reference to or the listing of items to be incorporated in the construction without referring to any 
specific article, device, equipment, product, material, fixture, patented process, form, method or type of 
construction, or by name, make, trade name, or catalog number shall be interpreted as establishing the 
general intent of the Contract and the general standard of quality for that item. 

48.2 Specific references in the Contract Documents to any article, device, equipment, product, 
material, fixture, patented process, form, method or type of construction, or by name, make, trade name, 
or catalog number, with the words "or equal", shall be interpreted as establishing a minimum standard of 
quality, and shall not be construed as limiting competition. 

48.2.1 Substitution of other equipment and materials as “or equal” to items named in the specifications 
will be allowed provided the proposed substitution is approved by the Consultant and will perform the 
functions called for by the general design, be similar and of equal quality to that specified and be suited to 
the same use and capable of performing the same function of that specified. The Contractor has the burden 
to prove equality of any substitution requested. 

48.3 Specific references in the Contract Documents to any article, device, equipment, product, 
material, fixture, patented process, form, method or type of construction, or by name, make, trade name, 
or catalog number, without the words “or equal”, shall be interpreted as defining an item or source that has 
after careful consideration been determined by the University as necessary to be compliant with, and/or to 
function properly within, the University operational system. No substitutions will be allowed. 

48.3.1 In the event the Contract Documents contain specific reference to two (2) or more items as 
described in Article 48.3, any of those listed will be acceptable. 

48.4 Substitution of equipment and materials previously submitted by the Contractor and approved by 
the Consultant will be considered only for the following reasons: 

48.4.1 Unavailability of the materials or equipment due to conditions beyond the control of the supplier. 

48.4.2 Inability of the supplier to meet Contract Schedule. 
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48.4.3 Technical noncompliance to specifications. 

48.5 In substituting materials or equipment, the Contractor assumes responsibility for any changes in 
systems or modifications required in adjacent or related work to accommodate such substitutions, despite 
consultant approval, and all costs associated with the substitution shall be the responsibility of the 
Contractor. The Consultant shall be reimbursed by the Contractor for any architectural or engineering 
revisions required as the result of such substitutions. 

48.6 Inclusion of a certain make or type of materials or equipment in the Contractor's bid proposal shall 
not obligate the Owner to accept such materials or equipment if they do not meet the requirements of the 
Contract Documents and any such substitutions in the preparation of the bid without written approval 
shall be at the sole risk of the Contractor. 

ARTICLE 49 - TEST AND INSPECTION 

49.1 Regulatory agencies of the government having jurisdiction may require any Work to be inspected, 
tested or approved. The General Contractor shall assume full responsibility therefore, pay all costs in 
connection therewith, unless otherwise noted, and furnish the Consultant the required certificates of 
inspection, testing or approval. 

49.2 The General Contractor shall give the Consultant timely notice of readiness of the Work for all 
inspections, tests or approvals. 

49.3 The technical specifications may indicate specific testing requirements to be performed by the 
General Contractor. Unless otherwise provided in the Contract Documents, the cost of all such testing 
shall be the responsibility of the General Contractor. Testing shall be completed using a testing facility or 
laboratory approved by the Owner. 

49.4 The costs of all inspection fees as may be required to construct and occupy the Work shall be the 
responsibility of the General Contractor. 

ARTICLE 50 - WARRANTY 

50.1 The General Contractor warrants to the Owner and the Consultant that all materials and equipment 
furnished under this Contract shall be new and in accordance with the requirements of the Contract 
Documents, and that all Work shall be of good quality, free from faults and defects and in conformance with 
the Contract Documents. If required by the Consultant or the Owner, the General Contractor shall furnish 
satisfactory evidence as to the kind and quality of materials and equipment. If the General Contractor requests 
approval of a substitution of material or equipment, the General Contractor warrants that such installation, 
construction, material, or equipment will equally perform the function for which the original material or 
equipment was specified. The General Contractor explicitly warrants the merchantability, the fitness for a 
particular purpose, and quality of all substituted items in addition to any to any warranty given by the 
manufacturer and/or supplier. Approval of any such substitution is understood to rely on such warrant of 
performance. Prior to the Substantial Completion inspection, the General Contractor shall deliver to the 
Consultant all warranties and operating instructions required under the Contract or to which the General 
Contractor is entitled from manufacturers, suppliers, and Sub-contractors. All warranties for products and 
materials incorporated into the Work shall begin on the date of Substantial Completion. The warranty 
provided in this Article 50 shall be in addition to and not a limitation of any other warranty or remedy required 
by law or by the Contract Documents, and such warranty shall be interpreted to require the General 
Contractor to replace defective material and equipment and re-execute defective Work which is disclosed to 
the General Contractor by or on behalf of the Owner within a period of one (1) year after Substantial 
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Completion of the entire Work in addition to other warranty obligations beyond one (1) year from Substantial 
Completion as provided for by law or by the Contract Documents. 

50.2 Neither the final payment, any provision in the Contract Documents nor partial or entire use or 
occupancy of the premises by the Owner shall constitute an acceptance of Work not done in accordance 
with Contract Documents or relieve the General Contractor or its Sureties of liability with respect to any 
warranties or responsibilities for faulty materials and workmanship. The General Contractor or its 
sureties shall remedy any defects in Work and any resulting damage to Work at the General Contractor’s 
own expense. The General Contractor shall be liable for correction of all damage resulting from defective 
Work. If the General Contractor fails to remedy any defects or damage, the Owner may correct Work or 
repair damages and the cost and expense incurred in such event shall be paid by or be recoverable from 
the General Contractor or the surety. The Owner will give notice of observed defects with reasonable 
promptness. 

50.3 The General Contractor shall guarantee that labor, material, and equipment will be free of defects 
for a period of one (1) year from the date shown on the Certificate of Substantial Completion unless 
special conditions or additional warranty periods are required by the contract pursuant to Article 23 in 
addition to warranty obligations which extend beyond one year from Substantial Completion. The Owner 
will give notice of observed defects with reasonable promptness. Expendable items and wear from 
ordinary use are excluded from this warranty. 

50.4 Should the General Contractor be required to perform tests that must be delayed due to climate 
conditions, it is understood that such tests will be accomplished by the General Contractor at the earliest 
possible date with provisions of the general warranty beginning upon satisfactory completion of said test. 
The responsibility of the General Contractor under this Article will not be abrogated if the Owner should 
elect to initiate final payment. If the Owner initiates final payment, consent of General Contractor's surety 
acknowledging that Work not yet tested is required. The General Contractor shall warrant that the entire 
Project will conform to the Contract Documents. 

50.5 In addition to the foregoing, the General Contractor shall warrant for a period of one (1) year that 
all buildings and other improvements constructed as a part of the Work shall be watertight and leak proof at 
every point and in every area. The General Contractor shall, immediately upon notification by or on 
behalf of the Owner of water penetration, determine the source of water penetration and, at the General 
Contractor’s expense, (a) do any work to be necessary to make such buildings or improvements watertight 
and (b) repair and replace any other damaged material, fences and furnishings damaged as a result of such 
water penetration and return the buildings or other improvements to their original condition. 

50.6 The General Contractor shall address and resolve to the Owner’s satisfaction any warranty claims 
made by or on behalf of the Owner during the above described warranty period and all repairs and 
replacements made by the General Contractor pursuant to this Article 50 shall be warranted by the General 
Contractor, on the terms set forth in this Article 50, for a period of time commencing upon the completion 
of such repairs and replacements and ending on the later of (a) the expiration of the one (1) year warranty 
period provided for above or (b) six (6) months after the date such repair or replacement is completed. 

50.7 All costs, attorney's fees and expenses incurred by the Owner as a result of the General 
Contractor's failure to honor any warranty for the Work shall be paid by or recoverable from the General 
Contractor. 
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ARTICLE 51 - PREVAILING WAGE LAW REQUIREMENTS (NO LONGER USED AS OF 1/9/2017) 

ARTICLE 52 - APPRENTICES 

52.1 Apprentices (for all classifications of work) shall be permitted to work only under an 
apprenticeship agreement approved by the Kentucky Supervisor of Apprenticeship and by the Kentucky 
Apprenticeship and Training, United States Department of Labor. 

ARTICLE 53 - GOVERNING LAW 

53.1 This Contract and all issues and disputes arising out of this Contract shall be governed by, 
construed and enforced in accordance with the laws of the Commonwealth of Kentucky without 
consideration of its conflicts of laws principles. 

ARTICLE 54 - NONDISCRIMINATION IN EMPLOYMENT 

54.1 During the performance of the Contract, the General Contractor agrees as follows: 

54.1.1 The General Contractor will not discriminate against any employee or applicant for employment 
because of race, color, religion, sex, age, national origin, or disability in employment. The General 
Contractor will take affirmative action to ensure that applicants are employed, and that employees are 
treated during employment without regard to their race, color, religion, sex, age, national origin, or 
disability in employment. Such action shall include, but not be limited to the following: employment, 
upgrading, demotion or transfer, recruitment or recruitment advertising, layoff or termination, rates of pay 
or other forms of compensation, and selection for training, including apprenticeship. The General 
Contractor agrees to post in conspicuous places available to employees and applicants for employment, 
notices to be provided setting forth the provisions of this nondiscrimination clause. 

54.1.2 The General Contractor will, in all solicitations or advertisements for employees placed by or on 
behalf of the General Contractor; state that all qualified applicants will receive consideration for 
employment without regard to race, color, religion, sex, age, national origin or disability in employment. 

54.1.3 The General Contractor will send to each labor union or representatives of workers with which it 
has a collective bargaining agreement or other contract or understanding, a notice advising the said labor 
union or workers' representatives of the General Contractor's commitments under this Article, and shall 
post copies of the notice in conspicuous places available to employees and applicants for employment. 

54.2 Failure to comply with the above nondiscrimination clause constitutes a material breach of 
Contract. 

ARTICLE 55 - AFFIRMATIVE ACTION; REPORTING REQUIREMENTS 

55.1 The General Contractor and any Sub-contractor is exempt from any affirmative action or 
reporting requirements, under the Kentucky Equal Employment Opportunity Act of 1978, KRS 45.550 to 
KRS 45.640 “The Act", if any of the following conditions are applicable: 
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55.1.1 The sub-contract awarded is in the amount of two hundred and fifty thousand dollars 
($500,000.00) or less, and the amount of the sub-contract is not a subterfuge to avoid compliance with the 
provisions of the Act; 

55.1.2 The General Contractor or Sub-contractor utilizes the services of fewer than eight (8) employees 
during the course of the Contract; 

55.1.3 The General Contractor or Sub-contractor employs only family members or relatives; 

55.1.4 The General Contractor or Sub-contractor employs only persons having a direct ownership 
interest in the business and such interest is not a subterfuge to avoid compliance with the provisions of 
The Act. 
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A) ALTERNATE NO. 1: EAST ENDZONE CONCOURSE CONCRETE AND 
WATERPROOFING REPAIRS.  NOTE THAT THE OVERCOATING OF THE STEEL SLAB 
EDGE PLATE AND INSTALLATION OF THE SUPPLEMENTAL ANCHORS IS PART OF 
ALTERNATE NO. 1. 23 
B) ALTERNATE NO. 2: WEST ENDZONE CONCOURSE CONCRETE AND 
WATERPROOFING REPAIRS.  NOTE THAT THE OVERCOATING OF THE STEEL SLAB 
EDGE PLATE AND INSTALLATION OF THE SUPPLEMENTAL ANCHORS IS PART OF 
ALTERNATE NO. 2. 23 
C) ALTERNATE NO. 3: EAST AND WEST ENDZONE RAIL OVERCOATING. 23 
ARTICLE 38 FIELD CONSTRUCTED MOCKUPS 24 
ARTICLE 39 PROJECT COORDINATION VIA COMPUTER 25 
ARTICLE 40 HOT WORK PERMITS 26 
ARTICLE 41 INSURANCE 26 
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ARTICLE 42 KEY ACCESS 26 
ARTICLE 43 CEILING CLEARANCE 27 
ARTICLE 44 METAL ANCHORS 27 
ARTICLE 45 CONTRACTOR/SUPERINTENDENT EXPERIENCE 27 
ARTICLE 46 LOADING DOCK (NOT USED) 27 
ARTICLE 47 CONSTRUCTION PATH (NOT USED) 27 
ARTICLE 48 HOSPITAL PROJECT PROCEDURE (NOT USED) 27 
ARTICLE 49 WORKING HOURS/ACCESS: FOR MEDICAL CENTER/HOSPITAL (NOT USED)
 27 
ARTICLE 50 SECURITY BADGES AND MEDICAL CENTER SECURITY (NOT USED) 27 
ARTICLE 51 HOSPITAL CONSTRUCTION CERTIFICATION (NOT USED) 28 
ARTICLE 52 APPEARANCE (NOT USED) 28 
ARTICLE 53 HIPAA (THE HEALTH INSURANCE PORTABILITY AND ACCOUNTABLY ACT) 
(NOT USED) 28 
ARTICLE 54 SAFETY & FIRE PROCEDURES (NOT USED) 28 
ARTICLE 55 INTERIM LIFE SAFETY MEASURES (ILSM) (NOT USED) 28 
ARTICLE 56 TREE PROTECTION STANDARDS 28 
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ARTICLE 01 GENERAL INFORMATION 
 
1.1 These Special Conditions are intended to modify, supplement, or delete from applicable 
Articles of the General Conditions. 
  
1.2 Where any Article of the General Conditions is supplemented by these Special 
Conditions, the Article shall remain in effect and the supplement shall be added thereto. 
 
1.3 Where Special Conditions conflict with General Conditions, provisions of the Special 
Conditions take precedence. 
 
ARTICLE 02 FIELD CONDITIONS 
 
2.1 General Contractor will secure all data at the site of the building such as grades of lot, 
convenience of receiving and sorting material, location of public services, and other information 
which will have a bearing proposal or on the execution of the Work and shall address these issues 
in the preparation of their bid.   No allowance shall be made for failure of the General Contractor 
to obtain such site information prior to submitting their proposal, and no adjustment to the 
General Contractor’s Contract amount or stipulated time for completion shall be allowed when 
due to failure by the General Contractor to do so. 
 
ARTICLE 03 (NOT USED) 
 
ARTICLE 04 CONSULTANT 
 
4.1 Wherever in these Contract Documents reference is made to the Consultant, it shall be 
understood to mean THP Limited, Inc., Cincinnati, Ohio or their duly authorized representatives.  
(See Article 2 of the General Conditions.) 
  
ARTICLE 05 GEOTECHNICAL REPORT 
 
5.1 No subsurface or geotechnical survey information is available at this time. 
 
ARTICLE 06 TIME FOR COMPLETION 
 
6.1 The time for Substantial Completion (as further defined in Article 1 of the General 
Conditions) for each phase of Work shall be as stipulated below and as specified in the Work 
Order letter, and Final Completion is noted below. 
 
 Project Phase “1”: Completed by January 15, 2027  

a) Removal of seats in sections 21-24, 28-31 and 221-231. 
       
Project Phase “2”: Completed by March 5, 2027 

a) Remove existing membrane in Sections 21-24, 28-31, and 221-231 
 

Project Phase “3”: Completed by April 23, 2027 
a) Complete concrete, sealant and waterproofing repairs in Sections 21-24, 28-31 

and 21-231. 
 

Project Phase “4”: Completed by May 14, 202 
a) Complete concrete sealant and waterproofing repairs in Loge Club. 
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Project Phase “5”: Completed by July 2, 202 

b) Complete all Ramp 1 Work. 
 

Project Phase “6”: Completed by July 9, 2027 
a) Complete all Upper Concourse South Side, West Endzone and East Endzone 

work. 
 
Project Phase “7”: Completed by July 16, 2027 

a) Complete all Longship Club Patio Work. 
b) Longship Club patio repairs may not begin until May 17, 2027. 

a. During the repairs, half of the patio must remain open for use with pavers 
(east side and west side as two phases). 

 
Substantial Completion is July 16, 2027 
 
Final Completion is July 30, 2027. 

 
ARTICLE 07 LIQUIDATED DAMAGES 
 
7.1 Should the General Contractor fail to achieve Substantial Completion of the each phase 
of the Work under this Contract on or before the date stipulated for Substantial Completion of 
each phase (or such later date as may result from extensions in the Contract Time granted by the 
Owner), he agrees that the Owner is entitled to, and shall pay the Owner as liquidated damages 
the sum of One Thousand Dollars ($1,000) for each consecutive calendar day that any Phase or 
Substantial Completion or Final Completion has not been met.  See Article 3 of the Agreement.  
In addition, Liquidated damages will also be charged at the rate of Three Hundred Dollars 
($300.00) per seat for any seat not available for each event in the stadium. 
 
7.2 Should the General Contractor fail to achieve Final Completion of the Work under this 
Contract on or before the date stipulated for Final Completion (or such later date as may result 
from extensions in the Contract Time granted by the Owner), he agrees that the Owner is entitled 
to, and shall pay the Owner as liquidated damages the sum of Five Hundred Dollars ($500.00) for 
each consecutive calendar day until Final Completion is reached. See Article 3 of the Agreement. 
 
ARTICLE 08 SUBMITTALS AND SHOP DRAWINGS 
 
8.1 SUBMISSIONS - GENERAL 
 
8.1.1 The General Contractor shall submit each set of Shop Drawings, product data, samples, 
and test and/or certification reports as a separate item in UK E-Communication®. Projects not 
utilizing UK E-Communication® must submit all items electronically to the Consultant and the 
UK Project Manager and Administrative Coordinator. 
 
8.1.2 All submittals (product data, shop drawings, etc.) are to be submitted electronically by 
the contractor. Submittals shall be uploaded to UK E-Communication®. They shall be original 
PDFs (not scans). They shall be color and searchable. Documents shall be marked up, clearly 
indicating exactly what products, materials, optional accessories, etc. are intended to be provided.  
 
8.1.3 All sample selections for color shall be submitted for approval at the same time. Color 
selections shall not be submitted individually. 
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8.1.4 Any deviation from the Contract Documents shall be noted on the transmittal form 
comment section. 
 
8.1.5 All submittals are to be reviewed by the General Contractor for compliance with the 
Contract Documents before submission for approval. All submittals are to be initiated by the 
General Contractor. Submittals made directly to the Consultant by sub-contractors, manufacturers 
or suppliers will not be accepted or reviewed. 
 
8.1.6 Re-submittals shall conspicuously note all changes from earlier submissions. Special 
notation by the General Contractor shall be made to any changes other than those in response to 
the Consultant's review. 
 
8.1.7 Manufacturers shall, when requested by the Consultant, submit test reports prepared by 
reputable firms or laboratories certifying as to performance, operation, construction, wearability, 
etc., to support claims made by the manufacturer of the equipment or materials proposed for 
inclusion in the Work. General Contractor shall also submit a list of three (3) installations where 
said equipment or materials have been in service for a minimum of five (5) years. 
 
8.2      SUBMISSIONS - REVIEW 
 
8.2.1 Review of submittals is only for compliance with the design concept and the contract 
documents. THE CONSULTANT SHALL NOT BE RESPONSIBLE FOR CHECKING 
DEVIATIONS FROM CONTRACT DOCUMENT REQUIREMENTS OR CHANGES FROM 
EARLIER SUBMISSIONS NOT SPECIFICALLY NOTED. 
 
8.2.2 The following shall be verified prior to making submittals: 
 
 Field Measurements, Field Construction Criteria, Catalog numbers and similar data, 
Quantities and Capacities, and Compliance with requirements, including verification of all 
dimensions,  
 
8.2.3 Review Stamp designations shall be as follows: 
 
8.2.3.1 “NET = No Exceptions Taken”:  Proceed with the Work, no corrections needed.  
 
8.2.3.2 "FC= Furnish as Corrected”:  Proceed with the Work, noting the corrections/conditions of 

the approval. 
 
8.2.3.3 "RR = Revise and Resubmit":  Do not proceed with the Work, as the submittal does not 

comply with the Contract Documents. Revisions to the submittal are required for 
approval. On projects utilizing UK E-Communication, “Send Back a Step” is used in lieu 
of “Revise and Resubmit." 

 
8.2.3.4 "R = Rejected":  Do not proceed with the Work, the submittal is rejected. 
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8.3 SUBMISSIONS - SPECIAL PROVISIONS 
 
8.3.1  In making a submittal, the General Contractor shall be deemed to be making the 
following representations: 
 
8.3.1.1 The General Contractor understands and agrees that he shall bear full responsibility for 
the products furnished. The General Contractor expressly warrants that products described in the 
attached submittal will be usable and that they conform to the Contract requirements unless 
specifically noted otherwise. 
 
8.3.1.2 The General Contractor understands and agrees that, without assuming design 
responsibility, he expressly warrants that products described in the attached submittal are capable 
of being used in accordance with the intent of the design documents and that they conform to the 
Contract requirements unless specifically noted otherwise. 
 
8.3.1.3 The General Contractor acknowledges that the Owner will rely on the skill, judgment, 
and integrity of the General Contractor as to conformance requirements and subsequent usability. 
 
8.4 SHOP DRAWING AND PROCUREMENT SUBMITTAL LOG 
 
8.4.1 The General Contractor, within ten (10) days after the Pre-Construction meeting, shall 
begin uploading submittals using UK E-Communication®, to generate a log fixing the dates for 
submission of Shop Drawings, special order material items, certifications, guarantees, and any 
other items required to be submitted to the Consultant for review, approval or acceptance.  
Projects not utilizing UK E-Communication® will submit a Shop Drawing Log provided by the 
Owner during the Pre-Construction Meeting. 
 
8.4.2 The log shall track all submittals to date. The updated log shall then be reviewed and 
discussed at each progress meeting to determine items that may impact the construction schedule. 
 
8.5 Shop Drawings 
 
8.5.1 The General Contractor shall review, approve, and submit Shop Drawings to the 
Consultant, in accordance with the Consultant's Shop Drawing & Procurement Submittal Log or 
UK E-Communication®, as herein detailed. By approving and submitting Shop Drawings, the 
General Contractor represents that he has determined and verified all materials, field 
measurements, and field construction criteria related thereto, or will do so, and that he has 
checked and coordinated the information contained within such submittals with the requirements 
of the Work and of the Contract Documents. 
 
8.5.2 The General Contractor shall submit Shop Drawings required for the Work and the 
Consultant will review and take appropriate action. The review and approval shall be only for 
conformance with the design concept of the Project and for compliance with the information 
given in the Contract Documents. The approval of a separate item will not indicate approval of 
the assembly in which the item functions. 
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8.5.3 The General Contractor shall make any corrections required by the Consultant for 
compliance with the Contract and shall return the required number of corrected copies of Shop 
Drawings and resubmit new samples until approved. The General Contractor shall direct specific 
attention, in writing, or on resubmitted Shop Drawings, to revisions other than the corrections 
called for by the Consultant on previous submissions. The General Contractor's stamp of approval 
on any shop drawing or sample shall constitute a representation to Owner and Design Consultant 
that the General Contractor has either determined and verified all quantities, dimensions, field 
construction criteria, materials, catalog numbers, and similar date, or he assumes full 
responsibility for doing so, and that he has reviewed or coordinated each shop drawing or sample 
with the requirements of the Work and the Contract Documents. 
 
8.5.4 Where a shop drawing or sample submission is required by the specifications, no related 
Work shall be commenced until the submission has been approved by the Design Consultant. A 
copy of each approved shop drawing and each approved sample shall be kept in good order by the 
General Contractor at the site and shall be available to the Consultant. 
 
8.5.5 The Consultant's approval of Shop Drawings or samples shall not relieve the General 
Contractor from his responsibility for any deviations from the requirements of the Contract 
Documents unless the General Contractor has in writing called the Consultant's attention to such 
deviation at the time of submission and the Consultant has given written approval to the specific 
deviation.  Any approval by the Consultant shall not relieve the General Contractor of 
responsibility for errors or omissions in the Shop Drawings. 
 
8.5.6 All submittals are to be submitted electronically by the contractor. Shop Drawings 
submitted through UK E-Communication® shall be scanned and submitted in color. Mark-ups 
must be made using visible color when printed. Workflow in UK E-Communication® will be 
established during the workflow meeting. Each individual Shop Drawing shall have its respective 
specification number and description highlighted. 
 
8.6 SUBMISSIONS - SAMPLES 
 
8.6.1 Office samples shall be of sufficient size and quantity to clearly illustrate functional 
characteristics of the product with integrally related parts and attachment devices, and full range 
of color, texture, and pattern. 
 
8.6.2 Products shall not be used until the sample has been submitted to and approved by the 
Consultant. 
 
8.6.3 A minimum of two (2) samples are required to be submitted to the Consultant for review 
and approval and will be distributed as follows: 
 
  a) One (1) to be retained by the University. 
  b) One (1) to be returned to the Design Consultant. 

c) An additional sample or samples may be submitted, at the General 
Contractor's option, for distribution to a third party. 

 
8.6.4 Field samples (block, brick, etc.) of materials to be constructed at the site shall be 
submitted for review as required by the individual section of the Contract Documents.  
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8.7 SUBMISSIONS - OPERATION AND MAINTENANCE MANUALS 
 
8.7.1    The University requires a minimum of one (1) digital copy of the final installation, 
training, operation, maintenance, and repair manuals to be turned over to the Owner's Project 
Manager and approved for content by the Consultant by or before the time construction is 75% 
complete. Projects utilizing e-Communication will create digital copy from the Document Library 
(Closeouts) in e-Communication. Operation and maintenance manuals and materials, where 
specified, for mechanical and electrical equipment and for operating items other than mechanical 
and electrical equipment must be submitted in PDF format with a separate PDF file for each item. 
In the event the Construction Manager fails to provide these required electronic submittals prior 
to reaching seventy-five (75%) completion, it is agreed that the Owner at its sole discretion may 
deduct from the current and subsequent Applications for Payment an amount deemed by the 
Owner to be sufficient to encourage prompt compliance with this contractual requirement, until 
such time as acceptable O&M manuals are received. 
  
8.7.2    Manuals provided must be of sufficient detail to enable the Owner or others to install, 
calibrate, train, operate, maintain, service and repair every system, subsystem, and/or piece of 
equipment installed on or as part of this Contract. Manuals submitted through UK E-
Communication® shall be scanned and submitted in color. Mark-ups must be made using visible 
color when printed. Each manual must contain: 
  
8.7.2.1    Project Title, Project number, Location, dates of submittals, names, addresses and phone 
number for the Consultant, Construction Manager, and Construction Manager's Subcontractors; 
  
8.7.2.2    An Equipment Index that includes vendors’ names, addresses, and telephone numbers 
for all equipment purchased on the Project. 
  
8.7.2.3    Emergency instructions with phone numbers and names of contact persons on warranty 
items shall be uploaded to UK E-Communication®. 
  
8.7.2.4    Copies of each system's air balancing record and each system's hydronic balancing 
record (1) digital copy in eCommunication. 
  
8.7.2.5    Copy of valve tag list. 
  
8.7.2.6    Copy of As-Built temperature control system drawings and components and sequence of 
operation. 
  
8.7.2.7    Original copies of the following provided by the manufacturer: 
  
Installation manuals    Instruction Manuals 
Training manuals    Calibration manuals 
Service Manual    Operation manuals 
Parts list     Repair manuals 
Reviewed Shop Drawings Wire list 
Keying Bit List 
  
 
 



010000S01- Special Conditions - General Contractor 
 

Rev. September 2025  9 
010000S01 - Special Conditions - General Contractor  

8.7.2.8    Any Computer, Micro controller, and/or Microprocessor equipped equipment installed 
shall be provided with source code copies of all software and firmware (prom, eprom, rom, other) 
supplied on this Contract; and 
  
8.7.2.9    Copies of all inspection and guarantee certificates, manufacturers' warranties with the 
University of Kentucky listed as the Owner for all equipment provided and/or installed. 
  
8.7.2.10     Refer to the Official Design Standards 017800S01 – Closeout Submittals for full 
details https://www.uky.edu/cpmd/download/file/fid/78986 
  
8.7.2.11 If the O&M manuals from any one vendor covering several different model numbers, the 
model used on the Project must be highlighted. 
  
8.7.2.12    Included in the front of the "Operation and Maintenance Manual" shall be a copy of the 
Interior and Exterior Finish plan and Schedule listing all finish materials, the manufacturer, the 
finish color, and the manufacturer's paint number. 
  
8.7.2.13    Photograph album containing photos and negatives or digital images (.pdf format) 
showing buried utilities and concealed items shall be included. 
8.7.3 SUBMISSIONS – OWNER TRAINING VIDEOS 
 
8.7.3.1 Owner training shall be provided for all new and modified electrical and mechanical 
systems. Video recordings shall be made for each training session.  All training videos must be 
provided to UK Project Coordinator prior to Final Completion. 
8.9 SUBMISSIONS – AS - BUILT SET OF DRAWINGS 
 
8.9.1 The General Contractor shall submit one (1) electronic copy of As - Built set of drawings 
in .pdf format indicating all deviations of construction as originally specified in the Contract 
Documents. These As-Built Drawings will compile information from the General Contractor as 
well as all Sub-contractors. The General Contractor shall provide a qualified representative to 
update the As - Built set of drawings as construction progresses. As-Builts submitted through UK 
E-Communication® shall be scanned and submitted in color. Mark-ups must be made using 
visible color when printed 
 
8.9.2 The General Contractor shall provide and utilize a camera to photograph the installation 
of buried utilities and concealed items. The General Contractor shall provide standard 3 1/2" x 5" 
photographs with negatives, or digital images (.jpeg format), which shall be submitted as part of 
the Operation and Maintenance Manuals submission. These photos should be mounted in a bound 
album or stored on a new flash drive with labeling as to subject of photo, date, and Project.  Such 
album or drive  is to be kept at job site with the As - Built set of drawings until submittal of same. 
 
8.9.3 Approval of the Final Payment request will be contingent upon compliance with these 
provisions. The General Contractor's As – Built set of drawings shall be delivered to the 
Consultant at their completion so that the Consultant may make any changes on the original 
contract drawings. 
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8.10  SUBMISSIONS - SAP EQUIPMENT LIST  
 
8.10.1      Complete equipment list for use with SAP software in electronic spreadsheet format. 
Data is to be provided in Uniformat format with the information being provided for individual 
locations as noted in Attachment A – Uniformat Component List. Information is to be provided as 
follows (PPDMC or CPPD will provide blank Excel spreadsheets in electronic form for use in 
compiling the information, if desired) 
 
8.10.2 All materials that require preventative maintenance (PM) are listed as in Attachment A. 
The equipment list is to be provided in Excel spreadsheet format and is to include the information 
listed in Attachment B 
 
8.10.3 Required maintenance procedure listing each work task in Excel spreadsheet format as 
shown in Attachment C. 
 
8.10.4 Required frequency of maintenance for the work tasks outlined in 8.9.3 above and 
included in the Attachment C spreadsheet 
 
8.10.5 Listing of maintenance parts and items: i.e., filters, lubricants, etc. for each work task 
listed in 8.9.3 above. 
 
8.11 SUBMISSIONS – MAINTENANCE MATERIALS  
 
8.11.1 If specified, Maintenance/Replacement Materials, Spare Parts, and special maintenance 
tools for proper maintenance shall be provided by the General Contractor. 
 
ARTICLE 09 PLANS, DRAWINGS, AND SPECIFICATIONS 
 
9.1  The successful General Contractor can purchase any number of sets of plans and 
specifications from Lynn Imaging, Lexington, Kentucky ( http://www.ukplanroom.com/ or phone 
Lynn Imaging @  1.800.888.0693 or 859.255.1021). The General Contractor will be required to 
pay Lynn Imaging for the cost of duplication for all sets required. 
 
9.2 The University will provide two (2) sets of the ‘Official Contract Documents’ book to the 
successful General Contractor. One (1) set is to be for his office and the other set is for the 
jobsite. 
 
9.3 All drawings, specifications, and copies thereof, prepared by the Consultant, are the 
property of the University of Kentucky. They are not to be used on other Work. 
 
 
 
 
 
 
 
 
 
 
 

http://www.ukplanroom.com/
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ARTICLE 10 PROGRESS MEETINGS 
 
10.1 In addition to specific coordination and pre-installation meetings for each element of 
Work, and other regular Project meetings held for other purposes, progress meetings will be held 
as outlined at the Preconstruction Meeting. Each entity then involved in planning, coordination or 
performance of Work shall be properly represented at each progress meeting.  The following 
areas will be covered at each progress meeting:  current status of work in place, General 
Contractor’s review of upcoming work (1 month look ahead), schedule status, upcoming outages, 
new outage requests, shop drawings due from contractors, shop drawings being reviewed, 
outstanding RFI’s, outstanding proposed change orders, change orders, new business, As-Built 
updated, close-out documents status, defective work in place issues, review “pencil copy” of 
payment application, safety issues and new business or other issues not covered above.  With 
regard to schedule status, discuss whether each element of current work is ahead of schedule, on 
time, or behind schedule in relation with updated progress schedule; determine how behind-
schedule Work will be expedited, and secure commitments from entities involved in doing so; 
discuss whether schedule revisions are required to ensure that current Work and subsequent Work 
will be completed within Contract Time; and review everything of significance which could 
affect the progress of the Work. 
 
10.2 General Contractor shall prepare and submit at each progress meeting an updated 
schedule indicating Work completed to date and any needed revisions. 
 
10.3 With the express purpose of expediting construction and providing the opportunity for 
cooperation of affected parties, progress meetings will be held and attended by representatives of: 
 
  (1) The Owner's Project Manager 
  (2) The Consultant. 
  (3) General Contractor: 

• Superintendent. 
• Contractor’s Project Manager. 

  (4) Sub-contractors. 
  (5) Others requested to attend (as deemed necessary by CPMD). 
  (6) Physical Plant Division Representative 
   
10.4 The Contractor shall be on site for all meetings.  If meetings are held as video conference, 
the Contractor shall still be onsite unless approved by the Owner’s Project Manager. Participants 
will be notified of the dates and times of the meetings by the Consultant. 
 
ARTICLE 11 CRITICAL PATH METHOD (CPM) SCHEDULE 
 
11.1 General Contractor shall prepare Critical Path Method (CPM) type schedules in 
accordance with General Conditions Article 32 with separate divisions for each major portion of 
the Work or operation. The schedules submitted for this Project shall be prepared using 
Primavera P6 scheduling software. If approved by the University, and at the sole discretion of the 
University, schedules submitted using earlier versions of Primavera scheduling software 
(Primavera SureTrak or Primavera P3) may be converted to Primavera P6 format by the 
University for review purposes. However, the University will not be responsible for any 
inaccuracies that may result from such conversions. All schedule submittals shall include a copy 
in portable document (.pdf) format as well as a complete copy of the schedule in Primavera P6 
electronic file (.xer) format. 
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11.1.1  CPM schedules shall be based on generally accepted good practices for the development 
of construction schedules including limited use of long activity durations, long total float values 
or relationships based on leads or lags.  Schedules shall include all activities necessary for 
performance of the work showing logic (sequences, dependencies, etc.) and duration of each 
activity. The schedules shall provide information for all elements of the Work in sufficient detail 
to accurately demonstrate the relative importance of each activity to the successful completion of 
the Project including but not necessarily limited to the following.  

a) Activities to be performed by the University or the Design Team. 
b) Activities describing time sensitive submittals and submittal processing. 
c) Activities describing fabrication and delivery of key materials or equipment. 
d) Activities to identify equipment start-up and testing, system commissioning, and Owner 

training. 
e) Activities to identify Owner Furnished /Contractor Installed and Owner Furnished / 

Owner Installed material or equipment. 
f) Activities to denote all required inspections by the Owner or Design Team, and 

inspections by state or local agencies including receipt of necessary Certificate(s) of 
Occupancy. 

g) Activities to identify all dates and durations for major utility outages requiring 
coordination with the Owner and the Owner’s operations. 

h) Activities to identify all contractually mandated constraints. Non-contractual constraints 
shall not be included in the Initial or Final Baseline schedules without explanation. Non-
contractual constraints are for the convenience of the General Contractor, shall not be a 
basis for delay claims, and may be temporarily removed by the University when 
schedules and updates are reviewed. 

i) Software coding of each activity to identify the applicable Phase; area and/or sub area 
where the work occurs; the trade subcontractor or party responsible for completion of the 
activity; whether the activity is a design activity, a bidding or procurement activity, a 
submittal activity, or a construction activity; and whether the activity is potentially 
weather dependent.   

j) The University may, at its sole discretion, also require that each activity be coded to 
indicate the section of the Technical Specifications that applies to the work. 

 
11.1.2 Schedules shall include divisions for Work to be accomplished remote from the central 
construction site, (for example, modular or prefabricated units to be constructed off-site, or 
utilities to the site from outside the construction site such as chilled water, steam, electrical, 
communications, and fire service). Such Work shall be scheduled so that disruption resulting 
from construction will be minimized. Start dates and completion dates for utility construction 
must be maintained and completed in the shortest reasonable time. 
 
11.2 An Initial Baseline Schedules shall be submitted to the Consultant and to the Owner 
within thirty (30) calendar days after award of the first bid Package or trade contract, and shall 
include detailed information regarding Work to be performed during the first ninety (90) days of 
the Project as well as milestone dates based on hammock or Level of Effort type activities that 
identify all major elements of the remainder of the Work.  Any necessary revisions to the Initial 
Baseline Schedule shall be completed prior to submittal of the Final Baseline Schedule. 
 
11.3 The Final Critical Path Baseline Schedule shall be submitted to the Consultant and to the 
Owner within seventy five (75) calendar days after award of the first bid Package or trade 
contract, shall be consistent with the information contained in the Initial Baseline Schedule 
prepared in accordance with Article 11.2 above, shall be a complete and comprehensive 
description of the General Contractor’s plan to complete the Work in accordance with the 
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Contract, shall include all activities necessary to complete the Work, and shall show the complete 
sequence of construction by activity, with dates for beginning and completion of each element of 
construction as well as an indication of whether the activity might reasonably be delayed or 
impacted by bad weather.  Sub-schedules shall be provided as may be necessary to define critical 
portions of the entire schedule.  
 
11.3.1 If the Project is to be constructed in multiple phases or using multiple Bid Packages, the 
date for the start of work on each phase of the Project shall be the date on which the University 
approves the award of the first Trade Contract for work in that phase or Bid Package. 
 
11.3.2 A separate schedule including decision dates for selection of finishes and delivery dates 
for Owner furnished items, if any, shall be provided showing submittal dates for Shop Drawings, 
product data, and material samples, as appropriate.  
 
11.3.3 A separate schedule shall be provided identifying dates and durations for major utility 
outages requiring coordination with the Owner and the Owner’s operations.  
 
11.3.4 Activities, including Outages, which require action by, or which are the responsibility of, 
the Owner or the Consultant under the terms of the Contract shall be properly indicated, and the 
responsible party shall be identified in the CPM schedule. 
 
11.4 The Consultant will review schedules only for compliance with the intent of the Contract 
Documents. Such review shall not relieve the General Contractor of any responsibility for 
compliance with the provisions of the Contract nor shall such review or any review comments 
constitute an amendment or modification of the Contract requirements.  The General Contractor 
shall be solely responsible for the means and methods to be employed to assure constructions 
proceeds in accordance with the submitted schedule and for identifying all necessary activities, 
establishing activity sequencing and assigning activity durations and relationships to assure that 
the CPM schedule is an accurate and comprehensive description of the plan for the Work.   
 
11.5 Updated progress schedules shall be submitted to the Consultant and to the Owner 
concurrently with each Application for Payment to indicate progress on each remaining activity 
as of the last working day prior to the date of the submittal and the projected completion date of 
each activity. Updated CPM schedules shall show the accumulated percentage of completion of 
each activity, and total percentage of Work completed, as of the data date of the update. Each 
submittal of an update to the schedule shall include a narrative report that identifies and explains 
activities modified since the previous submittal, major changes in scope and other identifiable 
changes, problem areas, anticipated delays, and impact on the schedule, and shall describe 
corrective action taken or proposed, and its effect.  Schedules will be uploaded in UK E-
Communication’s Schedules Item Log.  
 
11.6. Submittals shall include a copy in portable document (.pdf) format as well as a complete 
copy of the schedule in Primavera P6 electronic file (.xer) format along with a transmittal letter 
and related narrative report. 
 
11.7 Copies of updated CPM schedules are to be provided to the job site file and, as 
appropriate, to subcontractors, suppliers, and other concerned entities, including separate 
contractors. Recipients are to be instructed to promptly report, in writing, any problems 
anticipated in meeting the projected dates shown in the schedules. 
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11.8 The processing of all progress payments is contingent upon the submission of an updated 
CPM schedule. Only payment for bonds and limited General Contractor mobilization costs will 
be approved for processing prior to receipt of the Initial and Final Baseline schedules 
 
11.9 The processing of all change orders requesting a time extension to the contract is subject 
to the terms of Article 21 of the General Conditions to this Contract and is contingent upon the 
submission of a CPM schedule showing that the change order does indeed impact the 
contractually required completion dates for the Work. Time extensions for Change Orders that do 
not impact the contractually required completion dates for the Work will not be considered.  
 
11.10 All time extensions shall be negotiated and made full, equitable and final, and 
incorporated in a revised CPM schedule at the time of Change Order issuance. No reservation of 
rights shall be allowed. 
 
11.11 Float available in the schedule at any time shall not be considered for the exclusive use of 
either party to the contract but will be a resource available to both the Owner and the General 
Contractor. No time extensions will be granted for a delay unless the delay impacts the Project 
critical path as shown in the updated Project schedule most recently submitted to the Owner prior 
to the event, consumes all available float or contingency time, and extends the Work beyond the 
then current Contract completion date(s). 
 
ARTICLE 12 WALK-THROUGH 
 
12.1 After the "Work Order" is issued but before Work by the General Contractor is started, a 
walk-through of the area is required to document the condition of the space, surfaces, or 
equipment. It is the responsibility of the General Contractor to schedule the walk-through with 
the Owner’s Project Manager, the Consultant, and other interested parties. 
 
12.2 During the walk-through, General Contractor shall identify all damaged surfaces or other 
defective items that exist prior to construction. 
 
12.3 The walk-through shall be attended by Owner’s Project Manager, a Representative of the 
user of the facility, the General Contractor, and the Consultant 
 
12.4 Written documentation of the walk-through is to be provided by the Consultant with 
copies distributed to all parties. Polaroid type color photographs are to be provided and labeled by 
General Contractor and one (1) copy of such photographs are to be given to Consultant. (Digital 
photos in a .jpg format are acceptable if submitted on digital media storage) All parties attending 
the walk-through agree on the list of damages. 
 
ARTICLE 13 OWNER’S CONSTRUCTION REPRESENTATIVE (NOT USED) 
 
ARTICLE 14 FIELD OFFICE 
 
14.1 General Contractor shall make his own provision for field office for his own personnel 
and for incidental use by their Sub-contractors.  Quantity and location are subject to approval of 
the Consultant and the Owner's Project Manager. 
 
14.2 General Contractor is not required to provide a field office for use by the Owner or 
Consultant. 
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ARTICLE 15 TELEPHONE SERVICE 
 
15.1 General Contractor shall arrange through UK ITS Communications and Network Systems 
for installation of on-site phone, internet and other communications services.  Telephone service 
during the length of construction shall be paid for by the General Contractor. (Cell phone/Nextel 
service in lieu of UK ITS Communications and Network Systems phone service may be utilized 
at General Contractor’s option.) 
 
ARTICLE 16 CONSTRUCTION FENCE 
 
16.1 Construction fencing will be designed and erected around job sites where there is a 
possibility of injury to employees, students, or the public. Special precautions must be taken to 
protect the visually impaired, disabled, children and others using the University facilities. During 
active excavation/trenching operations, fencing shall be erected to prevent unauthorized entry into 
the site. All fencing shall comply with the current requirements of the International Building 
Code except where the following requirements are more stringent.  
  
16.1.1 All job site perimeter fencing within 5 feet of a walkway, street, plot line, or public right-
of-way shall be 8 feet in height.  Perimeter fencing that blocks sidewalks must include signs 
directing pedestrians to a safe walkway or crosswalk. Signage may be attached to the fence but 
may also be required to inform pedestrians of sidewalk closures and detours prior to arriving at 
the closed area. General Contractor shall provide electrical pedestrian and general lighting along 
the top rail of the perimeter of the construction site fence to provide a minimum illumination level 
of 1.5-foot candles. Pedestrian and perimeter fence lighting shall be installed in conduit, raceway, 
and/or pathway system properly supported to the perimeter fence. Open or flexible cabling will 
not be acceptable. 
 
16.1.2 All job site perimeter fencing more than 5 feet from a walkway, street, plot line, or public 
right-of-way shall be a minimum of 6 feet in height unless International Building Code 
requirements are more restrictive due to the height of the structure and setback. 
 
16.1.3 All fencing shall be of a woven material such as chain link or a solid type of fence. 
Fencing shall include gates required for construction operations. Gates shall be lockable with both 
the General Contractor's lock, and a lock provided by the Owner. Lock by Owner shall be keyed 
for the University Best GA key core. All locks to be “daisy-chained” to provide access to the 
Owner. 
 
16.1.4 It shall be the General Contractor's responsibility to determine the proper quality of 
materials and methods of installation of the fencing, with the understanding that it must be 
maintained in good condition, good appearance, rigid, plumb, and safe throughout the 
construction period. The fence does not have to be new material. The fence is to be erected on 
fence posts securely anchored in the ground. Provide a top bar or, with prior approval of the 
owner, a wire shall be run through the top of the fence and attached to the end posts. A tension 
control device shall be installed, as necessary. Use of sandbags, concrete weights, stakes, etc. to 
hold fence posts in place are not allowed. Penetrations in pavement or landscape walking surfaces 
may not be made without the approval of the owner. Any damage caused by the fence installation 
shall be repaired in a manner satisfactory to the owner. When fencing is to remain in place for six 
(6) months or more a blue fabric mesh must be provided for the full height and length of the 
fence.  Fabric should be omitted for one (1) section of fencing where blind corners occur or at 
pedestrian/vehicle intersections. 
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16.1.5 The General Contractor shall be responsible for removing and replacing any fence 
sections and/or posts necessary for access to the site on a daily basis. The General Contractor 
shall police such conditions to assure the fence and posts are reset in a timely manner and are 
specifically in place at the close of the working day. 
 
16.1.6 If the General Contractor fails to comply with the requirements of this Article 16, the 
Owner may proceed to have the work done and the General Contractor shall be charged for the 
cost of the Work done by unilateral deductive change order. 
 
16.1.7 Plastic construction fencing is not acceptable as a perimeter protection fence. 
 
ARTICLE 17 PROJECT SIGN 
 
17.1 The General Contractor may furnish, install, and maintain a Project sign during this 
Project. This sign shall be 4' x 8' x 3/4" exterior grade plywood mounted on 4" x 4" posts. Design 
shall be as provided by the Owner at a later date and shall include the name of the Owner, 
Project, Consultant, and General Contractor.  
 
17.2 No signs, except those attached to vehicles or equipment, may be displayed without 
permission from the Consultant and the Owner's Project Manager. No political signs will be 
permitted. 
 
ARTICLE 18 PARKING  
 
18.1 The University of Kentucky will make available for purchase between the dates 
December 1, 2026 and August 1, 2027 by the General Contractor up to seven (7) parking 
permits. The category of parking permit and location of parking is determined by the Director, 
Parking and Transportation Services, or a designer. Parking permits may be purchased by the 
General Contractor to be used by the Contractor and/or the Contractor’s subcontractors and 
employees during the construction period. The cost of each permit is based on the pro-rata annual 
cost and may be purchased from Parking Services, 721 Press Avenue, after the Contract is 
executed. Necessary documents required to purchase the passes will be available at the Pre-
Construction Conference. 
 
18.2 The Director, Parking and Transportation Services, or a designee will determine if 
parking is available for employees of the Contractor and subcontractors in the K lots at 
Commonwealth Stadium or elsewhere on Campus. The Contractor will be given thirty (30) days’ 
notice should conditions change that will affect parking at the designated parking area and it is 
necessary to relocate parking or terminate parking privileges. If parking is available, permits may 
be purchased from Parking Services, 721 Press Avenue, at the appropriate monthly cost. 
 
ARTICLE 19 SANITARY FACILITIES 
 
19.1 Restroom facilities within the stadium will be designated at the Pre-Construction Meeting 
for use by the General Contractor's workforce during construction. The designated restroom(s) 
and areas accessible to General Contractor must be kept clean and neat during construction.  
Failure to keep them clean will result in the General Contractor being required to provide portable 
toilets at his cost at the site. Drinking water shall be provided from an approved safe source so 
piped or transported as to be kept clean and fresh and served from single service containers or 
satisfactory types of sanitary drinking stands or fountains. All such facilities and services shall be 
furnished in strict accordance with existing governing health regulations. 
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ARTICLE 20 RULES OF MEASUREMENT 
 
20.1 Rules of Measurement shall be established by the Consultant in the field. Actual 
measurement shall be taken in the field. These amounts shall become binding upon the General 
Contractor and be adjusted as before mentioned. 
 
20.2 The General Contractor shall pay for and coordinate through the Consultant and/or the 
Owner's Project Manager all associated Work by utility companies including relocation of utility 
poles, installation of new streetlights, relocation of overhead or underground lines, and any other 
Work called for on the Plans and in the Specifications. 
 
ARTICLE 21 ALLOWANCES  
 
21.1 Allowance No. 1: A cash allowance of $10,000 for aluminum rail repairs at the Lower Bowl. 
21.2 Allowance No. 2: A cash allowance of $10,000 for aluminum gate repairs at the Lower Bowl. 
21.3 Allowance No. 3: A cash allowance of $10,000 for flashing repairs at the back wall of the Lower 

Bowl. 
21.4 Allowance No. 4: A cash allowance of $10,000 for metal stud repairs behind areas of stucco 

damage. 
 
ARTICLE 22 SEQUENCE OF CONSTRUCTION  
 
22.1 Refer to Drawings for restrictions for site logistics, sequencing, on site material storage, 
and other general construction requirements. 
  
22.2 All materials and equipment are to be brought into the project site from the approved 
staging location and are not to be brought through the existing buildings or loading docks. Any 
and all exceptions shall be approved by, and closely coordinated with, the Owner’s Project 
Manager in advance of scheduling or performing the work. 
 
22.2.1 The General Contractor shall coordinate any road and sidewalk closings, utility 
disruptions, etc. which will affect the use of the existing building(s) with the Owner's Project 
Manager prior to commencing that Work. 
 
22.3 The adjacent buildings and public areas will remain in use and the Owner shall have 
access to the existing building(s) throughout the duration of the Project. The General Contractor 
shall coordinate construction activity to assure the safety of those who must cross the Project site 
and shall provide and maintain the necessary barriers and accommodations for a completely safe 
route of accessibility. The General Contractor is to ensure that all exits provide for free and 
unobstructed egress. If exits must be blocked, prior arrangements must be made with the Owner's 
Project Manager. 
 
22.4 The General Contractor shall cooperate with the Owner to minimize inconvenience to, or 
interference with normal use of existing buildings and grounds by staff, students, other 
Contractors, or the public. General Contractor shall conduct operations to prevent damage to 
adjacent building structures and other facilities and in such a manner to protect the safety of 
building's occupants. 
 
22.5 Special effort shall be made by the General Contractor to prevent any employee from 
entering existing buildings for reasons except construction business.  In particular, use of toilets, 
drinking fountains, vending machines, etc. is strictly prohibited. 
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 ARTICLE 23 CRANE & MATERIAL HOIST OPERATIONS 
 
23.1 General Contractor shall provide appropriate barriers around crane and material hoist to 
protect pedestrian-and vehicular traffic around operating area. When crane is operating or 
moving, flag men provided by General Contractor shall be utilized to prevent pedestrian and 
vehicular traffic from crossing the pathway of crane lift. General Contractor's flag men shall 
coordinate these activities with the appropriate security personnel. 
 
23.2 Cranes and material hoists shall be safely secured and inaccessible during non-operating 
hours. General Contractor shall coordinate operation or erection of a crane or material hoist in the 
vicinity of the Medical Center with Medical Center Aeromedical Operations (Med-evac 
helicopter).  
 
23.3 Any damage to trees, shrubs, or plant material at the placement of crane or material hoist 
shall be repaired by tree surgery or replaced as directed by Consultant. 
 
ARTICLE 24 UTILITIES 
 
24.1 This Article modifies Article 8 of the General Conditions. The Owner will provide water 
and electricity for this Project. The General Contractor shall provide for all temporary taps, hoses, 
lines, boxes, lighting, and installation of the same for construction operations. Electricity shall not 
be used for heating purposes. In the event that the General Contractor is wasteful with these 
utilities, the Owner shall charge the General Contractor accordingly. 
 
 
24.2 UTILITY OUTAGES 
 
24.2.1 Interruption of Utilities and Services:  No utilities or services may be interrupted without 
full consent and prior scheduling of the Owner. Owner approval is required in writing for each 
disruption. 
 
24.2.1.1 ENTIRE BUILDING OUTAGE 
 
 The Owner's Project Manager is the General Contractor’s contact with the University for 
requesting Utility Outages. The Owner's Project Manager will contact the proper departments and 
divisions within the University and receive approval from those units prior to allowing a planned 
outage to occur. The established standard within the University Departments and Divisions of an 
entire building or group of buildings shall be three weeks written notice. The written notice shall 
include the type of utility to be interrupted, reason for outage, length of outage, what will be 
affected by the outage and a statement of whether or not the materials are on hand to complete the 
Work.  If a specific time is desired for the outage, it should be included. The Owner's Project 
Manager will ensure that all parties affected are contacted and that a time which is least disruptive 
to all parties is selected. At the appointed outage time, Work shall begin and proceed 
continuously with all required manpower until Work is complete at no added cost to the 
University.  The Owner's Project Manager will then notify all affected departments or divisions. 
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24.2.1.2 SECTION OF A BUILDING OUTAGE 
 
 The Owner's Project Manager is the General Contractor’s contact with the University for 
requesting Utility Outages. The Owner's Project Manager will contact the proper departments and 
divisions within the University and receive approval from those units prior to allowing a planned 
outage to occur. The established standard within the University Departments and Divisions of a 
section of a building shall be a written request one week prior to outage. The written request shall 
include the type of utility to be interrupted, when the outage is desired, reason for outage, length 
of outage, and what will be affected by the outage. The Owner's Project Manager will ensure that 
all parties affected are contacted and that a time which is least disruptive to all parties is selected. 
At the appointed outage time Work shall begin and proceed continuously with all required 
manpower until Work is complete at no added cost to the University.  The Owner's Project 
Manager will then notify all affected departments or divisions. 
 
ARTICLE 25 CLEANING AND TRASH REMOVAL 
 
25.1 The General Contractor shall keep clean the entire area of new construction and shall 
keep streets used as access to and from the site free of mud and debris. 
 
25.2 All exit ways, walks, drives, grass areas, and landscaping must be kept free from debris, 
materials, tools, and vehicles at all times. Trim weeds and grass within the site area. 
 
25.3 Upon completion of the Work, General Contractor shall thoroughly clean and re-sod 
grass areas damaged to match existing areas. 
 
26.4 All utility markings are to be made with water-based marking paint with low Volatile 
Organic Compounds (VOC’s) and high solids. 
 
26.5 Upon Completion of the project, buried utility paint markings sprayed on walks and 
hardscapes are to be removed by non-destructive means such as pressure washing. Do not use 
chemicals. If a washed area is noticeable, the entire surface must be washed and or blended to 
match surrounding areas. 
 
25.6 The General Contractor shall be responsible for removal from the site of all liquid waste 
or other waste (i.e., hazardous, toxic, etc.) that requires special handling on a daily basis. 
 
25.7 Dumpsters will be provided and maintained by the General Contractor.  
 
25.8 During Work at the Project site, the General Contractor shall clean and protect Work in 
progress and adjoining Work on a continuing basis. General Contractor shall apply suitable 
protective covering on newly installed Work where needed to prevent damage or deterioration 
until the time of Substantial Completion. General Contractor shall clean and perform maintenance 
on newly installed Work as frequently as necessary through remainder of construction period. 
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25.9 The General Contractor shall be responsible for daily cleaning of spillage's and debris 
resulting from his and his Sub-contractor's operations, (includes removal of dust and debris from 
wall cavities), and for providing closed, tight fitting (dustproof if required), waste receptacles to 
transport construction debris from the work area to the dumpster.  Broom clean all floors no less 
than once a week. The General Contractor shall empty such receptacles into the trash container 
when full or when directed to be emptied by the Consultant and/or Owner's Project Manager, but 
not less than weekly. The use of hospital waste and trash receptacles is strictly prohibited, except 
as otherwise provided by the project specifications. 
 
25.10 Failure to comply with the above requirements shall be cause of stopping work until the 
condition is corrected. 
 
ARTICLE 26 BLASTING 
 
26.1 There shall be no blasting under any conditions on University of Kentucky property 
unless specified in these Special Conditions. 
 
ARTICLE 27 CUTTING AND PATCHING - NEW AND EXISTING WORK 
 
27.1 New Work - Cutting and patching shall be done by craftsmen skilled and experienced in 
the trade or craft that installed or furnished the original Work. Repairs shall be equal in quality 
and appearance to similar adjacent Work and shall not be obviously apparent as a patch or repair. 
Work that cannot be satisfactorily repaired shall be removed and replaced. 
 
27.2 Existing Construction - Refer to Architectural, Mechanical, and Electrical drawings for 
cutting and patching. All new Work shall be connected to the existing construction in a neat and 
workmanlike manner, presenting a minimum of contrast between old and new Work. Do all 
patching of the existing construction as may be required for the new construction to be done. 
Necessary patching, closing of existing openings, repairing, and touching up shall be included as 
required for a proper, neat, and workmanlike finished appearance. Any existing item that is to 
remain and is damaged during construction shall be replaced at the General Contractor's expense. 
 
ARTICLE 28 UNRELATED PROJECTS 
 
28.1 Unrelated construction Projects may be under way in the vicinity of this Project or the 
site utility work during the course of the Work related to this Project.  The General Contractor for 
this Project must coordinate with any other contractors regarding overlapping areas. See Article 
42 - Separate Contracts of the General Conditions. 
 
ARTICLE 29 OWNER SUPPLIED MATERIALS (NOT USED) 
 
ARTICLE 30 REMOVED ITEMS  (NOT USED) 
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ARTICLE 31 INTERIOR ENCLOSURE AND DUST ENCAPSULATION 
 
31.1 Areas under construction or renovation shall be separated from occupied areas by suitable 
temporary enclosures furnished, erected, and maintained by the General Contractor. Temporary 
enclosures shall be dust and smoke tight and constructed of non-combustible materials to prohibit 
dirt and air borne dust from entering occupied spaces. General Contractor to review with 
Consultant ways to provide ventilation for dust generated by demolition and fumes/vapors 
produced during installation of new materials. 
 
31.2 General Contractor is responsible for coordinating with the Owner’s Project Manager any 
equipment to be turned off prior to erecting temporary enclosures. 
 
31.3 General Contractor shall protect all exhaust diffusers, equipment, and electrical devices 
from the collection of dust. All areas shall be checked and cleaned prior to final acceptance of 
Work. 
 
31.4 Dust and debris from Work operations shall be held to a minimum. 
 
31.5 General Contractor shall construct temporary dust partitions at locations and as detailed on 
drawings. Closures used for dust barricade shall be constructed of non-combustible materials, (metal 
studs and gypsum board or fire-retardant plywood). 
 
31.6 General Contractor shall provide additional devices and materials required to contain dust 
within Work area and protect personnel during course of Work. 
 
31.7 Areas of minor renovation, consisting of the removal of doors and frames, blocking of 
openings, and other limited Work shall be separated by a dust partition of fire retarded 
polyethylene on studs. 
 
31.8 Existing corridor doors may serve as dust barriers, except if removed for refinishing. In 
such cases, temporary wood doors must be substituted until original doors are replaced. 
 
31.9 The General Contractor may assume existing walls which extend full height, floor to 
structure, shall be deemed appropriate to contain airborne dust. Cover any voids or penetrations. 
 
31.10 Doors or windows in the perimeter walls surrounding the Project work area shall be sealed 
off with protective materials in a manner to prohibit dust from escaping the work area. These shall 
be left in place until all work creating dust is completed. Protective materials shall consist of fire-
retardant wood, metal studs, gypsum board or flame-resistant plastic. 
 
31.11 Entry passage to Work area shall be sealed off with zippered plastic opening or other 
acceptable means which allows periodic entry and closure of barricade closure.  
 
31.12 Install and maintain a “sticky mat” on the floor in locations where construction crews leave 
the construction area and prior to entering ANY existing space in the building. 
 
31.13 Install and maintain a temporary floor covering in any and all elevators being utilized for 
this project.    
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ARTICLE 32 UK ITS COMMUNICATIONS AND NETWORK SYSTEMS 
 
32.1 The communications wiring is to be provided, installed, and terminated by the General 
Contractor using a certified and approved communications contractor.  All work shall be done in 
compliance with the latest UK ITS Communications and Network Systems Standards, and closely 
coordinated with UK ITS-Communications and Network Systems. 
 
ARTICLE 33 EMERGENCY VEHICLE ACCESS 
 
33.1 Emergency Vehicle Access must be maintained during construction. The General 
Contractor shall coordinate with the local Fire and Emergency Medical Services department(s) 
that would respond to an emergency during the initial start-up of construction to ensure a 
complete understanding of their requirements. 
 
ARTICLE 34 SMOKE DETECTORS / FIRE ALARM SYSTEMS- EXISTING AND/OR 
NEW FACILITIES 
 
34.1 General Contractor shall protect all smoke detectors in Work areas to prevent false 
alarms. The General Contractor will be responsible for any false alarm caused by dust created in 
their Work areas or dust traveling to areas beyond the Work past inadequate protection barriers. If 
there is a need for an existing or newly installed fire alarm system or parts of that system to be 
serviced, turned off, or disconnected, prior approval must be obtained from the Owner's Project 
Manager and notification given to the Campus Dispatch Office.  The General Contractor must 
follow the procedure outlined for Utility Outages and any documented costs charged by the 
responding fire department due to a false alarm shall be paid by the General Contractor. As soon 
as all Work is completed, notification must be given to the Owner's Project Manager and to the 
Campus Dispatch Office prior to reactivation of the system. Prior to Final Payment to the General 
Contractor, all protected smoke detectors will be uncovered and tested. 
 
34.1.1 When the function of any fire alarm, detection or suppression system is impaired, a 
temporary system shall be provided. General Contractor shall provide daily reports indicating the 
Superintendent has walked through the project at the end of each work period, to satisfy himself 
there are no present conditions that may result in an accidental fire.  Portable fire extinguishers 
shall be on site during this time. The General Contractor is responsible for inspecting and testing 
any temporary systems on a monthly basis. 
 
ARTICLE 35 SURVEYS, RECORDS, and REPORTS 
 
35.1 General:  Working from lines and levels established by property survey, and as shown in 
relation to the Work, the General Contractor will establish and maintain bench marks and other 
dependable markers to set lines and levels for Work at each area of construction and elsewhere on 
site as needed to properly locate each element of the entire Project.  The General Contractor shall 
calculate and measure from the benchmarks and dependable markers required dimensions as 
shown (within recognized tolerances if not otherwise indicated) and shall not scale drawings to 
determine dimensions. General Contractor shall advise Sub-contractors performing Work of 
marked lines and levels provided for their use in layout of Work. 
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35.2 Survey Procedures:  The General Contractor shall verify layout information shown on 
drawings, as required for his own Work. As Work proceeds, surveyor shall check every major 
element for line, level, and plumb (as applicable), and maintain an accurate Surveyor's log or 
Record Book of such checks available for General Contractor or Design Consultant's reference at 
reasonable times. Surveyor shall record deviations from required lines and levels, and advise 
Design Consultant or General Contractor promptly upon detection of deviations exceeding 
indicated or recognized tolerances.  The General Contractor shall record deviations which are 
accepted (not corrected) on Record Drawings. 
 
ARTICLE 36 TOBACCO PRODUCTS PROHIBITED 
 
36.1 For areas located within Fayette County, Kentucky, the use of all tobacco products is 
prohibited on all property that is owned, operated, leased, occupied, or controlled by the 
University. “Property” for purposes of this paragraph includes buildings and structures, grounds, 
parking structures, enclosed bridges and walkways, sidewalks, parking lots, and vehicles, as well 
as personal vehicles in these areas. To view the Lexington campus boundaries: 
http://www.uky.edu/TobaccoFree/files/map.pdf.  
 
36.2 For areas not located within Fayette County, Kentucky, smoking is prohibited in all 
owned, operated, leased, or controlled University buildings and structures, parking structures, 
enclosed bridges and walkways, and vehicles. Smoking is also prohibited outside buildings and 
structures within 20 feet of entrances, exits, air intakes, and windows, unless further restricted by 
division policy.  
 
36.3 General Contractor employees violating this prohibition will be subject to dismissal from 
the Project. 
 
36.4  For the full Administrative Regulation see University AR 6:5. 
http://www.uky.edu/Regs/files/ar/ar6-5.pdf 
 
ARTICLE 37 ALTERNATES  
 
37.1 Alternate(s) will be accepted in the sequence of the Alternates listed on the Bid Form, 
and the lowest Bid Sum will be computed on the basis of the sum of the base Bid and any 
alternates accepted, within the budgeted amount. 
 
37.2 Schedule of Alternates: 
 

A) Alternate No. 1: East Endzone Concourse Concrete and Waterproofing Repairs.  Note that 
the overcoating of the steel slab edge plate and installation of the supplemental anchors is 
part of Alternate No. 1. 

 
B) Alternate No. 2: West Endzone Concourse Concrete and Waterproofing Repairs.  Note that 

the overcoating of the steel slab edge plate and installation of the supplemental anchors is 
part of Alternate No. 2. 

 
C) Alternate No. 3: East and West Endzone Rail Overcoating. 

 
 
 

http://www.uky.edu/Regs/files/ar/ar6-5.pdf
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ARTICLE 38 FIELD CONSTRUCTED MOCKUPS 
 
38.1 Exterior Finishes 
 
38.1.1 After sample selection but prior to ordering exterior finish materials, General Contractor 
shall accumulate enough material samples to erect sample wall panels to further verify selections 
made for color and textural characteristics, and to represent completed Work for qualities of 
appearance, materials and construction; include sample masonry units (face and back-up wythes, 
plus accessories), window units, roofing finish, etc. to provide a complete representation of the 
exterior facade for approval by the Consultant; build mock-ups to comply with the following 
requirements: 
 
38.1.2 Build mock-ups well in advance of the time the finish materials will be needed for 
inclusion in the Work. 
 
38.1.3 Locate mock-ups at location as reviewed and approved by the Architect and University’s 
Project Manager, generally within 10 feet of existing building, parallel to existing face of 
building, and exposed to sunlight during daylight hours.  Mock-Up to be reviewed twice, once in 
direct sunlight and once in shade to confirm color characteristics of samples. 
 
38.1.4 Mock-ups Size(s) for the following types shall be approximately 6' long by 4' high by full 
thickness. 
 
Specification Section 040100 – Repointing. 
Specification Section 071800 – Membrane Removal. 
Specification Section 071800 – Membrane Installations. 
Specification Section 079200 – Sealants. 
Specification Section 092400 – Stucco Repairs 
Specification Section 099100 – High-Performance Coatings. 
 
38.1.5 Protect mock-ups from the elements with weather resistant membrane. 
 
38.1.6 Retain mock-ups during construction as a standard for judging completed Work. When 
directed by the University’s Project Manager or by the Consultant, demolish mock-ups and 
remove them from the site. 
 
38.2 Interior Finishes 
 
38.2.1 After sample selection but prior to ordering interior finish materials, General 
Contractor shall accumulate enough material samples to erect sample to further verify selection 
made for color and textural characteristics, and to represent completed Work for qualities of 
appearance, materials and construction; include samples of interior finishes, including paint, wood 
stain, vinyl wallcovering, flooring and ceiling materials to provide a complete representation for 
approval by the Consultant; build mock-ups to comply with the following requirements: 
 
38.2.2 Build mock-ups well in advance of the time the finish materials will be needed for inclusion 
in the Work. Mock-ups may be on newly installed wall surfaces. 
 
38.2.3 Locate mock-ups with adequate illumination for observation under intended light levels.  
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38.2.4 Retain mock-ups during construction as a standard for judging completed Work. When 
directed by the University’s Project Manager or by the Consultant, remove mock-ups from site or 
incorporate them into the completed work.  
 
ARTICLE 39 PROJECT COORDINATION VIA COMPUTER 
 
39.1 The General Contractor and subcontractors are required to have an active email account 
to facilitate coordination of the project during construction and warranty. 
  
39.2 To facilitate project construction coordination between the Consultant, the General 
Contractor, Subcontractors, and the University of Kentucky as the Owner, UK Capital Project 
Management Division (CPMD) is hosting an Internet/ Web-based Project Management System 
(WPMS) to help improve project communication and collaboration. The Consultant shall 
participate in the use of the WPMS (UK E-Communication® or other system at the Owner’s 
discretion) providing collaboration between Owner, the Consultant, and selected contractors. 
 
39.2.1  Owner shall provide the General Contractor and subcontractors with user accounts and 
appropriate training for the web-based project management tool.  
 
39.2.2 Utilization of, and training in the use of, the WPMS will be arranged for and supervised 
by Owner. 
 
39.2.3 Participation of General Contractor is mandatory; others as determined by Owner. 
Participation of Subcontractors is not mandatory but will be offered at their discretion. 
 
39.2.4 All participants are required to have access to the internet and the Microsoft Internet 
Explorer browser (version 5.0 or higher). A broadband connection to the internet (e.g., Cable 
modem, ISDN, DSL) is recommended, but not required. 
 
39.2.5 The WPMS shall be utilized for the following functions, as a minimum: Posting Project 
Files, AE Amendments, Architect’s Supplemental Information (ASI’s), Closeouts, Consultant 
Invoices, Contracts, Defective Work in Place, Meeting Minutes, Payment Applications, Proposed 
Change Orders – Change Orders (PCO to CO’s), Punch Lists, Reports (Contractor Daily Reports, 
Field Reports, Commissioning Reports),  RFIs, SAP Equipment List, Schedules, and Submittals. 
The Document Library (Bid set Plans, Specifications and Addenda will be uploaded by Lynn 
Imaging. 
 
39.2.6 Site camera monitors may be included at Owner’s discretion. 
 
39.2.7 Utilization of the WPMS shall be implemented by the Owner’s representative. 
 
39.2.8 Use of the system will provide consistent, real-time information for decision making. 
Additionally, all project data entered into the system will be archived to facilitate project record 
keeping.  It is anticipated that proper use of the WPMS will improve efficiency of 
communications and reduce project related paperwork and clerical workload. 
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ARTICLE 40 HOT WORK PERMITS 
 
40.1 All work involving open flames or producing heat and/or sparks in occupied buildings on the 
University of Kentucky campus will require the General Contractor to obtain approval to perform 
“Hot Work” on site. This includes, but is not limited to: Brazing, Cutting, Grinding, Soldering, 
Thawing Pipe, Torch Applied Roofing, and Cadwelding. A copy of the Hot Work Permit and the Hot 
Work Permit Procedure will be passed out at the Preconstruction Conference for the General 
Contractor’s use. 
 
ARTICLE 41 INSURANCE 
 
41.1       Employers' Liability Insurance. The General Contractor shall acquire and maintain 
Employers’ Liability insurance with at least $500,000/$500,000/$500,000 limits of liability for all 
employees who will be working at the Project site.  
                                                                                                                                 
41.2.1   Commercial General Liability Insurance. If the work involved requires the use of 
helicopters, a separate aviation liability policy with limits of liability of $100,000,000 will be 
required. If cranes and rigging are involved,  a rigger’s liability policy with liability limits of 
$20,000,000 is required in addition to an inland marine policy covering the value of the contents 
being moved. 
 
41.2.1.1 The limits of liability shall not be less than $1,000,000 each occurrence combined single 
limits for bodily injury and property damage.  
 
41.2.2   Comprehensive Automobile Liability Insurance. Policy limits shall not be less than 
$1,000,000 for combined single limits for bodily injury and property damage for each occurrence.  
 
41.2.3   Umbrella Liability Insurance. This policy shall have a minimum of $1,000,000 combined 
single limits for bodily injury and property damage for each occurrence in excess of the 
applicable limits in the primary policies.   
 
41.2.4   Workers’ Compensation - Statutory Requirements (Kentucky) 
 
ARTICLE 42 KEY ACCESS 
 
42.1 If Construction Cores are NOT utilized, then one set of keys for access to the renovation 
project area will be provided to the General Contractor by the University’s Project Manager. The 
General Contractor assumes responsibility for the safekeeping of the key(s) and its use. When 
leaving the renovation area all doors must be secured. 
  
42.2 All keys must be returned to the University’s Project Manager upon completion of 
project work as one of the requirements for Final Payment. Failure to return the keys may require 
re-keying of all doors in the work area up to and including the entire building if master keys are 
issued. The cost of re-keying of the door(s) accessed by the key(s) will be subtracted from the 
remaining contract dollars including contract retainage. 
  
42.3 All lost or stolen keys must be reported immediately to the University’s Project Manager.  
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ARTICLE 43 CEILING CLEARANCE 
 
43.1 Work above ceiling: All work above an area with lay-in ceiling must be coordinated and 
installed so there is a minimum of 4” between the top of the ceiling grid runners and bottom of the 
installation. Installation shall not obstruct equipment access space or equipment removal space. 
Also, conduit and pipe attached to the wall must be above the 4” minimum level. A 
 
43.2 Coordination Between Trades: Request and examine all drawings and specifications 
pertaining to the construction before installing above ceiling work. Cooperate with all other 
contractors in locating piping, ductwork, conduit, openings, chases, and equipment in order to avoid 
conflict with any other contractor’s work. Give special attention to points where ducts or piping 
must cross other ducts and piping, and where ducts, piping and conduit must fur into the walls and 
columns. Make known to other trades intended positioning of materials and intended order of work. 
Determine intended position of work of other trades and intended order of installation. 
 
ARTICLE 44 METAL ANCHORS 
 
44.1 All anchoring devices utilized to secure materials to the building shall be metal. Plastic or 
plastic expansion components shall not be used. This shall include all fasteners for 
mechanical/electrical hangers. 
 
ARTICLE 45 CONTRACTOR/SUPERINTENDENT EXPERIENCE 
 
45.1 For athletics facilities projects the Owner Project Manager and Superintendent are 
required to have a minimum of two (2) collegiate or professional stadium projects in the last five 
(5) years of construction experience. Owner may waive this requirement if sufficient information 
is provided to confirm competency. 
 
45.2 The Owner Project Manager and Superintendent are required to have a minimum of two 
(2) projects involving membrane removal and reinstallation structures (stadiums or garages, etc.) 
in the last five (5) years of construction experience.  Owner may waive this requirement if 
sufficient information is provided to confirm competency. 
 
45.3 The Owner Project Manager and Superintendent are required to have a minimum of two 
(2) projects where they have supervised subcontractors in the last five (5) years of construction 
experience.  Owner may waive this requirement if sufficient information is provided to confirm 
competency. 
 
ARTICLE 46 LOADING DOCK (NOT USED) 
 
ARTICLE 47 CONSTRUCTION PATH (NOT USED) 
 
ARTICLE 48 HOSPITAL PROJECT PROCEDURE (NOT USED) 
 
ARTICLE 49 WORKING HOURS/ACCESS: FOR MEDICAL CENTER/HOSPITAL (NOT 
USED) 
 
ARTICLE 50 SECURITY BADGES AND MEDICAL CENTER SECURITY (NOT USED) 
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ARTICLE 51 HOSPITAL CONSTRUCTION CERTIFICATION (NOT USED) 
 
ARTICLE 52 APPEARANCE (NOT USED) 
 
ARTICLE 53 HIPAA (The Health Insurance Portability and Accountably Act) (NOT USED) 
 
ARTICLE 54 SAFETY & FIRE PROCEDURES (NOT USED) 
 
ARTICLE 55 INTERIM LIFE SAFETY MEASURES (ILSM) (NOT USED) 
 
ARTICLE 56 TREE PROTECTION STANDARDS 
Contractor will adhere to all provisions outlined in 010000S02 Tree Protection Standards.  
 
ARTICLE 57 COVID-19 POLICY 
 
Any and all companies/organizations working on the University of Kentucky’s campus shall have 
in place for the period of the contract a COVID-19 policy that is consistent with the University of 
Kentucky’s current COVID-19 policy. 
 
 

REVISION DATE PAGES REMARKS 
March 2022 ALL Design Guidelines updated 

December 2023 10 Video Training Documentation Requirement added. 

August 2024 ALL 
Changed construction fence mesh color to blue. 

Revised documentation requirements. 
Additional content and grammatical changes. 

September 2024  21 Revised Allowances section to indicate current fire 
alarm price contract vendor. 

September 2025 5 Detailed submittal PDF document requirements 
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DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 012100 

ALLOWANCES 

 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. Administrative and procedural requirements for governing allowances. 

a. Certain work items are specified in the Contract Documents by Allowances. 

Allowances have been established in lieu of additional requirements and to defer 

selection of actual materials and equipment to a later date when additional 

information is available for evaluation. If necessary, additional requirements will be 

issued by Change Order. 

2. Type of allowances include the following: 

a. Lump-sum allowances for specific Divisions of Work. 

1.2 SELECTION AND PURCHASE 

A. At the earliest practical date after award of the Contract, advise Owner of the date when 

final selection and purchase of each product or system described by an allowance must 

be completed to avoid delaying the Work. 

B. At request of the Owner, obtain and submit not less than three (3) proposals for the work 

of each allowance for use in making final selections. Include recommendations that are 

relevant to proper performance of the Work. 

C. Purchase products and systems selected by the Owner from the designated supplier. 

1.3 SUBMITTALS 

A. The Contractor shall furnish and certify daily detail records of all labor and materials 

provided as part of the cash allowance. 

B. Submit invoices or delivery slips to show actual quantities of materials delivered to the site 

for use in fulfillment of each allowance. 

C. Submit proposals for purchase of products or systems included in allowances. 

D. Coordinate and process submittals for allowance items in same manner as for other 

portions of the Work. 

1.4 ALLOWANCE MARK-UP 

A. Do not proceed with allowance work until submitted proposals have been approved and 

any cost increase above the allowance amount in the Contract is approved via a Change 

Order. 
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B. If the cost to complete the work is less than the allowance, a deduct Change Order will be 

prepared by the Owner for the cost difference. 

 PRODUCTS - NOT USED. 

 EXECUTION 

3.1 EXAMINATION 

A. Examine products covered by an allowance promptly on delivery for damage or defects. 

Return damaged or defective products to manufacturer for replacement. 

3.2 PREPARATION 

A. Coordinate materials and their installation for each allowance with related materials and 

installations to ensure that each allowance item is completely integrated and interfaced 

with related work. 

3.3 SCHEDULE OF ALLOWANCES 

A. Allowance No. 1: A cash allowance of $10,000 for aluminum rail repairs at the Lower Bowl. 

B. Allowance No. 2: A cash allowance of $10,000 for aluminum gate repairs at the Lower 

Bowl. 

C. Allowance No. 3: A cash allowance of $10,000 for flashing repairs at the back wall of the 

Lower Bowl. 

D. Allowance No. 4: A cash allowance of $10,000 for metal stud repairs behind areas of 

stucco damage. 

END OF SECTION 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Unit Prices 
012200 - 1 

DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 012200 

UNIT PRICES 

 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. Base Bid Unit Prices. 

B. Related Sections  

1. Section 012900: Payment Procedures. 

2. Section 030100: Concrete Repairs. 

3. Section 040100: Masonry Repairs. 

4. Section 055000: Miscellaneous Metals. 

5. Section 079200: Sealants. 

6. Section 221400: Drains and Piping. 

1.2 UNIT PRICES 

A. General 

1. Unit Prices include all labor, material, tools, equipment, supervision transportation, 

handling, storage, overhead and profit, and all other costs associated with 

performance of work. 

2. Additions to a quantity as listed in this Section will be paid by the Owner at the unit 

price established in Section 012900: Payment Procedures. 

3. Deletions from a quantity as listed in this Section will be credited to the Owner at the 

unit price established in Section 012900: Payment Procedures. 

B. Base Bid Unit Price Items 

1. Vomitory Handrail Anchor Replacement (11/301) ........................... 5 locations 

2. Front Row Supplemental Lower Bowl Seating Drain (18/302) ......... 8 locations 

3. Precast Seating Unit End Connection Repair (29/303) ................. 30 locations 

4. Shallow Slab Repairs (1/401) .................................................. 850 square feet 

5. Precast Member Nosing Repair (2/401) ..................................... 700 linear feet 

6. Vertical Surface Repair (3/401) ................................................ 750 square feet 

7. Stair Tread Unit Replacement (4/401)........................................... 65 locations 

8. Concrete Joint Sealant Edge Repair (5/401) .............................. 600 linear feet 
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9. Shallow Concrete Repair at Differential Surface (6/401) ............. 180 locations 

10. Grinding Repair at Differential Surface (7/401) ........................... 450 locations 

11. Beam Bottom Repair (8/401) ....................................................... 60 linear feet 

12. Overhead Concrete Repair (9/401) .......................................... 100 square feet 

13. Lower Bowl Front Wall Steel Plate (10/401) .................................. 18 locations 

14. Concrete Repair at Railing Embedment (12/401) .......................... 30 locations 

15. Lower Bowl Expansion Joint Supplemental Steel (15/402) ........... 12 locations 

16. Supplemental Shear Connector (17/402) ...................................... 50 locations 

17. Wall Supplemental Tie Rod (18/402) ............................................ 14 locations 

18. Wall Supplemental Angle Embedded in Tread (19/402) ................ 20 locations  

19. Wall Supplemental Steel Kicker (20/402) ...................................... 20 locations 

20. Raker Beam Connection Repair (21/402) ....................................... 4 locations 

21. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) ....... 7 locations 

22. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) ....... 2 locations 

23. Wall to Riser Top Angle Connection (27/403) ................................. 6 locations 

24. Wall to Slab Bottom Angle Connection (28/403) ........................... 20 locations 

25. Mortar Repointing (30/403) ........................................................ 500 linear feet 

26. Stucco Wall Repair (36/403) .................................................... 400 square feet 

27. Random Crack Sealant (1/501)................................................ 1450 linear feet 

28. Tooled Joint Sealant (2/501) .................................................... 1100 linear feet 

29. Supplemental Drain to Composite Slab System (2/701) ............... 12 locations 

30. CMU Replacement (040100) ........................................................ 60 locations 

31. Cracked Drain Line Replacement 15 LF per Loc. (221400) ............ 4 locations 

 

C. Alternate #1 Unit Price Items 

1. Shallow Slab Repairs (1/401) ................................................... 50 Square feet 

2. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) ....... 5 locations 

3. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) ....... 5 locations 

4. Random Crack Sealant (1/501).................................................500 Linear feet 

5. Tooled Joint Sealant (2/501) .....................................................500 Linear feet 

6. Supplemental Drain to Composite Slab System (2/701) ................. 1 locations 
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D. Alternate #2 Unit Price Items 

1. Shallow Slab Repairs (1/401) ................................................... 50 Square feet 

2. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) ....... 5 locations 

3. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) ....... 5 locations 

4. Random Crack Sealant (1/501).................................................500 Linear feet 

5. Tooled Joint Sealant (2/501) .....................................................500 Linear feet 

6. Supplemental Drain to Composite Slab System (2/701) ................. 1 locations 

 

E. The Contractor shall include the total cost for all Base Bid Unit Price items listed above in 

the Bid Form.  

 PRODUCTS - NOT USED. 

 EXECUTIONS - NOT USED. 

 
END OF SECTION 
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DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 012300 

ALTERNATES 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. Add Alternate Bid Summary. 

B. Related Sections  

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedures. 

3. Section 015600: Barriers. 

4. Section 024119: Selective Structure Demolition. 

5. Section 030100: Concrete Repairs. 

6. Section 055000: Miscellaneous Metals. 

7. Section 071800: Vehicular Traffic Membrane. 

8. Section 079000: Expansion Joints. 

9. Section 079200: Sealants. 

10. Section 090100: Façade Cleaning 

11. Section 099100: High Performance Coatings. 

1.2 ALTERNATES 

A. General 

1. Cost for Alternates shall be complete, including all labor materials, tools, equipment, 

supervision, transportation, handling storage, overhead and profit and performance 

and material bonds. 

2. The Owner may choose any or all Alternates in any order unless otherwise indicated. 

3. The Owner reserves the right to reject any or all Alternates. 

4. Failure to provide a cost for each requested Alternate on the Proposal may be cause 

for rejection of bid by the Owner. 

5. Alternates that are submitted by the Contractor at zero cost change must be indicated 

on the Proposal by writing "No change in cost". 

B. Provide a cost in the spaces provided on the Proposal for the following Alternate. Refer 

to Drawings for additional information. 
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1. Alternate No. 1: East Endzone Concourse Concrete and Waterproofing Repairs.  Note 

that the overcoating of the steel slab edge plate and installation of the supplemental 

anchors is part of Alternate No. 1. 

2. Alternate No. 2: West Endzone Concourse Concrete and Waterproofing Repairs.  Note 

that the overcoating of the steel slab edge plate and installation of the supplemental 

anchors is part of Alternate No. 2. 

3. Alternate No. 3: East and West Endzone Rail Overcoating. 

PART 2 PRODUCTS – NOT USED. 

PART 3 EXECUTIONS – NOT USED. 

 

END OF SECTION 
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DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 012900 

PAYMENT PROCEDURES 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes  

1. Unit Prices. 

2. Measurement Procedures for Unit Prices. 

B. Related Sections  

1. Section 012200: Unit Prices. 

2. Section 030100: Concrete Repairs. 

3. Section 040100: Masonry Repairs. 

4. Section 055000: Miscellaneous Metals. 

5. Section 079200: Sealants. 

6. Section 221400: Drains and Piping. 

C. Unit Prices 

1. Unit prices shall apply for both additions to and deletions from the Work. 

2. Unit prices shall be complete including all labor, materials, tools, equipment, 

supervision, transportation, handling, storage, overhead and profit, and all other costs 

associated with the work. 

3. No monetary variance of unit prices for additive and deductive quantities will be 

accepted and will be cause for rejection of Bid. 

4. The Owner reserves the right to accept or reject any or all unit prices. 

5. All unit price items on the Proposal must be completed.  If unit price is zero, then it 

must be indicated as such in the space provided. 

6. Failure to provide unit prices as required on the Form of Proposal may be cause for 

rejection of Bid. 

D. Measurement & Payment Procedures  

1. Prior to the start of work in each work area or phase, the Contractor and the Owner 

will inspect the area and document locations and quantities of all unit price items.  The 

Contractor shall notify the Owner at least 3 days in advance of required inspection.  

Refer to Section 012200. 

2. Unit price items will be recorded and the date of the inspection and the persons 
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performing the inspections will be recorded on each item sheet. 

3. The Owner’s representative will measure and count the unit price items.  The 

Contractor will record the results. 

4. At the completion of each item inspection, both the Owner and Contractor will sign the 

record sheets. 

5. The Owner will copy the sheets and provide a copy of all sheets to the Contractor 

within 3 working days from the date of inspection. 

6. These inspection sheets will be the only basis for determining final quantities of all unit 

price items. 

7. Measurements will be recorded to the nearest inch. 

8. For each application of payment submitted by the Contractor, a summation of all unit 

price items shall be sent for verification. 

9. Differences in sum totals between the Owner and Contractor will be resolved by 

comparing quantity sheets to determine exact final quantities.  Quantities NOT 

measured AND confirmed shall not be approved for payment. 

10. The difference between an actual quantity and a specified quantity will be multiplied 

by the unit cost for that item to establish a dollar value.  The dollar value for quantities 

above the unit price quantity will be added to the contract amount.  The dollar value 

for quantities below the unit price quantity will be subtracted from the contract amount.  

11. Adjustments to the contract amount will be made by approved change order. 

 

PART 2 PRODUCTS - NOT USED. 

PART 3 EXECUTIONS - NOT USED. 

 

END OF SECTION 
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DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 015000 

TEMPORARY FACILITIES AND CONTROLS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. Administrative and procedural requirements for temporary services and facilities, 

including such items as temporary utility services, temporary construction and 

support facilities, and project security and protection. 

1.2 OWNER OPERATION, MAINTENANCE OF OPERATION AND SAFETY 

A. The structure is currently in use by the Owner. Areas of the structure outside the limits 

of a particular construction area shall remain functional throughout the construction 

period. 

B. All construction operations shall be carefully coordinated with the Owner so as to 

minimize the overall inconvenience to the Owner, maintain the use of all means of egress 

at all specified times and to expedite job progress. 

C. All fumes and dust arising from construction operations shall be controlled so as to not 

adversely affect persons using the structure and all adjacent facilities. 

D. The Contractor shall protect his Work and equipment from damage by the public and 

other entities occupying the structure during the construction period. 

E. The Contractor shall take all necessary precautions for all Work Areas to prevent debris 

from falling and causing damage outside the work area, including damage to existing 

mechanical/electrical fixtures.  The Contractor shall be held liable for all damage caused 

by excavation, patching, drilling, coring, cutting, sandblasting, dust and debris. The 

Contractor shall be held liable for all damage to mechanical/electrical fixtures systems 

due to construction related activities. Contractor shall be responsible for all injury to 

people and property, including motor vehicles, caused by any construction related 

activity. The Owner will endeavor to field complaints and forward same to Contractor.  

Contractor is responsible for contacting people or property owner and resolving 

complaints. 

F. When Work is performed which may create a hazard to persons or property above, below 

or in the proximity of Work, affected areas shall be blocked or otherwise protected to 

eliminate the hazard.  Coordinate this activity with the Owner a minimum of four (4) 

working days prior to the requested time for performance of such work. 

G. Access to all emergency egress routes outside the limits of an individual construction 

area shall be continuously and safely maintained.  Emergency egress routes shall not 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Temporary Facilities and Controls 

015000 - 2 

be impaired due to construction activities. 

H. Coordinate Work Areas with the Owner to minimize interference with normal operations. 

I. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, and 

the Occupational Safety and Health Administration (OSHA).  If the above laws, codes or 

ordinances conflict with this Specification, then the laws, codes or ordinances shall 

govern, except in such cases where the Specification exceeds them in quality of 

materials or labor, then the Specifications shall be followed. 

1.3 WORK AREAS 

A. The Work is divided into sections termed Work Areas. Work outside the closed Work 

Area is not allowed, except work permitted by the Construction Documents or authorized 

by the Owner. 

B. The Construction limit lines are defined as the extent of the Work Areas designated on 

the Drawings. Areas outside the construction limits may not be used by the Contractor 

for staging, storage of materials, or any other purpose, except as indicated in the 

Construction Documents. 

1.4 MATERIAL AND EQUIPMENT STORAGE AND DELIVERY 

A. An area of the structure will be made available to the Contractor for material and 

equipment storage, staging and other facilities deemed necessary by the Contractor. 

B. Deliveries shall not block entrance or exit to the facility by patrons or other services. 

Deliveries are to be scheduled between 9:00 am and 3:00 pm. 

1.5 PROTECTION OF THE SURROUNDING AREA 

A. All construction operations shall be conducted such as to protect the surrounding areas 

and adjacent buildings. 

B. Fumes and dust shall also be controlled so as to prevent harmful or undesirable effects 

in the surrounding areas.  All potential avenues for penetration of fumes or dust into 

occupied spaces adjacent to the work area must be located and sealed by the Contractor 

in a manner acceptable to the Owner prior to the start of the work in the affected area. 

C. Areas below regions of construction activity may remain open for portions of that activity.  

However, the Contractor is totally responsible for damage as a result of the Work. 

D. Contractor to ensure that all areas deemed to be “Conditioned Space / Occupied Space”, 

as noted on plans, are to be protected from water infiltration during all restoration 

activities as a result of the work. 

1.6 PROTECTION OF EXISTING CONDITIONS 

A. All portions of the existing structure, all utilities and all other building contents not part of 
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the work damaged, moved or altered in any way during construction shall be replaced or 

repaired to the Owner’s satisfaction at the Contractor's expense. 

B. Contractor and Owner shall conduct a preconstruction inspection of all finish materials 

and equipment located within the Work area to record in writing existing damaged finish 

materials and/or equipment not directly involved with this Contract.  The Contractor shall 

be deemed responsible for damaged finish material and/or equipment not recorded 

during the preconstruction inspection.  Contractor shall replace or repair to the Owner's 

satisfaction damaged finish material and/or equipment. It is the Contractor's 

responsibility to schedule and coordinate this preconstruction walk-through with the 

Owner.  Provide a minimum of Five (5) calendar days’ notice prior to the requested walk-

through time. 

C. Accidental interruptions caused by the Contractor to services outside of the work area 

shall be reported to the Owner at once, and immediate, emergency efforts to restore the 

service shall be made at the expense of the Contractor. 

D. When performing work adjacent to building and structures, protect buildings and 

structures from dirt, dust and debris. 

E. Protect drain openings during construction from construction debris entering drainage 

system.  Provide filter cloth over openings to prevent debris from entering pipes, but still 

allowing water to enter.  Clean debris from drains as necessary to maintain water 

removal.  Remove drain protection during non-working hours and reinstall prior to 

commencing work. 

1.7 TEMPORARY FACILITIES 

A. Contractor to provide electric and water service.  

B. The University will provide a restroom on the Main Concourse.  

C. Job signs are not allowed unless authorized by the Owner. 

D. The Contractor shall furnish temporary lighting or heat required so that work may 

proceed to meet the Contract schedule. 

E. The Contractor shall arrange and establish a location satisfactory to the Owner where 

workmen may eat; provide a rubbish container, and clean and remove all debris at the 

end of each work day. 

F. At all times when work is being performed, the Contractor's foreman shall be on-site.  

Both the foreman and the superintendent shall have a mobile phone or beeper with 

him/her at all times while on the job site.  Provide the Owner with the telephone number. 

G. A job site office/trailer is not required.  The University will provide an office area with a 

desk for 3 employees of the Contractor. 
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1.8 PARKING 

A. Refer to University Special Conditions for an option to purchase parking passes for 

adjacent lots. 

1.9 USE OF FACILITY 

A. Contractor employees are not permitted to use Owner and tenant facilities except as 

previously noted.  Failure to comply with this restriction can result in the dismissal of the 

offending employee from the construction site. 

B. Elevators may not be used by the Contractor. 

C. Except for materials being used during a work shift, store all materials in approved 

storage area. 

D. Materials being used for work shall be uniformly distributed throughout the work area so 

as to not overload or otherwise distress the supported structural system. 

E. Use of existing ramps are limited to Ramp 1 and 9 as noted on plans and specifications. 

If adjacent ramps are needed for material movement, Contractor to coordinate with 

owner and engineer prior to start of work. 

1.10 STADIUM LOAD RESTRICTIONS 

A. Refer to the Project Drawings and General Notes for additional information. 

B. The available Record Drawings for the Facility indicate the existing gate ramps and 

structured concourses were designed for an allowable uniform live load of 100 PSF or 

2,000-pound concentrated load.  The Contractor shall utilize mats, plates, shoring, 

cribbing, or any other means necessary to disperse and spread out the construction 

loading to reasonable limits so as to prevent damaging the existing slabs and structure.  

Any damage to the existing slabs and structure as a result of the contractor’s efforts will 

be repaired at the contractor’s expense. 

C. The Contractor is responsible for hiring an engineer, Kentucky PE, to analyze and design 

the layout of all equipment and the necessary means to disperse the weight.  

1.11 TRAFFIC CONTROL 

A. Provide lighting, signage, barricades, traffic cones, signals, and traffic direction 

personnel required to clearly and safely re-route traffic in non-work areas. Coordinate 

with the Owner a minimum of Seven (7) days in advance of when an area is scheduled 

to be closed. 

B. Erect barricades to prevent unauthorized entry of pedestrian or vehicular traffic into, on 

or under the Work Area. Post appropriate signs to warn against entry. Construct 

barricades to prevent unauthorized entry during non-work hours. 

C. Perform temporary traffic marking and striping that may be required during construction. 

D. Provide signage to safely route pedestrians to the nearest stairwell and exit. 
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E. The Contractor to coordinate use of the Concourses with the University for scheduling 

access for repairs with the other stadium projects. 

F. Maximum vehicular speed is 5 MPH in the Concourses. 

1.12 USE OF STREETS AND WALKS 

A. All use of streets, the parking lots, and walks must be in accordance with local authorities 

having jurisdiction. The Contractor must coordinate such use directly with the local 

authorities. 

B. The Contractor shall provide and maintain control device necessary for the protection of 

his Work, and areas which the local authorities may consider hazardous, including 

necessary lighting.  Further, should conditions arise which necessitate the use of 

flagman and/or the services of the local police, the Contractor shall supply this type of 

control at no expense to the Owner. 

C. Maintain traffic in accordance with local authority's requirements. 

D. The Contractor shall provide and maintain signage, barricades, warning devices, etc. 

that may be necessary or required by local authorities or the Owner for the protection of 

pedestrians and vehicles while performing the work. 

1.13 CLEANUP 

A. Each Contractor or Subcontractor, upon completion of his division of the work, shall 

collect and remove all rubbish, surplus material, tools and scaffolding pertaining to his 

work, and shall keep the work area neat and orderly by periodic removal and cleanup. 

Crates and cartons in which materials or equipment are received shall be removed daily.  

Contractor shall leave each phase of the work broom-clean upon completion of that 

phase. 

B. Each Contractor shall be responsible for daily collection and disposal of rubbish created 

by his materials, men and work.  If this is not done, the Owner may direct that cleanup 

be done and the cost of same shall be deducted from the Contractor's contract. 

C. Contractor shall clean stadium surfaces, surfaces of all lights, control panels, overhead 

piping, duct work, etc., after construction is complete, to the same level of cleanliness as 

surfaces were before construction. 

D. Protect from damage during subsequent construction activities all new work and existing 

construction cleaned upon the completion of any one phase. 

E. Contractor shall legally dispose of all debris (including concrete) off the site. 

1.14 FIRE PROTECTION 

A. It shall be the responsibility of the Contractor to take the proper precautions to prevent 

fires when welding or while other fire-hazardous work is being performed. 

B. Gasoline and other flammable liquids shall be kept in approved safety cans at all times. 
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1.15 WATCHMEN 

A. The services of a watchman will not be provided by the Owner. 

B. The Contractor shall assume full responsibility for protection and safety of material and 

equipment stored at the job site both within and outside of the work areas or storage 

areas. 

1.16 ADDITIONAL REQUIREMENTS 

A. During the term of this Contract, the employees of the Contractor shall not consume or 

be under the influence of alcohol while on the premises of the Owner. The use of 

nonprescription, over the counter drugs and medications (i.e., Contact, Actifed, etc.) is 

discouraged, but if used, manufacturer's guidelines must be followed.  Drugs considered 

illegal by federal, state, and local authorities are strictly prohibited. 

B. Owner reserves the right with or without cause and at its sole discretion, provided that 

such right is lawful, to have the Contractor temporarily or permanently remove any of the 

Contractor's employees from the Project. 

C. Shutting down of existing apparatus and service lines shall be done only at times 

prescribed and approved by the Owner.  Apparatus and service lines shall not be left out 

of service overnight, during non-working periods or during scheduled events. 

D. Notice of temporary service interruption (or potential interruption) shall be given to the 

Owner and his designated representative not less than (5) working days prior to required 

interruption to allow adequate preparation to be made. 

E. Provide the Owner with emergency telephone numbers to be able to contact the 

Contractor's superintendent or project manager 24 hours a day. 

PART 2 PRODUCTS – NOT USED. 

PART 3 EXECUTION – NOT USED. 

 

END OF SECTION 
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DIVISION 01 - GENERAL REQUIREMENTS 

SECTION 015600 

BARRIERS 

PART 1  GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. Dust barriers. 

2. Fencing barricades. 

3. Miscellaneous barriers and efforts, including construction fencing, caution tape and 

signage. 

B. Related Sections  

1. Section 024119: Selective Structure Demolition. 

2. Section 030100: Concrete Repairs. 

3. Section 040100: Masonry Repairs. 

4. Section 055000: Miscellaneous Metals. 

5. Section 071401: Hot Fluid Applied Waterproofing. 

6. Section 071800: Vehicular Traffic Membrane. 

7. Section 071810: PMMA Membrane. 

8. Section 071900: Penetrating Concrete Water Repellent. 

9. Section 077699: Concrete Pavers and Pedestals. 

10. Section 079000: Expansion Joints. 

11. Section 079200: Sealants. 

12. Section 090100: Façade Cleaning 

13. Section 092400: Stucco Repairs. 

14. Section 099100: High Performance Coatings. 

15. Section 221400: Drains and Piping. 

1.2 SUBMITTALS 

A. Submittals are not required unless Owner or Engineer raise questions or concerns 

regarding the quality or construction of barriers or enclosures.  Potential submittals, if 

requested, could include the following: 

1. Fire-retardant treatment for dimensional lumber and plywood. 
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2. Fire-resistant visqueen sheeting. 

3. Plastic Safety Fencing. 

4. Caution Barrier Tape. 

5. Enclosure construction details. 

PART 2  PRODUCTS 

2.1 MATERIALS 

A. Lumber 

1. Dimensional lumber 

a. Minimum 2 x 4 dimensional lumber. 

b. Fire-retardant treated (non-com) with treatment stamp visible. 

2. Plywood 

a. Minimum 1/2-inch thick. 

b. Fire-retardant treated (non-com) with treatment stamp visible. 

B. Visqueen Sheeting 

1. Approved Products: 

a. Griffolin fire-retardant type 55-FR. 

b. Midco vinyl fire-resistant reinforced polyfilm. 

C. High Visibility Safety Fencing 

1. High density polyethylene material. 

2. Diamond mesh with 1-1/2" openings. 

3. Minimum 4 feet high. 

4. Bright orange color. 

5. Minimum 2200 lbs. break load capacity. 

D. Chain Link Fencing with Mesh Screen. 

1. Minimum 6’-0” feet tall with mesh screen. 

2. Minimum 9 gauge galvanized with 2”x2” pattern configuration. 

3. Fence to be panelized system, surface set with ballasted based. 

4. Drilled posts are not permitted. 

E. Caution Tape 
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1. 3" wide. 

2. Minimum 4 mil thick plastic. 

3. Safety yellow tape with black "CAUTION" lettering, minimum 1-1/2" high. 

PART 3  EXECUTIONS 

3.1 GENERAL 

A. Work shall not proceed until dust barriers, barricades, and construction fencing are in 

place and secure. 

B. Provide barricades to isolate areas directly under work areas for protection of persons or 

property. 

C. Remove barricades at entrances during non-working hours which will obstruct or hinder 

the use of the entrance. 

D. Installation and removal of barricades or barriers shall not damage existing surfaces. 

E. The use of anchors which penetrate the existing surface are prohibited, unless approved 

in advance by Engineer. 

F. Remove all evidence of barriers installation upon removal. 

G. Contractor is responsible for erection, maintaining, moving and removal of barricades, 

fencing and barriers from the job site. 

3.2 BARRICADES 

A. Provide chain link fencing to secure storage areas at the Main Concourse. 

B. Provide chain link or orange construction fencing to enclosure all work areas and to isolate 

areas below the work area for protection of persons and property.  Support fencing to 

prevent sagging or movement.  Construct and provide barricades that are permanent for 

the period when the barricade is required. Weight or otherwise secure the barricades to 

keep unauthorized personnel from moving them. 

C. Where barricades are required for vehicular traffic control, provide orange construction 

fencing to divert traffic around work area.  Support fencing to prevent sagging or 

movement.  Construct and provide barricades that are permanent for the period when the 

barricade is required. Weight or otherwise secure the barricades to keep unauthorized 

personnel from moving them. 

D. Provide dust barriers as required to protect areas of the stadium and keep debris and 

fumes within the work area. 

E. Use of sawhorses, barrels and yellow caution tape are permitted only with advance 

approval by Owner. 

END OF SECTION 
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DIVISION 02 – EXISTING CONDITIONS 

SECTION 024119 

SELECTIVE STRUCTURE DEMOLITION 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Demolition of selected portions of the structure as indicated in the Contract 

Documents. 

b. Demolition and removal from the job site of miscellaneous features as indicated 

in the Contract Drawings. 

c. Removal from the job site and legal disposal of existing debris and accessories 

as shown on the Drawings. 

d. Supply and maintenance of dumpsters to accommodate debris removals.  

Protect all surfaces below dumpsters. 

e. Maintenance of drains to accommodate storm water during demolition. 

2. Materials Ownership 

a. Except for items or materials indicated to be reused, salvaged, reinstalled, or 

otherwise indicated to remain the Owner’s property, demolished materials shall 

become the Contractor’s property and shall be removed from the site with further 

disposition at the Contractor’s option. 

b. Storage or sale of removed items or materials on-site will not be permitted. 

1.2 REFERENCES AND REGULATORY REQUIREMENTS 

A. Conform to applicable laws, ordinances, and the State Building Code for demolition of 

structures, safety of adjacent structures, dust control, runoff control, and disposal. 

B. Comply with ANSI A10.6. 

C. Comply with applicable requirements of NFPA Standard No. 241.75: Safeguarding 

Building Construction & Demolition Operations. 

D. Obtain required permits from authorities. 

E. Do not close or obstruct roadways, sidewalks, and hydrants without permits. 

F. Do not close or obstruct egress width to any entrance or exit. 
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G. Do not disable or disrupt fire or life safety systems without three days prior written notice 

to the Owner. 

H. Conform to applicable regulatory procedures when discovering hazardous or 

contaminated materials. 

1.3 SUBMITTALS 

A. Schedule of selective demolition activities indicating the following: 

1. Detailed sequence of selective demolition and removal work, with starting and 

ending dates for each activity. 

2. Detailed sequence of selective demolition and removal work to ensure uninterrupted 

progress. 

3. Coordination of Owner’s continuing occupancy. 

B. Inventory: After demolition is complete, submit a list of items that have been removed 

and salvaged for Owner. 

C. Pre-demolition Photographs or Videotape: Show existing conditions of adjoining 

construction and site improvements, including finish surfaces, which might be 

misconstrued as damage caused by demolition operations.  This submittal should be 

delivered before Work begins. 

1.4 QUALITY CONTROL 

A. Demolition Firm Qualifications: An experienced firm that has specialized in demolition 

work similar in material and extent to that indicated for this Project.  The firm shall have 

successfully performed at least three verifiable projects, similar to this project, within the 

last seven years. 

B. Work in this Section shall be under the immediate control of a person (Contractor’s 

superintendent or other designated person) experienced in this type of work. The person 

identified with immediate control of the work shall have supervised three verifiable 

projects of similar magnitude and type. Supervising person shall be present during all 

operations. 

C. Pre-Demolition Conference: Review methods and procedures related to selective 

demolition including, but not limited to, the following: 

1. Inspect and discuss condition of construction to be selectively demolished. 

2. Review and finalize selective demolition schedule; verify availability of all materials, 

demolition personnel, equipment, and facilities needed to maintain the schedule. 

3. Review requirements of work performed by other trades that rely on substrates 

exposed by selective demolition operations. 

4. Review areas where existing construction is to remain and requires protection. 
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D. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, and 

the Occupational Safety and Health Administration (OSHA).  If the above laws, codes or 

ordinances conflict with this Specification, then the laws, codes or ordinances shall 

govern, except in such cases where the Specification exceeds them in quality of 

materials or labor, then the Specifications shall be followed. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Store materials under cover and keep them dry and protected against damage from 

weather, direct sunlight, surface contamination, corrosion, construction traffic, and other 

causes. 

1.6 PROJECT CONDITIONS  

A. Contractor shall coordinate with the Owner for the required access and staging areas 

needed to accommodate demolition operations at grade areas. 

B. The Owner will continue to occupy portions of the structure immediately beneath the 

selective demolition area. Conduct selective demolition so that the Owner’s operations 

will not be disrupted. Provide not less than 72 hours’ notice to the Owner of activities that 

will temporarily affect the Owner’s operations. 

C. Demolition Efforts 

1. The Contractor shall collect all debris generated by the demolition process and 

legally dispose of off the Owner’s property. Do not stockpile debris. Remove 

dumpsters containing debris upon filling to capacity or completion of the work. 

2. The Owner assumes no responsibility for actual condition of features and 

components to be selectively demolished. 

a. Conditions existing at time of inspection for bidding purpose will be maintained by 

the Owner as far as practical. 

3. Refer to the Drawings, General Notes, for load limitations on the structure. 

D. Utility Services 

1. Maintain existing utilities required to remain, keep in service, and protect against 

damage during demolition operations. 

2. Do not interrupt existing utilities serving occupied or used facilities, except when 

authorized in writing by authorities having jurisdiction and the Owner.  Provide 

temporary services during interruptions to existing utilities, as acceptable to the 

governing authorities and Owner. 

3. Disconnect, seal, and remove utilities or services in selective demolition area before 
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starting selective demolition operations. 

E. Damages: Promptly repair damages to adjacent construction, on or off site, caused by 

demolition operations at no cost to the Owner. 

F. Prevent insect and rodent infiltration.  If necessary, employ an exterminator and treat 

entire structure in accordance with governing health regulations for rodent and insect 

control. 

G. Hazardous Materials 

1. Notify the Owner if hazardous materials are encountered during demolition. 

PART 2 PRODUCTS – NOT USED 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Examine areas intended for demolition and note conditions or defects that will adversely 

affect the execution and/or quality of the work. 

B. Notify Owner in writing of any such conditions or defects. Do not begin work until 

unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work 

constitutes acceptance by Contractor of the surfaces and conditions under which the 

work is to be performed, and acceptance by Contractor for the performance of the work. 

C. Inventory and record the condition of items to be removed and salvaged. 

D. Engage a professional demolition engineer to perform an engineering survey of existing 

conditions of structure to determine whether removing any element might result in 

structural deficiency or unplanned collapse of any portion of structure or adjacent 

structures during selective demolition operations. 

E. Verify that hazardous materials have been remedied before proceeding with selective 

demolition operations. 

3.2 PREPARATION 

A. Protection 

1. Provide temporary protection during the course of the work to prevent water entry 

into the structure and walls and to maintain the structure in a weather tight condition. 

Ensure that protection is in place and water tight before ending day's work. 

2. Be prepared for unexpected weather changes so that temporary protection can be 

quickly installed. 

3. Provide, erect, and maintain temporary barriers and security devices. Prevent spread 

of dust, odors, and noise to permit continued Owner’s occupancy. Refer to 

Specification Section 015600. 
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4. Provide protection on existing surfaces and features to remain. Secure protection to 

prevent wind events from shifting or moving temporary protection. Securement 

methods shall not penetrate the surfaces or features. Protection shall define the path 

over which demolished material will be transported. 

5. Conduct demolition operations and remove debris to ensure minimum interference 

with the interior of the structure, roads, streets, walks, adjacent structures, and 

utilities. 

6. Conduct operations with minimum interference to public or private accesses. 

Maintain protected egress and access at all times. 

7. Protect existing landscaping materials, structures, and utilities which are not to be 

demolished. 

3.3 DEMOLITION REQUIREMENTS 

A. Coordinate regular removal and replacement of filled dumpsters from the job site during 

off hours only, unless pre-approved by the Owner in advance. 

B. Do not remove any part of the work that will leave the remaining work unstable, until 

adequate temporary bracing and shoring have been provided, or until permanent bracing 

or construction is in place. Cease operations immediately if adjacent structures appear 

to be in danger. Notify Owner and authority having jurisdiction. Do not resume 

operations until directed. 

C. If deteriorated materials, not intended for removal, are encountered during demolition, 

stop all work in that area and notify the Owner immediately. 

D. Demolish and remove existing construction to the extent required and as indicated. Use 

methods required to complete work within limitations of governing regulations and as 

follows: 

1. Where required, neatly cut materials to be removed. Use cutting methods least likely 

to damage construction to remain or adjoining construction. To minimize disturbance 

of adjacent surfaces, use hand or small power tools designed for sawing or grinding, 

not hammering, and chopping. Temporarily cover openings to remain. 

2. Remove temporary work. 

E. Explosives: The use of explosives will not be permitted. 

3.4 DISPOSAL OF DEMOLISHED MATERIALS 

A. General: except for items to be salvaged, etc, remove demolished materials from project 

site and legally dispose of them in an EPA approved landfill. 

1. Do not allow demolished materials to accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent 
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surfaces and areas. 

3. Remove debris from elevated portions of structure by chute, hoist, or other device 

that will convey debris to grade level in a controlled descent. 

B. Separate recyclable demolished materials from other demolished materials to the 

maximum extent possible.  Separate recyclable materials by type. 

1. Provide containers or other storage method for controlling recyclable materials until 

they are removed from Project site. 

2. Stockpile processed materials on site without intermixing with other materials.  Place, 

grade, and shape stockpiles to drain surface water.  Cover to prevent windblown 

dust. 

3. Stockpile materials away from demolition area. Do not store within the drip lines of 

remaining trees. 

4. Store components off the ground and protect from the weather. 

5. Transport materials off Owner’s property and legally dispose of them. 

C. Remove from site and legally dispose of debris, rubbish, and other materials resulting 

from demolition operations. 

D. Burning of removed materials will not be permitted on the site. 

3.5 PATCHING AND RESTORATION 

A. Neatly patch and finish disturbed existing surfaces damaged by demolition. 

B. Verify all patch locations, methods, and procedures with Engineer prior to beginning 

repairs. 

3.6 STORM DRAINAGE MAINTENANCE 

A. Maintain all drains during construction. Keep free and clear of debris to allow for proper 

drainage. Construction and construction barriers should not impede normal site 

drainage. 

3.7 CLEANING 

A. Clean adjacent floor and wall surfaces to remove dust, dirt, debris, sludge, etc., 

regardless of existing conditions prior to demolition. 

 

END OF SECTION 
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DIVISION 03 – CONCRETE 

SECTION 030100 

CONCRETE REPAIRS 

 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Slab repairs. 

b. Repairs of precast concrete stadium members. 

c. Overhead repairs to beams and tee stems. 

d. Stair repairs  

e. Miscellaneous repairs indicated on the Drawings. 

B. Related Sections 

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedures. 

3. Section 015600: Barriers. 

4. Section 024119: Selective Structure Demolition. 

5. Section 221400: Drains and Piping. 

C. Unit Prices 

1. Unit prices are taken for the work items listed in Section 012200, for the quantity 

measurements listed in Section 012900. 

2. Include in the lump sum bid the quantities in Section 012200. 

3. Final adjustment to the contract amount will depend on actual quantities of repair 

performed. 

4. Repair quantities will be determined by measurements made jointly by the owner or 

its representative and the contractor. The contractor will record the measurements with 

both parties signing the record to attest to its accuracy. 

1.2 REFERENCES 

A. American Concrete Institute (ACI) 

1. ACI 301 - Specification for Structural Concrete for Buildings. 
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2. ACI 305R - Hot Weather Concreting. 

3. ACI 306R - Cold Weather Concreting. 

4. ACI 318 - Building Code Requirements for Reinforced Concrete. 

B. American Society for Testing and Materials (ASTM) 

1. ASTM A185 - Specification for Steel Welded Wire, Fabric, Plain, for Concrete 

Reinforcement. 

2. ASTM A615 - Specification for Deformed and Plain-Billet Steel Bars for Concrete 

Reinforcement. 

3. ASTM A775 - Standard Specification for Epoxy-Coated Reinforcing Steel Bars. 

4. ASTM C33 - Concrete Aggregates. 

C. Structural Steel Painting Council (SSPC) 

1. Surface Preparation Specification No. 6 (SP6) - Commercial Blast Cleaning. 

D. American Association of State Highway and Transportation Officials (AASHTO) 

1. AASHTO M182 - Specifications for Burlap Cloth Made from Jute or Kenaf. 

E. Keep a copy of the referenced specifications cited in this section in the on-site field office. 

1.3 SUBMITTALS 

A. Submit literature for manufactured products, including manufacturer's specifications, test 

data and installation instructions. 

B. Letter stating this Contractor and supplier are familiar with the referenced standards. 

C. Resume meeting Section 1.4.C. 

1.4 QUALITY ASSURANCE 

A. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances 

and regulations applicable to the Work in this Contract and also with all requirements of 

the National Fire Protection Association, the National Electric Code, and the Occupational 

Safety and Health Administration (OSHA).  If the above laws, codes or ordinances conflict 

with this Specification, then the laws, codes or ordinances shall govern, except in such 

cases where the Specification exceeds them in quality of materials or labor, then the 

Specifications shall be followed. 

B. Concrete that does not conform to the specified requirements, including bond to substrate, 

strength, finish and tolerances shall be subject to removal and replacement, including 

necessary preparatory work, at no additional cost to the Owner and without extension to 

the Contract Time. 

C. The applicator and its superintendent shall have the following Professional or Collegiate 

Stadium Concrete Repair and Restoration Experience. 
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1. (2 to 4) stadiums with structural and architectural concrete repair and restoration. 

2. Projects must be from within the past 5 years. 

3. Concrete work should performed on precast and cast-in-place seating areas and 

concourses. 

D. Contractor shall be responsible for restoration of other components of the Work damaged 

during placement of concrete or damaged during removal of unsatisfactory concrete. 

E. ACI 301, ACI 305R and ACI 306R are a part of the Contract Documents, are incorporated 

herein as fully as if here set forth and are referred to as General Concreting Requirements. 

1.5 WARRANTY 

A. A warranty period of two (2) years shall be provided for concrete work performed under 

this Section against defects, as determined by the Owner, including but not limited to 

debonding, excessive cracking and surface scaling. 

 PRODUCTS 

2.1 MATERIALS 

A. Fine and Coarse Aggregates 

1. Meeting requirements of ASTM C-33. 

B. Water 

1. Mixing water shall be potable meeting requirements of ASTM C-94. 

C. Pre-packed Concrete Materials 

1. Horizontal Application: Typical Repair Areas (Patch Material Type A) 

a. Plainitop 11 SCC by Mapei. 

b. SikaCrete 100 CI by Sika Corp. 

c. Deck Mix AE by US Concrete Products 

2. Vertical and Overhead Repair Areas: Trowel Grade (Patch Material Type B.1) 

a. SikaEmaco 488Cl by Sika Corp. 

b. SikaQuick VOH by Sika Corp. 

c. SikaEmaco 425 Gel Patch by Sika Corp. 

d. Planitop XS by Mapei 

e. US Thin Patch V/O by US Concrete Products 

3. Vertical and Overhead Repair Areas: Form-and-Pour (Patch Material Type B.2) 

a. Sikacrete 211 SCC Plus by Sika Corp. 

b. SikaQuick FNP by Sika Corp. 
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c. SikaEmaco440 by Sika Corp. 

d. Planitop 15 by Mapei 

e. Deck Mix FP by US Concrete Products 

D. Bar Coating 

1. Sikadur 32, Hi-Mod LPL by Sika Corp. 

2. MasterEmaco ADH 326 by Sika Corp. 

E. Bonding Agent (used for shallow floor patches if the patch is not deep enough for patch 

anchors; patch material must be placed while epoxy is still wet) 

1. Sikadur 32, Hi-Mod LPL by Sika Corp. 

F. Welded Wire Reinforcement 

1. Conforming to ASTM A185. 

2. All steel to be epoxy coated unless specifically noted otherwise on the drawings. 

G. Reinforcing Steel 

1. All reinforcing steel shall have a minimum Fy of 60 ksi. 

2. All steel to be epoxy coated unless specifically noted otherwise on the drawings. 

H. Curing Materials 

1. 10 oz. burlap meeting the requirements of AASHTO M-182. 

2. Visqueen: 6 mil polyethylene (white). 

I. Curing Compound 

1. VOCOMP-25 by W.R. Meadows. 

2. Sikagard 1315 KNS by Sika Corp. 

3. Liquid membrane forming curing compound shall conform to the requirements of 

ASTM C1315, Type 1, Class A and have data from an independent laboratory 

indicating a maximum moisture loss of 0.40 grams per square cm. when applied at a 

coverage rate of 300 square feet per gallon.  

J. Form Lumber 

1. New fire-retardant material, grade and size to adequately form, support and brace 

concrete and to provide finishes that match adjacent surfaces. 

K. Epoxy Grout 

1. Sikadur 32, Hi-Mod LPL epoxy mixed with silica sand. 

L. Patch Anchors 

1. Stainless steel mushroom head spikes by DeWalt. 
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M. Gravity Feed Crack Repair Material 

1. Rigid Epoxy 

a. Sikadur 55 SLV by Sika Corp or Similar meeting the following requirements: 

1) Type IV, Grade 1, Class C epoxy resin per ASTM C881. 

2) Maximum Viscosity = 120 cps (at 73 deg F). 

3) Minimum 28 Day Compressive Strength = 10,000 psi. 

4) Minimum Tensile Strength = 6,000 psi. 

5) Quick setting. 

 EXECUTION 

3.1 GENERAL 

A. Prior to the start of work, the Contractor shall survey areas to receive repair concrete to 

determine locations and approximate quantity of material. 

B. Prior to start of excavations, perform an on-site review of the work areas with the Owner.  

Provide a minimum of 2 working days’ notice prior to the requested review day. 

C. Prior to performing operations such as jack hammer work, the Contractor shall make a 

careful and thorough survey of the underside of the level on which he intends to work and 

shall remove all loose soffit concrete which may fall as a result of those operations.  The 

Contractor shall also be responsible for posting all signs and erecting all barricades as 

necessary to prevent pedestrians and vehicles from entering the area below hazardous 

work. 

D. During concrete removal work, Contractor shall not damage existing mild steel 

reinforcement. Mild steel reinforcement that is damaged by the Contractor, as determined 

by the Owner, shall have a new reinforcing bar the same size as the damaged bar lapped 

to each side of the damaged area. Lap lengths shall be determined by ACI 318. Cost of 

new reinforcing bar, concrete removal and patching for lap length shall be borne by the 

Contractor. 

E. It is intended that the existing reinforcement steel exposed during the work shall remain in 

place (unless noted on Drawing for removal) and undamaged during removal of the 

unsatisfactory concrete.  Tie loose reinforcement bars in place in an approved manner 

prior to placing patch mix.  If the reinforcement is deteriorated, as determined by the 

Owner, the Owner may direct that it be replaced and spliced in accordance with ACI splice 

and development requirements for reinforcement bars. Additional concrete removal may 

be required to expose undamaged reinforcing. If required, compensation will be made in 

accordance with the established Unit Prices. 

F. Concrete placement for patches or overlays on sloping surfaces shall begin on the low 

elevation end and proceed upwards to the high elevation end. 
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G. Control joints to be either tooled or sawed into concrete slab. Confirm control joint pattern 

with Owner prior a minimum of 24 hours prior to placement of concrete. Tooled joints are 

to be cut while concrete is wet. Sawed joints to be cut within 6 hours of slab placement 

before slab begins to crack.  

3.2 PREPARATION 

A. Protection 

1. Contractor shall protect all open excavations, and reinforcing therein, from damage 

due to mechanical disturbance, weather conditions or other causes. 

2. Contractor shall protect occupied areas below the work area during all phases of the 

work including removal, preparation and placement of materials. 

3. Provide barricades to close areas immediately below the work area.  Coordinate the 

time closing of required areas with the Owner. 

3.3 SLAB REPAIR PROCEDURE 

A. Refer to the Drawings for repair details. Contractor shall sound the concrete deck using 

chain drag method and hammer survey to identify the limits of deteriorated concrete within 

the Work Area. Mark with paint each area to be repaired. Location of paint marks must be 

approved by the Owner’s representative. 

B. Before removal of floor concrete within a Work Area, the Contractor and the Owner’s 

representative will record the area bounded by the paint marks. Take measurements to 

the nearest inch in such a way that results in a total plan area at each location. 

C. Contractor and Owner’s representative shall affix their signatures to each measurement 

sheet completed, attesting to the agreed-upon accuracy of the measurements. Furnish 

copies of measurement sheets to both parties for their records. 

D. Sum and calculate the total repair area to yield total square feet. Measurements are the 

sole basis for calculation of final payment, based upon the item’s unit price. Refer to 

Section 012200 and Section 012900. Base unit price on the area of the repair and the 

depths indicated on the repair details. 

E. Remove floor concrete within the Work Area by conventional chipping methods. 

F. Conventional Chipping Method 

1. In post-tensioned structures, Contractor shall take caution to not cut or damage 

existing post-tensioning tendons or wires.  Locate cables prior to beginning repairs.  

Damage shall be repaired as directed by Engineer at no cost to the Owner. 

2. Sawcut the concrete deck surface along the perimeter of the paint marks which define 

the removal area. Do not cut existing reinforcement. Depth of saw cuts shall be 3/4 

inch. Cut perimeter of removal area before beginning chipping hammer work.  Do not 

over cut corners of patch area. 
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3. Perform concrete removal with no larger than 18 pound chipping hammers.    

4. Begin concrete removal at the center of the removal area and work towards the sawcut 

perimeter.  Maintain vertical sawcut edge at perimeter. Re-saw if necessary, to 

maintain required edge. 

5. Contractor shall use due diligence to perform concrete chipping operation in a manner 

to avoid punching through slab.  Means such as utilizing wide chipping blades and 

performing chipping procedures on a low angle are recommended. 

G. The surface of the sound, exposed concrete shall be relatively flat with 1/4” amplitude over 

the repair area for new concrete patches and overlays. Contractor is responsible for 

ensuring that the final concrete repair area is sound. 

H. Within 24 hours of concrete repair material placement, media blast the excavation and the 

immediately adjacent surface. Reinforcing steel shall be cleaned to a SSPC-SP6 condition 

unless otherwise indicated. 

I. After completion of all cleaning operations, blow-out excavations with oil-free and water-

free compressed air. Previously cleaned excavations that are subjected to contamination 

must be re-cleaned. 

J. The Owner will inspect excavations prior to coating reinforcing steel.  Final touch-up of 

excavations and reinforcing steel shall be performed before proceeding. 

K. Within 8 hours after cleaning, coat all surfaces of exposed steel with one coat of bar 

coating. Allow coating to become tack free before proceeding with second coat. 

L. Apply second coat of bar coating to previously coated steel.  Do not apply coating to 

substrate or allow coating to puddle in low areas of excavation. 

M. Thoroughly saturate all concrete surfaces to be in contact with new concrete as necessary 

to provide a saturated surface dry condition. 

N. Just prior to concrete placement blow-down area with oil-free compressed air to remove 

standing and puddled water. 

O. Place Patch Material Type A in the excavations.  Vibrate new patch material to ensure 

consolidation in maximum-depth areas and at the excavation’s perimeter. Screed material 

flush with adjacent surfaces and finish with a float or light trowel. 

P. Specified Finish to Receive Traffic Coating: 

1. Slabs to receive future waterproofing membrane or insulation with topping slabs shall 

have a floated finish in accordance with ACI 301 5.3.4.2. 

Q. Specified Finish to be Exposed: 

1. Exterior areas exposed to vehicular or pedestrian traffic to receive a float and then 

light broom finish in accordance with ACI 301 5.3.4.2.  Finish slabs to a manual 

straightedge ‘conventional’ tolerance per ACI 117 (1/2 in. in 10 feet) and provide 
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positive drainage with no “ponds” greater than 6 in. in diameter.  Do not “over finish” 

slabs. 

R. After finishing, fog concrete surfaces with water using approved fog spray device (hose 

not permitted) to prevent surface drying prior to start of curing. 

S. Cure Patch Material Type A in accordance with manufacturer’s written instructions. 

T. After patch material has cured, grind perimeter of patch repair to provide a smooth 

transition between existing concrete and new concrete.  Voids at perimeter of the patch to 

be repaired as directed by the Owner. 

3.4 OVERHEAD AND VERTICAL REPAIR PROCEDURE 

A. Refer to the Drawings for repair details. Contractor shall sound overhead and vertical 

concrete surfaces using hammer sounding techniques to identify the limits of deteriorated 

concrete within the Work Area. Mark with paint each area to be repaired. Location of paint 

marks must be approved by the Owner’s representative. 

B. Before removal of overhead or vertical concrete within a Work Area, the Contractor and 

the Owner’s representative will record the area bounded by the paint marks. Take 

measurements to the nearest inch in such a way that results in a total plan area at each 

location. 

C. Contractor and Owner’s representative shall affix their signatures to each measurement 

sheet completed, attesting to the agreed-upon accuracy of the measurements. Furnish 

copies of measurement sheets to both parties for their records. 

D. Calculate and sum the total repair area to yield total square feet. Measurements are the 

sole basis for calculation of final payment, based upon the item’s unit price. Refer to 

Section 012200 and Section 012900. Base unit price on the area of the repair and the 

depths indicated on the repair details. 

E. Remove concrete within the Work Area by conventional chipping methods. 

F. Conventional Chipping Method: 

1. In post-tensioned structures, Contractor shall take caution to not cut or damage 

existing post-tensioning tendons or wires.  Damage shall be repaired as directed by 

Engineer at no cost to the Owner. 

2. Saw cut the concrete surface along the perimeter of the paint marks which define the 

removal area. Do not cut existing reinforcement. Depth of saw cuts shall be 1/2 inch. 

Cut perimeter of removal area before beginning chipping hammer work.  Do not over 

cut corners of patch area. 

3. Perform concrete removal with no larger than 18-pound chipping hammers. 

4. Begin concrete removal at the center of the removal area and work towards the saw 

cut perimeter.  Maintain vertical saw cut edge at perimeter.  Resaw if necessary, to 
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maintain required edge. 

5. Contractor shall use due diligence to perform concrete chipping operation in a manner 

to avoid punching through a slab.  Means such as utilizing wide chipping blades and 

performing chipping procedures on a low angle are recommended. 

G. The surface of sound, exposed concrete shall be relatively flat with a ¼” amplitude over 

the repair area.  Contractor is responsible for ensuring that the final concrete repair area 

is sound. 

H. Within 24 hours of concrete repair material placement, media blast the excavation and the 

immediately adjacent surface. Reinforcing steel shall be cleaned to a SSPC-SP6 condition 

unless otherwise indicated. 

I. After completion of all cleaning operations, blow-out excavations with oil-free and water-

free compressed air. Previously cleaned excavations that are subjected to contamination 

must be re-cleaned. 

J. The Owner will inspect excavations prior to coating reinforcing steel.  Final touch-up of 

excavations and reinforcing steel shall be performed before proceeding. 

K. Within 8 hours after cleaning, coat all surfaces of exposed steel with one coat of bar 

coating. Allow coating to become tack free before proceeding with second coat. 

L. Apply second coat of bar coating to previously coated steel.  Do not apply coating to 

substrate. 

M. Maintain all concrete surfaces of repair areas in a wet condition to provide a surface 

saturated dry condition. 

N. Just prior to material placement, blow-down area with oil-free compressed air to remove 

any standing water near vertical repair locations. 

O. Place Patch Material Type B in the excavations per manufacturer’s written instructions.  

Vibrate new patch material at vertical repairs to ensure consolidation in maximum-depth 

areas.  Screed material flush with adjacent surfaces and finish with a light trowel. 

P. After finishing, fog concrete surfaces with water using approved fog spray device (hose 

not permitted) to prevent surface drying prior to start of curing. 

Q. Cure Patch Material Type B in accordance with manufacturer’s written instructions. 

R. Remove forms after patch material has cured.  Grind perimeter of patch repair to provide 

a smooth transition between existing concrete and new concrete.  Voids at perimeter of 

the patch to be repaired as directed by the Owner. 

3.5 FIELD QUALITY CONTROL 

A. All excavations shall be inspected and approved prior to placing concrete.  The Contractor 

shall notify the Owner 2 working days in advance of required inspection. 

B. Notify the Owner at least 2 working days prior to placing concrete. 
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C. Acceptance of Structure 

1. Acceptance of Structure shall be in accordance with ACI 301 Chapter 18. 

2. Contractor shall bear all costs of correcting rejected work, including the cost of Owner's 

services thereby made necessary. 

3.6 CLEANING 

A. Empty containers shall be removed from the structure at the end of each working day.  

Cloths soiled with adhesive materials that might constitute a fire hazard shall be placed in 

suitable metal safety containers or shall be removed from the structure at the end of each 

working day.  Special care shall be taken in storage of disposal of flammable materials.  

Comply with health, fire and environmental regulations. 

B. All spilled materials shall be completely removed from hardware, adjacent floor areas, 

metal work, etc.  Remove spilled coating by approved methods. 

C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed 

during preparation of adhesive materials installations. 

D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left 

clean and free of all construction dust, dirt and debris. 

 

END OF SECTION 
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DIVISION 04 MASONRY 

SECTION 040100 

MASONRY REPAIR 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. CMU Repointing  

b. CMU Replacement 

B. Related Sections 

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedures. 

3. Section 015600: Barriers. 

4. Section 024119: Selective Structural Demolitions. 

1.2 REFERENCES 

A. The Masonry Society (TMS) 

1. TMS 402 – Building Code Requirements for Masonry Structures, current edition. 

2. TMS 602– Specifications for Masonry Structures, current edition. 

B. American Society for Testing and Materials (ASTM) 

1. ASTM C91 – Standard Specification for Masonry Cement. 

2. ASTM C144 – Standard Specification for Aggregate for Masonry Mortar. 

3. ASTM C150 – Standard Specification for Portland Cement. 

4. ASTM C207 – Standard Specification for Hydrated Lime for Masonry Mortar. 

5. ASTM C270 – Standard Specifications for Mortar in Unit Masonry. 

C. Brick Institute of America (BIA) 

1. Technical Note 20 – Cleaning Brick Masonry. 

2. Technical Note 46 – Maintenance of Brick Masonry. 

1.3 DEFINITIONS 

A. “Defective mortar” as used herein means mortar joints that are loose, crack, split, spalled, 

delaminated, soft, or missing. 
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B. “Hairline crack” as used herein means cracks measuring less than 1/32 inch limited to the 

surface of the masonry unit. 

C. “Tight crack” as used herein means cracks measuring less than 1/16 inch limited to the 

surface area of the masonry unit. 

D. “Masonry foreman” as used herein means technically competent employee identified as 

supervising all masonry work included in this Specifications section and the Drawings. 

1.4 SUBMITTALS 

A. Mason 

1. Resume of Mason’s foreman. 

1.5 QUALITY ASSURANCE 

A. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, 

and regulations applicable to the Work in this Contract and also with all requirements of 

the National Fire Protection Association, the National Electric Code, and the Occupational 

Safety and Health Administration (OSHA).  If the above laws, codes, or ordinances conflict 

with this Specification, then the laws, codes or ordinances shall govern, except in such 

cases where the Specification exceeds them in quality of materials or labor, then the 

Specifications shall be followed. 

B. Bidder's Qualifications 

1. Contractor shall have at least 5 years’ experience doing work of scope and size 

specified herein and indicated on Drawings. 

2. Mason’s foreman shall have supervised at least three prior projects of similar 

magnitude and type. 

C. Regulatory Requirements 

1. Comply with applicable laws, ordinances, and the Ohio Building Code. 

2. Comply with the referenced standards above. 

D. Installation 

1. Mason’s foreman shall be on site during 90% of all masonry work. Masonry work 

identified as not being installed under the direct supervision of Mason’s foreman shall 

be subject to removal and replacement, at the direction of the Owner. 

E. Mock-up 

1. Mason’s foreman and crew assigned to project to complete all mock-ups. All masons 

working on the job are to review the approved mock-ups prior to beginning work on 

the project. 

2. Repointing 

a. Provide mock-up of repointing in an area 3’-0” x 3’-0”. Owner to locate mock-up 
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area. 

b. Mock-up to demonstrate cleaning of joint, installation of new mortar, and mortar 

color and texture. 

c. Approved mock-up to be maintained as reference. 

F. Single-Source Responsibility for Mortar Materials: Obtain mortar ingredients of a uniform 

quality, including color for exposed masonry, from one manufacturer for each cementitious 

component and from one source or producer for each aggregate. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Packing, Shipping, Handling and Unloading 

1. Deliver materials to job site in sealed, undamaged containers/packaging. 

B. Storage and Protection 

1. Protect materials in a dry place, off ground and under cover to protect them from 

wetting, staining, chipping, and other damage. 

2. Do not use materials showing evidence of water or other damage. 

1.7 PROJECT CONDITIONS 

A. Environmental Requirements 

1. Repoint mortar joints and repair masonry only when air temperature is between 40 

and 80 degrees F and is predicted to remain so for at least 72 hours after completion 

of work. 

2. Cold weather requirements: The temperature of the masonry wall must be above 32 

degrees F.  

a. Mortar should be heated and maintained above freezing temperatures until at least 

72 hours after completion of the work.  

b. Enclosure requirements for installation are temperature-based as follows: 

1) Below 20 degrees F: Provide enclosure for work area and heat source to 

maintain temperature above 32 degrees F. 

2) 20-25 degrees F: Provide heat source and windbreaks on both sides of 

masonry under construction 

c. Enclosure requirements for protection of completed masonry are as follows: 

1) Below 20 degrees F: Provide enclosure and supplemental heat to maintain 

masonry temperature above 32 degrees F for 72 hours after construction. 

2) 20-25 degrees F: Protect completed masonry with insulating cover for 72 hours 

after construction. 

3) 25-32 degrees F: Completely enclose masonry with cover for 72 hours after 
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construction. 

4) 32 to 40 degrees F: Protect completed masonry with cover for 72 hours after 

construction. 

3. Hot weather requirements: Protect masonry repair and mortar-joint pointing when 

temperature and humidity conditions produce excessive evaporation of water from 

mortar and repair materials. The temperature of the masonry wall must be below 90 

degrees F before pointing or patching can be installed. Provide artificial shade and 

wind breaks and use cooled materials as required. 

4. Conform to manufacturer's specific requirements. 

1.8 WARRANTY 

A. Provide two (2) year warranty on all workmanship and materials unless otherwise 

specified. 

PART 2 PRODUCTS 

2.1 MATERIALS 

A. Mortar 

1. Prepackaged Mortar: ASTM C270 and ASTM C1329, type N. 

a. Acceptable Manufactures 

1) WORKRITE Cements, York, PA. 

2) Spec Mix – Mortar Cement & Sand, Eagan, MN. 

3) Fairborn Cement, Xenia, OH. 

2. Prepackaged Portland Cement Lime Mortar: Type N cement-lime mortar per ASTM 

C270 containing: 

1) Portland Cement per ASTM C150 Type I or II, non-staining grey or white (as 

appropriate). 

2) Hydrated lime per ASTM C207, Type S. 

b. Acceptable Manufacturers 

1) Holcim. 

2) Quickcrete. 

3) Spec Mix. 

3. Mortar Aggregate: ASTM C144, standard masonry type. 

4. Water: Clean and potable. 

5. Mortar Color: As selected by Owner from manufacturer’s standard colors to match 

existing. 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Masonry Repair 

040100 - 5 

6. Masonry cements are prohibited.  

B. Masonry Cleaner 

1. General Masonry Cleaner 

a. Enviro Klean SafRestorer by Prosoco. 

b. 101G by Diedrich Technologies. 

2. Repointing Cleaner 

a. ProSoCo., Inc., Sure Klean Vana Trol. 

b. Diedrich Technologies, 202V Vana-Stop. 

2.2 MIXES 

A. Mortar 

1. Batch Control: Measure and batch materials either by volume or weight, such that the 

required proportions for mortar can be accurately controlled and maintained. 

Measurement of sand materials by shovel will not be permitted. 

2. Mix mortars with the maximum amount of water consistent with workability to provide 

maximum tensile bond strength within the capacity of the mortar. 

3. Do not use mortar that has begun to set, or if more than 2 hours has elapsed since 

initial mixing. Retemper mortar during 2-hour period as required to restore workability. 

4. Do not lower freezing point of mortar by use of admixtures or anti-freezing agents. 

5. Chloride containing additives are prohibited. 

6. Air content shall not exceed 12 percent. 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Prior to the start of work, examine surfaces intended to receive the specified work and 

note conditions or defects that will adversely affect the execution and/or quality of the 

work. 

B. Notify Owner in writing of any such conditions or defects. Do not begin work until 

unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work 

constitutes acceptance by Contractor of the surfaces and conditions under which the work 

is to be performed, and acceptance by Contractor for the performance of the work. 

C. Prior to the start of all masonry repairs within a work area, clean all brick and mortar 

surfaces with general cleaner to remove existing dirt and stains from facade. 

3.2 PREPARATION 

A. Protection 
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1. Provide temporary protection during the course of the work to prevent water entry into 

the structure and walls and to maintain the structure in a weather tight condition. 

Ensure that protection is in place and watertight before ending day's work. 

2. Be prepared for unexpected weather changes so that temporary protection can be 

quickly installed. 

3. Protect all existing adjacent surfaces that are to remain and are not included in the 

work of this Section. 

4. Provide safeguards from work of this Section for pedestrian traffic and adjacent 

property. Do not permit drift of dust or liquids.  

5. Use safeguards recommended by manufacturers of products specified herein for 

personnel handling and applying said materials. 

6. Protect surrounding areas from construction activities, dirt, dust, and debris. 

3.3 MASONRY REPOINTING 

A. During the repointing of joints, enlarge any voids or holes, except weep holes, and 

completely fill with mortar. 

B. Remove mortar in joints to a minimum depth per detail, but not less than that required to 

reach sound existing mortar. Do not remove mortar to a depth of more than half the 

thickness of the stone. The back reveal of the joint shall be square, and mortar shall be 

fully removed from the face of the joint.  Remove mortar with hammer and chisel or with 

grinders equipped with integral dust extraction system. Dust and debris created by mortar 

removal must be contained and collected. Do not damage or spall edges of adjacent brick 

or stones or widen joints. 

C. When mortar removal is complete, hand wire bush joint and remove remaining residual 

dust and loose material by vacuuming. 

D. Premoisten joint and install new mortar. Pack tightly in two, 3/8-inch layers. Where depth 

of new mortar exceeds one inch, install in maximum 3/8-inch layers. 

E. When mortar is thumbprint hard, cut any excess mortar from the edge of the joint with a 

trowel or raking tool. Finish to a smooth, compact, joint to match existing joint textures. 

F. Remove excess mortar and mortar smears as work progresses. Dry brush at the end of 

each day's work. Do not allow excess mortar or mortar smears to dry on the face of new 

or existing brick. 

G. Hairline cracking within the mortar or mortar separation at edge of a joint is unacceptable. 

Completely remove such mortar and repoint. 

3.4 CLEANING 

A. General 

1. Prior to cleaning review with manufacturer’s representative masonry substrate 
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condition. Notify Engineer immediately if conditions exist that may be detrimental to 

the success of the cleaning and possible damage to substrate.  

2. Clean all face brick with cleaning solution per manufacturer's recommendations and 

instructions. 

a. Comply with BIA Technical Note 20 for cleaning of brick. 

b. Provide a general and masonry repair cleaning. 

3. Protect structure surfaces and landscaping below during cleaning. 

4. Provide adequate protection of all surrounding surfaces not intended to be cleaned 

from damage (surface blemish, staining, etching, etc.) due to preparation and cleaning 

procedures. Repair damage at no cost to the Owner. 

5. Provide adequate protection of adjacent brick not being cleaned during a specific 

cleaning operation. Repair damage at no cost to the Owner. 

B. Masonry Repair Cleaning 

1. Unless noted otherwise, clean all brick surfaces with repointing cleaner to remove 

excess mortar, mortar smears and stains after completion of repointing and repair 

work. 

2. Use non-metallic tools in cleaning operations. Remove large pieces of mortar using 

wood paddles and scrappers. 

3. Clean areas of new mortar no earlier than 7 days nor later than 28 days after 

completion of work. 

4. Clean ground area of masonry materials, rubble, and debris. 

 

END OF SECTION 
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DIVISION 05 – METALS 

SECTION 055000 

MISCELLANEOUS METALS 

 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Stadium seating supplemental steel. 

B. Related Sections 

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedure. 

3. Section 015600: Barriers. 

4. Section 030100: Concrete Repairs. 

C. References 

1. The following codes and standards are hereby incorporated as part of the Project 

Specifications.  These codes and standards including all supplements, apply to all 

miscellaneous metal work as if fully reproduced herein.  Modifications in this 

Specification when in conflict with the referenced codes and standards, shall take 

precedence over the referenced codes and standards. 

a. AISI Code of Standard Practice for Steel Buildings and Bridges, including the 

Commentary on the Code of Standard Practice. 

b. AISC Code of Standard Practice for Steel Buildings and Bridges. 

c. American Welding Society (AWS) Structural Welding Code – Steel. 

d. ASTM A6 – General Requirements for Delivery of Rolled Steel Plates, Shapes, 

Sheet Piling and Bars for Structural Use. 

e. ASTM A123 – Zinc (Hot Dipped Galvanized) Coatings on Iron and Steel. 

f. ASTM A153 – Zinc Coating (Hot Dipped Galvanized) on Iron and Steel Hardware. 

D. Structural Steel Painting Council (SSPC) 

1. Surface Preparation Specification No. 6 (SP6) – Commercial Blast Cleaning. 

1.2 SUBMITTALS 

A. Submit literature for manufactured products, including manufacturer's specifications, test 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Miscellaneous Metals 

055000 - 2 

data and installation instructions. 

B. Submit shop drawings for review of all fabricated items.  Include complete details and 

schedules. Submit field measurements of existing conditions with shop drawings. 

1.3 QUALITY ASSURANCE 

A. Steel Fabricator shall have not less than 5 years’ experience in the fabrication of 

miscellaneous steel. 

B. All welders, welding operators, tackers and inspectors shall be fully qualified in 

accordance with the requirements of the American Welding Society for the type of work 

they are to perform.  Copies of certification shall be submitted prior to performing that 

work. 

C. Modifications to the AISC Code of Standard Practice 

1. Restoration drawings and details are to be used in place of more detailed structural 

steel plans.  Requirements for structural steel work may be shown on restoration 

drawings and details. 

2. Contract drawings may be made to a scale less than 1/8-inch to the foot.  With 

approval, shop drawings may also be made to a lesser scale. 

3. Section 4.2 is to be replaced with the following sections: 

4.2 Review of Shop Drawings - Shop drawings shall be made by the Contractor 

and submitted to the Owner for review.  The Owner will endeavor to complete 

his review of a shop drawings submittal within 7 days of his receipt of a 

submittal.  Shop drawings shall be returned noted: “No exceptions noted”, or 

“Exceptions noted”, or “Exceptions noted:  revise and resubmit”.  Fabrication 

of material before the receipt of shop drawings for that material noted “No 

exceptions noted” shall be at the Contractor’s risk. 

4.2.1 Review of shop drawings does not relieve the Contractor of the responsibility 

for: accuracy of detail dimensions: the general fit-up of parts to be assembled 

in the field; the ability to erect the material; the adequacy of any members or 

connections designed by the Contractor. 

4.2.2 Any notations by the Owner made on the shop drawings do not authorize 

additional compensation for the Contractor without the issuance of a formal 

change order. 

D. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances 

and regulations applicable to the Work in this Contract and also with all requirements of 

the National Fire Protection Association, the National Electric Code, and the Occupational 

Safety and Health Administration (OSHA).  If the above laws, codes or ordinances conflict 

with this Specification, then the laws, codes or ordinances shall govern, except in such 

cases where the Specification exceeds them in quality of materials or labor, then the 
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Specifications shall be followed. 

1.4 MATERIAL STORAGE AND HANDLING 

A. Protect metal from damage and deterioration. 

B. Support continuous lengths of material as necessary to keep from deflecting and bending. 

C. Store material off ground and keep covered and out of weather. 

1.5 WARRANTY 

A. A warranty period of five (5) years shall be provided for all miscellaneous metals and 

installation work performed under this Section, against defects, as determined by the 

Owner, including but not limited to weld failures, rust formation at field galvanized or 

painted surfaces, and embedment failures.  

 PRODUCTS 

2.1 MATERIALS 

A. Wide Flange Shapes: ASTM A992. 

B. Rolled Steel Plates, Shapes and Bars: ASTM A572 Grade 50. 

C. Steel Pipe: Steel pipe conforming to ASTM A53, Type E or S, Grade B. 

D. Steel Tubes: ASTM A500, Grade B 

E. Expansion Anchors: Stud Type 

1. Stud type with wedge meeting requirements of Federal Specification A-A 1923A, Type 

4.  Hot dip galvanized material. 

2. Basis of Design: Kwik Bolt TZ2 Expansion Anchor by Hilti. 

F. Adhesive Anchors 

1. Injectable adhesive shall be used for installation of steel reinforcing dowels or threaded 

anchor rods into new or existing solid base materials, such as concrete, grout, stone 

or solid masonry.  Only injection tools and static mixing nozzles as recommended by 

manufacturer shall be used. 

2. Basis of Design: HIT HY 200 Injection Adhesive Anchors by Hilti. 

G. Threaded Fasteners 

1. Steel Framing: High strength, heavy hexagon structural bolts, heavy hexagon nuts and 

hardened washers, quenched and tempered medium-carbon steel, complying with 

ASTM A325. 

2. All-Thread Bars: Stainless steel, fully threaded bars meeting AISI 316. 

H. Welding:  The Contractor shall determine, in accordance with AWS requirements, and 

submit to the Owner review, appropriate welding materials and procedures for the base 

metals involved for all welding in both new and existing structures. 
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I. Galvanizing 

1. All materials, unless indicated “painted” or “plain”, shall be hot dipped galvanized with 

a zinc coating of 2.00 oz./S.F. after fabrication conforming to ASTM A123. 

2. Coating disturbed due to installation, welds and abraded areas shall be power tool 

cleaned and receive a spot coat of galvanizing repair paint applied per manufacturer’s 

instructions. 

J. Galvanizing Repair Paint 

1. ZRC Cold Galvanizing Compound by ZRC Chemical Products Company. 

2. LPS Cold Galvanize Corrosion inhibitor by LPS Laboratories, Inc. 

2.2 FABRICATION 

A. General 

1. Fabricate items in accordance with AISC Specifications and as indicated on the final 

shop drawings. 

2. Properly mark and match-mark materials for field assembly.  Fabricate for delivery 

sequence which will expedite installation and minimize field handling of materials. 

3. Where finishing is required, complete the assembly, including connections and 

welding of units, before start of finishing operations. 

4. Mill all surfaces in contact bearing. 

B. Connections 

1. Provide welded shop connections unless otherwise shown.  Grind smooth and flush 

all welds to match curve of joints.  Grind welded area to remove weld flux, slag, and 

spatter. 

2. Provide field bolted or field welded connections as indicated. 

3. Comply with AWS Code for procedures, appearance and quality of welds, and 

methods used in correcting welding work.  Assemble and weld sections by methods 

which will produce true alignment of axis without warp. 

C. Surface Preparation 

1. After inspection and before shipping, clean all metal fabrications to be painted or 

galvanized.  Remove loose rust, mill-scale, and splatter.  Clean metal fabrications in 

accordance with SSPC SP-6. 

2. Immediately after surface preparation, apply to all painted metal fabrications primer 

paint in accordance with paint manufacturer’s written instructions.  Use painting 

methods which will result in full coverage of joints, corners, edges, and all exposed 

surfaces.  No sags or runs permitted on steel that will be exposed in the finish work.  

Do not shop paint items to be galvanized. 
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3. Clean and touch-up with galvanizing repair paint all abrasions on galvanized items 

before shipment. 

 EXECUTIONS 

3.1 EXAMINATION AND PREPARATION 

A. Field measure all existing dimensions and be aware of all existing conditions which relate 

to the work prior to fabrication.  Items fabricated without prior field verification shall not be 

the responsibility of the Owner and the Contractor shall fabricate new items at no 

additional cost to the Owner and no time extension shall be granted. 

B. Examine the areas and conditions under which the work is to be installed and notify the 

Owner in writing of conditions detrimental to the proper and timely completion of the work. 

C. Do not proceed with the work until unsatisfactory conditions have been corrected in a 

manner acceptable to the Engineer. 

3.2 INSTALLATION 

A. Comply with AISC Specifications and Code of Standard Practice, and with specified 

requirements. 

B. Provide erection equipment, hoists, temporary shoring and bracing, and other equipment 

required for proper and safe erection of the work.  Do not remove temporary members 

and connections until permanent construction required to make installation self-supporting 

is in place and final connections are made. 

C. Provide temporary planking and working platforms as required and as necessary to 

complete the work effectively and safely. 

D. Field Assembly 

1. Set metal fabrications accurately to the lines and elevations indicated.  Align and adjust 

the various members forming a part of a complete installation before permanently 

fastening.  Perform necessary adjustment to compensate for discrepancies in 

elevations and alignment. 

2. After metal fabrications installations are complete, foul threaded anchors. 

E. Following installation of metal fabrications clean all mud, dirt and debris accumulated 

during installation.  Inspect all items for abrasions and touch up with specified primer. 

 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 071401 

HOT FLUID APPLIED WATERPROOFING 

PART 1 GENERAL 

1.1 GENERAL REQUIREMENTS 

A. Bidding and Contract Requirements of the specifications and drawings govern the Work 

of this Section.  Provide materials, labor, equipment, and services necessary to furnish, 

deliver and install Work of this Section as shown on Drawings, as specified or as 

required by job conditions. 

B. Coordinate Work with that of other trades affecting or affected by Work of this Section 

and cooperate to assure the steady progress of Work. 

1.2 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Hot-applied waterproofing system.  

b. Preparation and cleaning of substrates.  

c. Crack, joint, and other detailing work.  

d. Waterproofing system including waterproofing membrane, protection course, 

and drainage board.  

e. Testing of completed waterproofing system.  

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 071810: PMMA Membrane. 

4. Section 077699: Concrete Pavers and Pedestals. 

1.3 REFERENCES 

A. American Society for Testing and Materials (ASTM) 

1. ASTM A-666 – Standard Specification for Annealed or cold-Worked Austenitic 

Stainless Steel Sheet, Strip, Plate and Flat Bar. 

2. ASTM C-1306 – Standard Test Method for Hydrostatic Pressure Resistance of a 

Liquid-Applied Waterproofing Membrane 
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3. ASTM D-36 – Standard Test Method for Softening Point of Bitumen (Ring-and-Ball 

Method) 

4. ASTM D-92 – Standard Test Method for Flash and Fire Points by Cleveland Open Cup 

Method. 

5. ASTM D-412 – Standard Test Method for Vulcanized Rubber and Thermoplastic 

Elastomers – Tension 

6. ASTM D0471 – Standard Test Method for Rubber Property – Effect of Liquids 

7. ASTM D-624 – Standard Test Method for Strength of Conventional Vulcanized Rubber 

and Thermoplastic Elastomers 

8. ASTM D-751 – Standard Test Method for Coated Fabrics 

9. ASTM D-896 - – Standard Practice for Resistance of Adhesive Bonds to Chemical 

Reagents 

10. ASTM D-1149 – Standard Test Method for Rubber Deterioration – Surface Ozone 

Cracking in Chamber 

11. ASTM D-1621 – Standard Test Method for Compressible Properties of Rigid Cellular 

Plastics 

12. ASTM D-1777 – Standard Test Method for Thickness of Textile Materials 

13. ASTM D-1910 – Method of Test for Construction Characteristics of Woven Fabrics 

14. ASTM D-2137 – Standard Test Method for Rubber Property – Brittleness Point of 

Flexible Polymers and Coated Fabrics 

15. ASTM D-2263 – Method of Testing Automotive Fabrics 

16. ASTM D-2523 – Standard Practice for Testing Load-Strain Properties of Roofing 

Membranes 

17. ASTM D-4263 – Standard Test Method for Indicating Moisture in Concrete by the 

Plastic Sheet Method 

18. ASTM D-4491 – Standard Test Method for Water Permeability of Geotextiles by 

Permittivity 

19. ASTM D-4632 – Standard Test Method for Grab Breaking Load and Elongation of 

Geotextiles 

20. ASTM D-4716 – Standard Test Method for Determining the (In-Plane) Flow Rate per 

Unit Width and Hydraulic Transmissivity of a Geosynthetic Using a Constant Head 

21. ASTM D-4751 – Standard Test Method for Determining Apparent Opening size of a 

Geotextile 

22. ASTM D-5329 – Standard Test Method for Sealants and Fillers , Hot-Applied, for Joints 

and Cracks in Asphaltic and Portland Cement Concrete Pavements 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Fluid Applied Waterproofing 

071401 - 3 

23. ASTM E 96 – Standard Test Method for Water Vapor Transmission of Materials 

1.4 DEFINITIONS 

A. The term "manufacturer's recommendations," or variations thereon shall mean 

"manufacturer's recommendations which are found in publications available to and 

commonly used by the general architectural and consulting professions.” 

1.5 SYSTEMS DESCRIPTION 

A. Furnish and install a completed vertical and horizontal waterproofing assembly including 

surface conditioner, a monolithic, reinforced rubberized asphaltic membrane, protection 

course/ root barrier, flashings, and drain board.  

1.6 SUBMITTALS 

A. Literature for manufactured products, including manufacturer's specifications, test data, 

installation instructions and applicator's manual. 

B. Letter of applicator approval from the manufacturer per Paragraph 1.7.B. 

C. Letters of experience per Paragraph 1.7.C. 

D. Resume of the manufacturer's on-site technical representative per Paragraph 3.5.B. 

E. Letter from manufacturer stating their system as specified is suitable for use in this 

project. 

F. Safety Data Sheets on all materials. 

G. Upon completion of the work and before final payment provide fully executed warranties. 

H. Certification from the manufacturer showing that full time quality control of production 

facility and that each batch of material is tested to insure conformance with the 

manufacturer’s published physical properties. 

I. Certification from a national independent testing laboratory acceptable to the Consultant 

and experienced in testing these types of waterproofing materials that the waterproofing 

material meets the CGSB-37.50-M89 standards for rubberized asphalt membranes, 

including applicable ASTM procedures. 

J. The plant manufacturing the waterproofing materials shall be ISO 90091-2000 approved 

as evidenced by a copy of the official certificate. 

K. Certification that all waterproofing system components are being supplied and warranted 

by a single-source manufacturer. 

1.7 QUALITY ASSURANCE 

A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 
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and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds 

them in quality of materials or labor, then the Specifications shall be followed. 

2. If the above laws, codes, or ordinances conflict with the Specification, then the laws, 

codes or ordinances shall govern, excerpt in such cases where the Specification 

exceeds them in quality of materials or labor, then the Specifications shall be 

followed. 

B. The membrane system applicator shall be approved by the manufacturer prior to the 

start of work. 

C. The applicator and its superintendent shall have the following Plaza Waterproofing Over 

Occupied Space Experience. 

1. (2 to 4) plaza waterproofing projects. 

2. Projects must be from within the past 5 years. 

3. Each project must be a minimum of 10,000 square feet. 

4. The project must show experience in both removal and replacement of hot-applied 

rubberized asphalt membrane and poly methyl-methacrylate (PMMA) membrane. 

5. Contractor must be certified by the manufacturer 

D. Membrane applicator's lead personnel shall be present for all field operation pertaining 

to this waterproofing system installation. 

E. The Owner reserves the right to request different lead personnel if, in the Owner’s 

opinion, those assigned to the project are not qualified by way of experience or ability to 

perform the Work. Comply with the Owner's request at no additional cost. 

F. Substrate Compatibility 

1. The manufacturer and contractor shall: 

a. Jointly review and inspect the substrate materials to which the new 

waterproofing membrane is intended to be applied. 

b. Perform tests as necessary to ensure compatibility and verify the absence of 

materials, visible and invisible, detrimental to the application or performance of 

the waterproofing membrane. 

c. Review materials specified elsewhere in the Construction Documents to which 

the waterproofing membrane is intended to be applied. 

2. If inspections, tests or review of materials and substrate reveal conflicts of compatibility 

with the intended waterproofing membrane provide written evidence of the 

compatibility conflict to the Owner prior to ordering of materials. 
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3. By beginning the waterproofing system (including substrate preparation), the 

Contractor accepts the responsibility for ensuring the performance of the 

waterproofing system. 

4. If the Contractor fails to submit proof of incompatible materials, and if failure of the 

waterproofing system is a result of chemical or physical incompatibilities with 

existing or specified products or materials, the Contractor is responsible for all costs 

related to correcting the deficient work and for all direct and indirect costs to the 

Owner. 

G. Testing 

1. The Owner may perform tests to ensure compliance with the Contract Documents and 

manufacturer's requirements. 

2. If tests reveal noncompliance, correct deficiencies in a manner approved by the Owner 

and the manufacturer at no additional cost. 

3. Except as otherwise specified, the Owner will pay the cost of the tests, including repair 

and patching of test areas. 

4. Where tests reveal deficiencies in the membrane materials or installation, the costs of 

the tests, and repair and patching of the test areas shall be borne by the Contractor. 

H. Air compressors shall be equipped with functional oil and water separators. 

1.8 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Deliver materials to job site in sealed, undamaged containers. Identify each container 

with the material's name, lot number and date of manufacture. 

B. Store membrane materials in a place specifically assigned for that purpose and which is 

well ventilated, lighted, and not subject to direct sunlight. 

C. Heat or cool the storage area to maintain temperatures within the range recommended 

by the membrane manufacturer. 

D. Keep membrane materials sealed in original containers when not in use. 

E. Keep storage area neat and clean. 

F. Do not overload or otherwise distress the structure. 

G. Handle membrane system materials in strict accordance with safety and weather 

limitations required by product literature or as modified by applicable rules and 

regulations of Local, State and Federal authorities having jurisdiction. 

H. When using toxic or flammable solvents, take necessary precautions as recommended 

by the manufacturer. The handling and use of toxic or flammable solvents, including 

adequate ventilation and personal protective equipment, shall conform to the 

requirements of the applicable safety regulatory agencies. 
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1.9 WARRANTY 

A. The completed installation shall be warranted by the manufacturer against defects of 

materials, and by the Contractor for defects in workmanship for a period of ten (10) years, 

beginning with the date of substantial completion for the Project. 

PART 2 PRODUCTS 

2.1 MEMBRANE MATERIALS 

A. Waterproofing Membrane: 

1. Continuously reinforced system of 215 dry mils total membrane thickness with 

coverage modifications to account for existing surface roughness. 

2. Rubberized asphalt membrane product shall contain an inert clay filler to enable the 

product to be resistant to acids (fertilizers, building washes and acid rain), and crumb 

rubber for thickness control and heat retention/workability during application. 

3. The membrane shall be a hot, fluid applied, rubberized asphalt membrane meeting 

the CGSB-37.50-M89 and ASTM standards and exhibit the following minimum 

properties: 

a. Flash Point per ASTM D-92: <500°F (261°C) 

b. Penetration per ASTM D-5329: Max. 110 mm@77°F (25°C); 187 mm @122°F 

(50°C) 

c. Flow per ASTM D-5329: 1.0 mm @ 140°F (60°C) 

d. Elasticity/Ratio of Toughness to Peak Load per CGSB-37.50-M89: 5.5 joules 

minimum 

e. Water Vapor Permeability per ASTM E-96, PROCEDURE E: 0.3 ng/Pa(s)M2 

f. Water Absorption per CGSB-37.50-M89: 0.11 grams of weight gain 

g. Low Temperature Flexibility (-25°C) per CGSB-37.50-M89: No delamination, 

adhesion loss, or cracking 

h. Low Temperature Crack Bridging Capability per CGSB-37.50-M89: No cracking, 

adhesion loss, or splitting 

i. Heat Stability per CGSB-37.50-M89: No change in viscosity, penetration, flow or 

low temperature flexibility 

j. Viscosity per CGSB-37.50-M89: 11.0 seconds 

k. Water Resistance (5 days/50°C) per CGSB-37.50-M89: No delamination, 

blistering, emulsification, or deterioration 

l. Softening Point per ASTM D-36: 180°F (82°C) 

m. Elongation per ASTM D-5329: 1000% minimum 
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n. Resiliency per ASTM D-5329: 40% minimum 

o. Bond to Concrete per ASTM D-3407: Pass at 0°F (-18°C) 

p. Resistance to Hydrostatic Pressure per ASTM C-1306: 100 psi(equals 231 foot of 

head water) 

q. Resistance to Salt Water per ASTM D-896 similar (20% sodium chloride sodium 

carbonate calcium chloride): No delamination, blistering, emulsification or 

deterioration 

r. Resistance to Fertilizer per ASTM D-896 similar (undiluted, 15/5/5, 

nitrogen/phosphorus potash): No delamination, blistering, emulsification or 

deterioration 

s. Resistance to Animal Waste 3-year exposure: No deterioration 

t. Solids Content: 100%-no solvents 

u. Specific Gravity: 1.25 

B. Surface Conditioner or Primer: As required by membrane manufacturer. Apply as 

recommended by the manufacturer. 

C. Reinforcement Sheet: Spunbonded polyester fabric with the following minimum 

requirements: 

1. Color: White 

2. Unit Weight per ASTM D-1910: 1.35 oz. /sq. yd. 

3. Elongation per ASTM D-2523: 42% 

4. Tear Strength per ASTM D-2263: 8 lbs. 

5. Breaking Strength per ASTM D-2523: 25 lbs. 

D. Flashing Material: Un-cured neoprene rubber with the following minimum requirements: 

1. Thickness per ASTM D-751: 0.060”±10%  

2. Tensile Strength per ASTM D-412, DIE C: 1205 psi 

3. Elongation per ASTM D-412, DIE C: 250 % 

4. Tear Resistance per ASTM D-624, DIE C: 125 lbs./inch 

5. Brittleness Point per ASTM D-2137: No break at -30°F 

6. Ozone Resistance per ASTM D-1149: No cracks at 7X magnification at 20% 

extension, 100 MPa, 100 hrs. at 104°F 

7. Water Absorption per ASTM D-471: -8, +2 % weight change range at 46 hrs. at 158°F 

E. Protection Course: 

1. 160 mil thick polyester reinforced, modified asphalt sheet with granular surface and 
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root inhibiting additive. Tensile strength to be >50 lbs. /in. (machine and cross 

direction at 73°F.).  

F. Adhesives and Sealants: As recommended and approved by the membrane 

manufacturer. 

G. Termination Bar: 1” wide stainless steel termination bar. Bar to be pre-punched at 6” o.c. 

to receive ¼” diameter anchors. 

H. Anchors for Termination Bar: 

1. Concrete: ¼” diameter x 1¼” lg. low profile mushroom head nail-in anchor consisting 

of a stainless steel drive pin and aluminum/zinc alloy expanding metal body. 

2. Metal: No. 12, self-drilling screw with hex washer head and zinc/chromate/organic 

corrosion resistant coating. 

I. All waterproofing membrane, protection board, root barrier, and drain board products to 

be provided by a single manufacturer. 

J. Basis of Design: Monolithic Membrane 6125 hot, fluid-applied rubberized asphalt by 

American Hydrotech, Inc. 

K. Hot Fluid-Applied Waterproofing Sealants 

1. Multi-component, unmodified, non-sag polyurethane. Verify approved products 

manufacturers with select membrane manufacturer. 

2. Minimum compression or extension of 25% of the nominal joint width without 

adhesive or cohesive failure. 

3. Primer(s) as recommended by sealant manufacturer for each substrate. 

4. Sealants in areas to be coated with membrane shall be gun grade (non-sag) unless 

otherwise noted on the Drawings or in this Section. 

PART 3 EXECUTION 

3.1 PROTECTION 

A. Do not allow construction equipment or other trades on prepared concrete substrate or 

existing waterproofing system. 

B. Do not store materials or equipment on prepared concrete substrate or existing 

waterproofing system. 

C. Do not allow construction traffic personnel to traverse across prepared concrete 

substrate or existing waterproofing system. 

3.2 PREPARATION 

A. General 

1. Perform surface preparation and cleaning procedures in accordance with this Section 
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unless the waterproofing system manufacturer has more stringent requirements. 

Apply membrane to clean, dry, prepared surfaces. 

2. Patch or detail voids and other surface defects as required providing a uniform, smooth 

substrate for the membrane application. Follow the membrane manufacturer’s 

written recommendations. 

3. Clean substrate surfaces to the standard of cleanliness required by the membrane 

manufacturer. 

4. Clean substrate surfaces free of oil, grease, loose concrete, dirt, and any other debris 

that will inhibit bond or be detrimental to the system. Leave the prepared surface 

with a uniform texture and no more than 1% of the total surface area in 

noncompliance. 

5. Do not use acids for surface preparation. 

6. Do not use water (high pressure or low pressure) for surface preparation. 

B. Existing Concrete 

1. Hand scrape to remove all remaining remnants of the previous waterproofing 

membrane not removed during demolition. 

2. Shotblast with vacuum process or grind and vacuum surfaces to remove previous 

membrane residue from the concrete surfaces. 

3. Immediately prior to waterproofing installation, clean surfaces to remove laitance and 

debris per manufacturer’s requirements. 

3.3 APPLICATION OF NEW MEMBRANE SYSTEM 

A. General 

1. Provide a total membrane system which the manufacturer recommends for this 

project. This Section specifies the minimum membrane mil thickness and system 

installation specifics required for the work. 

2. Heat and apply the membrane in accordance with the manufacturer's instructions. Use 

materials and application techniques to prevent pinholing and blistering. 

3. Terminate membrane on vertical surfaces 1/2" below the top of finish surfaces or grade 

which will be installed after the work of this Section. 

4. Mask vertical surfaces as required to protect the adjacent surface finishes. Use 

temporary steel sleeves to protect newly installed reinforcing dowels, rods and tree 

tie-down eyelets during membrane installation. 

5. Provide surface condition or primers on substrate as required by the membrane 

manufacturer. 

6. Ensure specified application rates of liquid products on vertical and steeply sloped 
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surfaces by using multiple applications of material over previous applications which 

are fully cured. 

B. Reinforced Membrane Waterproofing 

1. Refer to Specification Section 071810 Polymethyl-Methacrylate (PMMA) Membrane 

detail coats per the drawings. 

2. Provide a minimum 90 dry mil membrane coat.  

3. While membrane is hot, install reinforcing fabric and completely embed into liquid 

membrane. 

4. Provide a minimum 125 dry mils second coating of membrane, for a total reinforced 

membrane thickness including the detailing of 215 dry mils. Modify coverage to 

account for existing surface roughness. 

5. Otherwise refer to requirements of paragraph 3.3.A. 

C. Protection Course 

1. Soon as possible following second coating of membrane, provide protection board on 

the membrane in compliance with the membrane manufacturer's recommendations. 

2. Install no piece less than ten (10) square feet in size. 

3. Ensure the protection board lays flat and in contact with the membrane. 

3.4 FIELD QUALITY CONTROL 

A. Site Tests 

1. Leak Test 

a. Prior to installation of pavers, leak test membrane. 

b. Provide 3rd party testing of the membrane via electric vector potential testing, a 

non-destructive low-voltage electronic leak detection. 

2. Application Monitoring 

a. Keep at the site and maintain in proper condition an adequate number (at least 

one per application crew) of durable, wet film thickness gauges. 

b. Continuously use gauges during the application process to ensure the specified 

thickness. 

c. Owner will periodically monitor the application rates of the membrane 

components and will notify the job foreman of noted discrepancies. 

d. Owner's periodic monitoring of the application rates shall not relieve the 

Contractor of the responsibility to provide the specified membrane thickness. 

B. Manufacturer's Field Service 

1. A technically competent employee of the waterproofing membrane manufacturer (the 
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technician), not associated with the Contractor, the installation crew, product 

distributor or sales representative shall be on site before the first installation of the 

membrane system. Provide resume of experience and credentials for approval by 

the Owner. 

2. The technician shall remain on site for the length of time necessary to observe the 

preparation and installation of 50% of the waterproofing membrane system 

(including drainage board). 

3. Do not begin application of the waterproofing membrane system until the technician 

has approved the preparation, cleanliness, and surface texture of the substrate. 

4. The technician shall review all Contractor application techniques and procedures and 

shall advise the Contractor when, where and as required to obtain specification 

compliance. 

5. Owner reserves the right to request the presence of the same technician on site for 

installation of the remainder of the waterproofing membrane system or related work 

if difficulties are encountered, as determined by the Owner, at no additional cost to 

the Owner. 

6. Owner reserves the right to request a different technician if the one at the site fails to 

perform the duties herein specified. The Contractor and manufacturer shall comply 

with the Owner's request at no additional cost to the Owner. 

3.5 CLEAN-UP 

A. During the progress of the work, remove from the project all discarded materials and 

debris. 

B. Clean all surfaces affected by work of this Section and repair all damage caused to 

adjacent construction or property, at no cost to the Owner. 

C. Leave adjacent premises clean and free of construction dirt and debris which resulted 

as part of the construction process. 

D. Remove empty containers from the facility at the end of each working day. 

E. Place soiled cloths that constitute fire hazards in suitable metal safety containers or 

remove them from the site at the end of each working day. Take special care in storage 

or disposal of flammable materials. Comply with health and fire regulations. 

 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 071800 

VEHICULAR TRAFFIC MEMBRANE 

PART 1 GENERAL 

1.1 SUMMERY  

A. Section Includes thpltd.com 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Seating area medium duty traffic membrane system. 

b. Seating aisles/vomitories heavy duty traffic membrane system. 

c. Seating area medium duty traffic membrane system recoat – middle Lower Bowl 

only. 

d. Metal or concrete stair treads traffic membrane system. 

e. Metal or concrete stair tread traffic membrane system recoat. 

f. Gate 1 and Upper Concourse heavy duty epoxy membrane systems. 

B. Related Sections 

1. Section 012200: Unit Prices. 

2. Section 012300: Alternates. 

3. Section 012900: Payment Procedures. 

4. Section 015600: Barriers. 

5. Section 024119: Selective Structure Demolition. 

6. Section 030100: Concrete Repairs. 

7. Section 055000: Miscellaneous Metals. 

8. Section 079200: Sealants. 

9. Section 099100: High-Performance Coatings. 

1.2 DEFINITIONS 

A. The term "manufacturer's recommendations”, or variations thereon it shall mean 

"manufacturer's recommendations which are found in publications available to and 

commonly used by the general architectural and consulting professions." 

1.3 SUBMITTALS 

A. Joint and Several Warranty Form meeting the requirements of Article 1.6. 
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B. Skid Resistance Addenda Form to Joint and Several Warranty meeting the requirements 

of Articles 1.6 and 3.4. 

C. Bond Test Addenda Form to Joint and Several Warranty meeting the requirements of 

Articles 1.6 and 3.4. 

D. Literature for all manufactured products, including manufacturer's specifications, test data 

and installation instructions or applicator's manual. 

E. 12" x 12" samples of each membrane system to be used. Sample shall be applied to 

plywood or similar rigid material. 

F. 1/4-lb. (±) sample of aggregate type intended to be used.  Provide two (2) samples, one 

sent to THP for record, and other sample sent to Membrane Manufacturer for laboratory 

testing and sieve analysis. 

G. Letter from Membrane Manufacturer stating sample aggregate was received, tested, and 

reviewed, and is approved for use for the specified system and jobsite conditions. Letter 

shall include the following information: 

1. Sieve or particle size analysis. 

2. Grain Shape. 

3. Hardness (Moh’s Scale). 

4. Moisture Content (ASTM C-566). 

5. Specific Gravity (ASTM C-128). 

6. Bulk Density (ASTM C-29). 

7. Chemical Analysis. 

H. If requested, copy of letter of approval per Article 1.4.B. 

I. Resume per Article 1.4.C. 

J. Provide letters of Certification per Article 1.4 Paragraphs E, F, and G. 

K. Safety Data Sheets on all materials which are classified as hazardous materials. 

L. Maintenance manuals with the following information: 

1. Project name. 

2. Project location. 

3. Date. 

4. Owner's name. 

5. Coating system(s). 

6. Drawings indicating the coating systems and their location in the structure. 

7. Schematic drawing of each membrane type identifying each element of the membrane 
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system by dry film thickness and manufacturer's reference number or name. 

8. Recommendations for routine care and maintenance. 

9. List of three (3) approved Contractors nearest the project location authorized to 

perform repairs. 

10. Identify common causes of damage and instructions for temporary patching until 

permanent repair can be made. 

11. Upon completion of the Work and prior to final payment, provide a fully executed 

warranty. 

1.4 QUALITY ASSURANCE 

A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

B. The membrane applicator shall be approved by the manufacturer and shall have been an 

approved manufacturer's applicator for the membrane products, as identified on the 

subcontractor supplemental proposal form, for a minimum of three consecutive years. If 

requested, the contractor shall provide written confirmation from the manufacturer within 

three calendar days of the request. 

C. The membrane applicator and its superintendent shall have the following Professional or 

Collegiate Stadium Elastomeric Traffic Coating (Membrane) Removal and Replacement 

Experience. 

1. (2 to 4) stadiums with elastomeric traffic coating (membrane) removal and 

replacement projects. Membrane experience should include sealant removal and 

replacement as part of the waterproofing system. 

2. Projects must be from within the past 5 years. 

3. Each project must be a minimum of 30,000 square feet. 

4. Installed the approved membrane materials as identified on the Bid Form in a traffic 

membrane system currently in use within the last two years. 

D. Conform to the Field Q(uality Control requirements in Part 3 of this Section. 

E. Membrane manufacturer to certify that aggregate specified is acceptable for use in the 

membrane system. 

F. Membrane manufacturer to certify that sealants in contact with membrane are compatible 
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with membrane system and are included as part of the warranty. 

G. Membrane manufacturer to certify that substrate surfaces in contact with any component 

of the vehicular traffic membrane are compatible. 

H. Field Samples 

1. Prior to beginning surface preparation, prepare a sample area in the initial phase work 

area for the project to be used as the minimum standard of acceptability for cleanliness 

and surface texture to be achieved throughout the work. The area shall be at least 400 

sq. ft. Size and location shall be as directed by the Engineer. The standard shall be 

jointly reviewed and approved by both the Engineer and the Manufacturer relative to 

Article 3.2 paragraph B.4 prior to start of full scale surface preparation work. The 

approved standard shall remain uncoated until all surface preparation work is 

completed. 

2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges 

shall be continuously taped, as well as splices, and the perimeter shall be weighted 

down. The sample area shall be kept covered unless viewing is needed for 

comparative purposes or until final preparation for membrane application. Contractor 

shall monitor the area to ensure the integrity of the covering. Neither foot nor vehicular 

traffic shall be allowed on the covering unless additional protective measures are taken 

to protect the cleanliness of the sample area. 

I. Manufacturer’s Representation 

1. For installation of membrane materials, a technically competent employee of the 

membrane manufacturer, approved by the Engineer and not associated with the 

installation crew, shall be on site before and during the installation of the membrane 

system during the first Work Area plus one additional Work Area which reflects 

changing environmental conditions, if requested by the Engineer. 

2. Application of the membrane shall not begin until the manufacturer’s technician has 

approved the cleanliness and surface texture of the substrate. 

3. The technician shall remain on site for the length of time necessary to observe the 

installation of the total membrane system. 

4. The technician shall review all Contractor application techniques and procedures and 

shall advise the Contractor when, where and as required to obtain Specification 

compliance. 

5. The Contractor and the membrane Manufacturer shall comply with the terms set forth 

in items 1 through 4 above at no additional cost to the Owner. 

J. An employee of the applicator who has been trained by the membrane manufacturer on 

the installation of the approved membrane system shall be present during all applications 

of the membrane system. 
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K. Within twenty-four hours of application of membrane materials submit log required by 

Article 3.4 Paragraph F to Engineer. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to job site in sealed, undamaged containers. Each container shall be 

identified with material's name, date of manufacture and lot number. 

B. Only those materials being used during any one work shift may be stored in the current 

work area. Materials being used for shift work shall be uniformly distributed throughout the 

intended work area so as to not overload or otherwise distress the structural system. All 

other materials, if stored on site, shall be stored at the designated staging area. 

C. Coating materials shall be kept sealed when not in use. 

D. Storage and handling of materials shall conform to the manufacturer's requirements and 

the requirements of the applicable environmental protection and safety regulatory 

agencies. 

E. Storage areas shall be heated or cooled as required to maintain the temperatures within 

the range recommended by the coating manufacturer. 

F. The handling and use of toxic or flammable solvents shall conform to the requirements of 

the applicable safety regulatory agencies, recommended by the manufacturer. 

1.6 WARRANTY 

A. Completed installation shall be warranted jointly and severally on a single document by 

manufacturer and applicator against defects of materials and workmanship. The length of 

the warranty period shall not be less than (5) years from the date of substantial completion 

of the Project. 

B. Manufacturer and installer shall further warrant the skid resistance and bond strength of 

the installed systems. The test may be measured at any single location and shall meet the 

specified criteria in Article 3.4. The length of the warranty period shall not be less than five 

(5) years from the date of substantial completion of the Project.  

C. Warranty documents shall not require the signature of the Owner to be effective, shall not 

limit the Owner’s legal remedies otherwise allowed per the project contract, and shall not 

limit the venue of any potential legal jurisdiction. 

PART 2 PRODUCTS  

2.1 APPROVED MANUFACTURERS 

A. Lymtal International 

B. Neogard Corporation 

C. Sika Corporation 

2.2 MATERIALS 
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A. Seating area medium duty traffic membrane system. 

1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of: 

a. Primer 

1) Iso-Flex Epoxy SF, Primer 750, or Primer 757. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Iso-Flex 750 Base Coat. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Iso-Flex 760 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

2. FC System by Neogard Corporation, comprised of: 

a. Primer 

1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, 

or Neogard 70714/15 WK General Purpose Epoxy. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Neogard FC7500/FC7960. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 
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2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

3. Sikalastic Traffic System by Sika Corporation, comprised of: 

a. Primer 

1) Sikalastic Primer or Sikadur 22 Lo-Mod FS. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Sikalastic M 270 Base Coat. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Sikalastic TC 295 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

B. Seating aisles/vomitories heavy duty traffic membrane system. 

1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of: 

a. Primer 

1) Iso-Flex Epoxy SF, Primer 750 or Primer 757. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Iso-Flex 750 Base Coat. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Iso-Flex 760 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. 2nd Top Coat 
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1) Iso-Flex 760 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

e. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

2. FC System by Neogard Corporation, comprised of: 

a. Primer 

1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, 

or Neogard 70714/15 WK General Purpose Epoxy. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Neogard FC7500/FC7960. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. 2nd Top Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

e. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

3. Sikalastic Traffic System by Sika Corporation, comprised of: 

a. Primer 

1) Sikalastic Primer or Sikadur 22 Lo-Mod FS. 
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2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Sikalastic M 270 Base Coat. 

2) Apply at 60 mils dry film thickness. 

c. Top Coat 

1) Sikalastic TC 295 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Top Coat 

1) Sikalastic TC 295 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

e. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

C. Seating area medium duty traffic membrane system recoat  

1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of: 

a. Primer 

1) Iso-Flex Primer 750. 

2) Mix 1:1 with Methyl Acetate. 

3) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Iso-Flex 750 Base Coat. 

2) Apply at 20 mils dry film thickness. 

c. Top Coat 

1) Iso-Flex 760 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Aggregate 
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1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

2. FC System by Neogard Corporation, comprised of: 

a. Primer 

1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, 

or Neogard 70714/15 WK General Purpose Epoxy. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Neogard FC7500/FC7960. 

2) Apply at 20 mils dry film thickness. 

c. Top Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 

d. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

3. Sikalastic Traffic System by Sika Corporation, comprised of: 

a. Primer 

1) Sikalastic Primer or Sikadur 22 Lo-Mod FS. 

2) Apply at manufacturer’s recommended application rate. 

b. Base Coat 

1) Sikalastic M 270 Base Coat. 

2) Apply at 20 mils dry film thickness. 

c. Top Coat 

1) Sikalastic TC 295 Aliphatic Top Coat. 

2) Apply at 18 mils dry film thickness. 

3) Aggregate seeded and back rolled to provide slip resistant surface. 
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d. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2) Install at membrane manufacturer’s maximum application rate. 

3) Uniformly distributed with no bare spots. 

D. Metal or Concrete Stair Traffic Membrane System: 

1. Epoxy/Urethane System by Lymtal International, comprised of: 

a. Primer 

1) Iso-Flex Epoxy SF.  

b. Epoxy Coat 

1) Isoflex Epoxy 200. 

2) Apply at 25 mils dry film thickness. 

3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

c. Lock Coat 

1) Isoflex 760 Aliphatic Top Coat. 

2) Apply at manufacturer’s recommended rate. 

d. Aggregate 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

2. Epoxy/Urethane System by Neogard Corporation, comprised of: 

a. Primer 

1) Neogard 70714/15 epoxy. 

b. Epoxy Coat 

1) Neogard 70714/15. 

2) Apply at 25 mils dry film thickness. 

3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

c. Lock Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at manufacturer’s recommended rate. 

d. Aggregate 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

3. Epoxy/Urethane System by Sika, comprised of: 
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a. Primer 

1) Sikalastic MT Primer. 

b. Epoxy Coat 

1) Sikadur 22 Lo-Mod Epoxy. 

2) Apply at 25 mils dry film thickness. 

3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

c. Lock Coat 

1) Sikalastic 745AL. 

2) Apply at manufacturer’s recommended rate. 

d. Aggregate 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

E. Metal or Concrete Stair Traffic Membrane System Recoat: 

1. Epoxy/Urethane System by Lymtal International, comprised of: 

a. Primer 

1) Iso-Flex Epoxy SF.  

b. Lock Coat 

1) Isoflex 760 Aliphatic Topcoat. 

2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

c. Aggregate 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

2. Epoxy/Urethane System by Neogard Corporation, comprised of: 

a. Primer 

1) Neogard 70714/15 epoxy. 

b. Lock Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

c. 2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

3. Epoxy/Urethane System by Sika, comprised of: 

a. Primer 

1) Sikalastic MT Primer. 

b. Lock Coat 
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1) Sikalastic 745AL. 

2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate. 

c. Aggregate 

1) 12/20 Silica Sand approved by the membrane manufacturer. 

F. Gate 1 Ramp and Upper Concourses Traffic Membrane System 

1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of: 

a. Vapor Barrier 

1) As required by the manufacturer depending on sequence of existing 

membrane removal. 

b. Primer 

1) Iso-Flex Epoxy SF, Primer 750, or Primer 757. 

2) Apply at manufacturer’s recommended application rate. 

c. Base Coat 

1) Iso-Flex 750 Base Coat. 

2) Apply at 40 mils dry film thickness. 

d. Intermediate Coat 

1) Iso-Flex 750 IC. 

2) Apply at 25 mils dry film thickness. 

3) Aggregate broadcast to complete saturation of wet urethane with no bare 

spots and uniformly distributed; remove excess after full curing. 

e. Topcoat 

1) Iso-Flex 760 Aliphatic Topcoat. 

2) Apply at manufacturer’s recommended rate to fully encapsulate the 

aggregate. 

f. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

2. System by Neogard Corporation, comprised of: 

a. Vapor Barrier 

1) As required by the manufacturer depending on sequence of existing 

membrane removal. 

b. Primer 
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1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, 

or Neogard 70714/15 WK General Purpose Epoxy. 

2) Apply at manufacturer’s recommended application rate. 

c. Base Coat 

1) Neogard FC7500/FC7960. 

2) Apply at 40 mils dry film thickness. 

d. Intermediate Coat 

1) Neogard FC7500/FC7960. 

2) Apply at 25 mils dry film thickness. 

3) Aggregate broadcast to complete saturation of wet urethane with no bare 

spots and uniformly distributed; remove excess after full curing. 

e. Top Coat 

1) Neogard FC400TC Aliphatic Top Coat. 

2) Apply at manufacturer’s recommended rate to fully encapsulate the 

aggregate. 

f. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

3. Sikalastic Traffic System by Sika Corporation, comprised of: 

a. Vapor Barrier 

1) As required by the manufacturer depending on sequence of existing 

membrane removal. 

b. Primer 

1) Sikalastic FTP Lo-VOC Primer or MT Primer. 

2) Apply at manufacturer’s recommended application rate. 

c. Base Coat 

1) Sikalastic 720 Base Coat. 

2) Apply at 40 mils dry film thickness. 

d. Intermediate Coat 

1) Sikalastic 720 Intermediate Coat. 

2) Apply at 25 mils dry film thickness. 

3) Aggregate broadcast to complete saturation of wet urethane with no bare 
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spots and uniformly distributed; remove excess after full curing. 

e. Top Coat 

1) Sikalastic 745 Aliphatic Top Coat. 

2) Apply at manufacturer’s recommended rate to fully encapsulate the 

aggregate. 

f. Aggregate 

1) 12/20 grade silica sand per manufacturer and in accordance with Membrane 

Submittal requirements. 

G. Stadium Steps Colored Markings 

1. Acrylithane HS2 by Neogard. 

2. Isoflex 630 by Lymtal International. 

3. Sikalastic TC 295 Tint base by Sika Corporation. 

H. Individual steps of any systems inclusive of greater than 5 percent solvents by either 

weight or volume calculations shall require monitoring by a licensed industrial hygienist 

for fumes and odors within work areas, at open air intakes within 200 ft. of work areas, 

and inside occupied spaces adjacent to work areas.  Credentials of licensed hygienist and 

a monitoring plan must be approved by the Engineer in advance of the start of any 

membrane work. 

I. Membrane color approved by the Owner as part of the mock-up.  The contractor shall 

assume gray top coats.  The Upper Concourse membrane system may be a darker gray 

and the stadium a medium gray depending on the mock-up. 

J. Intermediate coat and lock coat materials shall be U.V. stable. 

PART 3 EXECUTIONS 

3.1 EXAMINATION 

A. Contractor and membrane manufacturer shall jointly review existing substrates (original 

concrete, past or new concrete repairs or overlays, past membrane, or coating systems) 

to ensure compatibility with the specified membrane system. Submit in writing any 

materials which may cause membrane adhesion to substrate less than normally 

anticipated or other compatibility or performance difficulties. Failure to review and identify 

deleterious products/materials, and if failure of the membrane is a result of adhesion 

difficulties or chemical or physical incompatibilities with substrate materials, the Contractor 

and Manufacturer shall be responsible for all costs related to correcting the deficient Work. 

Manufacturer is bound to meet the above noted responsibilities equally with the Contractor 

regardless of the provisions of other agreements. 

B. Inspect deck surface for any visibly distressed concrete. If encountered, chain drag area 

to determine extent of distressed or delaminated area and repair as directed by engineer. 
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C. Examine areas for slab cracks to be routed and sealed. 

3.2 PREPARATION 

A. Protection 

1. Erect barriers and barricades to protect adjoining areas from dirt, steel shot and debris 

generated from this work. 

2. Cover exposed drain grates during shotblasting/grinding operations.  Recoat with 

approved rust inhibitive or galvanizing paint grates damaged by blasting operations.  

Similarly protect and recoat if necessary other, in place metal elements.  Drains to be 

functional during non-working hours and during periods of inclement weather. 

3. Cover exposed drain grates to protect from membrane material. Drains to be functional 

during non-working hours and during periods of inclement weather. Do not allow 

membrane material to enter drain piping system. 

B. Concrete (General) 

1. Preparation and cleaning procedures shall be in strict accordance with this 

Specification unless more stringent requirements are recommended by the system 

manufacturer. 

2. Surface must be dry.  New concrete shall be at least 28 days old and proven dry via 

mat tests, to be considered for membrane system installation without installation of a 

vapor barrier. Review manufacturer requirements relative to site conditions in advance 

of performing the work. 

3. Surfaces shall be free from all traces of dirt, salt, grease, oil, asphalt, laitance, curing 

compounds, paint stripes, coatings, and other foreign materials.  Use manufacturer 

approved degreasing agents if necessary. 

4. Concrete surfaces shall be cleaned using shotblast equipment (with integral vacuum 

process) to achieve standard of cleanliness per Article 1.4. The size of shot and travel 

speed of the equipment shall be chosen to provide a uniformly clean surface and 

profile; basis for bid must be two perpendicular normal speed passes, or one slow 

speed pass.  

5. Areas which cannot be adequately cleaned by shotblasting shall be cleaned by 

grinding with accompanying vacuum procedures. 

6. Surfaces that become contaminated by dirt or moisture after initial shotblasting or 

grinding, shall be cleaned again by shotblasting, or grinding to manufacturer’s 

requirements at no additional cost to the Owner. 

7. Minimum standard of acceptability applies to all surfaces intended to receive 

membrane regardless of surface preparation procedure or process. 

8. The use of acids in surface preparation procedures and techniques is prohibited. 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Vehicular Traffic Membrane 

071800 - 17 

9. After completion of shotblasting/grinding, and prior to application of membrane 

materials, repair all scaled, freeze-thaw damaged and loose, pop-out areas, cracks 

and all damage made apparent by the shotblasting/grinding procedures, in a manner 

approved by the Engineer. Such repair work shall be part of the Base Bid without unit 

price adjustment. Areas requiring patching will be subject to re-shotblast or re-grinding 

where a patch exceeds one (1) square foot in area. 

10. Grind all high spots or transition grind all depressions per details, and clean to 

manufacturer’s requirements.  

C. Existing Coating (Recoat) 

1. Preparation and cleaning procedures shall be in strict accordance with this 

Specification unless more stringent requirements are recommended by the system 

manufacturer. 

2. Locate and remove areas of deteriorated or debonded membrane. 

3. Remove deteriorated membrane with approved procedures until sound, intact and well 

bonded membrane is achieved. Prepare concrete and install leveling per procedures 

outlined in Article 2.2. 

4. Degrease all oil and other staining per the manufacturer’s recommendations. 

5. Detergent scrub and pressure wash clean all existing membrane surfaces - minimum 

4,000 psi with oscillating turbo tip. Thoroughly rinse surfaces to assure all detergents 

and residual degreasing agents are flushed to drains. 

6. Minimum standard of acceptability applies to all surfaces intended to receive 

membrane regardless of surface preparation procedure or process. 

7. Surface must be completely dry prior to start of recoating efforts. 

D. Precast Concrete (Stadium/Ballpark seating areas) 

1. Preparation and cleaning procedures shall be in strict accordance with this 

Specification unless more stringent requirements are recommended by the system 

manufacturer. 

2. Locate, remove, and replace areas of deteriorated or debonded concrete. 

3. Clean by shotblasting and grinding with accompanying vacuum procedures. 

4. Contractor option to pressure wash clean all surfaces to receive new pedestrian traffic 

membrane system - minimum 4,000 psi with oscillating turbo tip where water will not 

damage finishes below. Contractor shall perform cleaning in manner that does not mar 

existing structure features to remain.  

5. Minimum standard of acceptability applies to all surfaces intended to receive 

membrane regardless of surface preparation procedure or process. 

6. Surface must be completely dry prior to start of recoating efforts. 
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E. Membrane Removal 

1. If existing membrane system scheduled to be removed, the criteria for acceptance are 

0% of the existing membrane remaining on horizontal surfaces. 5% of the existing 

membrane may remain on the vertical curb faces with no area larger than 3 square 

inches. 

2. The membrane removal is to be done with a combination of dry cutting and hydro-

demo processes. 

a. If hydro-demo removal is utilized the contractor must control the following: 

1) Contractor is responsible for directing all water to a sanitary sewer in the 

stadium.  Contractor to follow all local, federal, and EPA requirements related 

to discharge. 

2) The Contractor is responsible for all permits, testing, and monitoring 

throughout the duration of the process.  Also, submit procedure and 

monitoring program to ensure not debris enters the stadium drainage system. 

3) Do not damage areas below the removal process. 

4) Do not impact the adjacent projects in the stadium. 

3. After removal, perform surface preparation the same as for Concrete, Article 3.2 

Paragraph B. 

3.3 INSTALLATION 

A. General 

1. Install materials in strict accordance with all safety and weather conditions required by 

product literature and Local, State and Federal regulations. 

2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in 

surrounding areas. All potential avenues for penetration of fumes or dust into 

surrounding occupied areas shall be sealed prior to the start of the work. 

3. All exposed membrane edges and termination details shall be taped to provide 

straight, neat edges. 

4. Install base coat membrane materials on concrete surfaces only when concrete 

temperature has stabilized or is falling. Do not install base coat membrane on concrete 

surfaces when surface temperature is rising. 

5. Install membrane materials only if the temperature of the surfaces to be coated is 5 

degrees or higher than the dew point temperature measured at the job site. 

B. Membrane 

1. Where necessary to locally level surfaces and after approval by Owner, install 

membrane leveling materials in depressed areas. Refer to Article 2.2. 
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2. Install detail coat 4" wide by 20 mil thick (dry film thickness) over properly primed 

cracks, caulked joints, joints between concrete pours, or leveling repairs, junctures 

and other locations in the membrane area which is a deviation from the nominal 

membrane plane, except where otherwise indicated by the Specifications or Drawings. 

a. Detail coat may be omitted at membrane strip installations over tee-to-tee joints on 

level surfaces. Detail coat is still required for membrane strips over tee-to-tee joints 

on ramps. 

3. The membrane system shall turn up 4" at all vertical surfaces unless shown otherwise 

on the drawings. Detail coat is required at all turn-ups to vertical surfaces. Detail coat 

at turn-ups shall be the same as the detail coat required by Article 3.3 Paragraph C.1. 

4. Contractor shall ensure the specified/recommended application rates of all 

components of the membrane system. Base coat(s), intermediate coat, and lock coat 

of each application of the membrane system shall be distributed onto the deck by 

calibrated, notched squeegees. Squeegees showing signs of wear shall be discarded. 

5. Contractor shall ensure specified/recommended application rates of liquid products on 

vertical or sloped surfaces by the use of non-sag grade materials or by multiple 

applications of material over previous applications which are fully cured. 

6. Each fluid-applied component of the membrane system shall be back-rolled to properly 

distribute materials across the deck and eliminate squeegee marks. 

7. Use of power rollers either to distribute the membrane system or to back roll squeegee 

marks shall not be permitted. 

8. No vehicular traffic shall be allowed on membrane areas for at least 48 hours after 

completion of membrane installation. Provide extended cure time with no vehicular 

traffic exposure if temperatures fall below 50°F. 

3.4 FIELD QUALITY CONTROL 

A. Bond Test 

1. Bond tests of the installed membrane systems may be performed by the Engineer 

during and after the membrane work on this project. Tests shall be conducted using a 

calibrated instrument which measures in-place bond strength by applying a direct axial 

pull on a 3 inch diameter steel disk epoxied to the completed membrane top surface. 

2. A membrane phase for the purpose of bond testing is an area of base coat installed in 

a single work shift. If examined, a membrane phase will be tested at (3) locations per 

phase no sooner than 10 days after completion of the entire membrane system and 

no sooner than 14 days if temperatures fall below 40F for two or more days.  

Contractor shall assume a total of 20 test locations in the Base Bid. 

3. The acceptance criteria for initial tests of a Phase shall average bond strength of 200 

psi for all locations, with no single location testing below 150 psi. Any Phase failing to 
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meet the initial acceptance criteria may be retested at a later date by the Engineer. 

Retests of Phase shall include at least 4 separate test locations not sooner than 14 

days after the initial tests. The acceptance criteria for retests of a Phase shall average 

bond strength of 200 psi for all locations, with no single location testing below 175 psi. 

4. Any Phase failing to meet the initial test and retest acceptance criteria shall be 

considered "deficient" and shall be cause for the Contractor to execute or provide one 

of the following remedies: 

a. Extend Standard Guarantee to include an additional 5 years (for a total of 10 years) 

on membrane system intercoat bond and bond to the concrete for the “deficient” 

areas. 

b. Removal and replacement of the "deficient" area, including all necessary 

preparatory work and Engineering costs to coordinate and observe the work, at no 

additional cost to the Owner. 

5. Any additional bond testing requested by the Contractor to limit the extent of the 

"deficient" area(s) as determined by initial tests and retests as defined above shall be 

paid for by the Contractor. 

6. Contractor shall include as part of his proposal the costs of repairing all test locations. 

B. Skid Test 

1. Prior to any membrane preparation work and after membrane installation, the 

Engineer may conduct tests to determine values of the static coefficient of friction 

between the coated and uncoated floor surfaces and the neoprene base of the 

Engineer's test equipment. 

2. Determination of the coefficient of friction will consist of a series of individual tests for 

each surface type. The initial coefficient of friction is defined as the average of the tests 

performed on the concrete surfaces prior to membrane preparatory work. The final 

coefficient of friction is defined as the averages of the tests performed on each type of 

completed membrane system surface. 

3. The final, average static coefficient of friction shall be a minimum of 0.85 under wet 

and dry conditions and equal to or greater than 110% of the initial coefficient of friction. 

No individual test area shall have a coefficient less than 0.80 or 95% of the initial 

coefficient of friction. Any membrane system that does not conform, as determined by 

the Engineer, to the specified acceptance criteria shall be subject to rework, upgrading 

or replacement of the deficient areas, including necessary preparatory work, at no 

additional cost to the Owner. 

C. The Engineer may direct the Contractor to make test cuts in the membrane for testing 

purposes. Tests cuts shall be 2" x 2" and will be in partially-completed or fully-completed 

membrane. A maximum of 3 total tests per separate installation phase may be made. 

Contractor shall include as part of his Proposal the costs of taking test cuts as directed 
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and located by the Engineer and the costs of patching test cut areas. 

D. The Engineer will periodically monitor application rates of the membrane system individual 

components and will notify job foremen of discrepancies noted. 

E. The Contractor shall keep at the site and maintain in proper condition an adequate number 

(at least one per application crew) of wet film thickness gages and shall continuously use 

such to ensure the specified thickness of each membrane coat is uniformly maintained. 

The periodic monitoring of application rates per Article 3.4 Paragraph D shall not relieve 

the Contractor of the responsibility of verifying specified coating thickness. 

F. Contractor shall provide information required by Article 3.6. 

3.5 CLEANING 

A. Empty containers shall be removed from the project work areas at the end of each working 

day. Cloths soiled with coating that might constitute a fire hazard shall be placed in suitable 

metal safety containers or shall be removed from the structure at the end of each working 

day. Special care shall be taken in storage or disposal of flammable materials. Comply 

with health, fire, and environmental regulations. 

B. All spilled coating material shall be completely removed from hardware, adjacent floor 

areas, metal work, etc. Remove spilled coating by approved methods. 

C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed 

during preparation for membrane application. 

D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left 

clean and free of all construction dirt and debris. 

 

(REMAINDER OF PAGE INTENTIONALLY LEFT BLANK) 
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3.6 MEMBRANE APPLICATION LOG FORM EXAMPLE 

 DAILY MEMBRANE APPLICATION LOG 
 
Project:                                                    
 
Date:                  Time Start                  Time End                  
 
Work Area   
(Give Description) 
 
Membrane Materials Applied    
Type and Quantity 
 
 
Crew Size                    Size of Area Materials Applied                    
        (in Square Feet) 
 

Temperature Data (   F) 

 Start    End 

Deck      

Air      

Relative Humidity (%)      

Dewpoint      

Note: Contractor shall estimate quarter points in time between the start and end of 
membrane application. Record air and deck temperatures at those times. 
 
 
Superintendent's Signature:   
 

 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 071810 

POLYMETHYL – METHACRYLATE (PMMA) MEMBRANE 

 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. PMMA membrane system. 

B. Related Sections   

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 030100: Concrete Repairs. 

4. Section 071401: Hot Fluid Applied Waterproofing. 

5. Section 077699: Concrete Pavers and Pedestals. 

1.2 DEFINITIONS 

A. The term "manufacturer's recommendations”, or variations thereon it shall mean 

"manufacturer's recommendations which are found in publications available to and 

commonly used by the general architectural and consulting professions." 

1.3 SUBMITTALS 

A. Joint and Several Warranty Form meeting the requirements. 

B. Bond Test Addenda Form to Joint and Several Warranty meeting the requirements. 

C. Literature for all manufactured products, including manufacturer's specifications, test data 

and installation instructions or applicator's manual. 

D. 12" x 12" samples of each membrane system to be used. Sample shall be applied to 

plywood or similar rigid material. 

E. 1/4-lb. (±) sample of manufacturer pre-approved aggregate type intended to be used.   

F. If requested, copy of letter of approval. 

G. If requested, resume. 

H. If requested, letters of Certification. 
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I. Safety Data Sheets on all materials which are classified as hazardous materials. 

J. Maintenance manuals with the following information 

1. Project name. 

2. Project location. 

3. Date. 

4. Owner's name. 

5. Coating system(s). 

6. Drawings indicating the coating systems and their location in the structure. 

7. Schematic drawing of each membrane type identifying each element of the membrane 

system by dry film thickness and manufacturer's reference number or name. 

8. Recommendations for routine care and maintenance. 

9. List of three (3) approved Contractors nearest the project location authorized to 

perform repairs. 

10. Identify common causes of damage and instructions for temporary patching until 

permanent repair can be made. 

11. Upon completion of the Work and prior to final payment, provide a fully executed 

warranty. 

1.4 QUALITY ASSURANCE 

A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

B. The membrane applicator shall be approved by the manufacturer and shall have been an 

approved manufacturer's applicator for the membrane products, as identified on the 

subcontractor supplemental proposal form, for a minimum of three consecutive years. If 

requested, the contractor shall provide written confirmation from the manufacturer within 

three calendar days of the request. 

C. The membrane applicator and its superintendent shall meet the following minimum 

requirements: 

1. Installed the approved membrane materials as identified on the Bid Form in a traffic 

membrane system in three previous similar projects. Each of the three projects shall 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

PMMA Membrane 
071810 - 3 

have been a minimum of 2,000 square feet in size. 

2. Installed the approved membrane materials as identified on the Bid Form in a PMMA 

membrane system currently in use within the last two years. 

D. Conform to the Field Quality Control requirements. 

E. Membrane manufacturer to certify that aggregate specified is acceptable for use in the 

membrane system. 

F. Membrane manufacturer to certify that sealants in contact with membrane are compatible 

with membrane system. 

G. Membrane manufacturer to certify that substrate surfaces in contact with any component 

of the vehicular traffic membrane are compatible. 

H. Field Samples 

1. Prior to beginning surface preparation, prepare a sample area in the initial phase work 

area for the project to be used as the minimum standard of acceptability for cleanliness 

and surface texture to be achieved throughout the work. The area shall be at least 400 

sq. ft. Size and location shall be as directed by the Engineer. The standard shall be 

jointly reviewed and approved by both the Engineer and the Manufacturer prior to start 

of full scale surface preparation work. The approved standard shall remain uncoated 

until all surface preparation work is completed. 

2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges 

shall be continuously taped, as well as splices, and the perimeter shall be weighted 

down. The sample area shall be kept covered unless viewing is needed for 

comparative purposes or until final preparation for membrane application. Contractor 

shall monitor the area to ensure the integrity of the covering. Neither foot nor vehicular 

traffic shall be allowed on the covering unless additional protective measures are taken 

to protect the cleanliness of the sample area. 

I. Manufacturer’s Representation 

1. For installation of membrane materials, a technically competent employee of the 

membrane manufacturer, approved by the Engineer and not associated with the 

installation crew, shall be on site before and during the installation of the membrane 

system during the first Work Area plus one additional Work Area which reflects 

changing environmental conditions, if requested by the Engineer. 

2. Application of the membrane shall not begin until the manufacturer’s technician has 

approved the cleanliness and surface texture of the substrate. 

3. The technician shall remain on site for the length of time necessary to observe the 

installation of the total membrane system. 

4. The technician shall review all Contract application techniques and procedures and 

shall advise the Contractor when, where and as required to obtain Specification 
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compliance. 

5. The Contractor and the membrane Manufacturer shall comply with the terms set forth 

in items 1 through 4 above at no additional cost to the Owner. 

J. An employee of the applicator who has been trained by the membrane manufacturer on 

the installation of the approved membrane system shall be present during all applications 

of the membrane system. 

K. Within twenty-four hours of application of membrane materials submit log to Engineer. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to job site in sealed, undamaged containers. Each container shall be 

identified with material's name, date of manufacture and lot number. 

B. Only those materials being used during any one work shift may be stored in the current 

work area. Materials being used for shift work shall be uniformly distributed throughout the 

intended work area so as to not overload or otherwise distress the structural system. All 

other materials, if stored on site, shall be stored at the designated staging area. 

C. Coating materials shall be kept sealed when not in use. 

D. Storage and handling of materials shall conform to the manufacturer's requirements and 

the requirements of the applicable environmental protection and safety regulatory 

agencies. 

E. Storage areas shall be heated or cooled as required to maintain the temperatures within 

the range recommended by the coating manufacturer. 

F. The handling and use of toxic or flammable solvents shall conform to the requirements of 

the applicable safety regulatory agencies, recommended by the manufacturer. 

1.6 JOB CONDITIONS 

A. Phasing of the PMMA membrane installation is required.  Refer to Drawings and the 

outline schedule in Specification Section 011000, as appropriate. 

1.7 WARRANTY 

A. Warranty for the PMMA Membrane to be included as part of Specification Section 071400 

Hot Fluid Applied Waterproofing. 

 PRODUCTS  

2.1 APPROVED MANUFACTURERS 

A. Utilize the same manufacturer selected for the Hot Fluid Applied Waterproofing per 

Specification Section 071401. 

2.2 MATERIALS 

A. PMMA Membrane System  
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1) Manufacturer selected primer. 

2) Waterproofing system consisiing of a two-component poly methyl-

methacrylate (PMMA) resin with fully embedded reinforcement fleece. 

3) Basis of Design: HydroSeal Deck Membrane by Hydrotech. 

2. Install system per manufacturer’s recommendations.  

 EXECUTIONS 

3.1 EXAMINATION 

A. Contractor and membrane manufacturer shall jointly review existing substrates (original 

concrete, past or new concrete repairs or overlays, past coating systems) to ensure 

compatibility with the specified membrane system. Submit in writing any materials which 

may cause membrane adhesion to substrate less than normally anticipated or other 

compatibility or performance difficulties. Failure to review and identify deleterious 

products/materials, and if failure of the membrane is a result of adhesion difficulties or 

chemical or physical incompatibilities with substrate materials, the Contractor and 

Manufacturer shall be responsible for all costs related to correcting the deficient Work. 

Manufacturer is bound to meet the above noted responsibilities equally with the Contractor 

regardless of the provisions of other agreements. 

B. Inspect deck surface for any visibly distressed concrete. Repair as indicated on the 

Drawings, and Specification Section 030100. 

C. Examine areas for slab cracks to be routed and sealed, or detail coated. 

3.2 PREPARATION 

A. Protection 

1. Erect barriers and barricades to protect adjoining areas from dirt, steel shot and debris 

generated from this work. Refer to Section 015600. 

B. Concrete (General) 

1. Preparation and cleaning procedures shall be in strict accordance with this 

Specification unless more stringent requirements are recommended by the system 

manufacturer. 

2. Surface must be dry.  New concrete shall be at least 28 days old and proven dry via 

mat tests, to be considered for membrane system installation without installation of a 

vapor barrier. Review manufacturer requirements relative to site conditions in advance 

of performing the work. 

3. Surfaces shall be free from all traces of dirt, salt, grease, oil, asphalt, laitance, curing 

compounds, paint stripes, coatings, and other foreign materials.  Use manufacturer 

approved degreasing agents if necessary. 

4. Concrete surfaces shall be cleaned to achieve standard of cleanliness per Article 1.5 
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Paragraph G.  Areas shall be cleaned by grinding with accompanying vacuum 

procedures. 

5. Surfaces that become contaminated by dirt or moisture after initial  grinding, shall be 

cleaned again by grinding to manufacturer’s requirements at no additional cost to the 

Owner. 

6. Minimum standard of acceptability applies to all surfaces intended to receive 

membrane regardless of surface preparation procedure or process. 

7. The use of acids in surface preparation procedures and techniques is prohibited. 

8. After completion of shotblasting/grinding, and prior to application of membrane 

materials, repair all scaled, freeze-thaw damaged and loose, pop-out areas, cracks 

and all damage made apparent by the shotblasting/grinding procedures, in a manner 

approved by the Engineer. Such repair work shall be part of the Base Bid without unit 

price adjustment. Areas requiring patching will be subject to re-shotblast or re-grinding 

where a patch exceeds one (1) square foot in area. 

9. Grind all high spots or transition grind all depressions per details, and clean to 

manufacturer’s requirements.  

3.3 INSTALLATION 

A. General 

1. Install materials in strict accordance with all safety and weather conditions required by 

product literature and Local, State and Federal regulations. 

2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in 

surrounding areas. All potential avenues for penetration of fumes or dust into 

surrounding occupied areas shall be sealed prior to the start of the work. 

3. All exposed membrane edges and termination details shall be taped to provide 

straight, neat edges. 

4. Install base coat membrane materials on concrete surfaces only when concrete 

temperature has stabilized or is falling. Do not install base coat membrane on concrete 

surfaces when surface temperature is rising. 

5. Install membrane materials only if the temperature of the surfaces to be coated is 5 

degrees or higher than the dew point temperature measured at the job site. 

B. Sealants: Refer to Section 079200. 

C. Membrane 

1. Where necessary to locally level surfaces and after approval by Owner, install 

membrane leveling materials in depressed areas. Refer to Part 2, Article 2.2 

Paragraph E. 

2. Install detail coat 4" wide by 40 mil thick (dry film thickness) over properly primed 
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cracks, caulked joints, joints between concrete pours, or leveling repairs, junctures 

and other locations in the membrane area which is a deviation from the nominal 

membrane plane, except where otherwise indicated by the Specifications or Drawings. 

3. The membrane system shall terminate at all vertical surfaces unless shown otherwise 

on the drawings. Detail coat is required at all turn-ups to vertical surfaces. Detail coat 

at turn-ups shall be the same as the detail coat as required. 

4. Contractor shall ensure the specified/recommended application rates of all 

components of the membrane system. Base coat(s), intermediate coat, and lock coat 

of each application of the membrane system shall be distributed onto the deck by 

calibrated, notched squeegees. Squeegees showing signs of wear shall be discarded. 

5. Contractor shall ensure specified/recommended application rates of liquid products on 

vertical or sloped surfaces by the use of non-sag grade materials or by multiple 

applications of material over previous applications which are fully cured. 

6. Each fluid-applied component of the membrane system shall be back-rolled to properly 

distribute materials across the deck and eliminate squeegee marks. 

7. No pedestrian traffic shall be allowed on membrane areas for at least 2 hours after 

completion of membrane installation. Provide extended cure time with no pedestrian 

traffic exposure if temperatures fall below 50°F. 

3.4 FIELD QUALITY CONTROL 

A. Bond Test 

1. Bond tests of the installed membrane systems may be performed by the Engineer 

during and after the membrane work on this project. Tests shall be conducted using a 

calibrated instrument which measures in-place bond strength by applying a direct axial 

pull on a 3 inch diameter steel disk epoxied to the completed membrane top surface. 

2. The acceptance criteria for initial tests of a Phase shall average bond strength of 200 

psi for all locations, with no single location testing below 150 psi. Any Phase failing to 

meet the initial acceptance criteria may be retested at a later date by the Engineer. 

Retests of Phase shall include at least 4 separate test locations not sooner than 14 

days after the initial tests. The acceptance criteria for retests of a Phase shall average 

bond strength of 200 psi for all locations, with no single location testing below 175 psi. 

3. Any Phase failing to meet the initial test and retest acceptance criteria shall be 

considered "deficient" and shall be cause for the Contractor to execute or provide one 

of the following remedies: 

a. Extend Standard Guarantee to include an additional 5 years (for a total of 10 years) 

on membrane system intercoat bond and bond to the concrete for the "deficient" 

areas. 

b. Removal and replacement of the "deficient" area, including all necessary 
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preparatory work and Engineering costs to coordinate and observe the work, at no 

additional cost to the Owner. 

4. Any additional bond testing requested by the Contractor to limit the extent of the 

"deficient" area(s) as determined by initial tests and retests as defined above shall be 

paid for by the Contractor. 

5. Contractor shall include as part of his proposal the costs of repairing all test locations. 

B. The Engineer will periodically monitor application rates of the membrane system individual 

components and will notify job foremen of discrepancies noted. 

C. The Contractor shall keep at the site and maintain in proper condition an adequate number 

(at least one per application crew) of wet film thickness gages and shall continuously use 

such to ensure the specified thickness of each membrane coat is uniformly maintained. 

The periodic monitoring of application rates shall not relieve the Contractor of the 

responsibility of verifying specified coating thickness. 

D. Contractor shall provide information required. 

3.5 CLEANING 

A. Empty containers shall be removed from the project work areas at the end of each working 

day. Cloths soiled with coating that might constitute a fire hazard shall be placed in suitable 

metal safety containers or shall be removed from the building at the end of each working 

day. Special care shall be taken in storage or disposal of flammable materials. Comply 

with health, fire and environmental regulations. 

B. All spilled coating material shall be completely removed from hardware, adjacent floor 

areas, metal work, etc. Remove spilled coating by approved methods. 

C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed 

during preparation for membrane application. 

D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left 

clean and free of all construction dirt and debris. 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 071900 

PENETRATING CONCRETE WATER REPELLENT 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to prepare and 

install penetrating water repellent on concrete surfaces as indicated on the Drawings 

and in the Specifications, including but not limited to: 

a. Concrete walls at the Lower Bowl of the stadium. 

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 030100: Concrete Repairs. 

1.2 DEFINITIONS 

A. Where the term "manufacturer's recommendations," or variations thereon, are found in 

this Specification, it shall mean "manufacturer's recommendations which are found in 

publications available to and commonly used by the general architectural and engineering 

professions." 

1.3 SUBMITTALS 

A. Literature for manufactured products, including manufacturer's specifications, test data 

and installation instructions or applicator's manual. 

B. Manufacturer's letter of applicator approval per Paragraph 1.4.C. 

C. Listing of completed projects per Paragraph 1.4.D. 

D. Submit personal resume to verify compliance with Paragraph 1.4.F. 

E. Letter of compatibility per Paragraph 1.4.H. 

F. Letters of compatibility per Paragraph 1.4.I. 

G. Form of Warranty meeting the requirements of Paragraph 1.7.A. 

1.4 QUALITY ASSURANCE 

A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 
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and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

2. If the above laws, codes, or ordinances conflict with the Specification, then the laws, 

codes or ordinances shall govern, excerpt in such cases where the Specification 

exceeds them in quality of materials or labor, then the Specifications shall be followed. 

B. No payments shall be approved for work performed unless Contractor coordinates in 

advance with the Owner for a manufacturer’s representative to witness the work.  

C. If requested by Owner, the installer shall be approved in writing by the manufacturer for 

application of the approved water repellent. 

D. Work under this Section shall be performed by organizations which have successfully 

performed at least three projects of similar size and type, in a similar climate within the 

past five years. 

E. Final selection of the water repellent applicator shall be subject to the approval of the 

Owner. 

F. All work under this Section shall be under the immediate control of a person (Contractor's 

superintendent or other designated person) experienced in this type of work. This person 

shall have supervised three prior projects of similar magnitude and type, shall be present 

during all operations, and shall be approved by the Owner. 

G. A technically competent employee of the manufacturer (not associated with the installation 

crew), approved by the Owner, shall perform sub-items 1 through 8 listed below.  The 

General Contractor shall provide Owner’s Representative with 2 weeks advance notice of 

initial water repellent installation and 3 days advance notice for all subsequent installations 

requiring the manufacturer’s representative’s review. 

1. Witness and approve in writing the surface cleanliness and preparation procedures. 

2. Witness the application of water repellent on at least one phase of all the specifically 

identified surfaces as indicated on Drawings. 

3. Advise the contractor where and when modifications to procedures are required to 

obtain Specification compliance. 

4. After the field sample application and prior to the next application, establish in writing 

procedures to be used for the remainder of the project. The procedures shall be written 

particularly for this project based on field sample application observations and 

anticipated condition for the remainder of the work.  Manufacturer's standard published 

literature is not acceptable.  The procedures shall address, but not be limited to: 

a. If applicable, type, size, speed, number of passes and clean-up procedures for 

surface preparation equipment. 
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b. Surface preparation acceptance criteria. 

c. Special surface preparation procedures, if any, for particular areas, such as heavily 

stained areas. 

d. Allowable moisture and atmospheric conditions site specific to this project. 

e. Modifications to application rates and techniques to limit potential glazing or 

discoloration from over application of material. 

f. All other special instructions necessary to ensure proper installation. 

5. Prior to leaving the site, submit to the Owner for review and approval (2) copies of the 

written procedures developed for the remainder of the work. 

6. Give a copy of the written procedures to the contractor. 

7. Review in person with the contractor's superintendent (or person in charge of this 

work) the written procedures in the presence of the Owner. 

8. Provide an additional copy of the written procedures which shall remain on site at all 

times for the duration of the work. 

H. The water repellent and substrate surfaces shall be certified in writing as being compatible 

prior to beginning the work by the water repellent manufacturer. 

I. Verify in writing, from both the sealant and water repellent manufacturers that the 

approved sealant is compatible with the approved water repellent. 

1.5 DELIVERY, STORAGE AND HANDLING 

A. Deliver all materials to job site in sealed, undamaged containers. 

B. Each container shall be identified with materials name, date of manufacture, lot and batch 

number. 

C. Store materials not being used in the work shift in an approved storage area which is well 

ventilated, lighted and not subject to direct sun rays. 

D. Storage area shall be heated or cooled as required to maintain the temperature within the 

range recommended by the water repellent manufacturer. 

E. Materials shall be kept sealed when not in use. 

F. Keep storage area neat and clean and secure from vandalism and theft. 

G. Perform work in strict accordance with all safety and weather conditions required by 

product literature or as modified by applicable rules and regulations of Local, State and 

Federal authorities having jurisdiction. 

H. When toxic or flammable solvents are used, the water repellent applicator shall take all 

necessary precautions as recommended by the manufacturer.  In all cases, the handling 

and use of toxic or flammable solvents, including adequate ventilation and personal 

protective equipment, shall conform to the requirements of the applicable safety regulatory 
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agencies. 

1.6 SEQUENCING 

A. Complete all concrete repairs, sealant installations and adjacent traffic membrane 

installations prior to application of water repellent. 

PART 2 PRODUCTS 

2.1 VOC COMPLIANT WATER REPELLENT MATERIALS 

A. All Areas 

1. "Protectosil 40 VOC" by Evonik Industries., Parsippany, N.J. applied at 125 sq. ft. per 

gallon. 

2. Alternative products approved during bidding process with following requirements. 

a. Active Content = 40% or greater silane by weight. 

b. Silane in solvent carrier. 

c. Product applied wet-on-wet at 250 sq. ft./gal. each application. 

PART 3 EXECUTIONS 

3.1 PREPARATION 

A. All surface preparation and cleaning procedures shall be in strict accordance with this 

Specification, unless more stringent requirements are asked for by the water repellent 

manufacturer. 

B. Areas shall be prepared as approved by the water repellant manufacturer.  Water blasting 

at 5000 psi tip pressure is acceptable with the following conditions: 

1. Water blasting is witnessed by the manufacturer’s representative. 

2. Water blasting does not damage concrete or sealant repairs. 

3. Water blasting procedure provides a level of surface cleanliness acceptable to the 

Owner. 

4. Water blast does not damage occupied space below. 

5. If water blasting process cannot meet these requirements, media blasting will be 

required.  

C. Field Samples 

1. Prior to beginning surface preparation, prepare a sample area of all surfaces to be 

used as the minimum standard of acceptability for cleanliness and surface texture to 

be achieved throughout the work. The area shall be at least 400 sq. ft. Size and 

location shall be as directed by the Engineer. The standard shall be jointly reviewed 

and approved by both the Engineer and the Manufacturer relative to paragraph 3.1.B 

prior to start of full-scale surface preparation work. The approved standard shall 
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remain untreated until all surface preparation work is completed. 

2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges 

shall be continuously taped, as well as splices, and the perimeter shall be weighted 

down. The sample area shall be kept covered unless viewing is needed for 

comparative purposes or until final preparation for water repellent. Contractor shall 

monitor the area to ensure the integrity of the covering. Neither foot nor vehicular traffic 

shall be allowed on the covering unless additional protective measures are taken to 

protect the cleanliness of the sample area. 

D. Minimum standard of acceptability applies to all surfaces intended to receive penetrating 

water repellent, regardless of surface preparation procedure or process. 

E. Obtain approval from the Owner for the surface preparation standard locations prior to 

proceeding with the surface preparation work. 

3.2 APPLICATION 

A. Apply water repellent on all surfaces at specified rate unless directed otherwise.  

Contractor shall grid deck to meet square footage requirement based on unit size of 

material to ensure specified application rate. 

B. All new concrete to be treated shall be cured above 50 degrees F. for at least 14 days 

before application of water repellent unless this requirement is specifically waived by the 

concrete deck repair material and water repellent material manufacturers. 

C. All concrete to receive water repellent shall be air dried for at least 72 hours following 

surface wetting at temperatures averaging above 50 degrees F. before application, or at 

least 48 hours at temperatures averaging above 70 degrees F. before application. 

D. All urethane sealants in contact with silane treated surfaces and membranes adjacent to 

silane treated surfaces shall be cured for 72 hours at an average of 70 degrees F, unless 

otherwise noted by urethane manufacturer. 

E. Ambient and concrete temperatures shall be 50 degrees F. or more during application of 

water repellent.  Temperature, humidity, and wind velocity (if applicable) shall be within 

manufacturer's specified limits to prevent solvent flash-off. 

F. Apply water repellent using low pressure airless spray equipment to assure uniform 

application rate over the treated area.  Surface residues or pools shall be brushed and 

rolled out thoroughly using pre-saturated deep nap brushes and until they completely 

penetrate into the surface. 

3.3 CLEAN-UP 

A. During the progress of the Work, remove from the project all discarded water repellent 

materials, rubbish, cans, and rags. 

B. Clean all surfaces affected by sealer material overspray and repair all damage caused by 

water repellent material overspray to adjacent construction or property at no cost to the 
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Owner. 

C. All hardware, adjacent floor areas, metal work, etc., and the premises shall be left clean 

and free of all construction dirt and debris.  This includes the removal of all dust from 

pipes, etc., which resulted as part of the construction process. 

D. Empty containers shall be removed from the structure at the end of each working day. All 

cloths soiled with water repellent that might constitute a fire hazard shall be placed in 

suitable metal safety containers or shall be removed from the structure at the end of each 

working day.  Special care shall be taken in storage or disposal of flammable materials.  

Comply with health and fire regulations. 

 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 077600 

CONCRETE PAVERS AND PEDESTALS 

PART 1  GENERAL 

1.1 SECTION INCLUDES 

A. Plaza pavers and pedestal system including the following: 

1. Architectural concrete pavers. 

2. Pedestal Paver System. 

B. Related Sections   

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 030100: Concrete Repairs. 

4. Section 071401: Hot Fluid Applied Waterproofing. 

1. Section 071810: PMMA Membrane. 

1.2 REFERENCES 

A. ASTM International (ASTM): 

1. ASTM C150 - Specification for Portland Cement. 

2. ASTM C33 - Specification for Concrete Aggregates. 

3. ASTM C140 - Specification for Concrete. 

4. ASTM C293 - Standard Test Method for Flexural Strength of Concrete (Using 

Simple Beam With Center-Point Loading). 

5. ASTM C1028 - Standard Test Method for Determining the Static Coefficient of 

Friction of Ceramic Tile and Other Like Surfaces by the Horizontal Dynamometer 

Pull-Meter Method. 

6. ASTM C501 - Standard Test Method for Relative Resistance to Wear of 

Unglazed Ceramic Tile by the Taber Abraser. 

7. ASTM C241 - Standard Test Method for Abrasion Resistance of Stone Subjected 

to Foot Traffic. 

8. ASTM D638 - Tensile Properties of Plastics. 
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9. ASTM D790 - Flexural Properties of Unreinforced and Reinforced Plastics 

Insulating. 

B. Tile Council of North America (TCNA): 

1. TCA F102 - Installation Method Cement Mortar Bonded. 

2. TCA F101 - Installation Method Cement Mortar Bonded. 

C. American National Standards Institute (ANSI): 

1. ANSI A-118.4- Latex Portland Cement Mortar. 

2. ANSI A-118.6- Grout - Latex. 

D. Paver Performance Requirements  

1. Compressive Strength: At the time of delivery, the average compressive strength 

shall not be less than 8,000psi with no individual unit less than 7,000psi 

(48,000kPa) per ASTM C-140.  

2. Water Absorption: Shall not be greater than 6% per ASTM C-936.  

3. Flexural Strength: Shall not be less than 800psi (5,500kPa) per ASTM C-293. 

4. Freeze/Thaw: Durability of the paver shall meet the freeze/thaw tests per Section 

8 of ASTM C-67 and shall have no breakage and not greater than 1 % loss in dry 

weight of any individual unit when subject to 50 cycles of freeze/ thaw.  

5. Static Coefficient of Friction: ASTM C-1028 conditionally slip resistant: a. Wet: 

0.50 - 0.60 and Dry: 0.60 - 0.70  

6. Sizing Dimensions: Shall not differ by more than 1/16 inch (1.6 mm) from width, 

height, length or thickness. Unit shall conform to a true plane and not differ by 

more than 1/16 inch (1.6 mm) in either concave and/or convex warpage 

1.3 SUBMITTALS 

A. Literature for manufactured products, including manufacturer's specifications, test 

data, storage and handling recommendations, installation instructions and 

applicator's manual. 

B. Material Safety Data Sheets on all materials. 

C. Upon completion of the work and before final payment provide fully executed 

warranties. 

D. Shop Drawings: Showing all components required for the paver and pedestal 

requirements. Shop drawings shall include plan drawings showing layout of all paver 

areas and detail drawings showing how the various components of the system fit 
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together. Include manufacturer's literature completely describing all components of 

the paver pedestal systems and giving detailed installation recommendations and 

instructions. Also include finish elevation drawing for finish grades.  

E. Selection Samples:  

1. Architectural Concrete Pavers: Submit samples for type, color and texture 

available. 

2. Adjustable Pedestals: Submit sample of each pedestal component. 

F. Verification Samples: For each finish product specified, provide enough full-size 

samples of actual tiles to perform mock-up representing product, color, and patterns. 

1.4 QUALITY ASSURANCE 

A. Manufacturer Qualifications: Minimum 5-year experience manufacturing similar 

products. 

B. Installer Qualifications: Installer shall have a minimum of three years proven 

construction experience and be capable of estimating and building from blueprint 

plans and details, determining elevations, in addition to proper material handling. All 

Work shall comply with paver manufacturer's installation and application procedures 

for pedestal mounted porcelain pavers. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver and store products in manufacturer's unopened packaging bearing the brand 

name and manufacturer's identification until ready for installation. Confiscate  

B. Protect Pavers/Tiles and Pedestal System during shipment, storage and construction 

against damage. Store a minimum of 4 inches off the ground in a dry location and 

cover with polyethylene to protect from contact with materials which would cause 

staining or discoloration. 

C. Handling: Handle materials to avoid damage. 

1.6 PROJECT CONDITIONS 

A. All membrane waterproofing and protection board surfaces to receive pedestals shall 

be broom clean, frost free, and free of dirt, oil or any rough foreign matter, which may 

impair the waterproofing / roofing manufacturers guarantee or protection 

requirements. 

1.7 SEQUENCING 

A. Ensure that products of this section are supplied to affected trades in time to prevent 

interruption of construction progress. 

1.8 WARRANTY 
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A. The completed system installation shall be warranted by the manufacturer against 

defects of materials, and by the Contractor for defects in workmanship for a period of 

five (5) years, beginning with the date of Substantial Completion for the entire 

Project. 

B. The warranty shall not require the signature of the Owner. 

C. The warranty shall be a term type, without deductibles or limitations on coverage 

amount, and shall be issued at no additional cost to the Owner. 

1.9 EXTRA MATERIALS 

A. Extra Materials: Deliver supply of maintenance materials to the owner. Furnish not 

less than 20 pavers as maintenance materials from same lot as materials installed 

and enclosed in protective packaging with appropriate identifying labels. 

PART 2  PRODUCTS 

2.1 MANUFACTURERS 

A. Basis of Design:  Wausau Tile, Inc. 

B. The Contractor may submit approved equals during bidding.  

2.2 PAVERS 

A. General:  

1. Colors: Project will consist of 2 standard manufacturer colors to be chosen by 

Owner. Color layout to be provided by Owner prior to installation. 

2. Size:  Pavers to be uniform size between 24” x 24” x 2” nominally. 

B. Approved Manufacturers: 

1. Wausau Tile: Architectural Pavers, V-Series, Stoney Creek. 

2. Color by Owner. Provide 3 samples, SC-40, SC-50, and SC-65.  

2.3 PAVER PEDESTAL SYSTEM 

A. Approved Manufacturers: 

1. Wausau Tile: Terra System One. 

B. General Components: 

1. Storage Room:  

a. Main Field: Terra-Pad, Terra-Stand, and 3/16” Rubber Spacers. 
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b. Edges: Terra-Pad, Waffle Reducers, Terra-Tab 3/16” wide spacer, and 3/16” 

Rubber Spacers. 

1) All pavers to be supported on a manufacturer approved component. 

2) Provide rubber spaces between each paver. 

PART 3  EXECUTION 

3.1 CONCRETE PAVER INSTALLATION 

A. Do not begin installation until the Shop Drawing is approved showing all components 

required for the paver/pedestal installation and layout of all paver areas along with 

cut pavers to fit in the area. 

B. Do not begin installation until substrates have been properly prepared. 

C. Examination: Prior to starting work inspect the substrate to ensure that it has been 

properly prepared to accept the Pedestal System. The substrate and or surface shall 

be clean and free of any projections and debris which may impair the performance of 

the pedestal and or the deck system. Verify all elevations, required pedestal heights 

and deck dimensions. Commencement of work shall imply acceptance of surfaces 

and deck conditions. 

D. Grid Layout and Elevations: 

1. Once the starting point and the finished elevation of the deck surface have been 

determined, the "Top of Pedestal Elevation" (finished elevation less decking 

paver or tile thickness) is established and marked around the perimeter using a 

transit water level or laser leveling device. 

2. Precise measurements shall be taken, and deck area shall be accurately defined. 

Mark off and ' square up' all outside edges with control lines using "snapped" 

chalk lines. Mark two lines that are perpendicular to each other across the deck 

area. Continue to mark a grid of lines in both directions marking the location of 

each pedestal. Use the control lines as references to periodically check and 

assure a square layout during installation. 

3. Next, a pedestal shall be placed where each measured grid line meets the 

perimeter. Remove two spacer tabs in line with one another atop each pedestal 

system placed around the perimeter. Remove all four spacer tabs at corners. 

4. Adjust each pedestal height to the "Top of Pedestal Elevation" marked on the 

perimeter. Position the pedestal as close to the edge of the perimeter as 

possible, with the two remaining spacer tabs aligned with the grid line. Using the 

elevation marked on the perimeter, stretch a mason's line along and slightly 

ahead of the second row of pedestals. A laser leveling device may also be used 

for this purpose. 
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5. On larger decks, it is recommended that the system be pre-assembled and pre-

set to the proper elevation and placed in position prior to the installation of 

decking paver or tile. 

6. As the pedestals located along the grid lines are loaded with pavers or tiles, 

perform fine vertical height adjustments. 

7. Always maintain adequate thread engagement. 

8. Slight irregularities in decking paver or tile thickness can be compensated for by 

using one to two shim segments. Place on top of the pedestal, under the 

corner(s) of the decking paver or tile. Use no more than two shims on top of the 

pedestal and always adhere quartered (1/4) wedges with construction adhesive. 

E. Slope and Height Compensation: 

1. Maintain a level decking surface over sloping substrates and is accomplished 

using a combination of the following:  

a. Varying size core/body.  

b. Screw extension for precise height adjustment. 

c. Self-Leveling cap that pivots and tilts in any direction for slope compensation 

from 0% to 4%. 

2. Pedestals are designed to be rotated for final precise adjustment when they are 

fully loaded. Pedestals shall be leveled in each succeeding row as the installation 

proceeds. Final height adjustment or maintenance to be performed after pavers 

are set 

3. Shims may be used in multiples, whole or quarters, and placed under the 

pedestal base or on top the pedestal cap to level pedestals. Use a small amount 

of construction adhesive to adhere sections of shims and/or whole shims to each 

other or to the pedestal. DO NOT use construction adhesive to adhere pedestal 

or shims to insulation, roofing or waterproofing membrane. Additional sections of 

shims may be used and shall be available for regular maintenance. 

F. Perimeter Containment: Any area of the pedestal deck that is not restrained by a 

parapet or foundation wall shall be ' boxed-in' and contained. The deck panels will 

move if all sides are not adequately restrained. Perimeter framing and edging boards 

located at the outside of the deck perimeter shall be installed to provide restraint. No 

movement shall be allowed at the perimeter of the deck system greater than one tab 

width. 

G. Confirm that deck pedestal heights have been braced in as necessary with 

manufactures written instructions. 

H. All expansion and Control joints shall be installed per TCA EJ171. Joint materials 
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used shall follow manufacturer's directions and instructions. 

I. Field cut pavers with wet masonry saw in accordance with manufacturer's 

recommendations for methods, equipment and precautions. 

3.2 CONCRETE PAVER INSTALLATION FIELD QUALITY CONTROL  

A. Inspect often during installation to assure that grid spacer lines are being maintained 

in a straight and consistent pattern and that deck Pavers or tiles are level and not 

rocking. Unless otherwise specified in writing to allow for expansion, inspect to 

assure that all paver spacing between tiles and at perimeter walls does not exceed a 

tab width. Particular attention shall be made to assure that all pedestrian entry or 

access points to the deck are level and that the deck surface tiles are not randomly 

raised or uneven creating a tripping or safety hazard.  

B. Contractor to inspect each paver during installation for cracks, chips or other defects. 

If the installation side of the paver is not free of aforementioned defects, the paver 

should be discarded at no expense to the owner. 

C. Lay the pavers in the approved pattern. Maintain straight pattern lines. All paver 

patterns to be neat straight lines with ½” maximum tolerance within 10’-0”.   

D. Joints between the pavers shall be 3/16” wide.  Pavers should be laid tight to spacer. 

1. Owner/Engineer to check paver installation and joint spacing at 50% and 100% 

of the paver installation process. Contractor to fix, reset, replace pavers which do 

not meet the requirements.  

E. After pavers have been installed, a final walk through of all paver areas will be 

conducted to inspect pavers for defects and paver spacing. Replace all damaged 

and/or broken pavers. 

3.3 CLEANING AND SEALING 

A. Wash entire surface with phosphate free neutral cleaner with pH factor between 7 to 

10 and rinse with clean water and allow to dry thoroughly  

B. Apply sealer in accordance with manufacturer’s directions 

1. pH factor between 7 and 10. 

2. Non-discoloring and UV resistant. 

3. Penetrating type designed especially for precast concrete Pavers.  

3.4 FINAL ACCEPTANCE 

A. Prior to final acceptance check for rocking pavers and adjust using or shim 

immediately. Pedestals can settle and may have to be realigned. Failure to do so can 

cause a tripping hazard. Periodically check spacer tabs and immediately replace 
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broken tabs to limit deck movement. Make sure the edge restraint stays intact and 

structurally sound. 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 079000 

EXPANSION JOINTS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Expansion joint cover plates.  

b. Compressible expansion joint seal installation.  

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 030100: Concrete Repairs. 

4. Section 079200: Sealants. 

5. Section 071800: Vehicular Traffic Membrane 

6. Section 099100: High-Performance Coatings. 

1.2 SUBMITTALS 

A. Joint and Several Warranty Form. 

B. Letter of inspection approving blockout or noting unacceptable conditions. 

C. Shop drawings of all expansion joint conditions, including typical section, factory 

manufactured splices and each termination detail. 

D. Literature for manufactured products, including manufacturer's specifications, test data 

and installation instructions including temperature limitations and joint opening 

recommendations. 

E. Letter of approval. 

F. Prior project experience. 

G. Joint System Sample. 

H. Name and resume of persons. 

I. Letter from expansion joint manufacturer. 

1.3 QUALITY ASSURANCE 
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A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes or ordinances conflict with this Specification, then the laws, codes or ordinances 

shall govern, except in such cases where the Specification exceeds them in quality of 

materials or labor, then the Specifications shall be followed. 

2. If the above laws, codes or ordinances conflict with the Specification, then the laws, 

codes or ordinances shall govern, excerpt in such cases where the Specification 

exceeds them in quality of materials or labor, then the Specifications shall be followed. 

B. The expansion joint installer shall be approved by the manufacturer. 

C. All work under this Section shall be performed by Contractors which have successfully 

performed at least three verifiable years of projects that are similar in magnitude and type 

to those involved in this Contract and three or more prior projects in a climate similar to 

that for this project. 

D. All work under this Section shall be under the immediate control of the Contractor's non-

working superintendent(s) experienced in this type of work.  The person(s) shall have 

supervised three prior projects of similar magnitude and type and shall be present during 

all operations.  This person(s) shall be approved by the Owner. 

E. The Owner may submit material samples to an independent testing laboratory for 

verification of material properties and/or conformance to performance standards. 

F. A technically competent employee of the expansion joint manufacturer (not associated 

with the installation crew or Contractor) shall be present before and during the installation 

of the initial lengths of the joint system (minimum 50% of total joints) on this project.  This 

person shall be approved by the Owner. 

G. The expansion joint manufacturer and installer must inspect the completed block-outs 

prior to the start of new joint system installation.  Unacceptable conditions must be 

reported, in writing, to the Owner prior to start of work.  Starting installation of the new 

expansion joints constitutes acceptance of the completed block-out conditions. 

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Deliver all materials to job site in sealed, undamaged containers.  Each container shall be 

identified with materials' name, date of manufacture, lot, and batch number. 

B. Store materials when not in actual use in a place specifically assigned for that purpose 

which is well ventilated and lighted and not subject to direct sun rays.  Materials shall be 

kept or packaged when not in use.  Keep storage area neat and clean and secure from 

vandalism and theft. 
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C. Perform work in strict accordance with all safety and weather conditions required by 

product literature or as modified by applicable rules and regulations of Local, State and 

Federal authorities having jurisdiction. 

D. When toxic or flammable solvents are used, the seal installer shall take all necessary 

precautions as recommended by the manufacturer.  In all cases, the handling and use of 

toxic or flammable solvents, including adequate ventilation and personal protective 

equipment, shall conform to the requirements of the applicable safety regulatory agencies. 

1.5 SEQUENCING 

A. The expansion joint seal manufacturer shall provide a written procedure for installation of 

new expansion joint seals within 10 days after placement of cementitious material used 

for the modification of expansion joint block-outs and overlays. 

1.6 WARRANTY 

A. A warranty of five years shall be provided for all types of new expansion joint seals. The 

manufacturer and approved installer shall jointly and severally maintain the joint in a safe, 

waterproof condition for the warranty period at no additional cost to the Owner. The 

Contractor is responsible for compliance of both the manufacturer and approved installer 

for the warranty period. 

PART 2 PRODUCTS 

2.1 COMPRESSIBLE EXPANSION JOINT SEAL: SOUTH UPPER CONCOURSE AND 

LOWER BOWL LOCATIONS 

A. Bais of Design: Emseal Emshield DFR2 by Sika Corporation. 

2.2 COMPRESSIBLE EXPANSION JOINT SEAL: EAST AND WEST ENDZONE UPPER 

CONCOURSE 

A. Bais of Design: Emseal DSM System by Sika Corporation. 

2.3 COVER PLATE EXPANSION JOINT SYSTEM 

A. Iso-Flex CapSpan by Lymtal International, Inc. 

1. Custom safety yellow color. 

B. Equivalent system by other manufacturers as approved during the bidding process. 

PART 3 EXECUTIONS 

3.1 GENERAL 

A. Where scheduled for replacement, remove existing expansion joint systems, and perform 

minor concrete repairs as required to perform the work. 

B. If found, remove styrofoam or any other form of joint filler material in expansion joint 

openings. 

C. Cure all expansion joint system nosing and adhesive materials in accordance with 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Expansion Joints 

079000 - 4 

manufacturer's recommendations.  Allow nosing to cure for minimum time period based 

on temperature conditions required by the manufacturer.  Verify nosing and adhesive 

material is cured, prior to allowing vehicular traffic across the joint.  Use traffic plates if 

necessary, temporarily anchor to the deck side of the joint, to accommodate traffic. 

D. Accelerated curing by heating of nosing and adhesive material is not permitted. 

E. Do not install seals or associated materials over or on wet substrate materials. 

F. Cease installation of seals under adverse weather conditions, or when temperatures (deck 

or ambient) are outside the allowable temperature limits. 

G. Install seals as soon during the Work as substrate temperatures permit. 

3.2 NEW COMPRESSIBLE EXPANSION JOINT SYSTEM INSTALLATION 

A. Preparation of Concrete Joint Openings 

1. Where appropriate, perform all necessary repairs to establish consistent joint openings 

across the entire deck surface. Use manufacturers approved epoxy-based repair 

materials for minor joint edge or block-out repairs, or alternative concrete repair 

materials for larger repair areas. Refer to Specification Section 030100. 

2. Rout and seal adjacent construction joints or cracks that intersect the block-out for a 

length of 8 inches. Refer to Specification Section 079200. 

3. Grind and vacuum clean all concrete surfaces to be in contact with seal system no 

sooner than 24 hours before seal installation. Contact surfaces shall be clean, dry and 

sound. Re-grinding is required if contact surfaces become contaminated after the initial 

blasting. This includes contamination by rainwater runoff.  Wet sand blasting followed 

by adequate drying is approved if conditions warrant, as approved by manufacturer. 

4. Coordinate preparation procedures to avoid damage to vehicles on levels below or 

adjacent to work area.  Remove all dirt and debris from joint opening and adjacent 

floor areas on both levels immediately after work is complete. 

B. Seal Installation 

1. Install new seal per manufacturer’s installation instructions.  Perform work during 

coolest portion of day, typically in the middle of the night.  Complete work at least 4 

hours prior to anticipated rising deck temperatures. Cease installation of joint system 

under adverse weather conditions. 

2. Install manufacturer’s approved adhesive or bonder to compression seal and concrete, 

nosing or metal surfaces which will be in contact. 

3. Install seals per manufacturer’s installation instructions. 

4. Install the seals in continuous lengths with no splices in the horizontal plane of the 

seal.  Recess seals slightly from adjacent floor surfaces. 

5. Turn seals up onto and across curbs and up 4 inches at adjoining vertical wall and 
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column surfaces.  Vertical installation to be flush with adjoining wall and column 

surfaces. 

6. As appropriate, provide heat welds or adhesive at direction changes from horizontal 

to vertical.  Execute welds per manufacturer’s requirements. 

7. Before installation, test splices with a 150-pound axial tension load. 

8. Seal splices at end conditions as recommended by the manufacturer if those 

conditions are not shown on the Drawings. 

9. Install any supplemental silicone cap seal materials in the same work shift, or no later 

than the next day if no inclement weather is predicted. 

3.3 CLEAN-UP 

A. During the progress of the Work, remove from the project all discarded materials, rubbish, 

cans and rags. 

B. Clean all surfaces of drops or spills of nosing materials with manufacturer approved 

solvents which are not deleterious to the concrete surface. 

C. All hardware, adjacent floor areas, metal work, etc., and the premises shall be lift clean 

and free of all construction dirt and debris.  This includes the removal of debris from pipes, 

etc., which resulted as part of the construction process. 

D. Empty containers shall be removed from the structure at the end of each working day.  All 

cloths soiled with solvent or other materials that might constitute a fire hazard shall be 

placed in suitable metal safety containers or shall be removed from the structure at the 

end of each working day.  Special care shall be taken in storage or disposal of flammable 

materials.  Comply with health and fire regulations. 

 

END OF SECTION 
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DIVISION 07 – THERMAL AND MOISTURE PROTECTION 

SECTION 079200 

SEALANTS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Random crack and construction joint sealant. 

b. Cove joint sealant. 

c. Precast seating unit sealant. 

d. Precast wall panel sealant. 

B. Related Sections  

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedures. 

3. Section 015600: Barriers. 

4. Section 024119: Selective Structure Demolition. 

5. Section 030100: Concrete Repairs. 

6. Section 071401: Hot Fluid Applied Waterproofing. 

7. Section 071800: Vehicular Traffic Membrane. 

8. Section 071810: PMMA Membrane. 

9. Section 221400: Drains and Piping. 

1.2 DEFINITIONS 

A. Where the term "manufacturer's recommendations," or variations thereon, are found in 

this Specification, it shall mean "manufacturer's recommendations which are found in 

publications available to and commonly used by the general architectural and consulting 

professions." 

1.3 SUBMITTALS 

A. Copies of literature for all manufactured products, including manufacturer's specifications, 

test data and installation instructions or applicator's manual. 

B. Installation Letter per Paragraph 1.4.B. 
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C. Resume of contractor superintendent or employee per Paragraph 1.4.D. 

D. Manufacturer's certification per Paragraph 1.4.F. 

E. Proof samples of sealants intended to be installed per Paragraph 1.4.G. 

F. If requested, Field samples of sealants installed on site per Paragraph 1.4.H. 

G. Safety Data Sheets on all materials which are classified as hazardous materials. 

H. Upon completion of the Work and prior to final payment, provide written recommendations 

for routine care and maintenance.  Provide list of three Contractors nearest the project 

location who are qualified to perform repairs to the sealants.  Identify common causes of 

damage and include instructions for temporary patching until permanent repair can be 

made by qualified personnel. 

I. Upon completion of the Work and prior to final payment, provide a fully executed warranty. 

1.4 QUALITY ASSURANCE 

A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA). If the above laws, 

codes, or ordinances conflict with the Specification, then the laws, codes or ordinances 

shall govern, excerpt in such cases where the Specification exceeds them in quality of 

materials or labor, then the Specifications shall be followed. 

B. The sealant installer must be acceptable to the manufacturer.  Provide written confirmation 

that the intended sealant installer is acceptable to the manufacturer. 

C. The Contractor shall review locations where joint sealant work is specified and shall submit 

in writing existing conditions and newly specified details which would cause sealant 

material to fail.  Failure to review existing conditions or identify details or procedures which 

will cause failure of sealant material to perform as specified, the Contractor shall become 

responsible for all costs relating to correcting the deficient work, including all direct and 

indirect costs to the Owner. 

D. The Contractor's superintendent, or another technically competent employee of the 

Contractor approved by the Owner and Manufacturer, shall be on site and supervise 

installation of all sealants on this project.  Sealant identified as being installed not under 

the direct supervision of this person shall be subject to removal and replacement, at the 

direction of the Owner.  This person identified for supervision of the work shall have 

supervised at least three prior projects of similar magnitude and type. 

E. The Owner may, at his discretion, choose to remove up to a six-inch length of sealant in 

locations at a time after installation and initial curing of sealant to verify installation as 

specified.  The Contractor shall include in his Bid the costs to repair one such location for 
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each 100 ft. of sealant installation.  If inspections of these locations by the Owner reveal 

deficient installation of sealant, the Owner may remove additional sealant to further 

quantify the length of deficient sealant.  The Contractor shall repair all deficient locations 

of sealant found by the Owner at no additional cost and no extension of time for the work. 

F. Sealant materials shall be certified to be compatible by the manufacturer for use with the 

membrane system and all substrates. 

G. The Owner may, at his discretion, direct the contractor to prepare proof samples of all 

sealant materials used on the job site in advance of the work, and submit to the Owner for 

purposes of testing and examination.  Samples shall be manufactured with a unit of 

material from the first batch intended for use on the project.  Samples (4 total) shall be at 

least 2-inch x 2-inch square and 1/2-inch-thick, with troweled top surfaces, identified with 

manufacturer's batch numbers, date and location of preparation. 

H. Mock-ups 

1. Sealant foreman and crew assigned to project to complete all mock-ups listed. 

a. The Owner may, at his discretion, direct the Contractor to prepare and submit Field 

Samples of sealant materials used on the job site during the work.  Samples shall 

be manufactured on site, from a unit of material from the same batch in use that 

day.  Samples (2 total) shall be at least 2-inch x 2-inch square and 1/2-inch-thick, 

with troweled top surfaces, identified with manufacturer's batch numbers, date and 

location on the project where the sealants represented in the samples were 

installed.  Up to three sets of Field Samples may be requested on this project in 

the Base Bid. 

2. Precast Seating Unit, Control, Isolation, and Cove Joints 

a. Demonstrative removal and cleaning technique. 

b. Demonstrate backer rod installation. 

c. Demonstrate sealant installation and tooling technique. 

1.5 DELIVERY, STORAGE AND HANDLING 

A. Deliver materials to job site in sealed, undamaged containers.  Each container shall be 

identified with material's name, date of manufacture and lot number. 

B. Only those materials being used during any one work shift may be stored in the Work 

area.  Coordinate location of storage area with the Owner. 

C. Sealant materials shall be kept sealed when not in use. 

D. Storage and handling of materials shall conform to the requirements of the applicable 

safety regulatory agencies. 

E. Storage areas shall be heated or cooled as required for maintaining the product 

temperatures within the range recommended by the manufacturer. 
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1.6 PROJECT CONDITIONS 

A. Install sealant materials in strict accordance with all safety and weather conditions 

required by product literature or as modified by applicable rules and regulations of Local, 

State and Federal authorities having jurisdiction. 

B. Fumes and debris shall be controlled to prevent harmful or undesirable effects in 

surrounding areas. 

C. When toxic or flammable solvents are used, the Contractor shall take all necessary 

precautions as recommended by the manufacturer.  In all cases, the handling and use of 

toxic or flammable solvents, including adequate ventilation and personal protective 

equipment, shall conform to the requirements of the applicable safety regulatory agencies. 

1.7 SEQUENCING 

A. Install sealants after any required substrate repairs. 

B. Install sealants after adequate cure of all repair materials. Confirm required cure time with 

sealant manufacturer. 

C. Install all sealants prior to installation of membrane systems. 

1.8 WARRANTY 

A. New exposed sealant work shall be warranted for a period of five (5) years against defects 

due to installation or material deficiencies, including but not limited to excessive softness, 

excessive entrapped air in cured cross sections, disbonding, cohesive failure, leakage, 

and ultraviolet exposure degradation. 

B. Sealant work under membrane systems shall be warranted as part of and included in the 

membrane system guarantee. 

C. All required testing and quality assurance operations necessary to furnish the warranty 

are Contractor and manufacturer’s responsibility. 

PART 2 PRODUCTS 

2.1 CRACK AND JOINT SEALANTS 

A. Multi-component, unmodified, non-sag polyurethane. Approved products manufacturers 

include: 

1. Sika 2c NS-EZ with TG additive by Sika Corp. 

2. Dymeric 240FC by Tremco, Inc. 

3. Isoflex 881 by Lymtal International. 

B. Minimum compression or extension of 25% of the nominal joint width without adhesive or 

cohesive failure. 

C. Primer(s) as recommended by sealant manufacturer for each substrate. 
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D. Cove sealants shall be gun grade (non-sag). 

E. Backer Rod or Bond Breaker Tape:  Backer Rod shall be closed-cell, polyethylene in sizes 

to maintain 25 percent compression.  Backer rod shall not be used except at locations 

indicated on the Drawings or unless approval for each intended application location is 

obtained from the Owner.  Alternative use of bond breaker tape in size appropriate for the 

width of joint and approved for use by the sealant manufacturer will be allowed on a case-

by-case basis. 

2.2 SILICONE SEALANTS 

A. To be installed at:  

1. Perimeter of the stair treads above the membrane and where noted on the drawings 

such as the rail post embedment’s. 

B. Approved Silicone Sealants 

1. Dowsil 790 silicone sealant by The Dow Chemical Company. 

2. Spectrum 1 silicone sealant by Tremco. 

3. SilPruf LM SCS2700 sealant by G.E. 

4. Pecora 890 NST. 

C. Minimum compression or extension of 50% of the nominal joint width without adhesive or 

adhesive failure. 

D. Primer(s) as recommended by the sealant manufacturer for each substrate. 

E. Sealants shall be gun grade (non-sag) unless otherwise noted on the Drawings or in this 

Section. 

F. Backer Rod.  Backer Rod shall be bi-cellular polyethylene in sizes to maintain 50 percent 

compression.  Backer rod shall be used except where not indicated on the Drawings or 

not required by the Manufacturer. 

1. Acceptable Manufacturers: 

a. SOF Rod by NOMACO. 

b. ITP Soft Type Backer Rod by Industrial Thermo Polymers, Ltd. 

PART 3 EXECUTIONS 

3.1 GENERAL 

A. Remove existing sealants in joint cavities, coves and other locations and clean surfaces 

to remove residue.   Rout any new joint cavities scheduled for new sealant.  Grind and 

vacuum clean all joint cavities, coves and other locations scheduled for new sealant as 

required by the sealant manufacturer within 24 hours of sealant installation.  

B. Primer shall be used for all sealant installations regardless of manufacturer’s requirements 
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unless a letter from the manufacturer states use of a primer is detrimental.  Allow primer 

to cure per manufacturer’s recommendation prior to sealant installation. 

C. Joint substrates that become contaminated by dirt or moisture after initial preparation, 

shall be cleaned again at no additional cost to the Owner. 

D. Modify the depth of existing joints by additional routing or positioning of backer rod to 

maintain a width to depth ratio of 2 to 1 unless otherwise noted on the drawings.  At no 

location is the sealant width allowed to exceed 1-1/2". 

E. In areas indicated on the Drawings or otherwise directed by the Owner, remove existing 

failed and deteriorated sealant / all existing sealants. 

F. Reinstall new sealant where existing sealant is removed. 

G. Rout cracks per details in surfaces at locations directed by the Owner. 

H. Rout joints per details. 

3.2 NEW SEALANT  

A. Perform joint substrate preparation requirements. 

B. Clean joint substrates and apply primer as recommended by the sealant manufacturer. 

C. Install backer rod or bond-breaker tape where required.  Vary size of backer rod as 

necessary to maintain proper compression. 

D. Install sealant as indicated in the details on the Drawings. 

3.3 CLEAN-UP 

A. During the progress of the Work, remove from the project all discarded coating materials, 

rubbish, cans, and rags. 

B. All sealant material and drops shall be completely removed from hardware, adjacent floor 

areas, metal work, etc., and the premises shall be left clean and in orderly condition. 

C. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left 

clean and free of all construction dirt and debris.  This includes removal of all debris from 

pipes, etc., which resulted from work specified herein. 

D. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed 

during preparation for sealant installation. 

E. Empty containers shall be removed from the structure at the end of each working day.  All 

cloths soiled with coating that might constitute a fire hazard shall be placed in suitable 

metal safety containers or shall be removed from the structure at the end of each working 

day.  Special care shall be taken in storage or disposal of flammable materials.  Comply 

with health and fire regulations. 

 

END OF SECTION 
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DIVISION 9 FINISHES 

SECTION 090100 

FAÇADE CLEANING 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Removing biological growth from surfaces. 

b. Cleaning rust from concrete. 

c. Cleaning dirt and hydrocarbon stains from concrete. 

d. Cleaning areas of tuckpointing. 

e. Storm drains protection. 

2. Mock-ups of the various cleaning products specified in this section should take place 

prior to submission of the final selected cleaning products. 

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 030100: Concrete Repairs. 

4. Section 040100: Masonry Repairs. 

5. Section 055000: Miscellaneous Metals. 

6. Section 092400: Stucco Repairs. 

7. Section 099100: High Performance Coatings. 

1.2 SUBMITTALS 

A. Submit manufacturer's standard literature for all manufactured products specified herein. 

B. Quality Assurance/Control Submittals 

1. Design Data, test reports, certificates, manufacturer’s instructions, manufacturer’s field 

reports 

1.3 QUALITY ASSURANCE 

A. Regulatory Requirements 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 
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ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

B. Mock-up 

1. Mock-ups of the various cleaning products specified in this section should take place 

for each substrate and stain prior to submission of the selected cleaning products.  

Owner is to review and approve of mockups for level of expected cleanliness prior to 

contractor starting work. 

2. Provide 4’ x 4’ mock-up of cleaning in an area as selected by Owner for each substrate 

scheduled to be cleaned. 

3. Each mock-up is to demonstrate full cleaning procedure. 

4. Approved mock-ups should be maintained as part of the completed work. 

5. If mock-up is unacceptable, additional mock-ups will be performed in other locations 

as selected by the Owner as part of the Base Bid until a mock-up is accepted by the 

Owner. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Packing, Shipping, Handling and Unloading 

1. Deliver materials to job site in sealed, undamaged containers/packaging. 

B. Storage and Protection 

1. Protect materials in a dry place, off ground and under cover to protect them from 

moisture and other damage. 

2. Do not use materials showing evidence of water or other damage. 

3. Storage and handling of materials shall conform to the requirements of the applicable 

safety regulatory agencies. 

4. Storage areas shall be heated or cooled as required to maintain the temperatures 

within the range recommended by the manufacturer. 

C. Do not use materials that are beyond their expiration date. 

1.5 PROJECT CONDITIONS 

A. Environmental Requirements 

1. Install materials in strict accordance with all safety and weather conditions required by 

product literature or as modified by applicable rules and regulations of Local, State 

and Federal authorities having jurisdiction. 
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2. Maintain materials, structure surfaces and surrounding air to a minimum temperature 

of 40 degrees F. for a period of 48 hours before the start of work and 48 hours after 

completion of work. 

3. Fumes and dust shall be controlled to prevent harmful or undesirable effects in 

surrounding areas. Do not allow fumes, dirt, dust or debris to enter the structure. 

4. When toxic or flammable solvents are used, the Contractor shall take all necessary 

precautions as recommended by the manufacturer. In all cases, the handling and use 

of toxic or flammable solvents, including adequate ventilation and personal protective 

equipment, shall conform to the requirements of the applicable safety regulatory 

agencies. 

1.6 DEFINITIONS 

A. Spray Pressure 

1. Low Pressure Spray: 100 to 400 psi. 

2. Medium Pressure Spray: 400 to 800 psi. 

3. High Pressure Spray: 800 to 1,200 psi. (Can go up to 2,500 psi for concrete but watch 

substrate during mock-up for deterioration.) 

PART 2 PRODUCTS 

2.1 MATERIALS 

A. Storm Drain Protection 

1. PIG Basin Guard by New Pig with oil absorbent socks. (1-800-468-4647)  

www.newpig.com 

2. PIG Grate Guard by New Pig with oil absorbent pillows. 

B. Water: Clean and potable. 

C. Biological Cleaners (Removes fungi, algae, bacteria, and moss) 

1. Enviro Klean Revive by Prosoco. 

2. OneRestore by EaCo Chem. 

D. Concrete Cleaners (Metal and mineral oxide stains including rust, lead, and copper) 

1. OneRestore by EaCo Chem. 

2. Light Duty Restoration Cleaner by Prosoco. 

3. Diedrich Technologies 

a. Diedrich 940 Iron & Manganese Stain. 

E. Concrete Cleaners (Dirt and hydrocarbon) 

1. BioKlean by Prosoco. 
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2. OneRestore by EaCo Chem. 

F. Tuckpointing Cleaning 

1. Sure Klean Vana Trol by Prosoco. 

2. 202V Vana-Stop by Diedrich Technologies. 

2.2 MIXES 

A. Dilute cleaner(s) as recommended by manufacturer depending on the results for the 

surfaces of substrates being cleaned. 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces intended to receive the specified work and note conditions or defects 

that will adversely affect the execution and/or quality of the work. 

B. Notify Owner in writing of any such conditions or defects. Do not begin work until 

unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work 

constitutes acceptance by Contractor of the surfaces and conditions under which the work 

is to be performed, and acceptance by Contractor for the performance of the work. 

3.2 PROTECTION 

A. Provide temporary protection during the course of the work to prevent water entry into the 

structure and wall systems.  Maintain the structure in a weather tight condition. 

B. Protect all existing adjacent surfaces that are to remain and are not included in the work 

of this Section. 

C. Provide safeguards from work of this Section for vehicular and pedestrian traffic, and 

adjacent property. Do not permit drift of dust or liquids.  

D. Use safeguards recommended by manufacturers of products specified herein for 

personnel handling and applying said materials. 

E. Protect surrounding areas from construction activities, dirt, dust, debris and overspray. 

F. Protect structure surfaces, sidewalks, streets, and landscaping below during cleaning. 

3.3 STORM DRAIN BARRIERS 

A. Provide filtration system around existing storm drains to prevent hydrocarbons, oils, and 

sediments from entering the storm drain system.  The filtered water should be able to enter 

the storm drain system. 

B. Filtration system should include oil-absorbent elements.  Replace the oil-absorbent 

elements as required per manufacturer’s specifications. 

C. Filtration system shall be in place during cleaning.  Remove protection at the end of each 

work day. 
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3.4 CLEANING 

A. General Cleaning 

1. Apply cleaning solutions per manufacturer’s instructions. 

2. Allow material to remain on surface for a time period as recommended by the 

manufacturer.  Do not allow surfaces or cleaners to dry. 

3. Repeat cleaning process as required per manufacturer’s recommendations. 

4. Rinse surfaces clean with low pressure water per manufacturer’s recommendations. 

3.5 MASONRY CLEANING 

A. General 

1. Clean all face brick with cleaning solution per manufacturer's recommendations and 

instructions. 

a. Comply with BIA Technical Note 20 for cleaning of brick. 

b. Provide a general and masonry repair cleaning. 

2. Protect structure surfaces and landscaping below during cleaning. 

3. Provide adequate protection of all surrounding surfaces not intended to be cleaned 

from damage (surface blemish, staining, etching, etc.) due to preparation and cleaning 

procedures. Repair damage at no cost to the Owner. 

4. Provide adequate protection of adjacent brick not being cleaned during a specific 

cleaning operation. Repair damage at no cost to the Owner. 

3.6 FINAL CLEANING 

A. Clean ground area of materials and debris. 

B. Rinse sidewalks and street surfaces of all cleaning solutions and debris. 

 

END OF SECTION 
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DIVISION 09 FINISHES 

SECTION 092400 

STUCCO REPAIRS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section includes all labor, material, equipment, special tools and services required to 

repair stucco, as required by the Drawings and this Specification. 

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition. 

3. Section 079200: Sealants. 

4. Section 099100: High Performance Coatings. 

1.2 REFERENCES 

A. ASTM C150 – Portland Cement. 

B. ASTM C847 – Standard Specification for Metal Lath. 

C. ASTM C1032 - Woven Wire Plaster Base. 

D. ASTM C933 - Welded Wire Lath. 

E. ASTM C144/C897 – Aggregate for Job-Mixed Portland Cement-Based Plaster 

F. Portland Cement Plaster (Stucco) Manual published by PCA. 

G. ASTM C926, “Specification for Application of Portland Cement-Based Plaster.” 

H. ASTM C1063, “Standard Specification for Installation of Lathing and Furring to Receive 

Interior and Exterior Portland Cement-Based Plaster.” 

I. ICC-ES Acceptance Criteria for Weather-resistive Barriers (AC38). 

J. SMA Details and Bulletins. 

1.3 SUBMITTALS 

A. Submit for review and approval Manufacturer's Spec Data Sheets of each product to be 

used. 

B. Submit for record Material Safety Data Sheets of each product, solvent, or related 

chemicals to be used and certification that materials conform to local, state, and federal 

environmental and worker's safety laws and regulations. 

1.4 QUALITY ASSURANCE 

A. Mockup:  Install mockup of exterior plaster installation for review and approval. 
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1. Coordinate schedule with Engineer at least 48 hours in advance of performing mock-

ups. 

2. Perform the mock-ups using the same materials, preparation and application 

procedures to be used in the production work. The mock-ups shall reflect the 

workmanship expected during the work. 

3. Allow the mock-up to remain undisturbed during the Work as a standard for judging 

completed work. 

4. Remove and replace any rejected mock-ups at no additional cost to Owner. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver all materials to the job site in manufacturer’s sealed packaging, properly labeled 

with product and manufacturer’s name, lot number, safety and clean up instructions. 

B. All materials delivered to the site shall be unloaded with care and handled to avoid any 

damage or contamination of the materials.  

C. All materials shall be stored, covered, and protected from weather in strict accordance 

with the manufacturer’s instructions. 

D. Damaged or deteriorated materials shall be removed from the site. 

1.6 WARRANTY 

A. A warranty period of two (2) years shall be provided for stucco work performed under 

this Section against defects, as determined by the Owner, including but not limited to 

debonding, excessive cracking and surface scaling. 

PART 2 PRODUCTS 

2.1 STUCCO MIXTURES 

A. Comply with requirements of ASTM C926, “Specification for Application of Portland 

Cement Based Plaster.” 

1. Scratch and Brown Coats:  ASTM C926 Plaster Mix C. 

2. Finish Coat:  ASTM C926 Plaster Mix F. 

B. Materials 

1. Portland Cement:  ASTM C150, Type I.  Use single brand of cement throughout 

project. 

2. Plastic Cement: ASTM C1328, Standard Specification for Plastic (Stucco) Cement 

3. Masonry Cement:  ASTM C91, Type S. 

4. Aggregate:  Normal-weight, complying with ASTM C897. 

a. Base Coat:  Fine aggregate to be natural or manufactured sand. 

b. Finish Coat:  Fine aggregate graded to pass the No. 16 mesh sieve, light 
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colored. 

5. Water:  Potable and free of deleterious materials. 

6. Fibers (to reduce cracking):  Grace MicroFiber polypropylene fiber reinforcement by 

WR Grace Construction Products, 1.6 pounds per cubic yard. 

2.2 FURRING AND LATHING 

A. Expanded Metal Lath:  Flat diamond-mesh, 3.4 pounds per square yard; galvanized 

finish complying with ASTM C847. 

B. Lath Accessories:  Match size, shape and gage of existing joint and edge accessories, 

minimum 26-gage, galvanized finish. 

C. Wire:  Galvanized, annealed. 

1. Tying:  16-gage minimum. 

2. Hangers:  8-gage minimum. 

2.3 ACCESSORIES 

A. Bonding Agent:  Latex. 

B. Corner Bead:  Galvanized finish. 

2.4 CRACK REPAIR MATERIALS 

A. Urethane Joint Sealant: Refer to Section 079200. 

B. Bond-breaker tape:  Pressure sensitive adhesive polyethylene tape, as recommended 

by sealant manufacturer. 

2.5 CLEANING MATERIALS 

A. Detergent(s) or cleaner(s) safe for application on exposed metals, concrete, masonry, 

and surrounding building materials.  Ensure that cleaners are compatible with sealant 

materials.  Perform spot testing to ensure efficacy and compatibility of cleaner, as well 

as final appearance, prior to general use. 

PART 3 EXECUTION 

3.1 STUCCO REPLACEMENT (PATCHES) 

A. Saw-cut edges of patch area. 

1. Make patch areas regular shapes (square or rectangular).  Avoid acute angles and 

re-entrant corners. 

2. Stagger the layers of the coats.  Cut back each succeeding coat less 3 inches, such 

that the finish coat area to be replaced is larger than the base coat area. 

3. Expose any existing metal lath around patch perimeter to facilitate lapping new 

metal lath.  Avoid cutting existing accessories. 

B. Carefully remove stucco to prevent loss of bond and damage to any adjacent metal lath.  



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

Stucco Repairs 
092400 - 4 

 

Avoid damaging the stucco adjacent to the patch area. 

3.2 CLEAN SUBSTRATES 

A. Ensure that surfaces are clean and free of dirt, dust, oil, efflorescence, and other foreign 

material. 

3.3 FURRING AND LATH 

A. For areas where existing lath is encountered: 

1. Place new metal lath with long dimension perpendicular to supports.  Lap metal lath 

not less than 2 inches. 

2. Secure metal lath with tying wire not more than 6 inches on center.  Provide a 

minimum of 3 ties per side. 

3. Install lath accessories, including but not limited to control joints, corner beads, and 

casing, such that finished plaster repairs match existing construction. 

4. Do not continue lath through control joints. 

3.4 CRACK CONTROL 

A. Be aware that cracking in stucco is usually caused by poor consolidation, inadequate 

control joints, early moisture loss, or non-uniform thickness.  Cracking due to these or 

other preventable causes is unacceptable.  The guidelines in this section are 

suggestions; Contractor may substitute other reasonable means and methods.  

Acceptance of the finished work will be based on performance. 

B. Provide sufficient moisture in the stucco mix or by moist or fog curing to permit 

continuous hydration of the cementitious materials.  The most effective procedure for 

curing and time between coats will depend on climate and job conditions. 

C. Some moisture must be maintained in the stucco for the first few days after application.  

Moist curing is applied only to the base coast and continued until the application of the 

finish coat. 

1. Generally, fogging the surface with water at the start and again at the end of the 

workday will suffice, depending on weather conditions. 

2. Moist-cure the base coat for a minimum of 2 days. 

D. Traditional, 3-coat stucco requires a delay between the scratch and brown coats to allow 

each coat to cure properly.  Moist curing is required during the delay period. 

E. Allow sufficient time between coats to permit each coat to cure or develop enough rigidity 

to resist cracking or physical damage when the next coat is applied. 

F. Immediately before applying the finish coat, moisten the base coat to control absorption 

during application and tooling of the finish.  No additional water should be applied to the 

finish plaster until it has hardened, because it can cause color variation. 
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3.5 STUCCO 

A. Mixing 

1. Mix materials dry, to uniform color and consistency, before adding water. 

2. Mix only as much stucco as can be used in 1 hour. 

3. Protect mixture from frost, contamination, and evaporation. 

4. Retempering of base coat stucco is permitted 1 time after initial mixing.  Discard 

stucco not used within 1.5 hours. 

5. Retempering of finish coat plaster is not permitted. 

B. Application to expanded metal lath:  Apply stucco in a 3-coat application to match existing 

application thickness.  Approximate minimum coat thickness:  7/8 inch for scratch and 

brown coats and 1/8 inch for the finish coat. 

C. Rod the basecoat to a true even plane and fill any defects in plane with stucco. 

D. Float the base coat to promote densification of the coat and to provide a surface texture 

that is receptive to the application of the finish coat. 

E. Apply finish coat with sufficient material and pressure to bond to and cover the base coat.  

Ensure finish coat thickness is sufficient to conceal the base coat and to match the 

existing conditions. 

F. Finish stucco to match texture and appearance of existing stucco. 

G. Remove and replace newly installed stucco that cracks or contains variation in surface 

texture at no cost to the Owner. 

3.6 CLEAN-UP 

A. Protect finished work from stains. 

B. Protect storage, construction, and mixing areas, as well as surrounding surfaces and 

leave them clean.  Clean all stains or dirt on surrounding surfaces resulting from the 

implemented repairs to the satisfaction of the Owner at no additional cost. 

C. Remove and replace all damaged materials to the satisfaction of the Owner at no 

additional cost. 

 

END OF SECTION 
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DIVISION 9 – FINISHES 

SECTION 099100 

HIGH PERFORMANCE COATINGS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Complete cleaning, surface preparation, primer installation where necessary, and 

new coating on surfaces. 

b. Complete cleaning, including removal of abandoned forms, conduit, and junction 

boxes of exterior façade concrete surfaces. 

c. Surface preparation, priming, and coating or finishing of surfaces. 

d. Temporary protection of doors, windows, roof areas, and interior spaces during 

work. 

B. Related Sections 

1. Section 015600: Barriers. 

2. Section 024119: Selective Structure Demolition.  

3. Section 030100: Concrete Repairs. 

4. Section 040100: Masonry Repairs. 

5. Section 055000: Miscellaneous Metals. 

6. Section 071800: Vehicular Traffic Membrane. 

7. Section 079200: Sealant. 

1.2 REFERENCES 

A. ASTM D 16 – Terminology Related to Paint, Varnish, Lacquer, and Related Products. 

B. The Society for Protective Coatings (SSPC): SSPC-SP 1 – Solvent Cleaning. 

C. The Society for Protective Coatings (SSPC): SSPC-SP 3 – Power Tool Cleaning. 

D. The Society for Protective Coatings (SSPC): SSPC-SP 6/NACE 3 – Commercial Blast 

Cleaning. 

E. The Society for Protective Coatings (SSPC): SSPC-SP 7/NACE No. 4 Brush-off Blast 

Cleaning 

F. The Society for Protective Coatings (SSPC): SSPC-SP13/NACE No. 6 Surface 



University of Kentucky – Kroger Field 2027 Repairs 
Concrete and Waterproofing 
Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
High Performance Coatings 

099100 - 2 

Preparation of Concrete 

1.3 DEFINITIONS 

A. "Coating" as used herein means all paint systems materials, including primers, emulsions, 

enamels, stains, sealers and fillers, and other applied materials whether used as prime, 

intermediate or finish coats. 

B. “Dry Film Thickness” as used herein means the thickness of a coat in a fully cured state 

measured in mils (1/1000 inch). 

C. “Well-adhered” as used herein means materials that cannot be removed by lifting with a 

dull putty knife. 

1.4 SUBMITTALS 

A. Submit manufacturer's technical information including coating label analyses and 

application instructions. 

B. Submit complete line of manufacturer’s color samples for each product. 

C. Letter of approval that the contractor is a certified installer by the manufacturer. 

D. Prior required project experience. 

E. Contractor resumes. 

F. Manufacturer’s sample warranty. 

1.5 QUALITY ASSURANCE 

A. The contractor shall be a certified installer by the manufacturer. 

B. The contractor shall be approved by the manufacturer and shall have no less than (5) 

years’ experience in performance of similar work in size and complexity. 

C. All work under this Section shall be under the immediate control of the Contractor's 

superintendent(s) experienced in this type of work.  The person(s) shall have supervised 

three prior projects of similar magnitude and type and shall be present during all 

operations.  This person(s) shall be approved by the Owner. 

D. Regulatory Requirements 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

E. Mock-Ups: 

1. Provide mockup of coating preparation and coating system for review by Owner and 
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Engineer for each system type.  Maintain approved mock-ups during the job as 

reference for minimal standard of acceptance and quality of coating application.  Each 

mock-up area shall by 4’-0” by 4’-0”. 

F. Pre-installation meeting. 

G. Provide access to work area for Owner representative or Engineer to inspect quality of 

work, progress, unit price items and field conditions. Access to be completed during 

normal working hours. If access requires mechanical equipment (man-lift, swing stage, 

etc.), provide necessary operators. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to job site in original, new, and unopened packages and containers 

bearing manufacturer's name and label, and following information: 

1. Name or title of material. 

2. Fed. Spec. number, if applicable. 

3. Manufacturer's stock number and date of manufacture. 

4. Manufacturer's name. 

5. Contents by volume, for major pigment and vehicle constituents. 

6. Thinning instructions. 

7. Application instructions. 

8. Color name and number. 

B. Storage and Protection 

1. Protect materials in a dry place, off ground and under cover to protect them from 

moisture and other damage. 

2. Do not use materials showing evidence of water or other damage. 

3. Storage and handling of materials shall conform to the requirements of the applicable 

safety regulatory agencies. 

4. Storage areas shall be heated or cooled as required to maintain the temperatures 

within the range recommended by the manufacturer. 

1.7 PROTECTION 

A. Place coating or solvent soaked rags, waste, or other materials which might constitute a 

fire hazard in metal containers and remove from premises at the close of each day's work. 

B. Protect the work from all other trades which includes damage and marking.  Provide 

suitable covering and protection during the progress of the coating and finishing work.  

Repair any damage done. 

C. Protect and filter debris and chemicals from entering storm drains.  Direct water runoff 
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from all cleaning processes to the filtration system before allowing it to enter the storm 

drain system. 

D. During all cleaning operations, coordinate drain protection with the local municipality. 

1.8 PROJECT CONDITIONS 

A. Environmental Requirements 

1. Install coating materials in strict accordance with all safety and weather conditions 

required by product literature or as modified by applicable rules and regulations of 

Local, State and Federal authorities having jurisdiction. 

2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in 

surrounding areas. Do not allow fumes, dirt, dust, or debris to enter structure. 

3. When toxic or flammable solvents are used, the Contractor shall take all necessary 

precautions as recommended by the manufacturer. In all cases, the handling and use 

of toxic or flammable solvents, including adequate ventilation and personal protective 

equipment, shall conform to the requirements of the applicable safety regulatory 

agencies. 

4. Apply water base coatings only when temperature of surfaces to be coated and 

surrounding air temperatures are between 50 Deg. F. (10 Deg. C.) and 90 Deg. F. (32 

Deg. C.), unless otherwise permitted by coating manufacturer's printed instructions. 

5. Apply solvent-thinned coatings only when temperature of surfaces to be coated and 

surrounding air temperatures are between 45 Deg. F. (7 Deg. C.) and 95 Deg. F. (35 

Deg. C.), unless otherwise permitted by coating manufacturer's printed instructions. 

6. Do not apply coating in snow, rain, fog, or mist; or when relative humidity exceeds 85 

percent or to damp or wet surfaces unless otherwise permitted by coating 

manufacturer's printed instructions. 

7. Apply coating to surfaces that are cured and dry per manufacturer’s tolerances. 

1.9 WARRANTY 

A. Coating System Warranty 

1. The applicator shall furnish a (5) year warranty to the Owner for all types of new coating 

installed.  New coating work shall be warranted against defects due to installation, 

including but not limited to debonding and inadequate preparation. 

a. All required testing and quality assurance operations necessary to furnish warranty 

are Contractor and manufacturer’s responsibility. 

2. The manufacturer shall furnish a (5) year warranty to the Owner for all types of new 

coating installed.  New coating work shall be warranted against material defects, 

including but not limited to debonding, cohesive failure, cracking, and ultraviolet 

exposure degradation. 
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a. All required testing and quality assurance operations necessary to furnish warranty 

are Contractor and manufacturer’s responsibility. 

PART 2 PRODUCTS 

2.1 MANUFACTURERS 

A. Sherwin Williams. 

B. Tnemec Company. 

C. Carboline. 

2.2 MATERIALS 

A. No lead-based products are permitted. 

B. Use no thinners other than those specified by manufacturer. 

C. Use only paints and coatings that are compatible with concrete and previously coated 

surfaces. 

D. Use only primers and undercoats that are suitable for each surface to be covered and that 

are compatible with finish coating required. 

E. Notify Engineer in writing of any anticipated problems in using coating systems specified 

on existing substrates. 

F. Provide cleaners for removal of loose paint, dirt, and pollutants, which are compatible with 

all primers, intermediate coats, and finish coat.  Thoroughly rinse all clean agents before 

applying primer or finish coats.  Pre-approve cleaning agents with paint manufacturer. 

G. All products must be provided by a single manufacturer. 

2.3 MATERIALS AND PROCEDURES 

A. General Cleaning Requirements.   

1. Refer to Specification Section 090100. 

2. All existing area drains shall be clear and protected prior to beginning any work. 

3. All biological growth must be removed prior to coating. 

4. All efflorescence, lime run, and surface contaminants should be removed prior to 

application of new coating. 

5. If previously coated, existing coating must be adhered to the substrate per the 

manufacturer’s requirements.  Manufacturer shall approve the surface preparation and 

existing conditions before the contractor applies coating to ensure the product 

warranty will be honored. 

B. Previously Coated Stucco / Exterior Concrete / CMU, U.N.O: materials and procedures 

are listed in order of process/application.  Apply per manufacturers recommendations. 

1. Surface Preparation 
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a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, 

dirt, dust, and paint. 

b. Scrape and feather sand all existing paint edges to remain. 

c. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are 

compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse 

all clean agents before applying primer or finish coats.   

2. Approved manufacturer’s systems: 

a. Sherwin Williams 

1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate 

recommended by the manufacturer to achieve a total dry film thickness of 4.0-

6.0 mils. 

2) Finish Color:  two (2) coats: Sher-Cryl HPA – 2.0 to 3.0 mils. 

b. Tnemec 

1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by 

the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils. 

2) Finish Color: Endura-Tone Series 1028-Color – two (2) coats; 2.0 to 3.0 mils. 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

C. All Stucco / Exterior Concrete / CMU, U.N.O. per Section C: materials and procedures are 

listed in order of process/application.  Apply per manufacturers recommendations. 

1. Surface Preparation 

a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, 

dirt, dust, and paint. 

b. Scrape and feather sand all existing paint edges to remain. 

c. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are 

compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse 

all clean agents before applying primer or finish coats.   

2. Approved manufacturer’s systems: 

a. Sherwin Williams 

1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate 

recommended by the manufacturer to achieve a total dry film thickness of 4.0-

6.0 mils. 

2) Finish Coats: Conflex XL – two (2) coat. Application rate recommended by the 

manufacturer to achieve a total dry film thickness of 6.0-7.5 mils per coat.  
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3) Finish Color:  one (1) coat: Sher-Cryl HPA – 2.5 to 4.0 mils, by Sherwin 

Williams.  

b. Tnemec 

1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by 

the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils. 

2) Finish Coats: Enviro-Crete 156 – two (2) coats. Application rate recommended 

by the manufacturer to achieve a total dry film thickness of 4.0-8.0 mils per 

coat. 

3) Accent Color: Endura-Tone Series 1028-Color – one (1) coat; 2.0 to 3.0 mils. 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

D. Underside of Upper Bowl Row 1 Concrete Overcoating: materials and procedures are 

listed in order of process/application.  Apply per manufacturers recommendations. 

1. Surface Preparation 

a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, 

dirt, dust, and paint. 

b. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are 

compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse 

all clean agents before applying primer or finish coats.   

2. Approved manufacturer’s systems: 

a. Sherwin Williams 

1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate 

recommended by the manufacturer to achieve a total dry film thickness of 4.0-

6.0 mils. 

2) Finish Coats: Conflex XL – one (1) coat. Application rate recommended by the 

manufacturer to achieve a total dry film thickness of 6.0-7.5 mils per coat.  

b. Tnemec 

1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by 

the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils. 

2) Finish Coats: Enviro-Crete 156 – one (1) coat. Application rate recommended 

by the manufacturer to achieve a total dry film thickness of 4.0-8.0 mils per 

coat. 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

E. Gate Ramp 1 Structure and East/West Endzone Railing: Previously Coated, Rusted 
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Exterior Metal, materials and procedures are listed in order of process/application.  Apply 

per manufacturers recommendations. 

1. Locations: 

a. Upper Concourse – steel framing of beams, columns, and perimeter guard rails. 

2. Surface Preparation: 

a. SSPC-SP 7/NACE No. 4 Brush-off Blast Cleaning: surface shall be free of all 

visible oil, grease, dirt, dust, loose mill scale, loose rust and loose paint. Tightly 

adherent mill scale, rust and paint may remain on the surface. Mill scale, rust and 

coating are considered adherent if they cannot be removed by lifting with a dull 

putty knife after abrasive blast cleaning has been performed. Preparation includes 

removal of all loose paint not well bonded and approved by the paint manufacturer 

representative to remain. 

1) Feather sand all existing paint edges to remain. 

b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other 

contaminants. 

3. Approved coating systems: 

a. Sherwin Williams: 

1) Penetrating Sealer, to be used at metal connections, seams, and similar 

conditions:  Macropoxy 5000 - 1.0 to 2.0 mils DFT. 

2) Primer: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT. 

3) Finish Coat: Two (2) Coats:  Acrolon Ultra – 2.0 to 3.0 mils DFT each. 

b. Carboline 

1) Penetrating Sealer, to be used at metal connections, seams, and similar 

conditions:  Rustbond PS - 1.0 to 2.0 mils DFT. 

2) Primer: Carboguard 635 - 4.0 to 6.0 mils DFT. 

3) Finish Coat: Two (2) Coats: Carbothane 134 – 2.0 to 3.0 mils DFT each. 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

F. Case A: Previously Coated, Rusted Exterior Metal, materials and procedures are listed in 

order of process/application.  Apply per manufacturers recommendations. 

1. Locations: 

a. Existing steel connections, steel pipe embedments, column bases, etc. 

2. Surface Preparation: 

a. SPC-SP 6/NACE 3 – Commercial Blast Cleaning: surface shall be free of all visible 
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oil, grease, dirt, dust, mill scale, rust and paint.  

b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other 

contaminants. 

3. Approved coating systems: 

a. Sherwin Williams 

1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils 

DFT. 

2) Base Coat: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT. 

3) Finish Coat: Two (2) Coats:  Acrolon Ultra – 2.0 to 3.0 mils DFT each. 

b. Carboline 

1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils 

DFT. 

2) Base Coat: One (1) Coat Carboguard 635 - 4.0 to 6.0 mils DFT. 

3) Finish Coat: Two (2) Coats: Carbothane 134 – 2.0 to 3.0 mils DFT each. 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

G. Case B: Previously Coated, Rusted Exterior Metal, materials and procedures are listed in 

order of process/application.  Apply per manufacturers recommendations. 

1. Locations: 

a. Seating Unit to Seating Unit Connection (Detail 16/402). 

2. Surface Preparation: 

a. The Society for Protective Coatings (SSPC): SSPC-SP 3 – Power Tool Cleaning. 

b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other 

contaminants. 

3. Approved coating systems: 

a. Sherwin Williams  

1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils 

DFT. 

2) Base Coat: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT. 

3) Finish Coat: One (1) Coat: Sherloxane 800 – 4.0 to 6.0 mils DFT each 

b. Carboline 

1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils 

DFT. 
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2) Base Coat: One (1) Coat Carboguard 635 - 4.0 to 6.0 mils DFT. 

3) Finish Coat: One (1) Coat: Carboxane 2000 – 4.0 to 6.0 mils DFT each 

c. Equivalent system by other manufacturers as approved during the bidding 

process. 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces intended to receive coatings and note conditions or defects that will 

adversely affect the execution and/or quality of the work. 

B. Starting of cleaning and coating work will be construed as applicator's acceptance of 

surfaces and conditions within any particular area. 

C. Notify Owner in writing of any such conditions or defects. Do not begin work until 

unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work 

constitutes acceptance by Contractor of the surfaces and conditions under which the work 

is to be performed, and acceptance by Contractor for the performance of the work. 

3.2 PREPARATION 

A. Protection 

1. Provide adequate protection of all surrounding surfaces not intended to receive 

coating from damage due to preparation, cleaning, or coating procedures.  Repair 

damage at no cost to the Owner. 

2. Program coating so that construction dirt, dust, and debris will not fall onto wet, newly 

coated surfaces. 

3. When toxic or flammable solvents are used, the coating contractor shall take all 

necessary precautions as recommended by the manufacturer.  In all cases, the 

handling and use of toxic or flammable solvents, including adequate ventilation and 

personal protective equipment, shall conform to the requirements of the applicable 

safety regulatory agencies. 

4. Provide the necessary protection to contain all dust, dirt, debris, and coating chips 

within work area. Do not allow to migrate into structure interior spaces or storm drain 

system.   

5. Provide "Wet Paint" signs as required to protect newly coated finishes.  Remove 

temporary protective wrappings provided by others for protection of their work, after 

completion of coating operations. 

B. Surface Preparation 

1. Perform preparation and cleaning procedures in accordance with coating 

manufacturer's instructions and as herein specified, for each particular substrate 

condition. 
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2. Remove all surface contamination such as chalk, loose coating, mill scale dirt, foreign 

matter, rust, rust stains, mold, mildew, mortar, efflorescence, weld splatter and slag, 

and sealers from surfaces to be coated. 

3. Remove hardware, hardware accessories, machined surfaces, plates, lighting fixtures, 

and similar items in place and not to be finish-coated or provide surface-applied 

protection prior to surface preparation and coating operations.  Remove, if necessary, 

for complete coating of items and adjacent surfaces.  Following completion of coating 

of each space or area, reinstall removed items. 

4. Prepare hair line cracks (1/64” or less) per manufacturer’s instructions.  Reference the 

Details to repair cracks larger than 1/64”. 

5. Do not field coat the following work: 

a. Sealant Joints. 

b. Prefinished and natural finished items including but not limited to prefinished 

equipment, acoustic materials, finished mechanical and electrical equipment such 

as light fixtures and grilles. 

c. Non-ferrous metal surfaces including aluminum, stainless steel, chromium plate, 

copper, and tern coated stainless steel except as noted coated. 

d. Operating parts and labels. 

C. MATERIALS PREPARATION 

1. Mix and prepare coating materials in accordance with manufacturer's directions. 

2. Stir materials before application to produce a mixture of uniform density and stir as 

required during application.  Do not stir surface film into material.  Remove film and, if 

necessary, strain material before using.  Continuously agitate zinc-rich primers. 

3. Store materials not in actual use in tightly covered containers. Maintain containers 

used in storage, mixing and application of coating in a clean condition, free of foreign 

materials and residue. 

3.3 APPLICATION 

A. General 

1. Apply coating in accordance with manufacturer's directions.  Use applicators and 

techniques best suited for substrate and type of material being applied. 

2. Apply additional coats when undercoats, stains, or other conditions show through final 

coat of coating, until coating film is of uniform finish, color, and appearance.  Give 

special attention to ensure that surfaces, including edges, corners, crevices, welds, 

and exposed fasteners receive a dry film thickness equivalent to that of flat surfaces. 

3. Generally, coating surfaces behind movable equipment same as similar exposed 

surfaces.  Coating surfaces behind permanently-fixed equipment or furniture with 
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prime coat only before final installation of equipment. 

4. Do not coat over dirt, rust, scale, grease, moisture, scuffed surfaces, or conditions 

otherwise detrimental to formation of a durable coating film. 

B. Scheduling Coating 

1. Apply first-coat material to surfaces that have been cleaned, pretreated, or otherwise 

prepared for coating as soon as practicable after preparation and before subsequent 

surface deterioration. 

2. Allow sufficient time between successive coatings to permit proper drying.  Do not 

recoat until coating has dried to where it feels firm, does not deform, or feel sticky 

under moderate thumb pressure, and application of another coat of coating does not 

cause lifting or loss of adhesion of the undercoat. 

3. Minimum Coating Thickness: Apply materials at not less than manufacturer's 

recommended spreading rate to establish a total dry film thickness as indicated. 

C. Application 

1. Apply prime coat of materials which is required to be coated or finished, and which 

has not been prime coated by others. 

2. Recoat primed and sealed surfaces where there is evidence of suction spots or 

unsealed areas in first coat, to assure a finish coat with no burn-through or other 

defects due to insufficient sealing. 

3. Pigmented (Opaque) Finishes: Complete cover to provide an opaque, smooth surface 

of uniform finish, color, appearance, and coverage.  Cloudiness, spotting, holidays, 

laps, brush marks, runs, sags, ropiness, or other surface imperfections will not be 

acceptable. 

4. Completed Work: Match approved samples for color, texture, and coverage.  Remove, 

refinish, or recoat work not in compliance with specified requirements. 

3.4 CLEANING 

A. During progress of work, remove from site discarded coating materials, rubbish, cans, and 

rags at end of each work day. 

B. Upon completion of coating work, clean window glass and other coating-spattered 

surfaces.  Remove spattered coating by proper methods of washing and scraping, using 

care not to scratch or otherwise damage finished surfaces. 

3.5 SCHEDULES 

A. Coating colors shall be as indicated below: 

1. Color to be selected by Owner. 

END OF SECTION 
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DIVISION 22 – PLUMBING 

SECTION 221400 

DRAINS AND PIPING 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes 

1. All labor, material, equipment, special tools, and services required to complete the 

work required for the project as indicated on the Drawings and in the Specifications, 

including but not limited to: 

a. Drains and Piping.  

B. Related Sections 

1. Section 012200: Unit Prices. 

2. Section 012900: Payment Procedures. 

3. Section 015600: Barriers. 

4. Section 024119: Selective Structure Demolition. 

5. Section 030100: Concrete Repairs. 

6. Section 079200: Sealants. 

1.2 REFERENCES 

A. American Society for Testing and Materials (ASTM) 

1. ASTM A74-20: Standard Specification for Cast Iron Soil Pipe and Fittings. 

2. ASTM A888-20: Standard Specification for Hubless Cast Iron Soil Pipe for Sanitary 

and Storm Drain, Waste, and Vent Piping Applications. 

3. ASTM D1785-21: Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Pipe 

4. ASTM D2466-24: Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Pipe 

Fittings 

5. ASTM C1277-20: Standard Specification for Shielded Couplings Joining Hubless Cast 

Iron Soil Pipe and Fittings 

1.3 SUBMITTALS 

A. Manufacturer product data sheets. 

1.4 DELIVERY, STORAGE AND HANDLING 

A. Deliver all materials to job site in sealed, undamaged containers. 

1.5 QUALITY ASSURANCE 
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A. Applicable Codes 

1. The Contractor shall comply with all Federal, State and Municipal laws, codes, 

ordinances, and regulations applicable to the Work in this Contract and also with all 

requirements of the National Fire Protection Association, the National Electric Code, 

and the Occupational Safety and Health Administration (OSHA).  If the above laws, 

codes, or ordinances conflict with this Specification, then the laws, codes or 

ordinances shall govern, except in such cases where the Specification exceeds them 

in quality of materials or labor, then the Specifications shall be followed. 

1.6 WARRANTY 

A. A warranty period of two (2) years shall be provided for all drain work performed under 

this Section, against defects, as determined by the Owner, including but not limited to 

defective connections between components, broken hangers, leakage at drain bodies and 

piping, defective grates/strainers.  

PART 2 PRODUCTS 

2.1 FLOOR DRAIN, PIPING AND ACCESSORIES 

A. Supplemental Drain at Concrete on Metal Deck Slab 

1. Basis of Design: Josam Series FD-250J-A Coated Cast Iron Floor Drain with Josam 

Series “S" Adjustable Satin Finish Nikaloy Square Supper-Flo” Strainer Threaded. 

a. Strainer – 8S (8” square). 

2. Piping to Cast Iron, 4” Pipe. 

B. Loge Lexus Club Area New Drains: 

1. Basis of Design: Zurn Z551 Medium Duty Drain. 

a. ZN Type – D.C.C.I. Body with Nickel Bronze Top. 

b. NH Type – No-Hub. 

2. Piping to PVC, 4” Pipe. 

C. Lower Bowl Front Row Supplemental Drain: 

1. Zurn FD 3” x 4” Adjustable Floor Drain with Zurn Z400S Type S Square Strainer. 

a. Strainer – 6S (6” square), ZN Type – Polished Nickel Bronze Top 

2. Piping to PVC, 4” Pipe. 

D. Galvanized steel adjustable band pipe hanger. 

E. 3/8” dia. Galvanized hanger rods, threaded both ends.  Provide necessary nuts and 

washers. 

F. Steel beam anchors to be “C” clamp with locknut. 

G. Concrete anchors to be Rawl Pipe Spike by Rawlplug Co., Inc. 
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2.2 EPOXY GROUT 

A. One part epoxy mixed with two parts clean dry coarse sand. 

B. Epoxy to be Sikadur 32, Hi-Mod by Sika Corp., or approved substitution. 

PART 3 EXECUTION 

3.1 PREPARATION 

A. Protection 

1. Contractor shall protect all open excavations from damage due to mechanical 

disturbance, weather conditions, or other causes. 

2. Contractor shall protect occupied areas below the work area during all phases of the 

work including removal, preparation, and placement of materials. 

3. Provide barricades to close area and below.  Coordinate the time closing of required 

areas with the Owner. 

4. Locate existing embedded slab reinforcement and conduit via nondestructive methods 

prior to core drilling of deck for drain installation.  Do not damage.   

5. Verify that soffit mounted electrical conduit and lighting is not in the vicinity at the core 

drilling work.  Conduit damaged shall be repaired in accordance with the National 

Electric Code / Local Building Code at no cost to the Owner. 

3.2 INSTALLATION 

A. New Floor Drain 

1. Install new floor drain in accordance with the Details and Manufacturer’s written 

recommendations. 

2. Selectively demolish the concrete slab as necessary to accommodate the new drain 

body installation. Do not cut or damage existing structural members, embedded or 

suspended soffit mounted conduit.  Verify clear site for demolition via pachometer and 

visual layout. 

3. Set new floor drain assembly and install patch materials.  Refer to details on Drawings 

and Specification Section 030100. 

4. Install suspended pipes as close to the soffit as possible, and maintain prevailing code 

required clearances throughout the area affected by this Work. Install piping such that 

it will drain as indicated on the Drawings. 

5. Attach piping to soffit and beams with specified attachments.  Maximum spacing of 

attachments to be 4’-0” O.C. 

6. Do not force piping into position, and do not tighten hangers or affix permanent 

fasteners until the entire length of piping has been positioned. 

7. Remove all debris generated for this work from the job site. 
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Bid Set 
October 12, 2026 
UK#3187.3 & THP#25130.01 
 

 
Drains and Piping 

221400 - 4 

3.3 VERIFICATION 

A. After completion of work, verify proper operation by flooding the area serviced by the new 

drain with water for 15 minutes, and visually confirm a leak-free condition. 

 

END OF SECTION 
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	SPC-012100-Allowances
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. Administrative and procedural requirements for governing allowances.
	a. Certain work items are specified in the Contract Documents by Allowances. Allowances have been established in lieu of additional requirements and to defer selection of actual materials and equipment to a later date when additional information is av...

	2. Type of allowances include the following:
	a. Lump-sum allowances for specific Divisions of Work.



	1.2 SELECTION AND PURCHASE
	A. At the earliest practical date after award of the Contract, advise Owner of the date when final selection and purchase of each product or system described by an allowance must be completed to avoid delaying the Work.
	B. At request of the Owner, obtain and submit not less than three (3) proposals for the work of each allowance for use in making final selections. Include recommendations that are relevant to proper performance of the Work.
	C. Purchase products and systems selected by the Owner from the designated supplier.

	1.3 SUBMITTALS
	A. The Contractor shall furnish and certify daily detail records of all labor and materials provided as part of the cash allowance.
	B. Submit invoices or delivery slips to show actual quantities of materials delivered to the site for use in fulfillment of each allowance.
	C. Submit proposals for purchase of products or systems included in allowances.
	D. Coordinate and process submittals for allowance items in same manner as for other portions of the Work.

	1.4 Allowance MARK-UP
	A. Do not proceed with allowance work until submitted proposals have been approved and any cost increase above the allowance amount in the Contract is approved via a Change Order.
	B. If the cost to complete the work is less than the allowance, a deduct Change Order will be prepared by the Owner for the cost difference.


	PART 2 PRODUCTS - NOT USED.
	PART 3 EXECUTION
	3.1 EXAMINATION
	A. Examine products covered by an allowance promptly on delivery for damage or defects. Return damaged or defective products to manufacturer for replacement.

	3.2 PREPARATION
	A. Coordinate materials and their installation for each allowance with related materials and installations to ensure that each allowance item is completely integrated and interfaced with related work.

	3.3 SCHEDULE OF ALLOWANCES
	A. Allowance No. 1: A cash allowance of $10,000 for aluminum rail repairs at the Lower Bowl.
	B. Allowance No. 2: A cash allowance of $10,000 for aluminum gate repairs at the Lower Bowl.
	C. Allowance No. 3: A cash allowance of $10,000 for flashing repairs at the back wall of the Lower Bowl.
	D. Allowance No. 4: A cash allowance of $10,000 for metal stud repairs behind areas of stucco damage.



	SPC-012200-Unit Prices
	PART 1 GENERAL
	1.1 SUMMARY
	A. Section Includes
	1. Base Bid Unit Prices.

	B. Related Sections
	1. Section 012900: Payment Procedures.
	2. Section 030100: Concrete Repairs.
	3. Section 040100: Masonry Repairs.
	4. Section 055000: Miscellaneous Metals.
	5. Section 079200: Sealants.
	6. Section 221400: Drains and Piping.


	1.2 Unit Prices
	A. General
	1. Unit Prices include all labor, material, tools, equipment, supervision transportation, handling, storage, overhead and profit, and all other costs associated with performance of work.
	2. Additions to a quantity as listed in this Section will be paid by the Owner at the unit price established in Section 012900: Payment Procedures.
	3. Deletions from a quantity as listed in this Section will be credited to the Owner at the unit price established in Section 012900: Payment Procedures.

	B. Base Bid Unit Price Items
	1. Vomitory Handrail Anchor Replacement (11/301) 5 locations
	2. Front Row Supplemental Lower Bowl Seating Drain (18/302) 8 locations
	3. Precast Seating Unit End Connection Repair (29/303) 30 locations
	4. Shallow Slab Repairs (1/401) 850 square feet
	5. Precast Member Nosing Repair (2/401) 700 linear feet
	6. Vertical Surface Repair (3/401) 750 square feet
	7. Stair Tread Unit Replacement (4/401) 65 locations
	8. Concrete Joint Sealant Edge Repair (5/401) 600 linear feet
	9. Shallow Concrete Repair at Differential Surface (6/401) 180 locations
	10. Grinding Repair at Differential Surface (7/401) 450 locations
	11. Beam Bottom Repair (8/401) 60 linear feet
	12. Overhead Concrete Repair (9/401) 100 square feet
	13. Lower Bowl Front Wall Steel Plate (10/401) 18 locations
	14. Concrete Repair at Railing Embedment (12/401) 30 locations
	15. Lower Bowl Expansion Joint Supplemental Steel (15/402) 12 locations
	16. Supplemental Shear Connector (17/402) 50 locations
	17. Wall Supplemental Tie Rod (18/402) 14 locations
	18. Wall Supplemental Angle Embedded in Tread (19/402) 20 locations
	19. Wall Supplemental Steel Kicker (20/402) 20 locations
	20. Raker Beam Connection Repair (21/402) 4 locations
	21. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) 7 locations
	22. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) 2 locations
	23. Wall to Riser Top Angle Connection (27/403) 6 locations
	24. Wall to Slab Bottom Angle Connection (28/403) 20 locations
	25. Mortar Repointing (30/403) 500 linear feet
	26. Stucco Wall Repair (36/403) 400 square feet
	27. Random Crack Sealant (1/501) 1450 linear feet
	28. Tooled Joint Sealant (2/501) 1100 linear feet
	29. Supplemental Drain to Composite Slab System (2/701) 12 locations
	30. CMU Replacement (040100) 60 locations
	31. Cracked Drain Line Replacement 15 LF per Loc. (221400) 4 locations

	C. Alternate #1 Unit Price Items
	1. Shallow Slab Repairs (1/401) 50 Square feet
	2. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) 5 locations
	3. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) 5 locations
	4. Random Crack Sealant (1/501) 500 Linear feet
	5. Tooled Joint Sealant (2/501) 500 Linear feet
	6. Supplemental Drain to Composite Slab System (2/701) 1 locations

	D. Alternate #2 Unit Price Items
	1. Shallow Slab Repairs (1/401) 50 Square feet
	2. Supplemental Angle Suppers Metal Deck – 3 Angles (25/403) 5 locations
	3. Supplemental Angle Suppers Metal Deck – 2 Angles (25/403) 5 locations
	4. Random Crack Sealant (1/501) 500 Linear feet
	5. Tooled Joint Sealant (2/501) 500 Linear feet
	6. Supplemental Drain to Composite Slab System (2/701) 1 locations

	E. The Contractor shall include the total cost for all Base Bid Unit Price items listed above in the Bid Form.


	PART 2 PRODUCTS - NOT USED.
	PART 3 EXECUTIONS - NOT USED.

	SPC-012300-Alternates
	PART 1 GENERAL
	1.1 SUMMARY
	A. Section Includes
	1. Add Alternate Bid Summary.

	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012900: Payment Procedures.
	3. Section 015600: Barriers.
	4. Section 024119: Selective Structure Demolition.
	5. Section 030100: Concrete Repairs.
	6. Section 055000: Miscellaneous Metals.
	7. Section 071800: Vehicular Traffic Membrane.
	8. Section 079000: Expansion Joints.
	9. Section 079200: Sealants.
	10. Section 090100: Façade Cleaning
	11. Section 099100: High Performance Coatings.


	1.2 ALTERNATES
	A. General
	1. Cost for Alternates shall be complete, including all labor materials, tools, equipment, supervision, transportation, handling storage, overhead and profit and performance and material bonds.
	2. The Owner may choose any or all Alternates in any order unless otherwise indicated.
	3. The Owner reserves the right to reject any or all Alternates.
	4. Failure to provide a cost for each requested Alternate on the Proposal may be cause for rejection of bid by the Owner.
	5. Alternates that are submitted by the Contractor at zero cost change must be indicated on the Proposal by writing "No change in cost".

	B. Provide a cost in the spaces provided on the Proposal for the following Alternate. Refer to Drawings for additional information.
	1. Alternate No. 1: East Endzone Concourse Concrete and Waterproofing Repairs.  Note that the overcoating of the steel slab edge plate and installation of the supplemental anchors is part of Alternate No. 1.
	2. Alternate No. 2: West Endzone Concourse Concrete and Waterproofing Repairs.  Note that the overcoating of the steel slab edge plate and installation of the supplemental anchors is part of Alternate No. 2.
	3. Alternate No. 3: East and West Endzone Rail Overcoating.



	PART 2 PRODUCTS – NOT USED.
	PART 3 executions – Not Used.

	SPC-012900-Payment Procedures
	1.1 SUMMARY
	A. Section Includes
	1. Unit Prices.
	2. Measurement Procedures for Unit Prices.

	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 030100: Concrete Repairs.
	3. Section 040100: Masonry Repairs.
	4. Section 055000: Miscellaneous Metals.
	5. Section 079200: Sealants.
	6. Section 221400: Drains and Piping.

	C. Unit Prices
	1. Unit prices shall apply for both additions to and deletions from the Work.
	2. Unit prices shall be complete including all labor, materials, tools, equipment, supervision, transportation, handling, storage, overhead and profit, and all other costs associated with the work.
	3. No monetary variance of unit prices for additive and deductive quantities will be accepted and will be cause for rejection of Bid.
	4. The Owner reserves the right to accept or reject any or all unit prices.
	5. All unit price items on the Proposal must be completed.  If unit price is zero, then it must be indicated as such in the space provided.
	6. Failure to provide unit prices as required on the Form of Proposal may be cause for rejection of Bid.

	D. Measurement & Payment Procedures
	1. Prior to the start of work in each work area or phase, the Contractor and the Owner will inspect the area and document locations and quantities of all unit price items.  The Contractor shall notify the Owner at least 3 days in advance of required i...
	2. Unit price items will be recorded and the date of the inspection and the persons performing the inspections will be recorded on each item sheet.
	3. The Owner’s representative will measure and count the unit price items.  The Contractor will record the results.
	4. At the completion of each item inspection, both the Owner and Contractor will sign the record sheets.
	5. The Owner will copy the sheets and provide a copy of all sheets to the Contractor within 3 working days from the date of inspection.
	6. These inspection sheets will be the only basis for determining final quantities of all unit price items.
	7. Measurements will be recorded to the nearest inch.
	8. For each application of payment submitted by the Contractor, a summation of all unit price items shall be sent for verification.
	9. Differences in sum totals between the Owner and Contractor will be resolved by comparing quantity sheets to determine exact final quantities.  Quantities NOT measured AND confirmed shall not be approved for payment.
	10. The difference between an actual quantity and a specified quantity will be multiplied by the unit cost for that item to establish a dollar value.  The dollar value for quantities above the unit price quantity will be added to the contract amount. ...
	11. Adjustments to the contract amount will be made by approved change order.



	SPC-015000-Temporary Facilities and Controls
	PART 1 GENERAL
	1.1 SUMMARY
	A. Section Includes
	1. Administrative and procedural requirements for temporary services and facilities, including such items as temporary utility services, temporary construction and support facilities, and project security and protection.


	1.2 OWNER OPERATION, MAINTENANCE OF OPERATION AND SAFETY
	A. The structure is currently in use by the Owner. Areas of the structure outside the limits of a particular construction area shall remain functional throughout the construction period.
	B. All construction operations shall be carefully coordinated with the Owner so as to minimize the overall inconvenience to the Owner, maintain the use of all means of egress at all specified times and to expedite job progress.
	C. All fumes and dust arising from construction operations shall be controlled so as to not adversely affect persons using the structure and all adjacent facilities.
	D. The Contractor shall protect his Work and equipment from damage by the public and other entities occupying the structure during the construction period.
	E. The Contractor shall take all necessary precautions for all Work Areas to prevent debris from falling and causing damage outside the work area, including damage to existing mechanical/electrical fixtures.  The Contractor shall be held liable for al...
	F. When Work is performed which may create a hazard to persons or property above, below or in the proximity of Work, affected areas shall be blocked or otherwise protected to eliminate the hazard.  Coordinate this activity with the Owner a minimum of ...
	G. Access to all emergency egress routes outside the limits of an individual construction area shall be continuously and safely maintained.  Emergency egress routes shall not be impaired due to construction activities.
	H. Coordinate Work Areas with the Owner to minimize interference with normal operations.
	I. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Code...

	1.3 WORK AREAS
	A. The Work is divided into sections termed Work Areas. Work outside the closed Work Area is not allowed, except work permitted by the Construction Documents or authorized by the Owner.
	B. The Construction limit lines are defined as the extent of the Work Areas designated on the Drawings. Areas outside the construction limits may not be used by the Contractor for staging, storage of materials, or any other purpose, except as indicate...

	1.4 MATERIAL AND EQUIPMENT STORAGE AND DELIVERY
	A. An area of the structure will be made available to the Contractor for material and equipment storage, staging and other facilities deemed necessary by the Contractor.
	B. Deliveries shall not block entrance or exit to the facility by patrons or other services. Deliveries are to be scheduled between 9:00 am and 3:00 pm.

	1.5 PROTECTION OF THE SURROUNDING AREA
	A. All construction operations shall be conducted such as to protect the surrounding areas and adjacent buildings.
	B. Fumes and dust shall also be controlled so as to prevent harmful or undesirable effects in the surrounding areas.  All potential avenues for penetration of fumes or dust into occupied spaces adjacent to the work area must be located and sealed by t...
	C. Areas below regions of construction activity may remain open for portions of that activity.  However, the Contractor is totally responsible for damage as a result of the Work.
	D. Contractor to ensure that all areas deemed to be “Conditioned Space / Occupied Space”, as noted on plans, are to be protected from water infiltration during all restoration activities as a result of the work.

	1.6 PROTECTION OF EXISTING CONDITIONS
	A. All portions of the existing structure, all utilities and all other building contents not part of the work damaged, moved or altered in any way during construction shall be replaced or repaired to the Owner’s satisfaction at the Contractor's expense.
	B. Contractor and Owner shall conduct a preconstruction inspection of all finish materials and equipment located within the Work area to record in writing existing damaged finish materials and/or equipment not directly involved with this Contract.  Th...
	C. Accidental interruptions caused by the Contractor to services outside of the work area shall be reported to the Owner at once, and immediate, emergency efforts to restore the service shall be made at the expense of the Contractor.
	D. When performing work adjacent to building and structures, protect buildings and structures from dirt, dust and debris.
	E. Protect drain openings during construction from construction debris entering drainage system.  Provide filter cloth over openings to prevent debris from entering pipes, but still allowing water to enter.  Clean debris from drains as necessary to ma...

	1.7 TEMPoRARY FACILITIES
	A. Contractor to provide electric and water service.
	B. The University will provide a restroom on the Main Concourse.
	C. Job signs are not allowed unless authorized by the Owner.
	D. The Contractor shall furnish temporary lighting or heat required so that work may proceed to meet the Contract schedule.
	E. The Contractor shall arrange and establish a location satisfactory to the Owner where workmen may eat; provide a rubbish container, and clean and remove all debris at the end of each work day.
	F. At all times when work is being performed, the Contractor's foreman shall be on-site.  Both the foreman and the superintendent shall have a mobile phone or beeper with him/her at all times while on the job site.  Provide the Owner with the telephon...
	G. A job site office/trailer is not required.  The University will provide an office area with a desk for 3 employees of the Contractor.

	1.8 PARKING
	A. Refer to University Special Conditions for an option to purchase parking passes for adjacent lots.

	1.9 USE OF FACILITY
	A. Contractor employees are not permitted to use Owner and tenant facilities except as previously noted.  Failure to comply with this restriction can result in the dismissal of the offending employee from the construction site.
	B. Elevators may not be used by the Contractor.
	C. Except for materials being used during a work shift, store all materials in approved storage area.
	D. Materials being used for work shall be uniformly distributed throughout the work area so as to not overload or otherwise distress the supported structural system.
	E. Use of existing ramps are limited to Ramp 1 and 9 as noted on plans and specifications. If adjacent ramps are needed for material movement, Contractor to coordinate with owner and engineer prior to start of work.

	1.10 Stadium Load Restrictions
	A. Refer to the Project Drawings and General Notes for additional information.
	B. The available Record Drawings for the Facility indicate the existing gate ramps and structured concourses were designed for an allowable uniform live load of 100 PSF or 2,000-pound concentrated load.  The Contractor shall utilize mats, plates, shor...
	C. The Contractor is responsible for hiring an engineer, Kentucky PE, to analyze and design the layout of all equipment and the necessary means to disperse the weight.

	1.11 TRAFFIC CONTROL
	A. Provide lighting, signage, barricades, traffic cones, signals, and traffic direction personnel required to clearly and safely re-route traffic in non-work areas. Coordinate with the Owner a minimum of Seven (7) days in advance of when an area is sc...
	B. Erect barricades to prevent unauthorized entry of pedestrian or vehicular traffic into, on or under the Work Area. Post appropriate signs to warn against entry. Construct barricades to prevent unauthorized entry during non-work hours.
	C. Perform temporary traffic marking and striping that may be required during construction.
	D. Provide signage to safely route pedestrians to the nearest stairwell and exit.
	E. The Contractor to coordinate use of the Concourses with the University for scheduling access for repairs with the other stadium projects.
	F. Maximum vehicular speed is 5 MPH in the Concourses.

	1.12 USE OF STREETS AND WALKS
	A. All use of streets, the parking lots, and walks must be in accordance with local authorities having jurisdiction. The Contractor must coordinate such use directly with the local authorities.
	B. The Contractor shall provide and maintain control device necessary for the protection of his Work, and areas which the local authorities may consider hazardous, including necessary lighting.  Further, should conditions arise which necessitate the u...
	C. Maintain traffic in accordance with local authority's requirements.
	D. The Contractor shall provide and maintain signage, barricades, warning devices, etc. that may be necessary or required by local authorities or the Owner for the protection of pedestrians and vehicles while performing the work.

	1.13 CLEANUP
	A. Each Contractor or Subcontractor, upon completion of his division of the work, shall collect and remove all rubbish, surplus material, tools and scaffolding pertaining to his work, and shall keep the work area neat and orderly by periodic removal a...
	B. Each Contractor shall be responsible for daily collection and disposal of rubbish created by his materials, men and work.  If this is not done, the Owner may direct that cleanup be done and the cost of same shall be deducted from the Contractor's c...
	C. Contractor shall clean stadium surfaces, surfaces of all lights, control panels, overhead piping, duct work, etc., after construction is complete, to the same level of cleanliness as surfaces were before construction.
	D. Protect from damage during subsequent construction activities all new work and existing construction cleaned upon the completion of any one phase.
	E. Contractor shall legally dispose of all debris (including concrete) off the site.

	1.14 FIRE PROTECTION
	A. It shall be the responsibility of the Contractor to take the proper precautions to prevent fires when welding or while other fire-hazardous work is being performed.
	B. Gasoline and other flammable liquids shall be kept in approved safety cans at all times.

	1.15 WATCHMEN
	A. The services of a watchman will not be provided by the Owner.
	B. The Contractor shall assume full responsibility for protection and safety of material and equipment stored at the job site both within and outside of the work areas or storage areas.

	1.16 ADDITIONAL REQUIREMENTS
	A. During the term of this Contract, the employees of the Contractor shall not consume or be under the influence of alcohol while on the premises of the Owner. The use of nonprescription, over the counter drugs and medications (i.e., Contact, Actifed,...
	B. Owner reserves the right with or without cause and at its sole discretion, provided that such right is lawful, to have the Contractor temporarily or permanently remove any of the Contractor's employees from the Project.
	C. Shutting down of existing apparatus and service lines shall be done only at times prescribed and approved by the Owner.  Apparatus and service lines shall not be left out of service overnight, during non-working periods or during scheduled events.
	D. Notice of temporary service interruption (or potential interruption) shall be given to the Owner and his designated representative not less than (5) working days prior to required interruption to allow adequate preparation to be made.
	E. Provide the Owner with emergency telephone numbers to be able to contact the Contractor's superintendent or project manager 24 hours a day.


	PART 2 products – not used.
	PART 3 execution – not used.

	SPC-015600-Barriers
	1.1 SUMMARY
	A. Section Includes
	1. Dust barriers.
	2. Fencing barricades.
	3. Miscellaneous barriers and efforts, including construction fencing, caution tape and signage.

	B. Related Sections
	1. Section 024119: Selective Structure Demolition.
	2. Section 030100: Concrete Repairs.
	3. Section 040100: Masonry Repairs.
	4. Section 055000: Miscellaneous Metals.
	5. Section 071401: Hot Fluid Applied Waterproofing.
	6. Section 071800: Vehicular Traffic Membrane.
	7. Section 071810: PMMA Membrane.
	8. Section 071900: Penetrating Concrete Water Repellent.
	9. Section 077699: Concrete Pavers and Pedestals.
	10. Section 079000: Expansion Joints.
	11. Section 079200: Sealants.
	12. Section 090100: Façade Cleaning
	13. Section 092400: Stucco Repairs.
	14. Section 099100: High Performance Coatings.
	15. Section 221400: Drains and Piping.

	1.2 SUBMITTALS
	A. Submittals are not required unless Owner or Engineer raise questions or concerns regarding the quality or construction of barriers or enclosures.  Potential submittals, if requested, could include the following:
	1. Fire-retardant treatment for dimensional lumber and plywood.
	2. Fire-resistant visqueen sheeting.
	3. Plastic Safety Fencing.
	4. Caution Barrier Tape.
	5. Enclosure construction details.

	2.1 MATERIALS
	A. Lumber
	1. Dimensional lumber
	a. Minimum 2 x 4 dimensional lumber.
	b. Fire-retardant treated (non-com) with treatment stamp visible.

	2. Plywood
	a. Minimum 1/2-inch thick.
	b. Fire-retardant treated (non-com) with treatment stamp visible.


	B. Visqueen Sheeting
	1. Approved Products:
	a. Griffolin fire-retardant type 55-FR.
	b. Midco vinyl fire-resistant reinforced polyfilm.


	C. High Visibility Safety Fencing
	1. High density polyethylene material.
	2. Diamond mesh with 1-1/2" openings.
	3. Minimum 4 feet high.
	4. Bright orange color.
	5. Minimum 2200 lbs. break load capacity.

	D. Chain Link Fencing with Mesh Screen.
	1. Minimum 6’-0” feet tall with mesh screen.
	2. Minimum 9 gauge galvanized with 2”x2” pattern configuration.
	3. Fence to be panelized system, surface set with ballasted based.
	4. Drilled posts are not permitted.

	E. Caution Tape
	1. 3" wide.
	2. Minimum 4 mil thick plastic.
	3. Safety yellow tape with black "CAUTION" lettering, minimum 1-1/2" high.

	3.1 GENERAL
	A. Work shall not proceed until dust barriers, barricades, and construction fencing are in place and secure.
	B. Provide barricades to isolate areas directly under work areas for protection of persons or property.
	C. Remove barricades at entrances during non-working hours which will obstruct or hinder the use of the entrance.
	D. Installation and removal of barricades or barriers shall not damage existing surfaces.
	E. The use of anchors which penetrate the existing surface are prohibited, unless approved in advance by Engineer.
	F. Remove all evidence of barriers installation upon removal.
	G. Contractor is responsible for erection, maintaining, moving and removal of barricades, fencing and barriers from the job site.
	3.2 BARRICADES
	A. Provide chain link fencing to secure storage areas at the Main Concourse.
	B. Provide chain link or orange construction fencing to enclosure all work areas and to isolate areas below the work area for protection of persons and property.  Support fencing to prevent sagging or movement.  Construct and provide barricades that a...
	C. Where barricades are required for vehicular traffic control, provide orange construction fencing to divert traffic around work area.  Support fencing to prevent sagging or movement.  Construct and provide barricades that are permanent for the perio...
	D. Provide dust barriers as required to protect areas of the stadium and keep debris and fumes within the work area.
	E. Use of sawhorses, barrels and yellow caution tape are permitted only with advance approval by Owner.

	SPC-024119-Selective Structure Demolition
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Demolition of selected portions of the structure as indicated in the Contract Documents.
	b. Demolition and removal from the job site of miscellaneous features as indicated in the Contract Drawings.
	c. Removal from the job site and legal disposal of existing debris and accessories as shown on the Drawings.
	d. Supply and maintenance of dumpsters to accommodate debris removals.  Protect all surfaces below dumpsters.
	e. Maintenance of drains to accommodate storm water during demolition.

	2. Materials Ownership
	a. Except for items or materials indicated to be reused, salvaged, reinstalled, or otherwise indicated to remain the Owner’s property, demolished materials shall become the Contractor’s property and shall be removed from the site with further disposit...
	b. Storage or sale of removed items or materials on-site will not be permitted.



	1.2 REFERENCES AND REGULATORY REQUIREMENTS
	A. Conform to applicable laws, ordinances, and the State Building Code for demolition of structures, safety of adjacent structures, dust control, runoff control, and disposal.
	B. Comply with ANSI A10.6.
	C. Comply with applicable requirements of NFPA Standard No. 241.75: Safeguarding Building Construction & Demolition Operations.
	D. Obtain required permits from authorities.
	E. Do not close or obstruct roadways, sidewalks, and hydrants without permits.
	F. Do not close or obstruct egress width to any entrance or exit.
	G. Do not disable or disrupt fire or life safety systems without three days prior written notice to the Owner.
	H. Conform to applicable regulatory procedures when discovering hazardous or contaminated materials.

	1.3 SUBMITTALS
	A. Schedule of selective demolition activities indicating the following:
	1. Detailed sequence of selective demolition and removal work, with starting and ending dates for each activity.
	2. Detailed sequence of selective demolition and removal work to ensure uninterrupted progress.
	3. Coordination of Owner’s continuing occupancy.

	B. Inventory: After demolition is complete, submit a list of items that have been removed and salvaged for Owner.
	C. Pre-demolition Photographs or Videotape: Show existing conditions of adjoining construction and site improvements, including finish surfaces, which might be misconstrued as damage caused by demolition operations.  This submittal should be delivered...

	1.4 QUALITY CONTROL
	A. Demolition Firm Qualifications: An experienced firm that has specialized in demolition work similar in material and extent to that indicated for this Project.  The firm shall have successfully performed at least three verifiable projects, similar t...
	B. Work in this Section shall be under the immediate control of a person (Contractor’s superintendent or other designated person) experienced in this type of work. The person identified with immediate control of the work shall have supervised three ve...
	C. Pre-Demolition Conference: Review methods and procedures related to selective demolition including, but not limited to, the following:
	1. Inspect and discuss condition of construction to be selectively demolished.
	2. Review and finalize selective demolition schedule; verify availability of all materials, demolition personnel, equipment, and facilities needed to maintain the schedule.
	3. Review requirements of work performed by other trades that rely on substrates exposed by selective demolition operations.
	4. Review areas where existing construction is to remain and requires protection.

	D. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Code...

	1.5 Delivery, Storage, and Handling
	A. Store materials under cover and keep them dry and protected against damage from weather, direct sunlight, surface contamination, corrosion, construction traffic, and other causes.

	1.6 Project CONDITIONS
	A. Contractor shall coordinate with the Owner for the required access and staging areas needed to accommodate demolition operations at grade areas.
	B. The Owner will continue to occupy portions of the structure immediately beneath the selective demolition area. Conduct selective demolition so that the Owner’s operations will not be disrupted. Provide not less than 72 hours’ notice to the Owner of...
	C. Demolition Efforts
	1. The Contractor shall collect all debris generated by the demolition process and legally dispose of off the Owner’s property. Do not stockpile debris. Remove dumpsters containing debris upon filling to capacity or completion of the work.
	2. The Owner assumes no responsibility for actual condition of features and components to be selectively demolished.
	a. Conditions existing at time of inspection for bidding purpose will be maintained by the Owner as far as practical.

	3. Refer to the Drawings, General Notes, for load limitations on the structure.

	D. Utility Services
	1. Maintain existing utilities required to remain, keep in service, and protect against damage during demolition operations.
	2. Do not interrupt existing utilities serving occupied or used facilities, except when authorized in writing by authorities having jurisdiction and the Owner.  Provide temporary services during interruptions to existing utilities, as acceptable to th...
	3. Disconnect, seal, and remove utilities or services in selective demolition area before starting selective demolition operations.

	E. Damages: Promptly repair damages to adjacent construction, on or off site, caused by demolition operations at no cost to the Owner.
	F. Prevent insect and rodent infiltration.  If necessary, employ an exterminator and treat entire structure in accordance with governing health regulations for rodent and insect control.
	G. Hazardous Materials
	1. Notify the Owner if hazardous materials are encountered during demolition.



	PART 2 PRODUCTS – Not Used
	PART 3 EXECUTION
	3.1 Examination
	A. Examine areas intended for demolition and note conditions or defects that will adversely affect the execution and/or quality of the work.
	B. Notify Owner in writing of any such conditions or defects. Do not begin work until unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work constitutes acceptance by Contractor of the surfaces and conditions under wh...
	C. Inventory and record the condition of items to be removed and salvaged.
	D. Engage a professional demolition engineer to perform an engineering survey of existing conditions of structure to determine whether removing any element might result in structural deficiency or unplanned collapse of any portion of structure or adja...
	E. Verify that hazardous materials have been remedied before proceeding with selective demolition operations.

	3.2 Preparation
	A. Protection
	1. Provide temporary protection during the course of the work to prevent water entry into the structure and walls and to maintain the structure in a weather tight condition. Ensure that protection is in place and water tight before ending day's work.
	2. Be prepared for unexpected weather changes so that temporary protection can be quickly installed.
	3. Provide, erect, and maintain temporary barriers and security devices. Prevent spread of dust, odors, and noise to permit continued Owner’s occupancy. Refer to Specification Section 015600.
	4. Provide protection on existing surfaces and features to remain. Secure protection to prevent wind events from shifting or moving temporary protection. Securement methods shall not penetrate the surfaces or features. Protection shall define the path...
	5. Conduct demolition operations and remove debris to ensure minimum interference with the interior of the structure, roads, streets, walks, adjacent structures, and utilities.
	6. Conduct operations with minimum interference to public or private accesses. Maintain protected egress and access at all times.
	7. Protect existing landscaping materials, structures, and utilities which are not to be demolished.


	3.3 DEMOLITION REQUIREMENTS
	A. Coordinate regular removal and replacement of filled dumpsters from the job site during off hours only, unless pre-approved by the Owner in advance.
	B. Do not remove any part of the work that will leave the remaining work unstable, until adequate temporary bracing and shoring have been provided, or until permanent bracing or construction is in place. Cease operations immediately if adjacent struct...
	C. If deteriorated materials, not intended for removal, are encountered during demolition, stop all work in that area and notify the Owner immediately.
	D. Demolish and remove existing construction to the extent required and as indicated. Use methods required to complete work within limitations of governing regulations and as follows:
	1. Where required, neatly cut materials to be removed. Use cutting methods least likely to damage construction to remain or adjoining construction. To minimize disturbance of adjacent surfaces, use hand or small power tools designed for sawing or grin...
	2. Remove temporary work.

	E. Explosives: The use of explosives will not be permitted.

	3.4 Disposal of demolished materials
	A. General: except for items to be salvaged, etc, remove demolished materials from project site and legally dispose of them in an EPA approved landfill.
	1. Do not allow demolished materials to accumulate on-site.
	2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas.
	3. Remove debris from elevated portions of structure by chute, hoist, or other device that will convey debris to grade level in a controlled descent.

	B. Separate recyclable demolished materials from other demolished materials to the maximum extent possible.  Separate recyclable materials by type.
	1. Provide containers or other storage method for controlling recyclable materials until they are removed from Project site.
	2. Stockpile processed materials on site without intermixing with other materials.  Place, grade, and shape stockpiles to drain surface water.  Cover to prevent windblown dust.
	3. Stockpile materials away from demolition area. Do not store within the drip lines of remaining trees.
	4. Store components off the ground and protect from the weather.
	5. Transport materials off Owner’s property and legally dispose of them.

	C. Remove from site and legally dispose of debris, rubbish, and other materials resulting from demolition operations.
	D. Burning of removed materials will not be permitted on the site.

	3.5 PATCHING AND RESTORATION
	A. Neatly patch and finish disturbed existing surfaces damaged by demolition.
	B. Verify all patch locations, methods, and procedures with Engineer prior to beginning repairs.

	3.6 STORM DRAINAGE MAINTENANCE
	A. Maintain all drains during construction. Keep free and clear of debris to allow for proper drainage. Construction and construction barriers should not impede normal site drainage.

	3.7 CLEANING
	A. Clean adjacent floor and wall surfaces to remove dust, dirt, debris, sludge, etc., regardless of existing conditions prior to demolition.



	SPC-030100-Concrete Repairs
	PART 1 GENERAL
	1.1 SUMMARY
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Slab repairs.
	b. Repairs of precast concrete stadium members.
	c. Overhead repairs to beams and tee stems.
	d. Stair repairs
	e. Miscellaneous repairs indicated on the Drawings.


	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012900: Payment Procedures.
	3. Section 015600: Barriers.
	4. Section 024119: Selective Structure Demolition.
	5. Section 221400: Drains and Piping.

	C. Unit Prices
	1. Unit prices are taken for the work items listed in Section 012200, for the quantity measurements listed in Section 012900.
	2. Include in the lump sum bid the quantities in Section 012200.
	3. Final adjustment to the contract amount will depend on actual quantities of repair performed.
	4. Repair quantities will be determined by measurements made jointly by the owner or its representative and the contractor. The contractor will record the measurements with both parties signing the record to attest to its accuracy.


	1.2 REFERENCES
	A. American Concrete Institute (ACI)
	1. ACI 301 - Specification for Structural Concrete for Buildings.
	2. ACI 305R - Hot Weather Concreting.
	3. ACI 306R - Cold Weather Concreting.
	4. ACI 318 - Building Code Requirements for Reinforced Concrete.

	B. American Society for Testing and Materials (ASTM)
	1. ASTM A185 - Specification for Steel Welded Wire, Fabric, Plain, for Concrete Reinforcement.
	2. ASTM A615 - Specification for Deformed and Plain-Billet Steel Bars for Concrete Reinforcement.
	3. ASTM A775 - Standard Specification for Epoxy-Coated Reinforcing Steel Bars.
	4. ASTM C33 - Concrete Aggregates.

	C. Structural Steel Painting Council (SSPC)
	1. Surface Preparation Specification No. 6 (SP6) - Commercial Blast Cleaning.

	D. American Association of State Highway and Transportation Officials (AASHTO)
	1. AASHTO M182 - Specifications for Burlap Cloth Made from Jute or Kenaf.

	E. Keep a copy of the referenced specifications cited in this section in the on-site field office.

	1.3 SUBMITTALS
	A. Submit literature for manufactured products, including manufacturer's specifications, test data and installation instructions.
	B. Letter stating this Contractor and supplier are familiar with the referenced standards.
	C. Resume meeting Section 1.4.C.

	1.4 QUALITY ASSURANCE
	A. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Code...
	B. Concrete that does not conform to the specified requirements, including bond to substrate, strength, finish and tolerances shall be subject to removal and replacement, including necessary preparatory work, at no additional cost to the Owner and wi...
	C. The applicator and its superintendent shall have the following Professional or Collegiate Stadium Concrete Repair and Restoration Experience.
	1. (2 to 4) stadiums with structural and architectural concrete repair and restoration.
	2. Projects must be from within the past 5 years.
	3. Concrete work should performed on precast and cast-in-place seating areas and concourses.

	D. Contractor shall be responsible for restoration of other components of the Work damaged during placement of concrete or damaged during removal of unsatisfactory concrete.
	E. ACI 301, ACI 305R and ACI 306R are a part of the Contract Documents, are incorporated herein as fully as if here set forth and are referred to as General Concreting Requirements.

	1.5 WARRANTY
	A. A warranty period of two (2) years shall be provided for concrete work performed under this Section against defects, as determined by the Owner, including but not limited to debonding, excessive cracking and surface scaling.


	PART 2 PRODUCTS
	2.1 MATERIALS
	A. Fine and Coarse Aggregates
	1. Meeting requirements of ASTM C-33.

	B. Water
	1. Mixing water shall be potable meeting requirements of ASTM C-94.

	C. Pre-packed Concrete Materials
	1. Horizontal Application: Typical Repair Areas (Patch Material Type A)
	a. Plainitop 11 SCC by Mapei.
	b. SikaCrete 100 CI by Sika Corp.
	c. Deck Mix AE by US Concrete Products

	2. Vertical and Overhead Repair Areas: Trowel Grade (Patch Material Type B.1)
	a. SikaEmaco 488Cl by Sika Corp.
	b. SikaQuick VOH by Sika Corp.
	c. SikaEmaco 425 Gel Patch by Sika Corp.
	d. Planitop XS by Mapei
	e. US Thin Patch V/O by US Concrete Products

	3. Vertical and Overhead Repair Areas: Form-and-Pour (Patch Material Type B.2)
	a. Sikacrete 211 SCC Plus by Sika Corp.
	b. SikaQuick FNP by Sika Corp.
	c. SikaEmaco440 by Sika Corp.
	d. Planitop 15 by Mapei
	e. Deck Mix FP by US Concrete Products


	D. Bar Coating
	1. Sikadur 32, Hi-Mod LPL by Sika Corp.
	2. MasterEmaco ADH 326 by Sika Corp.

	E. Bonding Agent (used for shallow floor patches if the patch is not deep enough for patch anchors; patch material must be placed while epoxy is still wet)
	1. Sikadur 32, Hi-Mod LPL by Sika Corp.

	F. Welded Wire Reinforcement
	1. Conforming to ASTM A185.
	2. All steel to be epoxy coated unless specifically noted otherwise on the drawings.

	G. Reinforcing Steel
	1. All reinforcing steel shall have a minimum Fy of 60 ksi.
	2. All steel to be epoxy coated unless specifically noted otherwise on the drawings.

	H. Curing Materials
	1. 10 oz. burlap meeting the requirements of AASHTO M-182.
	2. Visqueen: 6 mil polyethylene (white).

	I. Curing Compound
	1. VOCOMP-25 by W.R. Meadows.
	2. Sikagard 1315 KNS by Sika Corp.
	3. Liquid membrane forming curing compound shall conform to the requirements of ASTM C1315, Type 1, Class A and have data from an independent laboratory indicating a maximum moisture loss of 0.40 grams per square cm. when applied at a coverage rate of...

	J. Form Lumber
	1. New fire-retardant material, grade and size to adequately form, support and brace concrete and to provide finishes that match adjacent surfaces.

	K. Epoxy Grout
	1. Sikadur 32, Hi-Mod LPL epoxy mixed with silica sand.

	L. Patch Anchors
	1. Stainless steel mushroom head spikes by DeWalt.

	M. Gravity Feed Crack Repair Material
	1. Rigid Epoxy
	a. Sikadur 55 SLV by Sika Corp or Similar meeting the following requirements:
	1) Type IV, Grade 1, Class C epoxy resin per ASTM C881.
	2) Maximum Viscosity = 120 cps (at 73 deg F).
	3) Minimum 28 Day Compressive Strength = 10,000 psi.
	4) Minimum Tensile Strength = 6,000 psi.
	5) Quick setting.





	PART 3 EXECUTION
	3.1 GENERAL
	A. Prior to the start of work, the Contractor shall survey areas to receive repair concrete to determine locations and approximate quantity of material.
	B. Prior to start of excavations, perform an on-site review of the work areas with the Owner.  Provide a minimum of 2 working days’ notice prior to the requested review day.
	C. Prior to performing operations such as jack hammer work, the Contractor shall make a careful and thorough survey of the underside of the level on which he intends to work and shall remove all loose soffit concrete which may fall as a result of thos...
	D. During concrete removal work, Contractor shall not damage existing mild steel reinforcement. Mild steel reinforcement that is damaged by the Contractor, as determined by the Owner, shall have a new reinforcing bar the same size as the damaged bar l...
	E. It is intended that the existing reinforcement steel exposed during the work shall remain in place (unless noted on Drawing for removal) and undamaged during removal of the unsatisfactory concrete.  Tie loose reinforcement bars in place in an appro...
	F. Concrete placement for patches or overlays on sloping surfaces shall begin on the low elevation end and proceed upwards to the high elevation end.
	G. Control joints to be either tooled or sawed into concrete slab. Confirm control joint pattern with Owner prior a minimum of 24 hours prior to placement of concrete. Tooled joints are to be cut while concrete is wet. Sawed joints to be cut within 6 ...

	3.2 Preparation
	A. Protection
	1. Contractor shall protect all open excavations, and reinforcing therein, from damage due to mechanical disturbance, weather conditions or other causes.
	2. Contractor shall protect occupied areas below the work area during all phases of the work including removal, preparation and placement of materials.
	3. Provide barricades to close areas immediately below the work area.  Coordinate the time closing of required areas with the Owner.


	3.3 Slab repair procedure
	A. Refer to the Drawings for repair details. Contractor shall sound the concrete deck using chain drag method and hammer survey to identify the limits of deteriorated concrete within the Work Area. Mark with paint each area to be repaired. Location of...
	B. Before removal of floor concrete within a Work Area, the Contractor and the Owner’s representative will record the area bounded by the paint marks. Take measurements to the nearest inch in such a way that results in a total plan area at each location.
	C. Contractor and Owner’s representative shall affix their signatures to each measurement sheet completed, attesting to the agreed-upon accuracy of the measurements. Furnish copies of measurement sheets to both parties for their records.
	D. Sum and calculate the total repair area to yield total square feet. Measurements are the sole basis for calculation of final payment, based upon the item’s unit price. Refer to Section 012200 and Section 012900. Base unit price on the area of the r...
	E. Remove floor concrete within the Work Area by conventional chipping methods.
	F. Conventional Chipping Method
	1. In post-tensioned structures, Contractor shall take caution to not cut or damage existing post-tensioning tendons or wires.  Locate cables prior to beginning repairs.  Damage shall be repaired as directed by Engineer at no cost to the Owner.
	2. Sawcut the concrete deck surface along the perimeter of the paint marks which define the removal area. Do not cut existing reinforcement. Depth of saw cuts shall be 3/4 inch. Cut perimeter of removal area before beginning chipping hammer work.  Do ...
	3. Perform concrete removal with no larger than 18 pound chipping hammers.
	4. Begin concrete removal at the center of the removal area and work towards the sawcut perimeter.  Maintain vertical sawcut edge at perimeter. Re-saw if necessary, to maintain required edge.
	5. Contractor shall use due diligence to perform concrete chipping operation in a manner to avoid punching through slab.  Means such as utilizing wide chipping blades and performing chipping procedures on a low angle are recommended.

	G. The surface of the sound, exposed concrete shall be relatively flat with 1/4” amplitude over the repair area for new concrete patches and overlays. Contractor is responsible for ensuring that the final concrete repair area is sound.
	H. Within 24 hours of concrete repair material placement, media blast the excavation and the immediately adjacent surface. Reinforcing steel shall be cleaned to a SSPC-SP6 condition unless otherwise indicated.
	I. After completion of all cleaning operations, blow-out excavations with oil-free and water-free compressed air. Previously cleaned excavations that are subjected to contamination must be re-cleaned.
	J. The Owner will inspect excavations prior to coating reinforcing steel.  Final touch-up of excavations and reinforcing steel shall be performed before proceeding.
	K. Within 8 hours after cleaning, coat all surfaces of exposed steel with one coat of bar coating. Allow coating to become tack free before proceeding with second coat.
	L. Apply second coat of bar coating to previously coated steel.  Do not apply coating to substrate or allow coating to puddle in low areas of excavation.
	M. Thoroughly saturate all concrete surfaces to be in contact with new concrete as necessary to provide a saturated surface dry condition.
	N. Just prior to concrete placement blow-down area with oil-free compressed air to remove standing and puddled water.
	O. Place Patch Material Type A in the excavations.  Vibrate new patch material to ensure consolidation in maximum-depth areas and at the excavation’s perimeter. Screed material flush with adjacent surfaces and finish with a float or light trowel.
	P. Specified Finish to Receive Traffic Coating:
	1. Slabs to receive future waterproofing membrane or insulation with topping slabs shall have a floated finish in accordance with ACI 301 5.3.4.2.

	Q. Specified Finish to be Exposed:
	1. Exterior areas exposed to vehicular or pedestrian traffic to receive a float and then light broom finish in accordance with ACI 301 5.3.4.2.  Finish slabs to a manual straightedge ‘conventional’ tolerance per ACI 117 (1/2 in. in 10 feet) and provid...

	R. After finishing, fog concrete surfaces with water using approved fog spray device (hose not permitted) to prevent surface drying prior to start of curing.
	S. Cure Patch Material Type A in accordance with manufacturer’s written instructions.
	T. After patch material has cured, grind perimeter of patch repair to provide a smooth transition between existing concrete and new concrete.  Voids at perimeter of the patch to be repaired as directed by the Owner.

	3.4 OVERHEAD AND VERTICAL REPAIR PROCEDURE
	A. Refer to the Drawings for repair details. Contractor shall sound overhead and vertical concrete surfaces using hammer sounding techniques to identify the limits of deteriorated concrete within the Work Area. Mark with paint each area to be repaired...
	B. Before removal of overhead or vertical concrete within a Work Area, the Contractor and the Owner’s representative will record the area bounded by the paint marks. Take measurements to the nearest inch in such a way that results in a total plan area...
	C. Contractor and Owner’s representative shall affix their signatures to each measurement sheet completed, attesting to the agreed-upon accuracy of the measurements. Furnish copies of measurement sheets to both parties for their records.
	D. Calculate and sum the total repair area to yield total square feet. Measurements are the sole basis for calculation of final payment, based upon the item’s unit price. Refer to Section 012200 and Section 012900. Base unit price on the area of the r...
	E. Remove concrete within the Work Area by conventional chipping methods.
	F. Conventional Chipping Method:
	1. In post-tensioned structures, Contractor shall take caution to not cut or damage existing post-tensioning tendons or wires.  Damage shall be repaired as directed by Engineer at no cost to the Owner.
	2. Saw cut the concrete surface along the perimeter of the paint marks which define the removal area. Do not cut existing reinforcement. Depth of saw cuts shall be 1/2 inch. Cut perimeter of removal area before beginning chipping hammer work.  Do not ...
	3. Perform concrete removal with no larger than 18-pound chipping hammers.
	4. Begin concrete removal at the center of the removal area and work towards the saw cut perimeter.  Maintain vertical saw cut edge at perimeter.  Resaw if necessary, to maintain required edge.
	5. Contractor shall use due diligence to perform concrete chipping operation in a manner to avoid punching through a slab.  Means such as utilizing wide chipping blades and performing chipping procedures on a low angle are recommended.

	G. The surface of sound, exposed concrete shall be relatively flat with a ¼” amplitude over the repair area.  Contractor is responsible for ensuring that the final concrete repair area is sound.
	H. Within 24 hours of concrete repair material placement, media blast the excavation and the immediately adjacent surface. Reinforcing steel shall be cleaned to a SSPC-SP6 condition unless otherwise indicated.
	I. After completion of all cleaning operations, blow-out excavations with oil-free and water-free compressed air. Previously cleaned excavations that are subjected to contamination must be re-cleaned.
	J. The Owner will inspect excavations prior to coating reinforcing steel.  Final touch-up of excavations and reinforcing steel shall be performed before proceeding.
	K. Within 8 hours after cleaning, coat all surfaces of exposed steel with one coat of bar coating. Allow coating to become tack free before proceeding with second coat.
	L. Apply second coat of bar coating to previously coated steel.  Do not apply coating to substrate.
	M. Maintain all concrete surfaces of repair areas in a wet condition to provide a surface saturated dry condition.
	N. Just prior to material placement, blow-down area with oil-free compressed air to remove any standing water near vertical repair locations.
	O. Place Patch Material Type B in the excavations per manufacturer’s written instructions.  Vibrate new patch material at vertical repairs to ensure consolidation in maximum-depth areas.  Screed material flush with adjacent surfaces and finish with a ...
	P. After finishing, fog concrete surfaces with water using approved fog spray device (hose not permitted) to prevent surface drying prior to start of curing.
	Q. Cure Patch Material Type B in accordance with manufacturer’s written instructions.
	R. Remove forms after patch material has cured.  Grind perimeter of patch repair to provide a smooth transition between existing concrete and new concrete.  Voids at perimeter of the patch to be repaired as directed by the Owner.

	3.5 FIELD QUALITY CONTROL
	A. All excavations shall be inspected and approved prior to placing concrete.  The Contractor shall notify the Owner 2 working days in advance of required inspection.
	B. Notify the Owner at least 2 working days prior to placing concrete.
	C. Acceptance of Structure
	1. Acceptance of Structure shall be in accordance with ACI 301 Chapter 18.
	2. Contractor shall bear all costs of correcting rejected work, including the cost of Owner's services thereby made necessary.


	3.6 Cleaning
	A. Empty containers shall be removed from the structure at the end of each working day.  Cloths soiled with adhesive materials that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from the structu...
	B. All spilled materials shall be completely removed from hardware, adjacent floor areas, metal work, etc.  Remove spilled coating by approved methods.
	C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed during preparation of adhesive materials installations.
	D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left clean and free of all construction dust, dirt and debris.



	SPC-040100-Masonry Repairs
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. CMU Repointing
	b. CMU Replacement


	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012900: Payment Procedures.
	3. Section 015600: Barriers.
	4. Section 024119: Selective Structural Demolitions.


	1.2 REFERENCES
	A. The Masonry Society (TMS)
	1. TMS 402 – Building Code Requirements for Masonry Structures, current edition.
	2. TMS 602– Specifications for Masonry Structures, current edition.

	B. American Society for Testing and Materials (ASTM)
	1. ASTM C91 – Standard Specification for Masonry Cement.
	2. ASTM C144 – Standard Specification for Aggregate for Masonry Mortar.
	3. ASTM C150 – Standard Specification for Portland Cement.
	4. ASTM C207 – Standard Specification for Hydrated Lime for Masonry Mortar.
	5. ASTM C270 – Standard Specifications for Mortar in Unit Masonry.

	C. Brick Institute of America (BIA)
	1. Technical Note 20 – Cleaning Brick Masonry.
	2. Technical Note 46 – Maintenance of Brick Masonry.


	1.3 definitions
	A. “Defective mortar” as used herein means mortar joints that are loose, crack, split, spalled, delaminated, soft, or missing.
	B. “Hairline crack” as used herein means cracks measuring less than 1/32 inch limited to the surface of the masonry unit.
	C. “Tight crack” as used herein means cracks measuring less than 1/16 inch limited to the surface area of the masonry unit.
	D. “Masonry foreman” as used herein means technically competent employee identified as supervising all masonry work included in this Specifications section and the Drawings.

	1.4 SUBMITTALS
	A. Mason
	1. Resume of Mason’s foreman.


	1.5 QUALITY ASSURANCE
	A. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...
	B. Bidder's Qualifications
	1. Contractor shall have at least 5 years’ experience doing work of scope and size specified herein and indicated on Drawings.
	2. Mason’s foreman shall have supervised at least three prior projects of similar magnitude and type.

	C. Regulatory Requirements
	1. Comply with applicable laws, ordinances, and the Ohio Building Code.
	2. Comply with the referenced standards above.

	D. Installation
	1. Mason’s foreman shall be on site during 90% of all masonry work. Masonry work identified as not being installed under the direct supervision of Mason’s foreman shall be subject to removal and replacement, at the direction of the Owner.

	E. Mock-up
	1. Mason’s foreman and crew assigned to project to complete all mock-ups. All masons working on the job are to review the approved mock-ups prior to beginning work on the project.
	2. Repointing
	a. Provide mock-up of repointing in an area 3’-0” x 3’-0”. Owner to locate mock-up area.
	b. Mock-up to demonstrate cleaning of joint, installation of new mortar, and mortar color and texture.
	c. Approved mock-up to be maintained as reference.


	F. Single-Source Responsibility for Mortar Materials: Obtain mortar ingredients of a uniform quality, including color for exposed masonry, from one manufacturer for each cementitious component and from one source or producer for each aggregate.

	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Packing, Shipping, Handling and Unloading
	1. Deliver materials to job site in sealed, undamaged containers/packaging.

	B. Storage and Protection
	1. Protect materials in a dry place, off ground and under cover to protect them from wetting, staining, chipping, and other damage.
	2. Do not use materials showing evidence of water or other damage.


	1.7 Project Conditions
	A. Environmental Requirements
	1. Repoint mortar joints and repair masonry only when air temperature is between 40 and 80 degrees F and is predicted to remain so for at least 72 hours after completion of work.
	2. Cold weather requirements: The temperature of the masonry wall must be above 32 degrees F.
	a. Mortar should be heated and maintained above freezing temperatures until at least 72 hours after completion of the work.
	b. Enclosure requirements for installation are temperature-based as follows:
	1) Below 20 degrees F: Provide enclosure for work area and heat source to maintain temperature above 32 degrees F.
	2) 20-25 degrees F: Provide heat source and windbreaks on both sides of masonry under construction

	c. Enclosure requirements for protection of completed masonry are as follows:
	1) Below 20 degrees F: Provide enclosure and supplemental heat to maintain masonry temperature above 32 degrees F for 72 hours after construction.
	2) 20-25 degrees F: Protect completed masonry with insulating cover for 72 hours after construction.
	3) 25-32 degrees F: Completely enclose masonry with cover for 72 hours after construction.
	4) 32 to 40 degrees F: Protect completed masonry with cover for 72 hours after construction.


	3. Hot weather requirements: Protect masonry repair and mortar-joint pointing when temperature and humidity conditions produce excessive evaporation of water from mortar and repair materials. The temperature of the masonry wall must be below 90 degree...
	4. Conform to manufacturer's specific requirements.


	1.8 WARRANTY
	A. Provide two (2) year warranty on all workmanship and materials unless otherwise specified.


	PART 2 PRODUCTS
	2.1 MATERIALS
	A. Mortar
	1. Prepackaged Mortar: ASTM C270 and ASTM C1329, type N.
	a. Acceptable Manufactures
	1) WORKRITE Cements, York, PA.
	2) Spec Mix – Mortar Cement & Sand, Eagan, MN.
	3) Fairborn Cement, Xenia, OH.


	2. Prepackaged Portland Cement Lime Mortar: Type N cement-lime mortar per ASTM C270 containing:
	1) Portland Cement per ASTM C150 Type I or II, non-staining grey or white (as appropriate).
	2) Hydrated lime per ASTM C207, Type S.
	b. Acceptable Manufacturers
	1) Holcim.
	2) Quickcrete.
	3) Spec Mix.


	3. Mortar Aggregate: ASTM C144, standard masonry type.
	4. Water: Clean and potable.
	5. Mortar Color: As selected by Owner from manufacturer’s standard colors to match existing.
	6. Masonry cements are prohibited.

	B. Masonry Cleaner
	1. General Masonry Cleaner
	a. Enviro Klean SafRestorer by Prosoco.
	b. 101G by Diedrich Technologies.

	2. Repointing Cleaner
	a. ProSoCo., Inc., Sure Klean Vana Trol.
	b. Diedrich Technologies, 202V Vana-Stop.



	2.2 MIXES
	A. Mortar
	1. Batch Control: Measure and batch materials either by volume or weight, such that the required proportions for mortar can be accurately controlled and maintained. Measurement of sand materials by shovel will not be permitted.
	2. Mix mortars with the maximum amount of water consistent with workability to provide maximum tensile bond strength within the capacity of the mortar.
	3. Do not use mortar that has begun to set, or if more than 2 hours has elapsed since initial mixing. Retemper mortar during 2-hour period as required to restore workability.
	4. Do not lower freezing point of mortar by use of admixtures or anti-freezing agents.
	5. Chloride containing additives are prohibited.
	6. Air content shall not exceed 12 percent.



	PART 3 EXECUTION
	3.1 EXAMINATION
	A. Prior to the start of work, examine surfaces intended to receive the specified work and note conditions or defects that will adversely affect the execution and/or quality of the work.
	B. Notify Owner in writing of any such conditions or defects. Do not begin work until unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work constitutes acceptance by Contractor of the surfaces and conditions under wh...
	C. Prior to the start of all masonry repairs within a work area, clean all brick and mortar surfaces with general cleaner to remove existing dirt and stains from facade.

	3.2 Preparation
	A. Protection
	1. Provide temporary protection during the course of the work to prevent water entry into the structure and walls and to maintain the structure in a weather tight condition. Ensure that protection is in place and watertight before ending day's work.
	2. Be prepared for unexpected weather changes so that temporary protection can be quickly installed.
	3. Protect all existing adjacent surfaces that are to remain and are not included in the work of this Section.
	4. Provide safeguards from work of this Section for pedestrian traffic and adjacent property. Do not permit drift of dust or liquids.
	5. Use safeguards recommended by manufacturers of products specified herein for personnel handling and applying said materials.
	6. Protect surrounding areas from construction activities, dirt, dust, and debris.


	3.3 Masonry Repointing
	A. During the repointing of joints, enlarge any voids or holes, except weep holes, and completely fill with mortar.
	B. Remove mortar in joints to a minimum depth per detail, but not less than that required to reach sound existing mortar. Do not remove mortar to a depth of more than half the thickness of the stone. The back reveal of the joint shall be square, and m...
	C. When mortar removal is complete, hand wire bush joint and remove remaining residual dust and loose material by vacuuming.
	D. Premoisten joint and install new mortar. Pack tightly in two, 3/8-inch layers. Where depth of new mortar exceeds one inch, install in maximum 3/8-inch layers.
	E. When mortar is thumbprint hard, cut any excess mortar from the edge of the joint with a trowel or raking tool. Finish to a smooth, compact, joint to match existing joint textures.
	F. Remove excess mortar and mortar smears as work progresses. Dry brush at the end of each day's work. Do not allow excess mortar or mortar smears to dry on the face of new or existing brick.
	G. Hairline cracking within the mortar or mortar separation at edge of a joint is unacceptable. Completely remove such mortar and repoint.

	3.4 CLEANING
	A. General
	1. Prior to cleaning review with manufacturer’s representative masonry substrate condition. Notify Engineer immediately if conditions exist that may be detrimental to the success of the cleaning and possible damage to substrate.
	2. Clean all face brick with cleaning solution per manufacturer's recommendations and instructions.
	a. Comply with BIA Technical Note 20 for cleaning of brick.
	b. Provide a general and masonry repair cleaning.

	3. Protect structure surfaces and landscaping below during cleaning.
	4. Provide adequate protection of all surrounding surfaces not intended to be cleaned from damage (surface blemish, staining, etching, etc.) due to preparation and cleaning procedures. Repair damage at no cost to the Owner.
	5. Provide adequate protection of adjacent brick not being cleaned during a specific cleaning operation. Repair damage at no cost to the Owner.

	B. Masonry Repair Cleaning
	1. Unless noted otherwise, clean all brick surfaces with repointing cleaner to remove excess mortar, mortar smears and stains after completion of repointing and repair work.
	2. Use non-metallic tools in cleaning operations. Remove large pieces of mortar using wood paddles and scrappers.
	3. Clean areas of new mortar no earlier than 7 days nor later than 28 days after completion of work.
	4. Clean ground area of masonry materials, rubble, and debris.




	SPC-055000-Miscellaneous Metals
	PART 1 GENERAL
	1.1 SUMMARY
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Stadium seating supplemental steel.


	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012900: Payment Procedure.
	3. Section 015600: Barriers.
	4. Section 030100: Concrete Repairs.

	C. References
	1. The following codes and standards are hereby incorporated as part of the Project Specifications.  These codes and standards including all supplements, apply to all miscellaneous metal work as if fully reproduced herein.  Modifications in this Speci...
	a. AISI Code of Standard Practice for Steel Buildings and Bridges, including the Commentary on the Code of Standard Practice.
	b. AISC Code of Standard Practice for Steel Buildings and Bridges.
	c. American Welding Society (AWS) Structural Welding Code – Steel.
	d. ASTM A6 – General Requirements for Delivery of Rolled Steel Plates, Shapes, Sheet Piling and Bars for Structural Use.
	e. ASTM A123 – Zinc (Hot Dipped Galvanized) Coatings on Iron and Steel.
	f. ASTM A153 – Zinc Coating (Hot Dipped Galvanized) on Iron and Steel Hardware.


	D. Structural Steel Painting Council (SSPC)
	1. Surface Preparation Specification No. 6 (SP6) – Commercial Blast Cleaning.


	1.2 SUBMITTALS
	A. Submit literature for manufactured products, including manufacturer's specifications, test data and installation instructions.
	B. Submit shop drawings for review of all fabricated items.  Include complete details and schedules. Submit field measurements of existing conditions with shop drawings.

	1.3 QUALITY ASSURANCE
	A. Steel Fabricator shall have not less than 5 years’ experience in the fabrication of miscellaneous steel.
	B. All welders, welding operators, tackers and inspectors shall be fully qualified in accordance with the requirements of the American Welding Society for the type of work they are to perform.  Copies of certification shall be submitted prior to perfo...
	C. Modifications to the AISC Code of Standard Practice
	1. Restoration drawings and details are to be used in place of more detailed structural steel plans.  Requirements for structural steel work may be shown on restoration drawings and details.
	2. Contract drawings may be made to a scale less than 1/8-inch to the foot.  With approval, shop drawings may also be made to a lesser scale.
	3. Section 4.2 is to be replaced with the following sections:

	D. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Code...

	1.4 MATERIAL STORAGE AND HANDLING
	A. Protect metal from damage and deterioration.
	B. Support continuous lengths of material as necessary to keep from deflecting and bending.
	C. Store material off ground and keep covered and out of weather.

	1.5 WARRANTY
	A. A warranty period of five (5) years shall be provided for all miscellaneous metals and installation work performed under this Section, against defects, as determined by the Owner, including but not limited to weld failures, rust formation at field ...


	PART 2 PRODUCTS
	2.1 MATERIALS
	A. Wide Flange Shapes: ASTM A992.
	B. Rolled Steel Plates, Shapes and Bars: ASTM A572 Grade 50.
	C. Steel Pipe: Steel pipe conforming to ASTM A53, Type E or S, Grade B.
	D. Steel Tubes: ASTM A500, Grade B
	E. Expansion Anchors: Stud Type
	1. Stud type with wedge meeting requirements of Federal Specification A-A 1923A, Type 4.  Hot dip galvanized material.
	2. Basis of Design: Kwik Bolt TZ2 Expansion Anchor by Hilti.

	F. Adhesive Anchors
	1. Injectable adhesive shall be used for installation of steel reinforcing dowels or threaded anchor rods into new or existing solid base materials, such as concrete, grout, stone or solid masonry.  Only injection tools and static mixing nozzles as re...
	2. Basis of Design: HIT HY 200 Injection Adhesive Anchors by Hilti.

	G. Threaded Fasteners
	1. Steel Framing: High strength, heavy hexagon structural bolts, heavy hexagon nuts and hardened washers, quenched and tempered medium-carbon steel, complying with ASTM A325.
	2. All-Thread Bars: Stainless steel, fully threaded bars meeting AISI 316.

	H. Welding:  The Contractor shall determine, in accordance with AWS requirements, and submit to the Owner review, appropriate welding materials and procedures for the base metals involved for all welding in both new and existing structures.
	I. Galvanizing
	1. All materials, unless indicated “painted” or “plain”, shall be hot dipped galvanized with a zinc coating of 2.00 oz./S.F. after fabrication conforming to ASTM A123.
	2. Coating disturbed due to installation, welds and abraded areas shall be power tool cleaned and receive a spot coat of galvanizing repair paint applied per manufacturer’s instructions.

	J. Galvanizing Repair Paint
	1. ZRC Cold Galvanizing Compound by ZRC Chemical Products Company.
	2. LPS Cold Galvanize Corrosion inhibitor by LPS Laboratories, Inc.


	2.2 FABRICATION
	A. General
	1. Fabricate items in accordance with AISC Specifications and as indicated on the final shop drawings.
	2. Properly mark and match-mark materials for field assembly.  Fabricate for delivery sequence which will expedite installation and minimize field handling of materials.
	3. Where finishing is required, complete the assembly, including connections and welding of units, before start of finishing operations.
	4. Mill all surfaces in contact bearing.

	B. Connections
	1. Provide welded shop connections unless otherwise shown.  Grind smooth and flush all welds to match curve of joints.  Grind welded area to remove weld flux, slag, and spatter.
	2. Provide field bolted or field welded connections as indicated.
	3. Comply with AWS Code for procedures, appearance and quality of welds, and methods used in correcting welding work.  Assemble and weld sections by methods which will produce true alignment of axis without warp.

	C. Surface Preparation
	1. After inspection and before shipping, clean all metal fabrications to be painted or galvanized.  Remove loose rust, mill-scale, and splatter.  Clean metal fabrications in accordance with SSPC SP-6.
	2. Immediately after surface preparation, apply to all painted metal fabrications primer paint in accordance with paint manufacturer’s written instructions.  Use painting methods which will result in full coverage of joints, corners, edges, and all ex...
	3. Clean and touch-up with galvanizing repair paint all abrasions on galvanized items before shipment.



	PART 3 EXECUTIONS
	3.1 EXAMINATION AND PREPARATION
	A. Field measure all existing dimensions and be aware of all existing conditions which relate to the work prior to fabrication.  Items fabricated without prior field verification shall not be the responsibility of the Owner and the Contractor shall fa...
	B. Examine the areas and conditions under which the work is to be installed and notify the Owner in writing of conditions detrimental to the proper and timely completion of the work.
	C. Do not proceed with the work until unsatisfactory conditions have been corrected in a manner acceptable to the Engineer.

	3.2 INSTALLATION
	A. Comply with AISC Specifications and Code of Standard Practice, and with specified requirements.
	B. Provide erection equipment, hoists, temporary shoring and bracing, and other equipment required for proper and safe erection of the work.  Do not remove temporary members and connections until permanent construction required to make installation se...
	C. Provide temporary planking and working platforms as required and as necessary to complete the work effectively and safely.
	D. Field Assembly
	1. Set metal fabrications accurately to the lines and elevations indicated.  Align and adjust the various members forming a part of a complete installation before permanently fastening.  Perform necessary adjustment to compensate for discrepancies in ...
	2. After metal fabrications installations are complete, foul threaded anchors.

	E. Following installation of metal fabrications clean all mud, dirt and debris accumulated during installation.  Inspect all items for abrasions and touch up with specified primer.



	SPC-071401-Hot Fluid Applied Waterproofing
	PART 1 GENERAL
	1.1 general REQUIREMENTS
	A. Bidding and Contract Requirements of the specifications and drawings govern the Work of this Section.  Provide materials, labor, equipment, and services necessary to furnish, deliver and install Work of this Section as shown on Drawings, as specifi...
	B. Coordinate Work with that of other trades affecting or affected by Work of this Section and cooperate to assure the steady progress of Work.

	1.2 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Hot-applied waterproofing system.
	b. Preparation and cleaning of substrates.
	c. Crack, joint, and other detailing work.
	d. Waterproofing system including waterproofing membrane, protection course, and drainage board.
	e. Testing of completed waterproofing system.


	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 071810: PMMA Membrane.
	4. Section 077699: Concrete Pavers and Pedestals.


	1.3 references
	A. American Society for Testing and Materials (ASTM)
	1. ASTM A-666 – Standard Specification for Annealed or cold-Worked Austenitic Stainless Steel Sheet, Strip, Plate and Flat Bar.
	2. ASTM C-1306 – Standard Test Method for Hydrostatic Pressure Resistance of a Liquid-Applied Waterproofing Membrane
	3. ASTM D-36 – Standard Test Method for Softening Point of Bitumen (Ring-and-Ball Method)
	4. ASTM D-92 – Standard Test Method for Flash and Fire Points by Cleveland Open Cup Method.
	5. ASTM D-412 – Standard Test Method for Vulcanized Rubber and Thermoplastic Elastomers – Tension
	6. ASTM D0471 – Standard Test Method for Rubber Property – Effect of Liquids
	7. ASTM D-624 – Standard Test Method for Strength of Conventional Vulcanized Rubber and Thermoplastic Elastomers
	8. ASTM D-751 – Standard Test Method for Coated Fabrics
	9. ASTM D-896 - – Standard Practice for Resistance of Adhesive Bonds to Chemical Reagents
	10. ASTM D-1149 – Standard Test Method for Rubber Deterioration – Surface Ozone Cracking in Chamber
	11. ASTM D-1621 – Standard Test Method for Compressible Properties of Rigid Cellular Plastics
	12. ASTM D-1777 – Standard Test Method for Thickness of Textile Materials
	13. ASTM D-1910 – Method of Test for Construction Characteristics of Woven Fabrics
	14. ASTM D-2137 – Standard Test Method for Rubber Property – Brittleness Point of Flexible Polymers and Coated Fabrics
	15. ASTM D-2263 – Method of Testing Automotive Fabrics
	16. ASTM D-2523 – Standard Practice for Testing Load-Strain Properties of Roofing Membranes
	17. ASTM D-4263 – Standard Test Method for Indicating Moisture in Concrete by the Plastic Sheet Method
	18. ASTM D-4491 – Standard Test Method for Water Permeability of Geotextiles by Permittivity
	19. ASTM D-4632 – Standard Test Method for Grab Breaking Load and Elongation of Geotextiles
	20. ASTM D-4716 – Standard Test Method for Determining the (In-Plane) Flow Rate per Unit Width and Hydraulic Transmissivity of a Geosynthetic Using a Constant Head
	21. ASTM D-4751 – Standard Test Method for Determining Apparent Opening size of a Geotextile
	22. ASTM D-5329 – Standard Test Method for Sealants and Fillers , Hot-Applied, for Joints and Cracks in Asphaltic and Portland Cement Concrete Pavements
	23. ASTM E 96 – Standard Test Method for Water Vapor Transmission of Materials


	1.4 DEFINITIONS
	A. The term "manufacturer's recommendations," or variations thereon shall mean "manufacturer's recommendations which are found in publications available to and commonly used by the general architectural and consulting professions.”

	1.5 systems description
	A. Furnish and install a completed vertical and horizontal waterproofing assembly including surface conditioner, a monolithic, reinforced rubberized asphaltic membrane, protection course/ root barrier, flashings, and drain board.

	1.6 SUBMITTALS
	A. Literature for manufactured products, including manufacturer's specifications, test data, installation instructions and applicator's manual.
	B. Letter of applicator approval from the manufacturer per Paragraph 1.7.B.
	C. Letters of experience per Paragraph 1.7.C.
	D. Resume of the manufacturer's on-site technical representative per Paragraph 3.5.B.
	E. Letter from manufacturer stating their system as specified is suitable for use in this project.
	F. Safety Data Sheets on all materials.
	G. Upon completion of the work and before final payment provide fully executed warranties.
	H. Certification from the manufacturer showing that full time quality control of production facility and that each batch of material is tested to insure conformance with the manufacturer’s published physical properties.
	I. Certification from a national independent testing laboratory acceptable to the Consultant and experienced in testing these types of waterproofing materials that the waterproofing material meets the CGSB-37.50-M89 standards for rubberized asphalt me...
	J. The plant manufacturing the waterproofing materials shall be ISO 90091-2000 approved as evidenced by a copy of the official certificate.
	K. Certification that all waterproofing system components are being supplied and warranted by a single-source manufacturer.

	1.7 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...
	2. If the above laws, codes, or ordinances conflict with the Specification, then the laws, codes or ordinances shall govern, excerpt in such cases where the Specification exceeds them in quality of materials or labor, then the Specifications shall be ...

	B. The membrane system applicator shall be approved by the manufacturer prior to the start of work.
	C. The applicator and its superintendent shall have the following Plaza Waterproofing Over Occupied Space Experience.
	1. (2 to 4) plaza waterproofing projects.
	2. Projects must be from within the past 5 years.
	3. Each project must be a minimum of 10,000 square feet.
	4. The project must show experience in both removal and replacement of hot-applied rubberized asphalt membrane and poly methyl-methacrylate (PMMA) membrane.
	5. Contractor must be certified by the manufacturer

	D. Membrane applicator's lead personnel shall be present for all field operation pertaining to this waterproofing system installation.
	E. The Owner reserves the right to request different lead personnel if, in the Owner’s opinion, those assigned to the project are not qualified by way of experience or ability to perform the Work. Comply with the Owner's request at no additional cost.
	F. Substrate Compatibility
	1. The manufacturer and contractor shall:
	a. Jointly review and inspect the substrate materials to which the new waterproofing membrane is intended to be applied.
	b. Perform tests as necessary to ensure compatibility and verify the absence of materials, visible and invisible, detrimental to the application or performance of the waterproofing membrane.
	c. Review materials specified elsewhere in the Construction Documents to which the waterproofing membrane is intended to be applied.

	2. If inspections, tests or review of materials and substrate reveal conflicts of compatibility with the intended waterproofing membrane provide written evidence of the compatibility conflict to the Owner prior to ordering of materials.
	3. By beginning the waterproofing system (including substrate preparation), the Contractor accepts the responsibility for ensuring the performance of the waterproofing system.
	4. If the Contractor fails to submit proof of incompatible materials, and if failure of the waterproofing system is a result of chemical or physical incompatibilities with existing or specified products or materials, the Contractor is responsible for ...

	G. Testing
	1. The Owner may perform tests to ensure compliance with the Contract Documents and manufacturer's requirements.
	2. If tests reveal noncompliance, correct deficiencies in a manner approved by the Owner and the manufacturer at no additional cost.
	3. Except as otherwise specified, the Owner will pay the cost of the tests, including repair and patching of test areas.
	4. Where tests reveal deficiencies in the membrane materials or installation, the costs of the tests, and repair and patching of the test areas shall be borne by the Contractor.

	H. Air compressors shall be equipped with functional oil and water separators.

	1.8 PRODUCT DELIVERY, STORAGE AND HANDLING
	A. Deliver materials to job site in sealed, undamaged containers. Identify each container with the material's name, lot number and date of manufacture.
	B. Store membrane materials in a place specifically assigned for that purpose and which is well ventilated, lighted, and not subject to direct sunlight.
	C. Heat or cool the storage area to maintain temperatures within the range recommended by the membrane manufacturer.
	D. Keep membrane materials sealed in original containers when not in use.
	E. Keep storage area neat and clean.
	F. Do not overload or otherwise distress the structure.
	G. Handle membrane system materials in strict accordance with safety and weather limitations required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	H. When using toxic or flammable solvents, take necessary precautions as recommended by the manufacturer. The handling and use of toxic or flammable solvents, including adequate ventilation and personal protective equipment, shall conform to the requi...

	1.9 WARRANTY
	A. The completed installation shall be warranted by the manufacturer against defects of materials, and by the Contractor for defects in workmanship for a period of ten (10) years, beginning with the date of substantial completion for the Project.


	PART 2 PRODUCTS
	2.1 MEMBRANE MATERIALS
	A. Waterproofing Membrane:
	1. Continuously reinforced system of 215 dry mils total membrane thickness with coverage modifications to account for existing surface roughness.
	2. Rubberized asphalt membrane product shall contain an inert clay filler to enable the product to be resistant to acids (fertilizers, building washes and acid rain), and crumb rubber for thickness control and heat retention/workability during applica...
	3. The membrane shall be a hot, fluid applied, rubberized asphalt membrane meeting the CGSB-37.50-M89 and ASTM standards and exhibit the following minimum properties:
	a. Flash Point per ASTM D-92: <500 F (261 C)
	b. Penetration per ASTM D-5329: Max. 110 mm@77 F (25 C); 187 mm @122 F (50 C)
	c. Flow per ASTM D-5329: 1.0 mm @ 140 F (60 C)
	d. Elasticity/Ratio of Toughness to Peak Load per CGSB-37.50-M89: 5.5 joules minimum
	e. Water Vapor Permeability per ASTM E-96, PROCEDURE E: 0.3 ng/Pa(s)M2
	f. Water Absorption per CGSB-37.50-M89: 0.11 grams of weight gain
	g. Low Temperature Flexibility (-25 C) per CGSB-37.50-M89: No delamination, adhesion loss, or cracking
	h. Low Temperature Crack Bridging Capability per CGSB-37.50-M89: No cracking, adhesion loss, or splitting
	i. Heat Stability per CGSB-37.50-M89: No change in viscosity, penetration, flow or low temperature flexibility
	j. Viscosity per CGSB-37.50-M89: 11.0 seconds
	k. Water Resistance (5 days/50 C) per CGSB-37.50-M89: No delamination, blistering, emulsification, or deterioration
	l. Softening Point per ASTM D-36: 180 F (82 C)
	m. Elongation per ASTM D-5329: 1000% minimum
	n. Resiliency per ASTM D-5329: 40% minimum
	o. Bond to Concrete per ASTM D-3407: Pass at 0 F (-18 C)
	p. Resistance to Hydrostatic Pressure per ASTM C-1306: 100 psi(equals 231 foot of head water)
	q. Resistance to Salt Water per ASTM D-896 similar (20% sodium chloride sodium carbonate calcium chloride): No delamination, blistering, emulsification or deterioration
	r. Resistance to Fertilizer per ASTM D-896 similar (undiluted, 15/5/5, nitrogen/phosphorus potash): No delamination, blistering, emulsification or deterioration
	s. Resistance to Animal Waste 3-year exposure: No deterioration
	t. Solids Content: 100%-no solvents
	u. Specific Gravity: 1.25


	B. Surface Conditioner or Primer: As required by membrane manufacturer. Apply as recommended by the manufacturer.
	C. Reinforcement Sheet: Spunbonded polyester fabric with the following minimum requirements:
	1. Color: White
	2. Unit Weight per ASTM D-1910: 1.35 oz. /sq. yd.
	3. Elongation per ASTM D-2523: 42%
	4. Tear Strength per ASTM D-2263: 8 lbs.
	5. Breaking Strength per ASTM D-2523: 25 lbs.

	D. Flashing Material: Un-cured neoprene rubber with the following minimum requirements:
	1. Thickness per ASTM D-751: 0.060”±10%
	2. Tensile Strength per ASTM D-412, DIE C: 1205 psi
	3. Elongation per ASTM D-412, DIE C: 250 %
	4. Tear Resistance per ASTM D-624, DIE C: 125 lbs./inch
	5. Brittleness Point per ASTM D-2137: No break at -30 F
	6. Ozone Resistance per ASTM D-1149: No cracks at 7X magnification at 20% extension, 100 MPa, 100 hrs. at 104 F
	7. Water Absorption per ASTM D-471: -8, +2 % weight change range at 46 hrs. at 158 F

	E. Protection Course:
	1. 160 mil thick polyester reinforced, modified asphalt sheet with granular surface and root inhibiting additive. Tensile strength to be >50 lbs. /in. (machine and cross direction at 73 F.).

	F. Adhesives and Sealants: As recommended and approved by the membrane manufacturer.
	G. Termination Bar: 1” wide stainless steel termination bar. Bar to be pre-punched at 6” o.c. to receive ¼” diameter anchors.
	H. Anchors for Termination Bar:
	1. Concrete: ¼” diameter x 1¼” lg. low profile mushroom head nail-in anchor consisting of a stainless steel drive pin and aluminum/zinc alloy expanding metal body.
	2. Metal: No. 12, self-drilling screw with hex washer head and zinc/chromate/organic corrosion resistant coating.

	I. All waterproofing membrane, protection board, root barrier, and drain board products to be provided by a single manufacturer.
	J. Basis of Design: Monolithic Membrane 6125 hot, fluid-applied rubberized asphalt by American Hydrotech, Inc.
	K. Hot Fluid-Applied Waterproofing Sealants
	1. Multi-component, unmodified, non-sag polyurethane. Verify approved products manufacturers with select membrane manufacturer.
	2. Minimum compression or extension of 25% of the nominal joint width without adhesive or cohesive failure.
	3. Primer(s) as recommended by sealant manufacturer for each substrate.
	4. Sealants in areas to be coated with membrane shall be gun grade (non-sag) unless otherwise noted on the Drawings or in this Section.



	PART 3 EXECUTION
	3.1 PROTECTION
	A. Do not allow construction equipment or other trades on prepared concrete substrate or existing waterproofing system.
	B. Do not store materials or equipment on prepared concrete substrate or existing waterproofing system.
	C. Do not allow construction traffic personnel to traverse across prepared concrete substrate or existing waterproofing system.

	3.2 preparation
	A. General
	1. Perform surface preparation and cleaning procedures in accordance with this Section unless the waterproofing system manufacturer has more stringent requirements. Apply membrane to clean, dry, prepared surfaces.
	2. Patch or detail voids and other surface defects as required providing a uniform, smooth substrate for the membrane application. Follow the membrane manufacturer’s written recommendations.
	3. Clean substrate surfaces to the standard of cleanliness required by the membrane manufacturer.
	4. Clean substrate surfaces free of oil, grease, loose concrete, dirt, and any other debris that will inhibit bond or be detrimental to the system. Leave the prepared surface with a uniform texture and no more than 1% of the total surface area in nonc...
	5. Do not use acids for surface preparation.
	6. Do not use water (high pressure or low pressure) for surface preparation.

	B. Existing Concrete
	1. Hand scrape to remove all remaining remnants of the previous waterproofing membrane not removed during demolition.
	2. Shotblast with vacuum process or grind and vacuum surfaces to remove previous membrane residue from the concrete surfaces.
	3. Immediately prior to waterproofing installation, clean surfaces to remove laitance and debris per manufacturer’s requirements.


	3.3 APPLICATION OF NEW MEMBRANE system
	A. General
	1. Provide a total membrane system which the manufacturer recommends for this project. This Section specifies the minimum membrane mil thickness and system installation specifics required for the work.
	2. Heat and apply the membrane in accordance with the manufacturer's instructions. Use materials and application techniques to prevent pinholing and blistering.
	3. Terminate membrane on vertical surfaces 1/2" below the top of finish surfaces or grade which will be installed after the work of this Section.
	4. Mask vertical surfaces as required to protect the adjacent surface finishes. Use temporary steel sleeves to protect newly installed reinforcing dowels, rods and tree tie-down eyelets during membrane installation.
	5. Provide surface condition or primers on substrate as required by the membrane manufacturer.
	6. Ensure specified application rates of liquid products on vertical and steeply sloped surfaces by using multiple applications of material over previous applications which are fully cured.

	B. Reinforced Membrane Waterproofing
	1. Refer to Specification Section 071810 Polymethyl-Methacrylate (PMMA) Membrane detail coats per the drawings.
	2. Provide a minimum 90 dry mil membrane coat.
	3. While membrane is hot, install reinforcing fabric and completely embed into liquid membrane.
	4. Provide a minimum 125 dry mils second coating of membrane, for a total reinforced membrane thickness including the detailing of 215 dry mils. Modify coverage to account for existing surface roughness.
	5. Otherwise refer to requirements of paragraph 3.3.A.

	C. Protection Course
	1. Soon as possible following second coating of membrane, provide protection board on the membrane in compliance with the membrane manufacturer's recommendations.
	2. Install no piece less than ten (10) square feet in size.
	3. Ensure the protection board lays flat and in contact with the membrane.


	3.4 field quality control
	A. Site Tests
	1. Leak Test
	a. Prior to installation of pavers, leak test membrane.
	b. Provide 3rd party testing of the membrane via electric vector potential testing, a non-destructive low-voltage electronic leak detection.

	2. Application Monitoring
	a. Keep at the site and maintain in proper condition an adequate number (at least one per application crew) of durable, wet film thickness gauges.
	b. Continuously use gauges during the application process to ensure the specified thickness.
	c. Owner will periodically monitor the application rates of the membrane components and will notify the job foreman of noted discrepancies.
	d. Owner's periodic monitoring of the application rates shall not relieve the Contractor of the responsibility to provide the specified membrane thickness.


	B. Manufacturer's Field Service
	1. A technically competent employee of the waterproofing membrane manufacturer (the technician), not associated with the Contractor, the installation crew, product distributor or sales representative shall be on site before the first installation of t...
	2. The technician shall remain on site for the length of time necessary to observe the preparation and installation of 50% of the waterproofing membrane system (including drainage board).
	3. Do not begin application of the waterproofing membrane system until the technician has approved the preparation, cleanliness, and surface texture of the substrate.
	4. The technician shall review all Contractor application techniques and procedures and shall advise the Contractor when, where and as required to obtain specification compliance.
	5. Owner reserves the right to request the presence of the same technician on site for installation of the remainder of the waterproofing membrane system or related work if difficulties are encountered, as determined by the Owner, at no additional cos...
	6. Owner reserves the right to request a different technician if the one at the site fails to perform the duties herein specified. The Contractor and manufacturer shall comply with the Owner's request at no additional cost to the Owner.


	3.5 CLEAN-UP
	A. During the progress of the work, remove from the project all discarded materials and debris.
	B. Clean all surfaces affected by work of this Section and repair all damage caused to adjacent construction or property, at no cost to the Owner.
	C. Leave adjacent premises clean and free of construction dirt and debris which resulted as part of the construction process.
	D. Remove empty containers from the facility at the end of each working day.
	E. Place soiled cloths that constitute fire hazards in suitable metal safety containers or remove them from the site at the end of each working day. Take special care in storage or disposal of flammable materials. Comply with health and fire regulations.



	SPC-071800-Vehicular Traffic Membrane
	PART 1 GEnERAL
	1.1 Summery
	A. Section Includes thpltd.com
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Seating area medium duty traffic membrane system.
	b. Seating aisles/vomitories heavy duty traffic membrane system.
	c. Seating area medium duty traffic membrane system recoat – middle Lower Bowl only.
	d. Metal or concrete stair treads traffic membrane system.
	e. Metal or concrete stair tread traffic membrane system recoat.
	f. Gate 1 and Upper Concourse heavy duty epoxy membrane systems.


	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012300: Alternates.
	3. Section 012900: Payment Procedures.
	4. Section 015600: Barriers.
	5. Section 024119: Selective Structure Demolition.
	6. Section 030100: Concrete Repairs.
	7. Section 055000: Miscellaneous Metals.
	8. Section 079200: Sealants.
	9. Section 099100: High-Performance Coatings.


	1.2 DEFINITIONS
	A. The term "manufacturer's recommendations”, or variations thereon it shall mean "manufacturer's recommendations which are found in publications available to and commonly used by the general architectural and consulting professions."

	1.3 SUBMITTALS
	A. Joint and Several Warranty Form meeting the requirements of Article 1.6.
	B. Skid Resistance Addenda Form to Joint and Several Warranty meeting the requirements of Articles 1.6 and 3.4.
	C. Bond Test Addenda Form to Joint and Several Warranty meeting the requirements of Articles 1.6 and 3.4.
	D. Literature for all manufactured products, including manufacturer's specifications, test data and installation instructions or applicator's manual.
	E. 12" x 12" samples of each membrane system to be used. Sample shall be applied to plywood or similar rigid material.
	F. 1/4-lb. (±) sample of aggregate type intended to be used.  Provide two (2) samples, one sent to THP for record, and other sample sent to Membrane Manufacturer for laboratory testing and sieve analysis.
	G. Letter from Membrane Manufacturer stating sample aggregate was received, tested, and reviewed, and is approved for use for the specified system and jobsite conditions. Letter shall include the following information:
	1. Sieve or particle size analysis.
	2. Grain Shape.
	3. Hardness (Moh’s Scale).
	4. Moisture Content (ASTM C-566).
	5. Specific Gravity (ASTM C-128).
	6. Bulk Density (ASTM C-29).
	7. Chemical Analysis.

	H. If requested, copy of letter of approval per Article 1.4.B.
	I. Resume per Article 1.4.C.
	J. Provide letters of Certification per Article 1.4 Paragraphs E, F, and G.
	K. Safety Data Sheets on all materials which are classified as hazardous materials.
	L. Maintenance manuals with the following information:
	1. Project name.
	2. Project location.
	3. Date.
	4. Owner's name.
	5. Coating system(s).
	6. Drawings indicating the coating systems and their location in the structure.
	7. Schematic drawing of each membrane type identifying each element of the membrane system by dry film thickness and manufacturer's reference number or name.
	8. Recommendations for routine care and maintenance.
	9. List of three (3) approved Contractors nearest the project location authorized to perform repairs.
	10. Identify common causes of damage and instructions for temporary patching until permanent repair can be made.
	11. Upon completion of the Work and prior to final payment, provide a fully executed warranty.


	1.4 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...

	B. The membrane applicator shall be approved by the manufacturer and shall have been an approved manufacturer's applicator for the membrane products, as identified on the subcontractor supplemental proposal form, for a minimum of three consecutive yea...
	C. The membrane applicator and its superintendent shall have the following Professional or Collegiate Stadium Elastomeric Traffic Coating (Membrane) Removal and Replacement Experience.
	1. (2 to 4) stadiums with elastomeric traffic coating (membrane) removal and replacement projects. Membrane experience should include sealant removal and replacement as part of the waterproofing system.
	2. Projects must be from within the past 5 years.
	3. Each project must be a minimum of 30,000 square feet.
	4. Installed the approved membrane materials as identified on the Bid Form in a traffic membrane system currently in use within the last two years.

	D. Conform to the Field Q(uality Control requirements in Part 3 of this Section.
	E. Membrane manufacturer to certify that aggregate specified is acceptable for use in the membrane system.
	F. Membrane manufacturer to certify that sealants in contact with membrane are compatible with membrane system and are included as part of the warranty.
	G. Membrane manufacturer to certify that substrate surfaces in contact with any component of the vehicular traffic membrane are compatible.
	H. Field Samples
	1. Prior to beginning surface preparation, prepare a sample area in the initial phase work area for the project to be used as the minimum standard of acceptability for cleanliness and surface texture to be achieved throughout the work. The area shall ...
	2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges shall be continuously taped, as well as splices, and the perimeter shall be weighted down. The sample area shall be kept covered unless viewing is needed for co...

	I. Manufacturer’s Representation
	1. For installation of membrane materials, a technically competent employee of the membrane manufacturer, approved by the Engineer and not associated with the installation crew, shall be on site before and during the installation of the membrane syste...
	2. Application of the membrane shall not begin until the manufacturer’s technician has approved the cleanliness and surface texture of the substrate.
	3. The technician shall remain on site for the length of time necessary to observe the installation of the total membrane system.
	4. The technician shall review all Contractor application techniques and procedures and shall advise the Contractor when, where and as required to obtain Specification compliance.
	5. The Contractor and the membrane Manufacturer shall comply with the terms set forth in items 1 through 4 above at no additional cost to the Owner.

	J. An employee of the applicator who has been trained by the membrane manufacturer on the installation of the approved membrane system shall be present during all applications of the membrane system.
	K. Within twenty-four hours of application of membrane materials submit log required by Article 3.4 Paragraph F to Engineer.

	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Deliver materials to job site in sealed, undamaged containers. Each container shall be identified with material's name, date of manufacture and lot number.
	B. Only those materials being used during any one work shift may be stored in the current work area. Materials being used for shift work shall be uniformly distributed throughout the intended work area so as to not overload or otherwise distress the s...
	C. Coating materials shall be kept sealed when not in use.
	D. Storage and handling of materials shall conform to the manufacturer's requirements and the requirements of the applicable environmental protection and safety regulatory agencies.
	E. Storage areas shall be heated or cooled as required to maintain the temperatures within the range recommended by the coating manufacturer.
	F. The handling and use of toxic or flammable solvents shall conform to the requirements of the applicable safety regulatory agencies, recommended by the manufacturer.

	1.6 WARRANTY
	A. Completed installation shall be warranted jointly and severally on a single document by manufacturer and applicator against defects of materials and workmanship. The length of the warranty period shall not be less than (5) years from the date of su...
	B. Manufacturer and installer shall further warrant the skid resistance and bond strength of the installed systems. The test may be measured at any single location and shall meet the specified criteria in Article 3.4. The length of the warranty period...
	C. Warranty documents shall not require the signature of the Owner to be effective, shall not limit the Owner’s legal remedies otherwise allowed per the project contract, and shall not limit the venue of any potential legal jurisdiction.


	PART 2 PRODUCTS
	2.1 approved MANUFACTURERS
	A. Lymtal International
	B. Neogard Corporation
	C. Sika Corporation

	2.2 MATERIALS
	A. Seating area medium duty traffic membrane system.
	1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of:
	a. Primer
	1) Iso-Flex Epoxy SF, Primer 750, or Primer 757.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Iso-Flex 750 Base Coat.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Iso-Flex 760 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	2. FC System by Neogard Corporation, comprised of:
	a. Primer
	1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, or Neogard 70714/15 WK General Purpose Epoxy.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Neogard FC7500/FC7960.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	3. Sikalastic Traffic System by Sika Corporation, comprised of:
	a. Primer
	1) Sikalastic Primer or Sikadur 22 Lo-Mod FS.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Sikalastic M 270 Base Coat.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Sikalastic TC 295 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.



	B. Seating aisles/vomitories heavy duty traffic membrane system.
	1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of:
	a. Primer
	1) Iso-Flex Epoxy SF, Primer 750 or Primer 757.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Iso-Flex 750 Base Coat.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Iso-Flex 760 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. 2nd Top Coat
	1) Iso-Flex 760 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	e. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	2. FC System by Neogard Corporation, comprised of:
	a. Primer
	1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, or Neogard 70714/15 WK General Purpose Epoxy.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Neogard FC7500/FC7960.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. 2nd Top Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	e. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	3. Sikalastic Traffic System by Sika Corporation, comprised of:
	a. Primer
	1) Sikalastic Primer or Sikadur 22 Lo-Mod FS.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Sikalastic M 270 Base Coat.
	2) Apply at 60 mils dry film thickness.

	c. Top Coat
	1) Sikalastic TC 295 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Top Coat
	1) Sikalastic TC 295 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	e. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.



	C. Seating area medium duty traffic membrane system recoat
	1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of:
	a. Primer
	1) Iso-Flex Primer 750.
	2) Mix 1:1 with Methyl Acetate.
	3) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Iso-Flex 750 Base Coat.
	2) Apply at 20 mils dry film thickness.

	c. Top Coat
	1) Iso-Flex 760 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	2. FC System by Neogard Corporation, comprised of:
	a. Primer
	1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, or Neogard 70714/15 WK General Purpose Epoxy.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Neogard FC7500/FC7960.
	2) Apply at 20 mils dry film thickness.

	c. Top Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.


	3. Sikalastic Traffic System by Sika Corporation, comprised of:
	a. Primer
	1) Sikalastic Primer or Sikadur 22 Lo-Mod FS.
	2) Apply at manufacturer’s recommended application rate.

	b. Base Coat
	1) Sikalastic M 270 Base Coat.
	2) Apply at 20 mils dry film thickness.

	c. Top Coat
	1) Sikalastic TC 295 Aliphatic Top Coat.
	2) Apply at 18 mils dry film thickness.
	3) Aggregate seeded and back rolled to provide slip resistant surface.

	d. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.
	2) Install at membrane manufacturer’s maximum application rate.
	3) Uniformly distributed with no bare spots.



	D. Metal or Concrete Stair Traffic Membrane System:
	1. Epoxy/Urethane System by Lymtal International, comprised of:
	a. Primer
	1) Iso-Flex Epoxy SF.

	b. Epoxy Coat
	1) Isoflex Epoxy 200.
	2) Apply at 25 mils dry film thickness.
	3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.

	c. Lock Coat
	1) Isoflex 760 Aliphatic Top Coat.
	2) Apply at manufacturer’s recommended rate.

	d. Aggregate
	1) 12/20 Silica Sand approved by the membrane manufacturer.


	2. Epoxy/Urethane System by Neogard Corporation, comprised of:
	a. Primer
	1) Neogard 70714/15 epoxy.

	b. Epoxy Coat
	1) Neogard 70714/15.
	2) Apply at 25 mils dry film thickness.
	3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.

	c. Lock Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at manufacturer’s recommended rate.

	d. Aggregate
	1) 12/20 Silica Sand approved by the membrane manufacturer.


	3. Epoxy/Urethane System by Sika, comprised of:
	a. Primer
	1) Sikalastic MT Primer.

	b. Epoxy Coat
	1) Sikadur 22 Lo-Mod Epoxy.
	2) Apply at 25 mils dry film thickness.
	3) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.

	c. Lock Coat
	1) Sikalastic 745AL.
	2) Apply at manufacturer’s recommended rate.

	d. Aggregate
	1) 12/20 Silica Sand approved by the membrane manufacturer.



	E. Metal or Concrete Stair Traffic Membrane System Recoat:
	1. Epoxy/Urethane System by Lymtal International, comprised of:
	a. Primer
	1) Iso-Flex Epoxy SF.

	b. Lock Coat
	1) Isoflex 760 Aliphatic Topcoat.
	2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.

	c. Aggregate
	1) 12/20 Silica Sand approved by the membrane manufacturer.


	2. Epoxy/Urethane System by Neogard Corporation, comprised of:
	a. Primer
	1) Neogard 70714/15 epoxy.

	b. Lock Coat
	1) Neogard FC400TC Aliphatic Top Coat.

	c. 2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.
	1) 12/20 Silica Sand approved by the membrane manufacturer.


	3. Epoxy/Urethane System by Sika, comprised of:
	a. Primer
	1) Sikalastic MT Primer.

	b. Lock Coat
	1) Sikalastic 745AL.
	2) Apply at manufacturer’s recommended rate to fully encapsulate aggregate.

	c. Aggregate
	1) 12/20 Silica Sand approved by the membrane manufacturer.



	F. Gate 1 Ramp and Upper Concourses Traffic Membrane System
	1. Iso-flex 760 Aliphatic System by Lymtal International, comprised of:
	a. Vapor Barrier
	1) As required by the manufacturer depending on sequence of existing membrane removal.

	b. Primer
	1) Iso-Flex Epoxy SF, Primer 750, or Primer 757.
	2) Apply at manufacturer’s recommended application rate.

	c. Base Coat
	1) Iso-Flex 750 Base Coat.
	2) Apply at 40 mils dry film thickness.

	d. Intermediate Coat
	1) Iso-Flex 750 IC.
	2) Apply at 25 mils dry film thickness.
	3) Aggregate broadcast to complete saturation of wet urethane with no bare spots and uniformly distributed; remove excess after full curing.

	e. Topcoat
	1) Iso-Flex 760 Aliphatic Topcoat.
	2) Apply at manufacturer’s recommended rate to fully encapsulate the aggregate.

	f. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.


	2. System by Neogard Corporation, comprised of:
	a. Vapor Barrier
	1) As required by the manufacturer depending on sequence of existing membrane removal.

	b. Primer
	1) Neogard 7797/7798 – Urethane Primer, Neogard 7760/7761 Epoxy Primer, or Neogard 70714/15 WK General Purpose Epoxy.
	2) Apply at manufacturer’s recommended application rate.

	c. Base Coat
	1) Neogard FC7500/FC7960.
	2) Apply at 40 mils dry film thickness.

	d. Intermediate Coat
	1) Neogard FC7500/FC7960.
	2) Apply at 25 mils dry film thickness.
	3) Aggregate broadcast to complete saturation of wet urethane with no bare spots and uniformly distributed; remove excess after full curing.

	e. Top Coat
	1) Neogard FC400TC Aliphatic Top Coat.
	2) Apply at manufacturer’s recommended rate to fully encapsulate the aggregate.

	f. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.


	3. Sikalastic Traffic System by Sika Corporation, comprised of:
	a. Vapor Barrier
	1) As required by the manufacturer depending on sequence of existing membrane removal.

	b. Primer
	1) Sikalastic FTP Lo-VOC Primer or MT Primer.
	2) Apply at manufacturer’s recommended application rate.

	c. Base Coat
	1) Sikalastic 720 Base Coat.
	2) Apply at 40 mils dry film thickness.

	d. Intermediate Coat
	1) Sikalastic 720 Intermediate Coat.
	2) Apply at 25 mils dry film thickness.
	3) Aggregate broadcast to complete saturation of wet urethane with no bare spots and uniformly distributed; remove excess after full curing.

	e. Top Coat
	1) Sikalastic 745 Aliphatic Top Coat.
	2) Apply at manufacturer’s recommended rate to fully encapsulate the aggregate.

	f. Aggregate
	1) 12/20 grade silica sand per manufacturer and in accordance with Membrane Submittal requirements.



	G. Stadium Steps Colored Markings
	1. Acrylithane HS2 by Neogard.
	2. Isoflex 630 by Lymtal International.
	3. Sikalastic TC 295 Tint base by Sika Corporation.

	H. Individual steps of any systems inclusive of greater than 5 percent solvents by either weight or volume calculations shall require monitoring by a licensed industrial hygienist for fumes and odors within work areas, at open air intakes within 200 f...
	I. Membrane color approved by the Owner as part of the mock-up.  The contractor shall assume gray top coats.  The Upper Concourse membrane system may be a darker gray and the stadium a medium gray depending on the mock-up.
	J. Intermediate coat and lock coat materials shall be U.V. stable.


	PART 3 EXECUTIONS
	3.1 EXAMINATION
	A. Contractor and membrane manufacturer shall jointly review existing substrates (original concrete, past or new concrete repairs or overlays, past membrane, or coating systems) to ensure compatibility with the specified membrane system. Submit in wri...
	B. Inspect deck surface for any visibly distressed concrete. If encountered, chain drag area to determine extent of distressed or delaminated area and repair as directed by engineer.
	C. Examine areas for slab cracks to be routed and sealed.

	3.2 PREPARATION
	A. Protection
	1. Erect barriers and barricades to protect adjoining areas from dirt, steel shot and debris generated from this work.
	2. Cover exposed drain grates during shotblasting/grinding operations.  Recoat with approved rust inhibitive or galvanizing paint grates damaged by blasting operations.  Similarly protect and recoat if necessary other, in place metal elements.  Drains...
	3. Cover exposed drain grates to protect from membrane material. Drains to be functional during non-working hours and during periods of inclement weather. Do not allow membrane material to enter drain piping system.

	B. Concrete (General)
	1. Preparation and cleaning procedures shall be in strict accordance with this Specification unless more stringent requirements are recommended by the system manufacturer.
	2. Surface must be dry.  New concrete shall be at least 28 days old and proven dry via mat tests, to be considered for membrane system installation without installation of a vapor barrier. Review manufacturer requirements relative to site conditions i...
	3. Surfaces shall be free from all traces of dirt, salt, grease, oil, asphalt, laitance, curing compounds, paint stripes, coatings, and other foreign materials.  Use manufacturer approved degreasing agents if necessary.
	4. Concrete surfaces shall be cleaned using shotblast equipment (with integral vacuum process) to achieve standard of cleanliness per Article 1.4. The size of shot and travel speed of the equipment shall be chosen to provide a uniformly clean surface ...
	5. Areas which cannot be adequately cleaned by shotblasting shall be cleaned by grinding with accompanying vacuum procedures.
	6. Surfaces that become contaminated by dirt or moisture after initial shotblasting or grinding, shall be cleaned again by shotblasting, or grinding to manufacturer’s requirements at no additional cost to the Owner.
	7. Minimum standard of acceptability applies to all surfaces intended to receive membrane regardless of surface preparation procedure or process.
	8. The use of acids in surface preparation procedures and techniques is prohibited.
	9. After completion of shotblasting/grinding, and prior to application of membrane materials, repair all scaled, freeze-thaw damaged and loose, pop-out areas, cracks and all damage made apparent by the shotblasting/grinding procedures, in a manner app...
	10. Grind all high spots or transition grind all depressions per details, and clean to manufacturer’s requirements.

	C. Existing Coating (Recoat)
	1. Preparation and cleaning procedures shall be in strict accordance with this Specification unless more stringent requirements are recommended by the system manufacturer.
	2. Locate and remove areas of deteriorated or debonded membrane.
	3. Remove deteriorated membrane with approved procedures until sound, intact and well bonded membrane is achieved. Prepare concrete and install leveling per procedures outlined in Article 2.2.
	4. Degrease all oil and other staining per the manufacturer’s recommendations.
	5. Detergent scrub and pressure wash clean all existing membrane surfaces - minimum 4,000 psi with oscillating turbo tip. Thoroughly rinse surfaces to assure all detergents and residual degreasing agents are flushed to drains.
	6. Minimum standard of acceptability applies to all surfaces intended to receive membrane regardless of surface preparation procedure or process.
	7. Surface must be completely dry prior to start of recoating efforts.

	D. Precast Concrete (Stadium/Ballpark seating areas)
	1. Preparation and cleaning procedures shall be in strict accordance with this Specification unless more stringent requirements are recommended by the system manufacturer.
	2. Locate, remove, and replace areas of deteriorated or debonded concrete.
	3. Clean by shotblasting and grinding with accompanying vacuum procedures.
	4. Contractor option to pressure wash clean all surfaces to receive new pedestrian traffic membrane system - minimum 4,000 psi with oscillating turbo tip where water will not damage finishes below. Contractor shall perform cleaning in manner that does...
	5. Minimum standard of acceptability applies to all surfaces intended to receive membrane regardless of surface preparation procedure or process.
	6. Surface must be completely dry prior to start of recoating efforts.

	E. Membrane Removal
	1. If existing membrane system scheduled to be removed, the criteria for acceptance are 0% of the existing membrane remaining on horizontal surfaces. 5% of the existing membrane may remain on the vertical curb faces with no area larger than 3 square i...
	2. The membrane removal is to be done with a combination of dry cutting and hydro-demo processes.
	a. If hydro-demo removal is utilized the contractor must control the following:
	1) Contractor is responsible for directing all water to a sanitary sewer in the stadium.  Contractor to follow all local, federal, and EPA requirements related to discharge.
	2) The Contractor is responsible for all permits, testing, and monitoring throughout the duration of the process.  Also, submit procedure and monitoring program to ensure not debris enters the stadium drainage system.
	3) Do not damage areas below the removal process.
	4) Do not impact the adjacent projects in the stadium.


	3. After removal, perform surface preparation the same as for Concrete, Article 3.2 Paragraph B.


	3.3 INSTALLATION
	A. General
	1. Install materials in strict accordance with all safety and weather conditions required by product literature and Local, State and Federal regulations.
	2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in surrounding areas. All potential avenues for penetration of fumes or dust into surrounding occupied areas shall be sealed prior to the start of the work.
	3. All exposed membrane edges and termination details shall be taped to provide straight, neat edges.
	4. Install base coat membrane materials on concrete surfaces only when concrete temperature has stabilized or is falling. Do not install base coat membrane on concrete surfaces when surface temperature is rising.
	5. Install membrane materials only if the temperature of the surfaces to be coated is 5 degrees or higher than the dew point temperature measured at the job site.

	B. Membrane
	1. Where necessary to locally level surfaces and after approval by Owner, install membrane leveling materials in depressed areas. Refer to Article 2.2.
	2. Install detail coat 4" wide by 20 mil thick (dry film thickness) over properly primed cracks, caulked joints, joints between concrete pours, or leveling repairs, junctures and other locations in the membrane area which is a deviation from the nomin...
	a. Detail coat may be omitted at membrane strip installations over tee-to-tee joints on level surfaces. Detail coat is still required for membrane strips over tee-to-tee joints on ramps.

	3. The membrane system shall turn up 4" at all vertical surfaces unless shown otherwise on the drawings. Detail coat is required at all turn-ups to vertical surfaces. Detail coat at turn-ups shall be the same as the detail coat required by Article 3.3...
	4. Contractor shall ensure the specified/recommended application rates of all components of the membrane system. Base coat(s), intermediate coat, and lock coat of each application of the membrane system shall be distributed onto the deck by calibrated...
	5. Contractor shall ensure specified/recommended application rates of liquid products on vertical or sloped surfaces by the use of non-sag grade materials or by multiple applications of material over previous applications which are fully cured.
	6. Each fluid-applied component of the membrane system shall be back-rolled to properly distribute materials across the deck and eliminate squeegee marks.
	7. Use of power rollers either to distribute the membrane system or to back roll squeegee marks shall not be permitted.
	8. No vehicular traffic shall be allowed on membrane areas for at least 48 hours after completion of membrane installation. Provide extended cure time with no vehicular traffic exposure if temperatures fall below 50 F.


	3.4 FIELD QUALITY CONTROL
	A. Bond Test
	1. Bond tests of the installed membrane systems may be performed by the Engineer during and after the membrane work on this project. Tests shall be conducted using a calibrated instrument which measures in-place bond strength by applying a direct axia...
	2. A membrane phase for the purpose of bond testing is an area of base coat installed in a single work shift. If examined, a membrane phase will be tested at (3) locations per phase no sooner than 10 days after completion of the entire membrane system...
	3. The acceptance criteria for initial tests of a Phase shall average bond strength of 200 psi for all locations, with no single location testing below 150 psi. Any Phase failing to meet the initial acceptance criteria may be retested at a later date ...
	4. Any Phase failing to meet the initial test and retest acceptance criteria shall be considered "deficient" and shall be cause for the Contractor to execute or provide one of the following remedies:
	a. Extend Standard Guarantee to include an additional 5 years (for a total of 10 years) on membrane system intercoat bond and bond to the concrete for the “deficient” areas.
	b. Removal and replacement of the "deficient" area, including all necessary preparatory work and Engineering costs to coordinate and observe the work, at no additional cost to the Owner.

	5. Any additional bond testing requested by the Contractor to limit the extent of the "deficient" area(s) as determined by initial tests and retests as defined above shall be paid for by the Contractor.
	6. Contractor shall include as part of his proposal the costs of repairing all test locations.

	B. Skid Test
	1. Prior to any membrane preparation work and after membrane installation, the Engineer may conduct tests to determine values of the static coefficient of friction between the coated and uncoated floor surfaces and the neoprene base of the Engineer's ...
	2. Determination of the coefficient of friction will consist of a series of individual tests for each surface type. The initial coefficient of friction is defined as the average of the tests performed on the concrete surfaces prior to membrane prepara...
	3. The final, average static coefficient of friction shall be a minimum of 0.85 under wet and dry conditions and equal to or greater than 110% of the initial coefficient of friction. No individual test area shall have a coefficient less than 0.80 or 9...

	C. The Engineer may direct the Contractor to make test cuts in the membrane for testing purposes. Tests cuts shall be 2" x 2" and will be in partially-completed or fully-completed membrane. A maximum of 3 total tests per separate installation phase ma...
	D. The Engineer will periodically monitor application rates of the membrane system individual components and will notify job foremen of discrepancies noted.
	E. The Contractor shall keep at the site and maintain in proper condition an adequate number (at least one per application crew) of wet film thickness gages and shall continuously use such to ensure the specified thickness of each membrane coat is uni...
	F. Contractor shall provide information required by Article 3.6.

	3.5 CLEANING
	A. Empty containers shall be removed from the project work areas at the end of each working day. Cloths soiled with coating that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from the structure ...
	B. All spilled coating material shall be completely removed from hardware, adjacent floor areas, metal work, etc. Remove spilled coating by approved methods.
	C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed during preparation for membrane application.
	D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left clean and free of all construction dirt and debris.

	3.6  membrane application log form example


	SPC-071810-PMMA Membrane
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. PMMA membrane system.


	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.
	4. Section 071401: Hot Fluid Applied Waterproofing.
	5. Section 077699: Concrete Pavers and Pedestals.


	1.2 DEFINITIONS
	A. The term "manufacturer's recommendations”, or variations thereon it shall mean "manufacturer's recommendations which are found in publications available to and commonly used by the general architectural and consulting professions."

	1.3 SUBMITTALS
	A. Joint and Several Warranty Form meeting the requirements.
	B. Bond Test Addenda Form to Joint and Several Warranty meeting the requirements.
	C. Literature for all manufactured products, including manufacturer's specifications, test data and installation instructions or applicator's manual.
	D. 12" x 12" samples of each membrane system to be used. Sample shall be applied to plywood or similar rigid material.
	E. 1/4-lb. (±) sample of manufacturer pre-approved aggregate type intended to be used.
	F. If requested, copy of letter of approval.
	G. If requested, resume.
	H. If requested, letters of Certification.
	I. Safety Data Sheets on all materials which are classified as hazardous materials.
	J. Maintenance manuals with the following information
	1. Project name.
	2. Project location.
	3. Date.
	4. Owner's name.
	5. Coating system(s).
	6. Drawings indicating the coating systems and their location in the structure.
	7. Schematic drawing of each membrane type identifying each element of the membrane system by dry film thickness and manufacturer's reference number or name.
	8. Recommendations for routine care and maintenance.
	9. List of three (3) approved Contractors nearest the project location authorized to perform repairs.
	10. Identify common causes of damage and instructions for temporary patching until permanent repair can be made.
	11. Upon completion of the Work and prior to final payment, provide a fully executed warranty.


	1.4 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...

	B. The membrane applicator shall be approved by the manufacturer and shall have been an approved manufacturer's applicator for the membrane products, as identified on the subcontractor supplemental proposal form, for a minimum of three consecutive yea...
	C. The membrane applicator and its superintendent shall meet the following minimum requirements:
	1. Installed the approved membrane materials as identified on the Bid Form in a traffic membrane system in three previous similar projects. Each of the three projects shall have been a minimum of 2,000 square feet in size.
	2. Installed the approved membrane materials as identified on the Bid Form in a PMMA membrane system currently in use within the last two years.

	D. Conform to the Field Quality Control requirements.
	E. Membrane manufacturer to certify that aggregate specified is acceptable for use in the membrane system.
	F. Membrane manufacturer to certify that sealants in contact with membrane are compatible with membrane system.
	G. Membrane manufacturer to certify that substrate surfaces in contact with any component of the vehicular traffic membrane are compatible.
	H. Field Samples
	1. Prior to beginning surface preparation, prepare a sample area in the initial phase work area for the project to be used as the minimum standard of acceptability for cleanliness and surface texture to be achieved throughout the work. The area shall ...
	2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges shall be continuously taped, as well as splices, and the perimeter shall be weighted down. The sample area shall be kept covered unless viewing is needed for co...

	I. Manufacturer’s Representation
	1. For installation of membrane materials, a technically competent employee of the membrane manufacturer, approved by the Engineer and not associated with the installation crew, shall be on site before and during the installation of the membrane syste...
	2. Application of the membrane shall not begin until the manufacturer’s technician has approved the cleanliness and surface texture of the substrate.
	3. The technician shall remain on site for the length of time necessary to observe the installation of the total membrane system.
	4. The technician shall review all Contract application techniques and procedures and shall advise the Contractor when, where and as required to obtain Specification compliance.
	5. The Contractor and the membrane Manufacturer shall comply with the terms set forth in items 1 through 4 above at no additional cost to the Owner.

	J. An employee of the applicator who has been trained by the membrane manufacturer on the installation of the approved membrane system shall be present during all applications of the membrane system.
	K. Within twenty-four hours of application of membrane materials submit log to Engineer.

	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Deliver materials to job site in sealed, undamaged containers. Each container shall be identified with material's name, date of manufacture and lot number.
	B. Only those materials being used during any one work shift may be stored in the current work area. Materials being used for shift work shall be uniformly distributed throughout the intended work area so as to not overload or otherwise distress the s...
	C. Coating materials shall be kept sealed when not in use.
	D. Storage and handling of materials shall conform to the manufacturer's requirements and the requirements of the applicable environmental protection and safety regulatory agencies.
	E. Storage areas shall be heated or cooled as required to maintain the temperatures within the range recommended by the coating manufacturer.
	F. The handling and use of toxic or flammable solvents shall conform to the requirements of the applicable safety regulatory agencies, recommended by the manufacturer.

	1.6 JOB CONDITIONS
	A. Phasing of the PMMA membrane installation is required.  Refer to Drawings and the outline schedule in Specification Section 011000, as appropriate.

	1.7 WARRANTY
	A. Warranty for the PMMA Membrane to be included as part of Specification Section 071400 Hot Fluid Applied Waterproofing.


	PART 2 PRODUCTS
	2.1 approved MANUFACTURERS
	A. Utilize the same manufacturer selected for the Hot Fluid Applied Waterproofing per Specification Section 071401.

	2.2 MATERIALS
	A. PMMA Membrane System
	1) Manufacturer selected primer.
	2) Waterproofing system consisiing of a two-component poly methyl-methacrylate (PMMA) resin with fully embedded reinforcement fleece.
	3) Basis of Design: HydroSeal Deck Membrane by Hydrotech.
	2. Install system per manufacturer’s recommendations.



	PART 3 EXECUTIONS
	3.1 EXAMINATION
	A. Contractor and membrane manufacturer shall jointly review existing substrates (original concrete, past or new concrete repairs or overlays, past coating systems) to ensure compatibility with the specified membrane system. Submit in writing any mate...
	B. Inspect deck surface for any visibly distressed concrete. Repair as indicated on the Drawings, and Specification Section 030100.
	C. Examine areas for slab cracks to be routed and sealed, or detail coated.

	3.2 PREPARATION
	A. Protection
	1. Erect barriers and barricades to protect adjoining areas from dirt, steel shot and debris generated from this work. Refer to Section 015600.

	B. Concrete (General)
	1. Preparation and cleaning procedures shall be in strict accordance with this Specification unless more stringent requirements are recommended by the system manufacturer.
	2. Surface must be dry.  New concrete shall be at least 28 days old and proven dry via mat tests, to be considered for membrane system installation without installation of a vapor barrier. Review manufacturer requirements relative to site conditions i...
	3. Surfaces shall be free from all traces of dirt, salt, grease, oil, asphalt, laitance, curing compounds, paint stripes, coatings, and other foreign materials.  Use manufacturer approved degreasing agents if necessary.
	4. Concrete surfaces shall be cleaned to achieve standard of cleanliness per Article 1.5 Paragraph G.  Areas shall be cleaned by grinding with accompanying vacuum procedures.
	5. Surfaces that become contaminated by dirt or moisture after initial  grinding, shall be cleaned again by grinding to manufacturer’s requirements at no additional cost to the Owner.
	6. Minimum standard of acceptability applies to all surfaces intended to receive membrane regardless of surface preparation procedure or process.
	7. The use of acids in surface preparation procedures and techniques is prohibited.
	8. After completion of shotblasting/grinding, and prior to application of membrane materials, repair all scaled, freeze-thaw damaged and loose, pop-out areas, cracks and all damage made apparent by the shotblasting/grinding procedures, in a manner app...
	9. Grind all high spots or transition grind all depressions per details, and clean to manufacturer’s requirements.


	3.3 INSTALLATION
	A. General
	1. Install materials in strict accordance with all safety and weather conditions required by product literature and Local, State and Federal regulations.
	2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in surrounding areas. All potential avenues for penetration of fumes or dust into surrounding occupied areas shall be sealed prior to the start of the work.
	3. All exposed membrane edges and termination details shall be taped to provide straight, neat edges.
	4. Install base coat membrane materials on concrete surfaces only when concrete temperature has stabilized or is falling. Do not install base coat membrane on concrete surfaces when surface temperature is rising.
	5. Install membrane materials only if the temperature of the surfaces to be coated is 5 degrees or higher than the dew point temperature measured at the job site.

	B. Sealants: Refer to Section 079200.
	C. Membrane
	1. Where necessary to locally level surfaces and after approval by Owner, install membrane leveling materials in depressed areas. Refer to Part 2, Article 2.2 Paragraph E.
	2. Install detail coat 4" wide by 40 mil thick (dry film thickness) over properly primed cracks, caulked joints, joints between concrete pours, or leveling repairs, junctures and other locations in the membrane area which is a deviation from the nomin...
	3. The membrane system shall terminate at all vertical surfaces unless shown otherwise on the drawings. Detail coat is required at all turn-ups to vertical surfaces. Detail coat at turn-ups shall be the same as the detail coat as required.
	4. Contractor shall ensure the specified/recommended application rates of all components of the membrane system. Base coat(s), intermediate coat, and lock coat of each application of the membrane system shall be distributed onto the deck by calibrated...
	5. Contractor shall ensure specified/recommended application rates of liquid products on vertical or sloped surfaces by the use of non-sag grade materials or by multiple applications of material over previous applications which are fully cured.
	6. Each fluid-applied component of the membrane system shall be back-rolled to properly distribute materials across the deck and eliminate squeegee marks.
	7. No pedestrian traffic shall be allowed on membrane areas for at least 2 hours after completion of membrane installation. Provide extended cure time with no pedestrian traffic exposure if temperatures fall below 50 F.


	3.4 FIELD QUALITY CONTROL
	A. Bond Test
	1. Bond tests of the installed membrane systems may be performed by the Engineer during and after the membrane work on this project. Tests shall be conducted using a calibrated instrument which measures in-place bond strength by applying a direct axia...
	2. The acceptance criteria for initial tests of a Phase shall average bond strength of 200 psi for all locations, with no single location testing below 150 psi. Any Phase failing to meet the initial acceptance criteria may be retested at a later date ...
	3. Any Phase failing to meet the initial test and retest acceptance criteria shall be considered "deficient" and shall be cause for the Contractor to execute or provide one of the following remedies:
	a. Extend Standard Guarantee to include an additional 5 years (for a total of 10 years) on membrane system intercoat bond and bond to the concrete for the "deficient" areas.
	b. Removal and replacement of the "deficient" area, including all necessary preparatory work and Engineering costs to coordinate and observe the work, at no additional cost to the Owner.

	4. Any additional bond testing requested by the Contractor to limit the extent of the "deficient" area(s) as determined by initial tests and retests as defined above shall be paid for by the Contractor.
	5. Contractor shall include as part of his proposal the costs of repairing all test locations.

	B. The Engineer will periodically monitor application rates of the membrane system individual components and will notify job foremen of discrepancies noted.
	C. The Contractor shall keep at the site and maintain in proper condition an adequate number (at least one per application crew) of wet film thickness gages and shall continuously use such to ensure the specified thickness of each membrane coat is uni...
	D. Contractor shall provide information required.

	3.5 CLEANING
	A. Empty containers shall be removed from the project work areas at the end of each working day. Cloths soiled with coating that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from the building a...
	B. All spilled coating material shall be completely removed from hardware, adjacent floor areas, metal work, etc. Remove spilled coating by approved methods.
	C. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed during preparation for membrane application.
	D. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left clean and free of all construction dirt and debris.



	SPC-071900-Penetrating Concrete Water Repellent
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to prepare and install penetrating water repellent on concrete surfaces as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Concrete walls at the Lower Bowl of the stadium.


	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.


	1.2 DEFINITIONS
	A. Where the term "manufacturer's recommendations," or variations thereon, are found in this Specification, it shall mean "manufacturer's recommendations which are found in publications available to and commonly used by the general architectural and...

	1.3 SUBMITTALS
	A. Literature for manufactured products, including manufacturer's specifications, test data and installation instructions or applicator's manual.
	B. Manufacturer's letter of applicator approval per Paragraph 1.4.C.
	C. Listing of completed projects per Paragraph 1.4.D.
	D. Submit personal resume to verify compliance with Paragraph 1.4.F.
	E. Letter of compatibility per Paragraph 1.4.H.
	F. Letters of compatibility per Paragraph 1.4.I.
	G. Form of Warranty meeting the requirements of Paragraph 1.7.A.

	1.4 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...
	2. If the above laws, codes, or ordinances conflict with the Specification, then the laws, codes or ordinances shall govern, excerpt in such cases where the Specification exceeds them in quality of materials or labor, then the Specifications shall be ...

	B. No payments shall be approved for work performed unless Contractor coordinates in advance with the Owner for a manufacturer’s representative to witness the work.
	C. If requested by Owner, the installer shall be approved in writing by the manufacturer for application of the approved water repellent.
	D. Work under this Section shall be performed by organizations which have successfully performed at least three projects of similar size and type, in a similar climate within the past five years.
	E. Final selection of the water repellent applicator shall be subject to the approval of the Owner.
	F. All work under this Section shall be under the immediate control of a person (Contractor's superintendent or other designated person) experienced in this type of work. This person shall have supervised three prior projects of similar magnitude and...
	G. A technically competent employee of the manufacturer (not associated with the installation crew), approved by the Owner, shall perform sub-items 1 through 8 listed below.  The General Contractor shall provide Owner’s Representative with 2 weeks adv...
	1. Witness and approve in writing the surface cleanliness and preparation procedures.
	2. Witness the application of water repellent on at least one phase of all the specifically identified surfaces as indicated on Drawings.
	3. Advise the contractor where and when modifications to procedures are required to obtain Specification compliance.
	4. After the field sample application and prior to the next application, establish in writing procedures to be used for the remainder of the project. The procedures shall be written particularly for this project based on field sample application obser...
	a. If applicable, type, size, speed, number of passes and clean-up procedures for surface preparation equipment.
	b. Surface preparation acceptance criteria.
	c. Special surface preparation procedures, if any, for particular areas, such as heavily stained areas.
	d. Allowable moisture and atmospheric conditions site specific to this project.
	e. Modifications to application rates and techniques to limit potential glazing or discoloration from over application of material.
	f. All other special instructions necessary to ensure proper installation.

	5. Prior to leaving the site, submit to the Owner for review and approval (2) copies of the written procedures developed for the remainder of the work.
	6. Give a copy of the written procedures to the contractor.
	7. Review in person with the contractor's superintendent (or person in charge of this work) the written procedures in the presence of the Owner.
	8. Provide an additional copy of the written procedures which shall remain on site at all times for the duration of the work.

	H. The water repellent and substrate surfaces shall be certified in writing as being compatible prior to beginning the work by the water repellent manufacturer.
	I. Verify in writing, from both the sealant and water repellent manufacturers that the approved sealant is compatible with the approved water repellent.

	1.5 DELIVERY, STORAGE AND HANDLING
	A. Deliver all materials to job site in sealed, undamaged containers.
	B. Each container shall be identified with materials name, date of manufacture, lot and batch number.
	C. Store materials not being used in the work shift in an approved storage area which is well ventilated, lighted and not subject to direct sun rays.
	D. Storage area shall be heated or cooled as required to maintain the temperature within the range recommended by the water repellent manufacturer.
	E. Materials shall be kept sealed when not in use.
	F. Keep storage area neat and clean and secure from vandalism and theft.
	G. Perform work in strict accordance with all safety and weather conditions required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	H. When toxic or flammable solvents are used, the water repellent applicator shall take all necessary precautions as recommended by the manufacturer.  In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation a...

	1.6 SEQUENCING
	A. Complete all concrete repairs, sealant installations and adjacent traffic membrane installations prior to application of water repellent.


	PART 2 PRODUCTS
	2.1 VOC COMPLIANT WATER REPELLENT MATERIALS
	A. All Areas
	1. "Protectosil 40 VOC" by Evonik Industries., Parsippany, N.J. applied at 125 sq. ft. per gallon.
	2. Alternative products approved during bidding process with following requirements.
	a. Active Content = 40% or greater silane by weight.
	b. Silane in solvent carrier.
	c. Product applied wet-on-wet at 250 sq. ft./gal. each application.




	PART 3 EXECUTIONS
	3.1 PREPARATION
	A. All surface preparation and cleaning procedures shall be in strict accordance with this Specification, unless more stringent requirements are asked for by the water repellent manufacturer.
	B. Areas shall be prepared as approved by the water repellant manufacturer.  Water blasting at 5000 psi tip pressure is acceptable with the following conditions:
	1. Water blasting is witnessed by the manufacturer’s representative.
	2. Water blasting does not damage concrete or sealant repairs.
	3. Water blasting procedure provides a level of surface cleanliness acceptable to the Owner.
	4. Water blast does not damage occupied space below.
	5. If water blasting process cannot meet these requirements, media blasting will be required.

	C. Field Samples
	1. Prior to beginning surface preparation, prepare a sample area of all surfaces to be used as the minimum standard of acceptability for cleanliness and surface texture to be achieved throughout the work. The area shall be at least 400 sq. ft. Size an...
	2. After approval, the sample area shall be covered with 6 mil thick plastic sheets. Edges shall be continuously taped, as well as splices, and the perimeter shall be weighted down. The sample area shall be kept covered unless viewing is needed for co...

	D. Minimum standard of acceptability applies to all surfaces intended to receive penetrating water repellent, regardless of surface preparation procedure or process.
	E. Obtain approval from the Owner for the surface preparation standard locations prior to proceeding with the surface preparation work.

	3.2 APPLICATION
	A. Apply water repellent on all surfaces at specified rate unless directed otherwise.  Contractor shall grid deck to meet square footage requirement based on unit size of material to ensure specified application rate.
	B. All new concrete to be treated shall be cured above 50 degrees F. for at least 14 days before application of water repellent unless this requirement is specifically waived by the concrete deck repair material and water repellent material manufactur...
	C. All concrete to receive water repellent shall be air dried for at least 72 hours following surface wetting at temperatures averaging above 50 degrees F. before application, or at least 48 hours at temperatures averaging above 70 degrees F. before a...
	D. All urethane sealants in contact with silane treated surfaces and membranes adjacent to silane treated surfaces shall be cured for 72 hours at an average of 70 degrees F, unless otherwise noted by urethane manufacturer.
	E. Ambient and concrete temperatures shall be 50 degrees F. or more during application of water repellent.  Temperature, humidity, and wind velocity (if applicable) shall be within manufacturer's specified limits to prevent solvent flash-off.
	F. Apply water repellent using low pressure airless spray equipment to assure uniform application rate over the treated area.  Surface residues or pools shall be brushed and rolled out thoroughly using pre-saturated deep nap brushes and until they co...

	3.3 CLEAN-UP
	A. During the progress of the Work, remove from the project all discarded water repellent materials, rubbish, cans, and rags.
	B. Clean all surfaces affected by sealer material overspray and repair all damage caused by water repellent material overspray to adjacent construction or property at no cost to the Owner.
	C. All hardware, adjacent floor areas, metal work, etc., and the premises shall be left clean and free of all construction dirt and debris.  This includes the removal of all dust from pipes, etc., which resulted as part of the construction process.
	D. Empty containers shall be removed from the structure at the end of each working day. All cloths soiled with water repellent that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from the struct...



	SPC-077600-Concrete Pavers and Pedestals
	PART 1   GENERAL
	1.1 SECTION INCLUDES
	A. Plaza pavers and pedestal system including the following:
	1. Architectural concrete pavers.
	2. Pedestal Paver System.

	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.
	4. Section 071401: Hot Fluid Applied Waterproofing.
	1. Section 071810: PMMA Membrane.


	1.2 REFERENCES
	A. ASTM International (ASTM):
	1. ASTM C150 - Specification for Portland Cement.
	2. ASTM C33 - Specification for Concrete Aggregates.
	3. ASTM C140 - Specification for Concrete.
	4. ASTM C293 - Standard Test Method for Flexural Strength of Concrete (Using Simple Beam With Center-Point Loading).
	5. ASTM C1028 - Standard Test Method for Determining the Static Coefficient of Friction of Ceramic Tile and Other Like Surfaces by the Horizontal Dynamometer Pull-Meter Method.
	6. ASTM C501 - Standard Test Method for Relative Resistance to Wear of Unglazed Ceramic Tile by the Taber Abraser.
	7. ASTM C241 - Standard Test Method for Abrasion Resistance of Stone Subjected to Foot Traffic.
	8. ASTM D638 - Tensile Properties of Plastics.
	9. ASTM D790 - Flexural Properties of Unreinforced and Reinforced Plastics Insulating.

	B. Tile Council of North America (TCNA):
	1. TCA F102 - Installation Method Cement Mortar Bonded.
	2. TCA F101 - Installation Method Cement Mortar Bonded.

	C. American National Standards Institute (ANSI):
	1. ANSI A-118.4- Latex Portland Cement Mortar.
	2. ANSI A-118.6- Grout - Latex.

	D. Paver Performance Requirements
	1. Compressive Strength: At the time of delivery, the average compressive strength shall not be less than 8,000psi with no individual unit less than 7,000psi (48,000kPa) per ASTM C-140.
	2. Water Absorption: Shall not be greater than 6% per ASTM C-936.
	3. Flexural Strength: Shall not be less than 800psi (5,500kPa) per ASTM C-293.
	4. Freeze/Thaw: Durability of the paver shall meet the freeze/thaw tests per Section 8 of ASTM C-67 and shall have no breakage and not greater than 1 % loss in dry weight of any individual unit when subject to 50 cycles of freeze/ thaw.
	5. Static Coefficient of Friction: ASTM C-1028 conditionally slip resistant: a. Wet: 0.50 - 0.60 and Dry: 0.60 - 0.70
	6. Sizing Dimensions: Shall not differ by more than 1/16 inch (1.6 mm) from width, height, length or thickness. Unit shall conform to a true plane and not differ by more than 1/16 inch (1.6 mm) in either concave and/or convex warpage


	1.3 SUBMITTALS
	A. Literature for manufactured products, including manufacturer's specifications, test data, storage and handling recommendations, installation instructions and applicator's manual.
	B. Material Safety Data Sheets on all materials.
	C. Upon completion of the work and before final payment provide fully executed warranties.
	D. Shop Drawings: Showing all components required for the paver and pedestal requirements. Shop drawings shall include plan drawings showing layout of all paver areas and detail drawings showing how the various components of the system fit together. I...
	E. Selection Samples:
	1. Architectural Concrete Pavers: Submit samples for type, color and texture available.
	2. Adjustable Pedestals: Submit sample of each pedestal component.

	F. Verification Samples: For each finish product specified, provide enough full-size samples of actual tiles to perform mock-up representing product, color, and patterns.

	1.4 QUALITY ASSURANCE
	A. Manufacturer Qualifications: Minimum 5-year experience manufacturing similar products.
	B. Installer Qualifications: Installer shall have a minimum of three years proven construction experience and be capable of estimating and building from blueprint plans and details, determining elevations, in addition to proper material handling. All ...

	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Deliver and store products in manufacturer's unopened packaging bearing the brand name and manufacturer's identification until ready for installation. Confiscate
	B. Protect Pavers/Tiles and Pedestal System during shipment, storage and construction against damage. Store a minimum of 4 inches off the ground in a dry location and cover with polyethylene to protect from contact with materials which would cause sta...
	C. Handling: Handle materials to avoid damage.

	1.6 PROJECT CONDITIONS
	A. All membrane waterproofing and protection board surfaces to receive pedestals shall be broom clean, frost free, and free of dirt, oil or any rough foreign matter, which may impair the waterproofing / roofing manufacturers guarantee or protection re...

	1.7 SEQUENCING
	A. Ensure that products of this section are supplied to affected trades in time to prevent interruption of construction progress.

	1.8 WARRANTY
	A. The completed system installation shall be warranted by the manufacturer against defects of materials, and by the Contractor for defects in workmanship for a period of five (5) years, beginning with the date of Substantial Completion for the entire...
	B. The warranty shall not require the signature of the Owner.
	C. The warranty shall be a term type, without deductibles or limitations on coverage amount, and shall be issued at no additional cost to the Owner.

	1.9 EXTRA MATERIALS
	A. Extra Materials: Deliver supply of maintenance materials to the owner. Furnish not less than 20 pavers as maintenance materials from same lot as materials installed and enclosed in protective packaging with appropriate identifying labels.


	PART 2   PRODUCTS
	2.1 MANUFACTURERS
	A. Basis of Design:  Wausau Tile, Inc.
	B. The Contractor may submit approved equals during bidding.

	2.2 PAVERS
	A. General:
	1. Colors: Project will consist of 2 standard manufacturer colors to be chosen by Owner. Color layout to be provided by Owner prior to installation.
	2. Size:  Pavers to be uniform size between 24” x 24” x 2” nominally.

	B. Approved Manufacturers:
	1. Wausau Tile: Architectural Pavers, V-Series, Stoney Creek.
	2. Color by Owner. Provide 3 samples, SC-40, SC-50, and SC-65.


	2.3 Paver Pedestal System
	A. Approved Manufacturers:
	1. Wausau Tile: Terra System One.

	B. General Components:
	1. Storage Room:
	a. Main Field: Terra-Pad, Terra-Stand, and 3/16” Rubber Spacers.
	b. Edges: Terra-Pad, Waffle Reducers, Terra-Tab 3/16” wide spacer, and 3/16” Rubber Spacers.
	1) All pavers to be supported on a manufacturer approved component.
	2) Provide rubber spaces between each paver.




	PART 3   Execution
	3.1 Concrete PAVER INSTALLATION
	A. Do not begin installation until the Shop Drawing is approved showing all components required for the paver/pedestal installation and layout of all paver areas along with cut pavers to fit in the area.
	B. Do not begin installation until substrates have been properly prepared.
	C. Examination: Prior to starting work inspect the substrate to ensure that it has been properly prepared to accept the Pedestal System. The substrate and or surface shall be clean and free of any projections and debris which may impair the performanc...
	D. Grid Layout and Elevations:
	1. Once the starting point and the finished elevation of the deck surface have been determined, the "Top of Pedestal Elevation" (finished elevation less decking paver or tile thickness) is established and marked around the perimeter using a transit wa...
	2. Precise measurements shall be taken, and deck area shall be accurately defined. Mark off and ' square up' all outside edges with control lines using "snapped" chalk lines. Mark two lines that are perpendicular to each other across the deck area. Co...
	3. Next, a pedestal shall be placed where each measured grid line meets the perimeter. Remove two spacer tabs in line with one another atop each pedestal system placed around the perimeter. Remove all four spacer tabs at corners.
	4. Adjust each pedestal height to the "Top of Pedestal Elevation" marked on the perimeter. Position the pedestal as close to the edge of the perimeter as possible, with the two remaining spacer tabs aligned with the grid line. Using the elevation mark...
	5. On larger decks, it is recommended that the system be pre-assembled and pre-set to the proper elevation and placed in position prior to the installation of decking paver or tile.
	6. As the pedestals located along the grid lines are loaded with pavers or tiles, perform fine vertical height adjustments.
	7. Always maintain adequate thread engagement.
	8. Slight irregularities in decking paver or tile thickness can be compensated for by using one to two shim segments. Place on top of the pedestal, under the corner(s) of the decking paver or tile. Use no more than two shims on top of the pedestal and...

	E. Slope and Height Compensation:
	1. Maintain a level decking surface over sloping substrates and is accomplished using a combination of the following:
	a. Varying size core/body.
	b. Screw extension for precise height adjustment.
	c. Self-Leveling cap that pivots and tilts in any direction for slope compensation from 0% to 4%.

	2. Pedestals are designed to be rotated for final precise adjustment when they are fully loaded. Pedestals shall be leveled in each succeeding row as the installation proceeds. Final height adjustment or maintenance to be performed after pavers are set
	3. Shims may be used in multiples, whole or quarters, and placed under the pedestal base or on top the pedestal cap to level pedestals. Use a small amount of construction adhesive to adhere sections of shims and/or whole shims to each other or to the ...

	F. Perimeter Containment: Any area of the pedestal deck that is not restrained by a parapet or foundation wall shall be ' boxed-in' and contained. The deck panels will move if all sides are not adequately restrained. Perimeter framing and edging board...
	G. Confirm that deck pedestal heights have been braced in as necessary with manufactures written instructions.
	H. All expansion and Control joints shall be installed per TCA EJ171. Joint materials used shall follow manufacturer's directions and instructions.
	I. Field cut pavers with wet masonry saw in accordance with manufacturer's recommendations for methods, equipment and precautions.

	3.2 concrete PAVER INSTALLATION FIELD QUALITY CONTROL
	A. Inspect often during installation to assure that grid spacer lines are being maintained in a straight and consistent pattern and that deck Pavers or tiles are level and not rocking. Unless otherwise specified in writing to allow for expansion, insp...
	B. Contractor to inspect each paver during installation for cracks, chips or other defects. If the installation side of the paver is not free of aforementioned defects, the paver should be discarded at no expense to the owner.
	C. Lay the pavers in the approved pattern. Maintain straight pattern lines. All paver patterns to be neat straight lines with ½” maximum tolerance within 10’-0”.
	D. Joints between the pavers shall be 3/16” wide.  Pavers should be laid tight to spacer.
	1. Owner/Engineer to check paver installation and joint spacing at 50% and 100% of the paver installation process. Contractor to fix, reset, replace pavers which do not meet the requirements.

	E. After pavers have been installed, a final walk through of all paver areas will be conducted to inspect pavers for defects and paver spacing. Replace all damaged and/or broken pavers.

	3.3 CLEANING AND SEALING
	A. Wash entire surface with phosphate free neutral cleaner with pH factor between 7 to 10 and rinse with clean water and allow to dry thoroughly
	B. Apply sealer in accordance with manufacturer’s directions
	1. pH factor between 7 and 10.
	2. Non-discoloring and UV resistant.
	3. Penetrating type designed especially for precast concrete Pavers.


	3.4 FINAL ACCEPTANCE
	A. Prior to final acceptance check for rocking pavers and adjust using or shim immediately. Pedestals can settle and may have to be realigned. Failure to do so can cause a tripping hazard. Periodically check spacer tabs and immediately replace broken ...



	SPC-079000-Expansion Joints
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Expansion joint cover plates.
	b. Compressible expansion joint seal installation.


	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.
	4. Section 079200: Sealants.
	5. Section 071800: Vehicular Traffic Membrane
	6. Section 099100: High-Performance Coatings.


	1.2 SUBMITTALS
	A. Joint and Several Warranty Form.
	B. Letter of inspection approving blockout or noting unacceptable conditions.
	C. Shop drawings of all expansion joint conditions, including typical section, factory manufactured splices and each termination detail.
	D. Literature for manufactured products, including manufacturer's specifications, test data and installation instructions including temperature limitations and joint opening recommendations.
	E. Letter of approval.
	F. Prior project experience.
	G. Joint System Sample.
	H. Name and resume of persons.
	I. Letter from expansion joint manufacturer.

	1.3 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...
	2. If the above laws, codes or ordinances conflict with the Specification, then the laws, codes or ordinances shall govern, excerpt in such cases where the Specification exceeds them in quality of materials or labor, then the Specifications shall be f...

	B. The expansion joint installer shall be approved by the manufacturer.
	C. All work under this Section shall be performed by Contractors which have successfully performed at least three verifiable years of projects that are similar in magnitude and type to those involved in this Contract and three or more prior projects i...
	D. All work under this Section shall be under the immediate control of the Contractor's non-working superintendent(s) experienced in this type of work.  The person(s) shall have supervised three prior projects of similar magnitude and type and shall b...
	E. The Owner may submit material samples to an independent testing laboratory for verification of material properties and/or conformance to performance standards.
	F. A technically competent employee of the expansion joint manufacturer (not associated with the installation crew or Contractor) shall be present before and during the installation of the initial lengths of the joint system (minimum 50% of total join...
	G. The expansion joint manufacturer and installer must inspect the completed block-outs prior to the start of new joint system installation.  Unacceptable conditions must be reported, in writing, to the Owner prior to start of work.  Starting installa...

	1.4 PRODUCT DELIVERY, STORAGE AND HANDLING
	A. Deliver all materials to job site in sealed, undamaged containers.  Each container shall be identified with materials' name, date of manufacture, lot, and batch number.
	B. Store materials when not in actual use in a place specifically assigned for that purpose which is well ventilated and lighted and not subject to direct sun rays.  Materials shall be kept or packaged when not in use.  Keep storage area neat and clea...
	C. Perform work in strict accordance with all safety and weather conditions required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	D. When toxic or flammable solvents are used, the seal installer shall take all necessary precautions as recommended by the manufacturer.  In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation and personal p...

	1.5 SEQUENCING
	A. The expansion joint seal manufacturer shall provide a written procedure for installation of new expansion joint seals within 10 days after placement of cementitious material used for the modification of expansion joint block-outs and overlays.

	1.6 WARRANTY
	A. A warranty of five years shall be provided for all types of new expansion joint seals. The manufacturer and approved installer shall jointly and severally maintain the joint in a safe, waterproof condition for the warranty period at no additional c...


	PART 2 PRODUCTS
	2.1 COMPRESSIBLE EXPANSION JOINT SEAL: South Upper Concourse and Lower Bowl Locations
	A. Bais of Design: Emseal Emshield DFR2 by Sika Corporation.

	2.2 COMPRESSIBLE EXPANSION JOINT SEAL: East and West Endzone Upper Concourse
	A. Bais of Design: Emseal DSM System by Sika Corporation.

	2.3 Cover Plate expansion Joint System
	A. Iso-Flex CapSpan by Lymtal International, Inc.
	1. Custom safety yellow color.

	B. Equivalent system by other manufacturers as approved during the bidding process.


	PART 3 EXECUTIONS
	3.1 GENERAL
	A. Where scheduled for replacement, remove existing expansion joint systems, and perform minor concrete repairs as required to perform the work.
	B. If found, remove styrofoam or any other form of joint filler material in expansion joint openings.
	C. Cure all expansion joint system nosing and adhesive materials in accordance with manufacturer's recommendations.  Allow nosing to cure for minimum time period based on temperature conditions required by the manufacturer.  Verify nosing and adhesive...
	D. Accelerated curing by heating of nosing and adhesive material is not permitted.
	E. Do not install seals or associated materials over or on wet substrate materials.
	F. Cease installation of seals under adverse weather conditions, or when temperatures (deck or ambient) are outside the allowable temperature limits.
	G. Install seals as soon during the Work as substrate temperatures permit.

	3.2 NEW COMPRESSIBLE EXPANSION JOINT SYSTEM INSTALLATION
	A. Preparation of Concrete Joint Openings
	1. Where appropriate, perform all necessary repairs to establish consistent joint openings across the entire deck surface. Use manufacturers approved epoxy-based repair materials for minor joint edge or block-out repairs, or alternative concrete repai...
	2. Rout and seal adjacent construction joints or cracks that intersect the block-out for a length of 8 inches. Refer to Specification Section 079200.
	3. Grind and vacuum clean all concrete surfaces to be in contact with seal system no sooner than 24 hours before seal installation. Contact surfaces shall be clean, dry and sound. Re-grinding is required if contact surfaces become contaminated after t...
	4. Coordinate preparation procedures to avoid damage to vehicles on levels below or adjacent to work area.  Remove all dirt and debris from joint opening and adjacent floor areas on both levels immediately after work is complete.

	B. Seal Installation
	1. Install new seal per manufacturer’s installation instructions.  Perform work during coolest portion of day, typically in the middle of the night.  Complete work at least 4 hours prior to anticipated rising deck temperatures. Cease installation of j...
	2. Install manufacturer’s approved adhesive or bonder to compression seal and concrete, nosing or metal surfaces which will be in contact.
	3. Install seals per manufacturer’s installation instructions.
	4. Install the seals in continuous lengths with no splices in the horizontal plane of the seal.  Recess seals slightly from adjacent floor surfaces.
	5. Turn seals up onto and across curbs and up 4 inches at adjoining vertical wall and column surfaces.  Vertical installation to be flush with adjoining wall and column surfaces.
	6. As appropriate, provide heat welds or adhesive at direction changes from horizontal to vertical.  Execute welds per manufacturer’s requirements.
	7. Before installation, test splices with a 150-pound axial tension load.
	8. Seal splices at end conditions as recommended by the manufacturer if those conditions are not shown on the Drawings.
	9. Install any supplemental silicone cap seal materials in the same work shift, or no later than the next day if no inclement weather is predicted.


	3.3 CLEAN-UP
	A. During the progress of the Work, remove from the project all discarded materials, rubbish, cans and rags.
	B. Clean all surfaces of drops or spills of nosing materials with manufacturer approved solvents which are not deleterious to the concrete surface.
	C. All hardware, adjacent floor areas, metal work, etc., and the premises shall be lift clean and free of all construction dirt and debris.  This includes the removal of debris from pipes, etc., which resulted as part of the construction process.
	D. Empty containers shall be removed from the structure at the end of each working day.  All cloths soiled with solvent or other materials that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from...



	SPC-079200-Sealants
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Random crack and construction joint sealant.
	b. Cove joint sealant.
	c. Precast seating unit sealant.
	d. Precast wall panel sealant.


	B. Related Sections
	1. Section 012200: Unit Prices.
	2. Section 012900: Payment Procedures.
	3. Section 015600: Barriers.
	4. Section 024119: Selective Structure Demolition.
	5. Section 030100: Concrete Repairs.
	6. Section 071401: Hot Fluid Applied Waterproofing.
	7. Section 071800: Vehicular Traffic Membrane.
	8. Section 071810: PMMA Membrane.
	9. Section 221400: Drains and Piping.

	1.2 DEFINITIONS
	A. Where the term "manufacturer's recommendations," or variations thereon, are found in this Specification, it shall mean "manufacturer's recommendations which are found in publications available to and commonly used by the general architectural and c...
	1.3 SUBMITTALS
	A. Copies of literature for all manufactured products, including manufacturer's specifications, test data and installation instructions or applicator's manual.
	B. Installation Letter per Paragraph 1.4.B.
	C. Resume of contractor superintendent or employee per Paragraph 1.4.D.
	D. Manufacturer's certification per Paragraph 1.4.F.
	E. Proof samples of sealants intended to be installed per Paragraph 1.4.G.
	F. If requested, Field samples of sealants installed on site per Paragraph 1.4.H.
	G. Safety Data Sheets on all materials which are classified as hazardous materials.
	H. Upon completion of the Work and prior to final payment, provide written recommendations for routine care and maintenance.  Provide list of three Contractors nearest the project location who are qualified to perform repairs to the sealants.  Identif...
	I. Upon completion of the Work and prior to final payment, provide a fully executed warranty.
	1.4 QUALITY ASSURANCE
	A. Applicable Codes
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...

	B. The sealant installer must be acceptable to the manufacturer.  Provide written confirmation that the intended sealant installer is acceptable to the manufacturer.
	C. The Contractor shall review locations where joint sealant work is specified and shall submit in writing existing conditions and newly specified details which would cause sealant material to fail.  Failure to review existing conditions or identify d...
	D. The Contractor's superintendent, or another technically competent employee of the Contractor approved by the Owner and Manufacturer, shall be on site and supervise installation of all sealants on this project.  Sealant identified as being installed...
	E. The Owner may, at his discretion, choose to remove up to a six-inch length of sealant in locations at a time after installation and initial curing of sealant to verify installation as specified.  The Contractor shall include in his Bid the costs to...
	F. Sealant materials shall be certified to be compatible by the manufacturer for use with the membrane system and all substrates.
	G. The Owner may, at his discretion, direct the contractor to prepare proof samples of all sealant materials used on the job site in advance of the work, and submit to the Owner for purposes of testing and examination.  Samples shall be manufactured w...
	H. Mock-ups
	1. Sealant foreman and crew assigned to project to complete all mock-ups listed.
	a. The Owner may, at his discretion, direct the Contractor to prepare and submit Field Samples of sealant materials used on the job site during the work.  Samples shall be manufactured on site, from a unit of material from the same batch in use that d...

	2. Precast Seating Unit, Control, Isolation, and Cove Joints
	a. Demonstrative removal and cleaning technique.
	b. Demonstrate backer rod installation.
	c. Demonstrate sealant installation and tooling technique.


	1.5 DELIVERY, STORAGE AND HANDLING
	A. Deliver materials to job site in sealed, undamaged containers.  Each container shall be identified with material's name, date of manufacture and lot number.
	B. Only those materials being used during any one work shift may be stored in the Work area.  Coordinate location of storage area with the Owner.
	C. Sealant materials shall be kept sealed when not in use.
	D. Storage and handling of materials shall conform to the requirements of the applicable safety regulatory agencies.
	E. Storage areas shall be heated or cooled as required for maintaining the product temperatures within the range recommended by the manufacturer.
	1.6 PROJECT CONDITIONS
	A. Install sealant materials in strict accordance with all safety and weather conditions required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	B. Fumes and debris shall be controlled to prevent harmful or undesirable effects in surrounding areas.
	C. When toxic or flammable solvents are used, the Contractor shall take all necessary precautions as recommended by the manufacturer.  In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation and personal prote...
	1.7 SEQUENCING
	A. Install sealants after any required substrate repairs.
	B. Install sealants after adequate cure of all repair materials. Confirm required cure time with sealant manufacturer.
	C. Install all sealants prior to installation of membrane systems.
	1.8 WARRANTY
	A. New exposed sealant work shall be warranted for a period of five (5) years against defects due to installation or material deficiencies, including but not limited to excessive softness, excessive entrapped air in cured cross sections, disbonding, c...
	B. Sealant work under membrane systems shall be warranted as part of and included in the membrane system guarantee.
	C. All required testing and quality assurance operations necessary to furnish the warranty are Contractor and manufacturer’s responsibility.

	PART 2 PRODUCTS
	2.1 CRACK AND JOINT SEALANTS
	A. Multi-component, unmodified, non-sag polyurethane. Approved products manufacturers include:
	1. Sika 2c NS-EZ with TG additive by Sika Corp.
	2. Dymeric 240FC by Tremco, Inc.
	3. Isoflex 881 by Lymtal International.

	B. Minimum compression or extension of 25% of the nominal joint width without adhesive or cohesive failure.
	C. Primer(s) as recommended by sealant manufacturer for each substrate.
	D. Cove sealants shall be gun grade (non-sag).
	E. Backer Rod or Bond Breaker Tape:  Backer Rod shall be closed-cell, polyethylene in sizes to maintain 25 percent compression.  Backer rod shall not be used except at locations indicated on the Drawings or unless approval for each intended applicatio...
	2.2 SILICONE SEALANTS
	A. To be installed at:
	1. Perimeter of the stair treads above the membrane and where noted on the drawings such as the rail post embedment’s.

	B. Approved Silicone Sealants
	1. Dowsil 790 silicone sealant by The Dow Chemical Company.
	2. Spectrum 1 silicone sealant by Tremco.
	3. SilPruf LM SCS2700 sealant by G.E.
	4. Pecora 890 NST.

	C. Minimum compression or extension of 50% of the nominal joint width without adhesive or adhesive failure.
	D. Primer(s) as recommended by the sealant manufacturer for each substrate.
	E. Sealants shall be gun grade (non-sag) unless otherwise noted on the Drawings or in this Section.
	F. Backer Rod.  Backer Rod shall be bi-cellular polyethylene in sizes to maintain 50 percent compression.  Backer rod shall be used except where not indicated on the Drawings or not required by the Manufacturer.
	1. Acceptable Manufacturers:
	a. SOF Rod by NOMACO.
	b. ITP Soft Type Backer Rod by Industrial Thermo Polymers, Ltd.



	PART 3 EXECUTIONS
	3.1 GENERAL
	A. Remove existing sealants in joint cavities, coves and other locations and clean surfaces to remove residue.   Rout any new joint cavities scheduled for new sealant.  Grind and vacuum clean all joint cavities, coves and other locations scheduled for...
	B. Primer shall be used for all sealant installations regardless of manufacturer’s requirements unless a letter from the manufacturer states use of a primer is detrimental.  Allow primer to cure per manufacturer’s recommendation prior to sealant insta...
	C. Joint substrates that become contaminated by dirt or moisture after initial preparation, shall be cleaned again at no additional cost to the Owner.
	D. Modify the depth of existing joints by additional routing or positioning of backer rod to maintain a width to depth ratio of 2 to 1 unless otherwise noted on the drawings.  At no location is the sealant width allowed to exceed 1-1/2".
	E. In areas indicated on the Drawings or otherwise directed by the Owner, remove existing failed and deteriorated sealant / all existing sealants.
	F. Reinstall new sealant where existing sealant is removed.
	G. Rout cracks per details in surfaces at locations directed by the Owner.
	H. Rout joints per details.
	3.2 NEW SEALANT
	A. Perform joint substrate preparation requirements.
	B. Clean joint substrates and apply primer as recommended by the sealant manufacturer.
	C. Install backer rod or bond-breaker tape where required.  Vary size of backer rod as necessary to maintain proper compression.
	D. Install sealant as indicated in the details on the Drawings.
	3.3 CLEAN-UP
	A. During the progress of the Work, remove from the project all discarded coating materials, rubbish, cans, and rags.
	B. All sealant material and drops shall be completely removed from hardware, adjacent floor areas, metal work, etc., and the premises shall be left clean and in orderly condition.
	C. All hardware, adjacent floor areas, metal work, etc., and the general premises shall be left clean and free of all construction dirt and debris.  This includes removal of all debris from pipes, etc., which resulted from work specified herein.
	D. Repaint in matching color all curbs, columns, walls, etc., where existing paint was removed during preparation for sealant installation.
	E. Empty containers shall be removed from the structure at the end of each working day.  All cloths soiled with coating that might constitute a fire hazard shall be placed in suitable metal safety containers or shall be removed from the structure at t...


	SPC-090100-Facade Cleaning
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Removing biological growth from surfaces.
	b. Cleaning rust from concrete.
	c. Cleaning dirt and hydrocarbon stains from concrete.
	d. Cleaning areas of tuckpointing.
	e. Storm drains protection.

	2. Mock-ups of the various cleaning products specified in this section should take place prior to submission of the final selected cleaning products.

	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.
	4. Section 040100: Masonry Repairs.
	5. Section 055000: Miscellaneous Metals.
	6. Section 092400: Stucco Repairs.
	7. Section 099100: High Performance Coatings.


	1.2 SUBMITTALS
	A. Submit manufacturer's standard literature for all manufactured products specified herein.
	B. Quality Assurance/Control Submittals
	1. Design Data, test reports, certificates, manufacturer’s instructions, manufacturer’s field reports


	1.3 QUALITY ASSURANCE
	A. Regulatory Requirements
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...

	B. Mock-up
	1. Mock-ups of the various cleaning products specified in this section should take place for each substrate and stain prior to submission of the selected cleaning products.  Owner is to review and approve of mockups for level of expected cleanliness p...
	2. Provide 4’ x 4’ mock-up of cleaning in an area as selected by Owner for each substrate scheduled to be cleaned.
	3. Each mock-up is to demonstrate full cleaning procedure.
	4. Approved mock-ups should be maintained as part of the completed work.
	5. If mock-up is unacceptable, additional mock-ups will be performed in other locations as selected by the Owner as part of the Base Bid until a mock-up is accepted by the Owner.


	1.4 DELIVERY, STORAGE, AND HANDLING
	A. Packing, Shipping, Handling and Unloading
	1. Deliver materials to job site in sealed, undamaged containers/packaging.

	B. Storage and Protection
	1. Protect materials in a dry place, off ground and under cover to protect them from moisture and other damage.
	2. Do not use materials showing evidence of water or other damage.
	3. Storage and handling of materials shall conform to the requirements of the applicable safety regulatory agencies.
	4. Storage areas shall be heated or cooled as required to maintain the temperatures within the range recommended by the manufacturer.

	C. Do not use materials that are beyond their expiration date.

	1.5 Project Conditions
	A. Environmental Requirements
	1. Install materials in strict accordance with all safety and weather conditions required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	2. Maintain materials, structure surfaces and surrounding air to a minimum temperature of 40 degrees F. for a period of 48 hours before the start of work and 48 hours after completion of work.
	3. Fumes and dust shall be controlled to prevent harmful or undesirable effects in surrounding areas. Do not allow fumes, dirt, dust or debris to enter the structure.
	4. When toxic or flammable solvents are used, the Contractor shall take all necessary precautions as recommended by the manufacturer. In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation and personal protec...


	1.6 Definitions
	A. Spray Pressure
	1. Low Pressure Spray: 100 to 400 psi.
	2. Medium Pressure Spray: 400 to 800 psi.
	3. High Pressure Spray: 800 to 1,200 psi. (Can go up to 2,500 psi for concrete but watch substrate during mock-up for deterioration.)



	PART 2 PRODUCTS
	2.1 MATERIALS
	A. Storm Drain Protection
	1. PIG Basin Guard by New Pig with oil absorbent socks. (1-800-468-4647)  www.newpig.com
	2. PIG Grate Guard by New Pig with oil absorbent pillows.

	B. Water: Clean and potable.
	C. Biological Cleaners (Removes fungi, algae, bacteria, and moss)
	1. Enviro Klean Revive by Prosoco.
	2. OneRestore by EaCo Chem.

	D. Concrete Cleaners (Metal and mineral oxide stains including rust, lead, and copper)
	1. OneRestore by EaCo Chem.
	2. Light Duty Restoration Cleaner by Prosoco.
	3. Diedrich Technologies
	a. Diedrich 940 Iron & Manganese Stain.


	E. Concrete Cleaners (Dirt and hydrocarbon)
	1. BioKlean by Prosoco.
	2. OneRestore by EaCo Chem.

	F. Tuckpointing Cleaning
	1. Sure Klean Vana Trol by Prosoco.
	2. 202V Vana-Stop by Diedrich Technologies.


	2.2 MIXES
	A. Dilute cleaner(s) as recommended by manufacturer depending on the results for the surfaces of substrates being cleaned.


	PART 3 EXECUTION
	3.1 EXAMINATION
	A. Examine surfaces intended to receive the specified work and note conditions or defects that will adversely affect the execution and/or quality of the work.
	B. Notify Owner in writing of any such conditions or defects. Do not begin work until unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work constitutes acceptance by Contractor of the surfaces and conditions under wh...

	3.2 PROTECTION
	A. Provide temporary protection during the course of the work to prevent water entry into the structure and wall systems.  Maintain the structure in a weather tight condition.
	B. Protect all existing adjacent surfaces that are to remain and are not included in the work of this Section.
	C. Provide safeguards from work of this Section for vehicular and pedestrian traffic, and adjacent property. Do not permit drift of dust or liquids.
	D. Use safeguards recommended by manufacturers of products specified herein for personnel handling and applying said materials.
	E. Protect surrounding areas from construction activities, dirt, dust, debris and overspray.
	F. Protect structure surfaces, sidewalks, streets, and landscaping below during cleaning.

	3.3 storm drain barriers
	A. Provide filtration system around existing storm drains to prevent hydrocarbons, oils, and sediments from entering the storm drain system.  The filtered water should be able to enter the storm drain system.
	B. Filtration system should include oil-absorbent elements.  Replace the oil-absorbent elements as required per manufacturer’s specifications.
	C. Filtration system shall be in place during cleaning.  Remove protection at the end of each work day.

	3.4 CLEANING
	A. General Cleaning
	1. Apply cleaning solutions per manufacturer’s instructions.
	2. Allow material to remain on surface for a time period as recommended by the manufacturer.  Do not allow surfaces or cleaners to dry.
	3. Repeat cleaning process as required per manufacturer’s recommendations.
	4. Rinse surfaces clean with low pressure water per manufacturer’s recommendations.


	3.5 MASONRY CLEANING
	A. General
	1. Clean all face brick with cleaning solution per manufacturer's recommendations and instructions.
	a. Comply with BIA Technical Note 20 for cleaning of brick.
	b. Provide a general and masonry repair cleaning.

	2. Protect structure surfaces and landscaping below during cleaning.
	3. Provide adequate protection of all surrounding surfaces not intended to be cleaned from damage (surface blemish, staining, etching, etc.) due to preparation and cleaning procedures. Repair damage at no cost to the Owner.
	4. Provide adequate protection of adjacent brick not being cleaned during a specific cleaning operation. Repair damage at no cost to the Owner.


	3.6 Final Cleaning
	A. Clean ground area of materials and debris.
	B. Rinse sidewalks and street surfaces of all cleaning solutions and debris.



	SPC-092400-Stucco Repairs
	PART 1 GENERAL
	1.1 Summary
	A. Section includes all labor, material, equipment, special tools and services required to repair stucco, as required by the Drawings and this Specification.
	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 079200: Sealants.
	4. Section 099100: High Performance Coatings.


	1.2 References
	A. ASTM C150 – Portland Cement.
	B. ASTM C847 – Standard Specification for Metal Lath.
	C. ASTM C1032 - Woven Wire Plaster Base.
	D. ASTM C933 - Welded Wire Lath.
	E. ASTM C144/C897 – Aggregate for Job-Mixed Portland Cement-Based Plaster
	F. Portland Cement Plaster (Stucco) Manual published by PCA.
	G. ASTM C926, “Specification for Application of Portland Cement-Based Plaster.”
	H. ASTM C1063, “Standard Specification for Installation of Lathing and Furring to Receive Interior and Exterior Portland Cement-Based Plaster.”
	I. ICC-ES Acceptance Criteria for Weather-resistive Barriers (AC38).
	J. SMA Details and Bulletins.

	1.3 SUBMITTALS
	A. Submit for review and approval Manufacturer's Spec Data Sheets of each product to be used.
	B. Submit for record Material Safety Data Sheets of each product, solvent, or related chemicals to be used and certification that materials conform to local, state, and federal environmental and worker's safety laws and regulations.

	1.4 QUALITY ASSURANCE
	A. Mockup:  Install mockup of exterior plaster installation for review and approval.
	1. Coordinate schedule with Engineer at least 48 hours in advance of performing mock-ups.
	2. Perform the mock-ups using the same materials, preparation and application procedures to be used in the production work. The mock-ups shall reflect the workmanship expected during the work.
	3. Allow the mock-up to remain undisturbed during the Work as a standard for judging completed work.
	4. Remove and replace any rejected mock-ups at no additional cost to Owner.


	1.5 Delivery, Storage, and Handling
	A. Deliver all materials to the job site in manufacturer’s sealed packaging, properly labeled with product and manufacturer’s name, lot number, safety and clean up instructions.
	B. All materials delivered to the site shall be unloaded with care and handled to avoid any damage or contamination of the materials.
	C. All materials shall be stored, covered, and protected from weather in strict accordance with the manufacturer’s instructions.
	D. Damaged or deteriorated materials shall be removed from the site.

	1.6 WARRANTY
	A. A warranty period of two (2) years shall be provided for stucco work performed under this Section against defects, as determined by the Owner, including but not limited to debonding, excessive cracking and surface scaling.


	PART 2 PRODUCTS
	2.1 stucco Mixtures
	A. Comply with requirements of ASTM C926, “Specification for Application of Portland Cement Based Plaster.”
	1. Scratch and Brown Coats:  ASTM C926 Plaster Mix C.
	2. Finish Coat:  ASTM C926 Plaster Mix F.

	B. Materials
	1. Portland Cement:  ASTM C150, Type I.  Use single brand of cement throughout project.
	2. Plastic Cement: ASTM C1328, Standard Specification for Plastic (Stucco) Cement
	3. Masonry Cement:  ASTM C91, Type S.
	4. Aggregate:  Normal-weight, complying with ASTM C897.
	a. Base Coat:  Fine aggregate to be natural or manufactured sand.
	b. Finish Coat:  Fine aggregate graded to pass the No. 16 mesh sieve, light colored.

	5. Water:  Potable and free of deleterious materials.
	6. Fibers (to reduce cracking):  Grace MicroFiber polypropylene fiber reinforcement by WR Grace Construction Products, 1.6 pounds per cubic yard.


	2.2 Furring and Lathing
	A. Expanded Metal Lath:  Flat diamond-mesh, 3.4 pounds per square yard; galvanized finish complying with ASTM C847.
	B. Lath Accessories:  Match size, shape and gage of existing joint and edge accessories, minimum 26-gage, galvanized finish.
	C. Wire:  Galvanized, annealed.
	1. Tying:  16-gage minimum.
	2. Hangers:  8-gage minimum.


	2.3 Accessories
	A. Bonding Agent:  Latex.
	B. Corner Bead:  Galvanized finish.

	2.4 Crack Repair Materials
	A. Urethane Joint Sealant: Refer to Section 079200.
	B. Bond-breaker tape:  Pressure sensitive adhesive polyethylene tape, as recommended by sealant manufacturer.

	2.5 Cleaning Materials
	A. Detergent(s) or cleaner(s) safe for application on exposed metals, concrete, masonry, and surrounding building materials.  Ensure that cleaners are compatible with sealant materials.  Perform spot testing to ensure efficacy and compatibility of cle...


	PART 3 EXECUTION
	3.1 Stucco Replacement (Patches)
	A. Saw-cut edges of patch area.
	1. Make patch areas regular shapes (square or rectangular).  Avoid acute angles and re-entrant corners.
	2. Stagger the layers of the coats.  Cut back each succeeding coat less 3 inches, such that the finish coat area to be replaced is larger than the base coat area.
	3. Expose any existing metal lath around patch perimeter to facilitate lapping new metal lath.  Avoid cutting existing accessories.

	B. Carefully remove stucco to prevent loss of bond and damage to any adjacent metal lath.  Avoid damaging the stucco adjacent to the patch area.

	3.2 Clean Substrates
	A. Ensure that surfaces are clean and free of dirt, dust, oil, efflorescence, and other foreign material.

	3.3 Furring and Lath
	A. For areas where existing lath is encountered:
	1. Place new metal lath with long dimension perpendicular to supports.  Lap metal lath not less than 2 inches.
	2. Secure metal lath with tying wire not more than 6 inches on center.  Provide a minimum of 3 ties per side.
	3. Install lath accessories, including but not limited to control joints, corner beads, and casing, such that finished plaster repairs match existing construction.
	4. Do not continue lath through control joints.


	3.4 Crack Control
	A. Be aware that cracking in stucco is usually caused by poor consolidation, inadequate control joints, early moisture loss, or non-uniform thickness.  Cracking due to these or other preventable causes is unacceptable.  The guidelines in this section ...
	B. Provide sufficient moisture in the stucco mix or by moist or fog curing to permit continuous hydration of the cementitious materials.  The most effective procedure for curing and time between coats will depend on climate and job conditions.
	C. Some moisture must be maintained in the stucco for the first few days after application.  Moist curing is applied only to the base coast and continued until the application of the finish coat.
	1. Generally, fogging the surface with water at the start and again at the end of the workday will suffice, depending on weather conditions.
	2. Moist-cure the base coat for a minimum of 2 days.

	D. Traditional, 3-coat stucco requires a delay between the scratch and brown coats to allow each coat to cure properly.  Moist curing is required during the delay period.
	E. Allow sufficient time between coats to permit each coat to cure or develop enough rigidity to resist cracking or physical damage when the next coat is applied.
	F. Immediately before applying the finish coat, moisten the base coat to control absorption during application and tooling of the finish.  No additional water should be applied to the finish plaster until it has hardened, because it can cause color va...

	3.5 stucco
	A. Mixing
	1. Mix materials dry, to uniform color and consistency, before adding water.
	2. Mix only as much stucco as can be used in 1 hour.
	3. Protect mixture from frost, contamination, and evaporation.
	4. Retempering of base coat stucco is permitted 1 time after initial mixing.  Discard stucco not used within 1.5 hours.
	5. Retempering of finish coat plaster is not permitted.

	B. Application to expanded metal lath:  Apply stucco in a 3-coat application to match existing application thickness.  Approximate minimum coat thickness:  7/8 inch for scratch and brown coats and 1/8 inch for the finish coat.
	C. Rod the basecoat to a true even plane and fill any defects in plane with stucco.
	D. Float the base coat to promote densification of the coat and to provide a surface texture that is receptive to the application of the finish coat.
	E. Apply finish coat with sufficient material and pressure to bond to and cover the base coat.  Ensure finish coat thickness is sufficient to conceal the base coat and to match the existing conditions.
	F. Finish stucco to match texture and appearance of existing stucco.
	G. Remove and replace newly installed stucco that cracks or contains variation in surface texture at no cost to the Owner.

	3.6 Clean-Up
	A. Protect finished work from stains.
	B. Protect storage, construction, and mixing areas, as well as surrounding surfaces and leave them clean.  Clean all stains or dirt on surrounding surfaces resulting from the implemented repairs to the satisfaction of the Owner at no additional cost.
	C. Remove and replace all damaged materials to the satisfaction of the Owner at no additional cost.



	SPC-099100-High Performance Coatings
	PART 1 GENERAL
	1.1 Summary
	A. Section Includes
	1. All labor, material, equipment, special tools, and services required to complete the work required for the project as indicated on the Drawings and in the Specifications, including but not limited to:
	a. Complete cleaning, surface preparation, primer installation where necessary, and new coating on surfaces.
	b. Complete cleaning, including removal of abandoned forms, conduit, and junction boxes of exterior façade concrete surfaces.
	c. Surface preparation, priming, and coating or finishing of surfaces.
	d. Temporary protection of doors, windows, roof areas, and interior spaces during work.


	B. Related Sections
	1. Section 015600: Barriers.
	2. Section 024119: Selective Structure Demolition.
	3. Section 030100: Concrete Repairs.
	4. Section 040100: Masonry Repairs.
	5. Section 055000: Miscellaneous Metals.
	6. Section 071800: Vehicular Traffic Membrane.
	7. Section 079200: Sealant.


	1.2 References
	A. ASTM D 16 – Terminology Related to Paint, Varnish, Lacquer, and Related Products.
	B. The Society for Protective Coatings (SSPC): SSPC-SP 1 – Solvent Cleaning.
	C. The Society for Protective Coatings (SSPC): SSPC-SP 3 – Power Tool Cleaning.
	D. The Society for Protective Coatings (SSPC): SSPC-SP 6/NACE 3 – Commercial Blast Cleaning.
	E. The Society for Protective Coatings (SSPC): SSPC-SP 7/NACE No. 4 Brush-off Blast Cleaning
	F. The Society for Protective Coatings (SSPC): SSPC-SP13/NACE No. 6 Surface Preparation of Concrete

	1.3 Definitions
	A. "Coating" as used herein means all paint systems materials, including primers, emulsions, enamels, stains, sealers and fillers, and other applied materials whether used as prime, intermediate or finish coats.
	B. “Dry Film Thickness” as used herein means the thickness of a coat in a fully cured state measured in mils (1/1000 inch).
	C. “Well-adhered” as used herein means materials that cannot be removed by lifting with a dull putty knife.

	1.4 SUBMITTALS
	A. Submit manufacturer's technical information including coating label analyses and application instructions.
	B. Submit complete line of manufacturer’s color samples for each product.
	C. Letter of approval that the contractor is a certified installer by the manufacturer.
	D. Prior required project experience.
	E. Contractor resumes.
	F. Manufacturer’s sample warranty.

	1.5 QUALITY ASSURANCE
	A. The contractor shall be a certified installer by the manufacturer.
	B. The contractor shall be approved by the manufacturer and shall have no less than (5) years’ experience in performance of similar work in size and complexity.
	C. All work under this Section shall be under the immediate control of the Contractor's superintendent(s) experienced in this type of work.  The person(s) shall have supervised three prior projects of similar magnitude and type and shall be present du...
	D. Regulatory Requirements
	1. The Contractor shall comply with all Federal, State and Municipal laws, codes, ordinances, and regulations applicable to the Work in this Contract and also with all requirements of the National Fire Protection Association, the National Electric Cod...

	E. Mock-Ups:
	1. Provide mockup of coating preparation and coating system for review by Owner and Engineer for each system type.  Maintain approved mock-ups during the job as reference for minimal standard of acceptance and quality of coating application.  Each moc...

	F. Pre-installation meeting.
	G. Provide access to work area for Owner representative or Engineer to inspect quality of work, progress, unit price items and field conditions. Access to be completed during normal working hours. If access requires mechanical equipment (man-lift, swi...

	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Deliver materials to job site in original, new, and unopened packages and containers bearing manufacturer's name and label, and following information:
	1. Name or title of material.
	2. Fed. Spec. number, if applicable.
	3. Manufacturer's stock number and date of manufacture.
	4. Manufacturer's name.
	5. Contents by volume, for major pigment and vehicle constituents.
	6. Thinning instructions.
	7. Application instructions.
	8. Color name and number.

	B. Storage and Protection
	1. Protect materials in a dry place, off ground and under cover to protect them from moisture and other damage.
	2. Do not use materials showing evidence of water or other damage.
	3. Storage and handling of materials shall conform to the requirements of the applicable safety regulatory agencies.
	4. Storage areas shall be heated or cooled as required to maintain the temperatures within the range recommended by the manufacturer.


	1.7 PROTECTION
	A. Place coating or solvent soaked rags, waste, or other materials which might constitute a fire hazard in metal containers and remove from premises at the close of each day's work.
	B. Protect the work from all other trades which includes damage and marking.  Provide suitable covering and protection during the progress of the coating and finishing work.  Repair any damage done.
	C. Protect and filter debris and chemicals from entering storm drains.  Direct water runoff from all cleaning processes to the filtration system before allowing it to enter the storm drain system.
	D. During all cleaning operations, coordinate drain protection with the local municipality.

	1.8 Project Conditions
	A. Environmental Requirements
	1. Install coating materials in strict accordance with all safety and weather conditions required by product literature or as modified by applicable rules and regulations of Local, State and Federal authorities having jurisdiction.
	2. Fumes and dust shall be controlled to prevent harmful or undesirable effects in surrounding areas. Do not allow fumes, dirt, dust, or debris to enter structure.
	3. When toxic or flammable solvents are used, the Contractor shall take all necessary precautions as recommended by the manufacturer. In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation and personal protec...
	4. Apply water base coatings only when temperature of surfaces to be coated and surrounding air temperatures are between 50 Deg. F. (10 Deg. C.) and 90 Deg. F. (32 Deg. C.), unless otherwise permitted by coating manufacturer's printed instructions.
	5. Apply solvent-thinned coatings only when temperature of surfaces to be coated and surrounding air temperatures are between 45 Deg. F. (7 Deg. C.) and 95 Deg. F. (35 Deg. C.), unless otherwise permitted by coating manufacturer's printed instructions.
	6. Do not apply coating in snow, rain, fog, or mist; or when relative humidity exceeds 85 percent or to damp or wet surfaces unless otherwise permitted by coating manufacturer's printed instructions.
	7. Apply coating to surfaces that are cured and dry per manufacturer’s tolerances.


	1.9 Warranty
	A. Coating System Warranty
	1. The applicator shall furnish a (5) year warranty to the Owner for all types of new coating installed.  New coating work shall be warranted against defects due to installation, including but not limited to debonding and inadequate preparation.
	a. All required testing and quality assurance operations necessary to furnish warranty are Contractor and manufacturer’s responsibility.

	2. The manufacturer shall furnish a (5) year warranty to the Owner for all types of new coating installed.  New coating work shall be warranted against material defects, including but not limited to debonding, cohesive failure, cracking, and ultraviol...
	a. All required testing and quality assurance operations necessary to furnish warranty are Contractor and manufacturer’s responsibility.




	PART 2 PRODUCTS
	2.1 MANUFACTURERS
	A. Sherwin Williams.
	B. Tnemec Company.
	C. Carboline.

	2.2 MATERIALS
	A. No lead-based products are permitted.
	B. Use no thinners other than those specified by manufacturer.
	C. Use only paints and coatings that are compatible with concrete and previously coated surfaces.
	D. Use only primers and undercoats that are suitable for each surface to be covered and that are compatible with finish coating required.
	E. Notify Engineer in writing of any anticipated problems in using coating systems specified on existing substrates.
	F. Provide cleaners for removal of loose paint, dirt, and pollutants, which are compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse all clean agents before applying primer or finish coats.  Pre-approve cleaning agents w...
	G. All products must be provided by a single manufacturer.

	2.3 MATERIALS AND PROCEDURES
	A. General Cleaning Requirements.
	1. Refer to Specification Section 090100.
	2. All existing area drains shall be clear and protected prior to beginning any work.
	3. All biological growth must be removed prior to coating.
	4. All efflorescence, lime run, and surface contaminants should be removed prior to application of new coating.
	5. If previously coated, existing coating must be adhered to the substrate per the manufacturer’s requirements.  Manufacturer shall approve the surface preparation and existing conditions before the contractor applies coating to ensure the product war...

	B. Previously Coated Stucco / Exterior Concrete / CMU, U.N.O: materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Surface Preparation
	a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, dirt, dust, and paint.
	b. Scrape and feather sand all existing paint edges to remain.
	c. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse all clean agents before applying primer or finish coats.

	2. Approved manufacturer’s systems:
	a. Sherwin Williams
	1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Color:  two (2) coats: Sher-Cryl HPA – 2.0 to 3.0 mils.

	b. Tnemec
	1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Color: Endura-Tone Series 1028-Color – two (2) coats; 2.0 to 3.0 mils.

	c. Equivalent system by other manufacturers as approved during the bidding process.


	C. All Stucco / Exterior Concrete / CMU, U.N.O. per Section C: materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Surface Preparation
	a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, dirt, dust, and paint.
	b. Scrape and feather sand all existing paint edges to remain.
	c. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse all clean agents before applying primer or finish coats.

	2. Approved manufacturer’s systems:
	a. Sherwin Williams
	1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Coats: Conflex XL – two (2) coat. Application rate recommended by the manufacturer to achieve a total dry film thickness of 6.0-7.5 mils per coat.
	3) Finish Color:  one (1) coat: Sher-Cryl HPA – 2.5 to 4.0 mils, by Sherwin Williams.

	b. Tnemec
	1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Coats: Enviro-Crete 156 – two (2) coats. Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-8.0 mils per coat.
	3) Accent Color: Endura-Tone Series 1028-Color – one (1) coat; 2.0 to 3.0 mils.

	c. Equivalent system by other manufacturers as approved during the bidding process.


	D. Underside of Upper Bowl Row 1 Concrete Overcoating: materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Surface Preparation
	a. SSPC-SP13/NACE No. 6 – Blasting and scarifying to remove all visible oil, grease, dirt, dust, and paint.
	b. Cleaner:  Provide cleaners for removal of soot, dirt, and pollutants, which are compatible with all primers, intermediate coats, and finish coat.  Thoroughly rinse all clean agents before applying primer or finish coats.

	2. Approved manufacturer’s systems:
	a. Sherwin Williams
	1) Primer: Loxon Concrete & Masonry Primer – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Coats: Conflex XL – one (1) coat. Application rate recommended by the manufacturer to achieve a total dry film thickness of 6.0-7.5 mils per coat.

	b. Tnemec
	1) Primer: Elastogrip FC 151 – one (1) coat.  Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-6.0 mils.
	2) Finish Coats: Enviro-Crete 156 – one (1) coat. Application rate recommended by the manufacturer to achieve a total dry film thickness of 4.0-8.0 mils per coat.

	c. Equivalent system by other manufacturers as approved during the bidding process.


	E. Gate Ramp 1 Structure and East/West Endzone Railing: Previously Coated, Rusted Exterior Metal, materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Locations:
	a. Upper Concourse – steel framing of beams, columns, and perimeter guard rails.

	2. Surface Preparation:
	a. SSPC-SP 7/NACE No. 4 Brush-off Blast Cleaning: surface shall be free of all visible oil, grease, dirt, dust, loose mill scale, loose rust and loose paint. Tightly adherent mill scale, rust and paint may remain on the surface. Mill scale, rust and c...
	1) Feather sand all existing paint edges to remain.

	b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other contaminants.

	3. Approved coating systems:
	a. Sherwin Williams:
	1) Penetrating Sealer, to be used at metal connections, seams, and similar conditions:  Macropoxy 5000 - 1.0 to 2.0 mils DFT.
	2) Primer: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT.
	3) Finish Coat: Two (2) Coats:  Acrolon Ultra – 2.0 to 3.0 mils DFT each.

	b. Carboline
	1) Penetrating Sealer, to be used at metal connections, seams, and similar conditions:  Rustbond PS - 1.0 to 2.0 mils DFT.
	2) Primer: Carboguard 635 - 4.0 to 6.0 mils DFT.
	3) Finish Coat: Two (2) Coats: Carbothane 134 – 2.0 to 3.0 mils DFT each.

	c. Equivalent system by other manufacturers as approved during the bidding process.


	F. Case A: Previously Coated, Rusted Exterior Metal, materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Locations:
	a. Existing steel connections, steel pipe embedments, column bases, etc.

	2. Surface Preparation:
	a. SPC-SP 6/NACE 3 – Commercial Blast Cleaning: surface shall be free of all visible oil, grease, dirt, dust, mill scale, rust and paint.
	b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other contaminants.

	3. Approved coating systems:
	a. Sherwin Williams
	1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils DFT.
	2) Base Coat: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT.
	3) Finish Coat: Two (2) Coats:  Acrolon Ultra – 2.0 to 3.0 mils DFT each.

	b. Carboline
	1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils DFT.
	2) Base Coat: One (1) Coat Carboguard 635 - 4.0 to 6.0 mils DFT.
	3) Finish Coat: Two (2) Coats: Carbothane 134 – 2.0 to 3.0 mils DFT each.

	c. Equivalent system by other manufacturers as approved during the bidding process.


	G. Case B: Previously Coated, Rusted Exterior Metal, materials and procedures are listed in order of process/application.  Apply per manufacturers recommendations.
	1. Locations:
	a. Seating Unit to Seating Unit Connection (Detail 16/402).

	2. Surface Preparation:
	a. The Society for Protective Coatings (SSPC): SSPC-SP 3 – Power Tool Cleaning.
	b. SSPC-SP1 Solvent Clean to remove all visible oil, grease, soil, and other contaminants.

	3. Approved coating systems:
	a. Sherwin Williams
	1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils DFT.
	2) Base Coat: One (1) Coat Macropoxy 646 FC - 4.0 to 6.0 mils DFT.
	3) Finish Coat: One (1) Coat: Sherloxane 800 – 4.0 to 6.0 mils DFT each

	b. Carboline
	1) Primer: One (1) Coat Penetrating Sealer Macropoxy 5000 – 1.0 to 2.0 mils DFT.
	2) Base Coat: One (1) Coat Carboguard 635 - 4.0 to 6.0 mils DFT.
	3) Finish Coat: One (1) Coat: Carboxane 2000 – 4.0 to 6.0 mils DFT each

	c. Equivalent system by other manufacturers as approved during the bidding process.




	PART 3 EXECUTION
	3.1 Examination
	A. Examine surfaces intended to receive coatings and note conditions or defects that will adversely affect the execution and/or quality of the work.
	B. Starting of cleaning and coating work will be construed as applicator's acceptance of surfaces and conditions within any particular area.
	C. Notify Owner in writing of any such conditions or defects. Do not begin work until unsatisfactory conditions are corrected. Failure to notify Owner prior to beginning work constitutes acceptance by Contractor of the surfaces and conditions under wh...

	3.2 PREPARATION
	A. Protection
	1. Provide adequate protection of all surrounding surfaces not intended to receive coating from damage due to preparation, cleaning, or coating procedures.  Repair damage at no cost to the Owner.
	2. Program coating so that construction dirt, dust, and debris will not fall onto wet, newly coated surfaces.
	3. When toxic or flammable solvents are used, the coating contractor shall take all necessary precautions as recommended by the manufacturer.  In all cases, the handling and use of toxic or flammable solvents, including adequate ventilation and person...
	4. Provide the necessary protection to contain all dust, dirt, debris, and coating chips within work area. Do not allow to migrate into structure interior spaces or storm drain system.
	5. Provide "Wet Paint" signs as required to protect newly coated finishes.  Remove temporary protective wrappings provided by others for protection of their work, after completion of coating operations.

	B. Surface Preparation
	1. Perform preparation and cleaning procedures in accordance with coating manufacturer's instructions and as herein specified, for each particular substrate condition.
	2. Remove all surface contamination such as chalk, loose coating, mill scale dirt, foreign matter, rust, rust stains, mold, mildew, mortar, efflorescence, weld splatter and slag, and sealers from surfaces to be coated.
	3. Remove hardware, hardware accessories, machined surfaces, plates, lighting fixtures, and similar items in place and not to be finish-coated or provide surface-applied protection prior to surface preparation and coating operations.  Remove, if neces...
	4. Prepare hair line cracks (1/64” or less) per manufacturer’s instructions.  Reference the Details to repair cracks larger than 1/64”.
	5. Do not field coat the following work:
	a. Sealant Joints.
	b. Prefinished and natural finished items including but not limited to prefinished equipment, acoustic materials, finished mechanical and electrical equipment such as light fixtures and grilles.
	c. Non-ferrous metal surfaces including aluminum, stainless steel, chromium plate, copper, and tern coated stainless steel except as noted coated.
	d. Operating parts and labels.


	C. MATERIALS PREPARATION
	1. Mix and prepare coating materials in accordance with manufacturer's directions.
	2. Stir materials before application to produce a mixture of uniform density and stir as required during application.  Do not stir surface film into material.  Remove film and, if necessary, strain material before using.  Continuously agitate zinc-ric...
	3. Store materials not in actual use in tightly covered containers. Maintain containers used in storage, mixing and application of coating in a clean condition, free of foreign materials and residue.


	3.3 APPLICATION
	A. General
	1. Apply coating in accordance with manufacturer's directions.  Use applicators and techniques best suited for substrate and type of material being applied.
	2. Apply additional coats when undercoats, stains, or other conditions show through final coat of coating, until coating film is of uniform finish, color, and appearance.  Give special attention to ensure that surfaces, including edges, corners, crevi...
	3. Generally, coating surfaces behind movable equipment same as similar exposed surfaces.  Coating surfaces behind permanently-fixed equipment or furniture with prime coat only before final installation of equipment.
	4. Do not coat over dirt, rust, scale, grease, moisture, scuffed surfaces, or conditions otherwise detrimental to formation of a durable coating film.

	B. Scheduling Coating
	1. Apply first-coat material to surfaces that have been cleaned, pretreated, or otherwise prepared for coating as soon as practicable after preparation and before subsequent surface deterioration.
	2. Allow sufficient time between successive coatings to permit proper drying.  Do not recoat until coating has dried to where it feels firm, does not deform, or feel sticky under moderate thumb pressure, and application of another coat of coating does...
	3. Minimum Coating Thickness: Apply materials at not less than manufacturer's recommended spreading rate to establish a total dry film thickness as indicated.

	C. Application
	1. Apply prime coat of materials which is required to be coated or finished, and which has not been prime coated by others.
	2. Recoat primed and sealed surfaces where there is evidence of suction spots or unsealed areas in first coat, to assure a finish coat with no burn-through or other defects due to insufficient sealing.
	3. Pigmented (Opaque) Finishes: Complete cover to provide an opaque, smooth surface of uniform finish, color, appearance, and coverage.  Cloudiness, spotting, holidays, laps, brush marks, runs, sags, ropiness, or other surface imperfections will not b...
	4. Completed Work: Match approved samples for color, texture, and coverage.  Remove, refinish, or recoat work not in compliance with specified requirements.


	3.4 CLEANing
	A. During progress of work, remove from site discarded coating materials, rubbish, cans, and rags at end of each work day.
	B. Upon completion of coating work, clean window glass and other coating-spattered surfaces.  Remove spattered coating by proper methods of washing and scraping, using care not to scratch or otherwise damage finished surfaces.

	3.5 SCHEDULEs
	A. Coating colors shall be as indicated below:
	1. Color to be selected by Owner.
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